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Networks and Services for the Information Society 



The International Symposia on Interworking received their initial impetns from work 
done in several projects of the ACTS (Advanced Communication Technologies and 
Services) Program, which was part of the 4* Framework Program of the European 
Union. This year’s Symposium was the fifth of a series of biannual conferences, and 
was now back in Europe again, following Bern (in 1992), Nice (1994), Nara, Japan 
(1996), and Ottawa (1998). 

“Networks and Services for the Information Society” was the overall theme of 
this year’s Interworking 2000 symposium hosted by Telenor, Norway, in Bergen - a 
beautiful city on the west coast of Norway. A major reason for this choice; Bergen is 
the European City of Culture for the year 2000. 

Interworking 2000 aimed to provide a platform for exchanging views on hetero- 
geneous communication network issues including their concepts, evolution, services, 
equipment and user requirements. It has highlighted the importance of interoperability 
between equipment, protocols, signalling and network management for the provision 
of end-to-end services at an international level. 

Contributors to the Symposium include technology and industry leaders gathered 
from all aspects of telecommunications networking, as well as experts from 
universities and research institutes. 

The research and development work around the globe and the deployment of new 
technologies in the field has been heading towards the realisation of a virtual society 
based on information and communication technologies. With the evolution towards 
this information society, high-speed networks and infrastructures, based on formal 
international or proprietary standards, will have to interwork with each other in order 
to provide end-to-end interconnection and operation, independent of the underlying 
network infrastructure. 

Recent years have seen the innovation in both the hardware and software of high- 
speed communications, using advanced new technologies including ATM, IP 
networking (IPv6), mobile communication (UMTS) and intelligence in networks, 
services and operational systems. At the same time, the applications for collaborative 
working, virtual presence and secured electronic commerce - all steps towards the 
information society of the 2T‘ century - are becoming a reality. 

The success of any service will depend upon the ability of networks, application 
and service platforms to inter-operate with each other in supporting the end-to-end 
applications with guaranteed QoS. This publication aims to give the reader an idea of 
how this can be achieved. 

The Interworking 2000 conference has integrated ‘Next Generation Networks 
(NGN)’ projects of the Information Society Technologies (1ST) Programme launched 
by the European Commission. This has facilitated greater dissemination of results 
from European NGN initiatives to the wider audience at large. 

We sincerely hope that this volume will grant its readers an overview of the 
technologies involved in Networks and Services as foreseen for the information 
society of the coming century. 



August 2000 



The Editors 
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^GMD-Fokus, Germany 
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^Swisscom, Switzerland 



Abstract. An overview of an integrated of home networking environment from 
a Telecom Operator and Service Provider's point of view is presented. This is a 
result of a cooperative European project (Eurescom P915 HINE) integrating 
heterogeneous home networks. It gives an insight of the basic requirement of an 
integrated home network that can enable the delivery of advanced 
telecommunication services, furthermore the results of a European distributed 
demonstrator are reported. 



1 Introduction and Basis 

The scenario of people seamlessly being able to control all elements of their 
heterogeneous home environment remotely via the Internet - like their video, heating, 
delivery of shopping and so on, is fast becoming reality. Over the past year, seven 
European Telecom Operators have been actively collaborating with each other and 
component vendors in the Eurescom project HINE (Heterogeneous In-house 
Networking Environment) [1] to fully understand the potential for the home 
networking environment and whether there is a market out there. 

The current target environments are mainly the in-house, business and home areas 
with wired and wireless systems. In addition to classical Customer Premises 
Equipment such as telephone, fax, PC and so on, there are many largely standalone 
microelectronics-controlled equipment (stereo / video products, home theatre, white 
goods, light control, burglar alarm, person identification / location systems etc.) that 
are applied in households. 
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Fig. 1. The Heterogeneous home network 

Integrating these devices in an homogeneous and interworking communication 
environment using mainly existing or easy-to-install networks (e.g. power-line, 
wireless systems), will allow major enhancements to existing and the creation of 
completely new applications and services. 

The project has focused on analyzing the key technologies for the realization of 
heterogeneous in-house networking systems for the home and office environment, 
providing a platform for communication, automation, control and facility 
management applications and services and operation of an Internet integrated HINE 
test-hed for commercial and pre-commercial components, applications and services. 



2 The Theoretical Work 

Beginning with existing or “easy to install" wired or wireless physical media and 
transmission systems, there is already a huge variety of possible means to access 
those devices. Some standards even allow the simultaneous use of the physical media 
for different transmission technologies, while other standards require special 
topologies, which might no be well suited for some countries. On top of the 
transmission technologies, it will be necessary to provide interoperability between 
devices in the same system and even across system boarders. Due to the focus on 
private customers and consumers, plug and play capabilities are a must as well. In 
addition, the Telecom Operators will have to provide complete solutions as a service 
to their customers. 
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In-house technologies have been compared and conclusions so far suggest that the 
commercial reality of the HINE environment is likely to comprise a mix of both wired 
and wireless networking. The constraints, approaches and impacts for the gateway 
and application programming interfaces to hook the in-house network into the access 
network have been evaluated, along with the influences of home networks on access 
networks. Furthermore scenarios have to be developed to allow customers to buy 
complete solutions in a one-stop-shopping manner from a Telecom Operator. 

Therefore one goal of the EURESCOM Project HINE has been to analyse the 
currently available solutions and future trends in the area of home communication and 
automation with an explicit focus on the possibility to attach theses systems to the 
access networks provided by the Telecom Operators [2-4]. The theoretical work, that 
has been carried out by the Project members provided an overview over possible 
solutions, which have taken into account the above mentioned criteria. In addition this 
work has been the basis for the development and implementation of the HINE 
demonstrator. 




Fig. 2. The In-house system structure 
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3 Residential Gateway & APIs 

The Residential Gateway (RG) is the key component in the home for connecting the 
various internal networks to different external access networks. However, it also 
serves as a platform for deploying different kinds of services to the end user. 

The requirements necessary to put on the Gateway are very hard to fulfill - the 
Gateway should be cheap, have a nice looking, make no noise, be easy to use, easy to 
manage, reliable, secure, and should be able to perform several challenging tasks 
simultaneously. 

To achieve this, it is essential that the several actors to some extent follow the same 
approaches. This is not the case today, as there exists several initiatives that work in 
parallel on different solutions on the several aspects relating to this. 

To make a RG within acceptable cost limits, the number of simultaneously 
available network interfaces has to be reduced to the minimum that is required to 
provide an overall set of services. To provide flexibility it is essential to use a 
standard internal interface for network interface cards, and hot plugging is a desire. 
The RG might be single physical unit, but might also be a distributed system 
containing several more or less interconnected units. 

Alarm services are potential services for this system, but introducing such services 
puts constraints on the availability and security features of the system. The RG has to 
be placed in a restricted area, and has to have a back up power supply. 



Internal Gateway 
Interface Module 




Fig. 3. The centralized Residential Gateway 
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Fig. 4. The distributed Residential Gateway 



Today existing home applications are based on a number of different APIs that are 
often proprietary, incompatible and normally just address subsets of the devices that 
exists in a home. This leads to a demand for a general API giving standardized access 
to all home devices independent of the network type used. Such an API should have 
functionality for invoking methods, provide status, do management and acquire 
specific attributes for devices. In addition persistence, security, automation and 
resource handling has to be taken into account. There are several initiatives to define 
the necessary API. Among them we have the Home API (now merged with Universal 
Plug and Play) and the OSGi (Open Service Gateway Initiative) initiatives. Both of 
them are in an early stage of development and it is too soon to judge the importance 
of these efforts. Nonetheless OSGi has succeeded in releasing its first specification 
and many manufacturers and providers are starting the first implementation of OSGi 
compliant platforms. 

Another very important aspect of the home system is the “the plug and play” 
capabilities. Also here there are several initiatives; Microsoft leads the work on 
“Universal Plug and Play” and Sun promotes Jini. “Universal Plug and Play” is still in 
an early stage of development and not much information is available (a Device 
Architecture specification has just been released in June 2000). Jini is a Java based 
resource discovers system that may be a component in other systems as HAVi (an 
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initiative coming from the consumer electronics market) and OSGi. It is not clear 
today if any solution will win over the others, and in that case, which it will he. 
Because of this several equipment manufacturers works with several solutions in 
parallel. For example, companies like Echelon and Axis seems to promote both Jini 
and Universal Plug and Play. 

The overall situation in this area is rather chaotic, and there is really a need to 
establish some overall guidelines to get a more smooth evolution. Telecom Operators 
and Service Providers can be puzzled when it comes the time for choosing the right 
platform. 



4 The Practical Work 

Besides the important theoretical work, the main goal of the Project has been to 
realise a distributed HINE demonstrator, interconnected via the Internet, broadband 
access networks and ISDN or POTS. All HINE Project partners have set up local 
scenarios to demonstrate the functionality and usability of global accesses to a variety 
of home communication systems. Due to the large number of standards, transmission 
technologies and physical media, the resulting demonstrator is thus completely 
heterogeneous and it gives useful and necessary experiences to all partners involved 
for future product and service developments. The distributed HINE demonstrator 
comprises a mix of online applications and hardware demonstrators. Due to the 
distributed physical approach of the demonstrator, the Internet has been used to 
interconnect the different demonstrator sites. This allowed creating a central 
demonstrator site for the access through the WWW. 



5 The Distributed Demonstrator 

The development and operation of a distributed demonstrator was a central goal of 
HINE. The expectation that realistic experiences with home networking technologies 
can best be made in this way became absolutely true. 



Scope of demonstrator evaluation 

After having separately tested and evaluated several technologies relevant or 
promising for the home networking area, the scope of the demonstrator evaluation 
was focused on the capabilities of the overall systems developed. 

The major issues identified are: man-machine interface, reliability, security, API 
implementations and access network basic requirements. Besides these areas, several 
other conclusions of broad relevance have been drawn. The major observations are 
presented in the following sections. 
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The distributed demonstrator concept 

Each HINE partner has set up a self-contained demonstrator part realizing several 
scenarios on a common technical basis. All demonstrator parts are accessible via a 
common World Wide Web access point (a web portal) that is partly limited by a 
password access control (some of the HINE Project results a confidential and reserved 
to the shareholders only). Additionally, dedicated access points for voice telephony, 
SMS and WAP are provided. 

In a real life environment, a portal (a web portal is the more straightforward way of 
doing it) is a comfortable way to realize secure remote access without explicit 
authentication per location. It can be for example implemented at the home site of a 
given user or be provided by a (security) service provider (the basic assumption for a 
web portal is that the user needs to have for most of the scenarios an always-on 
connection). 

The distributed demonstrator made it possible to realize similar scenarios using 
different technologies and thus to directly compare their suitability for a certain 
purpose. 



Demonstrator scenarios 

A broad selection of scenarios covering all areas of home networking - home 
automation, multimedia /entertainment and communication - has been realized. Here 
in the following a short description is included. We have not included on purpose 
broadband video services (e.g. digital video broadcasting. Video on Demand) because 
they are not aligned with the main focus of the project (heterogeneous networking). 

Home automation 

It includes in-home control, external control by the occupants, automatic provision of 
information to in-home and external places (e. g. police department) and external 
access and/or control by third parties like energy suppliers or emergency staff. 



Table 1. Home Automation scenarios 



Telemetric energy control 


Telemetric security 


Telemetric utility meters 


Baby-care 


Help to aged persons 


Automatic disaster reaction 


External heating/air conditioning control 


External access to real-time video data 


Self surveillance 


Utility contact 


Security 


Web cam images for security via E-mail (WISE) 


Remote access to kitchen appliances and storage 
facilities 
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Collection and use of environmental data 
Mood setting 

Services for disabled people 

Home networking in a rented home 
Multimedia control network with TV interface for 
domotic services 



Multimedia / entertainment 

It includes control and exchange of medium to high volume data like video, animation 
or high-quality audio, in-home and/or with external locations. 

Table 2. Multimedia/Entertainment scenarios 

The wireless WebPAD 

VCR programming using TV guide accessed via 

Web 

External recording control of video camera data 
Self surveillance 

Internet games 

CD sharing 

E-mail video orders (EVO) 

Multimedia control network with TV interface for 
domotic services 



Communication 

It especially covers speech communication (including man-machine interaction) and 
low volume data exchange. 



Table 3. Communication scenarios 

The wireless WebPAD 

Baby-care 

Help to aged people 

Utility contact 

Smart answering machine (SAM) 
Home networking in a rented home 



Man-machine interface experiences 

The man-machine interfaces have been identified as the major factor for end user 
acceptance. They have to be easy to use, shall quickly be operational after start-up 
and have to provide convincing confirmations (live pictures instead of test messages). 

Java applets can provide excellent functionality, but this has to be carefully 
balanced against the corresponding downloading time. Java applications may be the 
better solution for frequent access to invariable functions from a given location. 
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Voice interfaces are very promising, but commercially available speech 
recognition software is still far from being accurate and easy to use for everybody, 
especially when e. g. GSM voice quality is not good enough. 

SMS , remote controls and TV screens have reasonable areas of application, but 
they are less suited for complex interaction. 

WAP is expected to provide a useful addition to a full Web interaction. In the 
demonstrator, it has successfully been used for environmental status data presentation 
and remote home appliances control. 

Specifically designed hardware and/or software solutions for disabled people can 
enable these persons to highly benefit from home networking. These solutions have to 
go far heyond the adaptation of typical I/O devices as demonstrated hy mouse 
operation controlled by a head movement detection system. 



Reliability 

Hardware and software reliability is an important issue especially in the typically non- 
expert home environment. Most of the commercial equipment used to implement the 
demonstrator sufficiently fulfilled this requirement. 

Microsoft Windows 95/98 during our tests showed not to be stable enough for a 
home server, Linux or Windows NT are better suited. 

Concurrent applications may be a problem for the computers typically used in 
home environments, distribution of these applications onto several hosts may be 
necessary to reach the required stability (at a higher cost, though). 

Powerline transmission may be a good solution for home networking as it does not 
require additional cabling, but less expensive variants like XIO do not fulfil the 
reliability requirements of critical applications, e. g. alarm handling. Powerline 
transmission for data (e.g. PC to PC) is currently not commercially available and 
should take into account EMC compatibility and regulatory issues. 



Security 

Security against unauthorized access to their home is a point where people are 
generally fairly sensitive about. Nevertheless, typical firewall concepts currently 
hinder intended access too much to be applicable. 

The security service provider concept introduced for the distributed demonstrator 
seems much more appropriate and could be enhanced by e. g. virus protection 
mechanisms. More complex access control mechanisms based on origin of access or 
time of day also easily be integrated. 



API implementations 

Existing home applications are based on a number of different APIs that are often 
proprietary, incompatible and normally just address subsets of the devices that exist in 
a home. 
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Due to the non-availability of API approaches like HomeAPI or OSGi at 
demonstrator implementation time, CORBA and Java have been used for individual 
solutions by several HINE partners. 

In general, CORBA is suitable for the demonstrator goals, but some mechanisms 
do not comply with firewalls. Java applets have to be carefully designed to meet man 
-machine interface requirements (see above). 

All partners have used IP as a low level basis. This should be taken into account by 
unification approaches for the vast number of different low level home networking 
protocols used today. 



Access network basic requirements 

Access network requirements highly depend on the applications used in a given home. 
Assuming that all scenario categories and information media (text, pictures, video 
sequences, sound...) will more and more be used in home networking environments, 
xDSL availability and always-on support will be a growing requirement of residential 
customers. 

xDSL is the only access networking technology provided today for residential 
customers which can sufficiently adapt to the highly varying bandwidth requirements 
of home networking applications. 

Always-on support is necessary for sufficiently fast and easy external access to 
home locations. 



Overall conclusions 

Besides the specific technical problems described in the sections above, it has 
generally been concluded that comfortable home networking which covers all 
relevant areas is possible with today’s technologies, but can be still too complex to 
install and too expensive with reference to certain advanced scenarios. The integration 
into a single hardware platform of advanced functionalities should be weighted with 
respected to the scenario to be implemented. It is probably unrealistic the possibility 
of having flexibility, computing power, low cost, future proofness in a single box, but 
it is likely to be able in the short term to have a home networking equipment capable 
of integrating multimedia and data streams (e.g. with IEEE1394 and Ethernet 
interfaces with the use of IP for everything) and of hosting new bundles of services. 
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Abstract. Network interoperability may be achieved by a number of different 
means. This paper addresses the usage of management mechanisms to realize 
this goal. Where interoperability by means of management systems is 
concerned, standardization bodies like ITU are frequently associated with 
standardized network element (NE) models. This paper presents another option, 
interoperability on the network level. The network level view is more abstract 
and comprises fewer details, simplifying many management tasks considerably. 

A natural consequence of the proposal is the relaxation of the requirements for 
standardized NE models. The generic network model defined in the G.85x 
series is the core element of the proposal. The functionality of the current 
version as well as the planned extensions (access networks, connection-less 
networks including IP) are described and so are the underlying mechanisms, the 
generic network architecture defined in G.805, the Logical Layered 
Architecture in M.3010 and the enhanced Reference Model for Open 
Distributed Processing (RM-ODP) in G. 85 1.1. 

Keywords: Generic network architecture, generic network model, inter- 

operability, interworking, logical layered architecture, management 
architecture, network level management, RM-ODP. 



1 Introduction 

The proposal made in this paper is for telecom network interoperability by means of 
management systems to be addressed on the network level rather than the network 
element level, for three reasons: 

1. A widely accepted generic network architecture, the ITU-T rec. G.805 “Generic 
Functional Architecture of Transport Networks”, exists already. 

2. Interoperability at the network level is easier to achieve because the network view 
is more abstract and hence comprises fewer details. 



S. Rao and K.I. Sletta (Eds.): INTERWORKING 2000, LNCS 1938, pp. 12-31, 2000. 
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3. FocusPlfor the management of network technologies should be be shifted from the 
network element level to the network level anyway, to reduce complexity and thus, 
operational expenses. 

A generic network level model is a prerequisite for the application of this approach. 
Such a model is being developed in Question 18 of Study Group 4 within ITU-T, in 
brief, Q.18/4. After a review of the generic network architecture and the Logical 
Layered Architecture this paper explains the applicability of the enhanced RM-ODP 
(Reference Model for Open Distributed Processing) framework to the development of 
the generic network model. The creation of a networkTTP (Trail Termination Point) 
is used as a modeling example throughout the RM-ODP viewpoints. 

Multiple network technologies from multiple vendors spanning multiple network 
provider domains may interoperate following the approach outlined in this paper. 

The existing model is applicable to connection-oriented core network technologies 
like SDH, WDM and ATM. Work has started in Q.18/4 to expand the scope by 
including connectionless technologies such as IP as well as access network 
technologies. 



2 The G.805 Generic Network Architecture 

In the early nineties, influenced by the emerging object oriented methodology, SG 
XVIII (later SG13) in ITU developed the generic network architecture [I]. It provides 
a high level view of the generic network function based on a small set of architectural 
entities (functional blocks) interconnected via reference points, see Fig.l. Two main 
network representations exist: 

- Topology^in terms of links, subnetworks and access groups. 

- Connectivity in terms of trails, link connections, subnetwork connections, ports 
and reference points. 

In an implementation, a visible reference point becomes an interface. 




Fig. 1. Functional architecture, basic elements 

The topological view describes the geographical distribution of the resources of a 
layer network. The access group is a container for a number of co-located access 
points. The subnetwork represents the routing capabilities within a site or grouping of 
sites and the link represents the transport capacity between subnetworks. Layering is a 
methodology for splitting the overall transport function into a hierarchy of layer 
networks on top of each other, each of which utilizing the service from the server 
layer to provide its own service. A topological view of a network consisting of three 
sites is shown in Fig. 2. 



' From the point of view of the network operator 
^ of a layer network 
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The topological view is well suited when searching for candidate routes for 
connections. By introducing selection criteria such as the number of hops, the average 
spare capacity of the links, etc. in addition to the topological information, the search 
process may be automated. 

All the architectural entities are available (but not necessarily visible) in the 
connectivity view, i.e., the ports, the reference points, the link connections, the 
subnetwork connections and trails as well as the topological entities. 

The trail preserves the Integrity of the information transported between access 
points at the boundary of the layer network by adding overhead at the transmit end 
and extracting and analyzing it at the receive end. 




Fig. 2. Network architecture - the topological view 




The subnetwork and the associated subnetwork connections provide the capability 
of flexibly routing the incoming traffic of a site to the appropriate outgoing links. The 
routing control may be realized by management or signaling. 
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The interlayer relationship is provided by the adaptation function as shown in 
Fig. 3. The capability of individual management for each layer is a general 
requirement. To make this possible, the link connections are there to provide a virtuaj] 
representation in the client layer of the server layer support. 

Partitioning of subnetworks implies that a composite subnetwork has an internal 
structure so that it may be recursively decomposed into component subnetworks 
interconnected by links. An example of subnetwork partitioning is illustrated in Fig. 2. 
The outer subnetwork is a composite subnetwork comprising three component 
subnetworks. 

In a similar fashion, subnetwork connections may be partitioned into component 
subnetwork connections interconnected by link connections. Partitioning of 
subnetworks and subnetwork connections may be utilized to represent parts of a layer 
network at different levels of abstraction. 

The approach taken when developing G.805 is generic in the sense that it is not 
referencing any particular technology. Most of the architectural entities defined are 
applicable to a broad range of technologies, eventually with the behavior slightly 
modified. At the moment, the following network architectures exist: 

- G.803 -SDH[2] 

- G.872-WDM [3] 

- 1.326 - ATM [4] 

- G.902 - Access networks [5] 

- g.cls - Connectionless communication [6] 

The last one, g.cls, is currently under development. It will cover connectionless 
technologies such as IP. 



3 The Logical Layered Architecture - Relaxed Requirements for 
Standardised Ne-Models 

The Logical Layered Architecture in Fig.4 is part of the TMN but has been applied in 
a number of non-TMN applications as well. 



^ The actual server layer support is the sequence of the adaptation function , the server layer 
trail and the other adaptation function in Fig. 3. 
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Fig. 4. The Logical Layered Architecture 



As with the network architecture, the LLA consists of functional blocks bound 
together via standardized (q, x, f) or proprietary^(m, n) reference points. On top of the 
basic information transport function, the Network Element Function (NEF), there is a 
hierarchy of management layer^ providing management functions (OSFs) in a 
layered fashion, i.e., the functions at one layer rely on the service of its server layer to 
perform its own service. The layers are frequently referred to as different levels of 
management abstraction, the higher the layer, the higher the level of abstraction. 

The Element Management Layer (EML) is performing management operations 
pertaining to each individual NE. No knowledge of the relationship with other NEs is 
presumed. 

The execution of an operation on the EML may result in interactions between the 
EML and the NEF across the q3ne/m reference point. The protocol and model 
governing these interactions are often proprietary as they depend on equipment 
manufacturer properties to a large extent. 

Network level operations like setting up connections are carried out at the Network 
Management Layer (NML). As a result, connection commands are sent to the EML 
across the appropriate q3nne reference points based on the topological knowledge of 
the network structure held by the NML. These operations are, however, normally not 
visible across the q3nn or q3sn reference points. 

The Service Management Layer (SML) is managing services running on top of the 
NML. 

The Business Management Layer is managing business processes within the 
organization of the network provider and, in some cases, his customers. 

Management systems may be recursively nested within the NML and the SML. 
They may also interoperate with other management systems within the same 
administrative domain (same network provider) across q3nn or q3ss reference points, 



Strictly speaking, proprietary reference points are not part of the LLA. 

^ One may also speak about a certain level, such as the network management level. 
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or in other administrative domains across xnn or xss reference points. The f-reference 
point for operator access may be provided in all layers. 

Network technologies may be combined to provide more comprehensive functions. 
Of particular interest is the case where IP is running on top of different access and 
core network technologies to provide a unified end-to- end network representation to 
all services in the SML. This is the so-called “Full Service Network” (FSN) concept. 
The access portion of the FSN is often denoted the “Full Service Access Network” 
(FSAN). 

In principle, every management task should be handled at the highest possible level 
of abstraction because, potentially, that makes the task simpler. For example, instead 
of setting up a connection at the NML, the connections in each node may be set up 
individually at the EML but that takes more time. 

When an alarm occurs in an NEF it is detected by the EML and mapped to the 
NML so that the faulty network connections are identified. Depending on the 
importance of the traffic and the protection and restoration mechanisms available the 
traffic may or may not be rerouted by the NML. The task of repairing the fault is left 
to the EML - when time and priority permits. 

The other usage of the EML is for the configuration of the NEF during installation 
or upgrade. There seems to be a trend towards limiting operator intervention to the 
setting of configuration options that may neither be done in the factory nor automated. 

A consequence of dealing with interoperability at the NML is that the requirements 
for standardized NE models at the EML may be relaxed, i.e., the q3nne and q3ne 
reference points may be replaced by proprietary n and m reference points. To allow 
the parties involved (the management system manufacturer, the network provider, 
third party implementers) to perform the implementation in a controlled and orderly 
manner, however, n and m must be well specified. Taken together with increased 
automation of EML functions wherever possible, reduction in complexity and thus in 
operational expenses should result. 

If interoperability is more attractive on the NML what about even higher layers, 
i.e., the SML? Up to now, standardizing SML models have been regarded as 
interfering with proprietary service implementations. Certain initiatives have been 
provided such as the standardization of the leased line and the BVPN services in the 
ITU and the definition of the service management architecture in the TME [8]. This 
may change with the forecasted extensive deployment of new services such as e- 
commerce on top of the IP network. 



4 Modelling Methodology - the Enhanced RM-ODP Framework 

Due to a number of limitations, in particular the absence of mappings to management 
requirements and the lack of support for distribution, Q.18/4 concluded that OSI 
Management did not have sufficient modeling capabilities to become the modeling 
methodology of choice for the development of the network model. Instead, it was 
decided that an enhanced version of the Reference Model for Open Distributed 
Processing (RM-ODP) should be developed. The resulting methodology [9], [10] and 
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the model for an example, subnetwork connection management [11], [12], [13] were 
developed. They became approved in 1996. 

RM-ODP is defined in [14], [15], [16] and [17]. It consists of five viewpoints: 

- The Enterprise Viewpoint 

- The Information Viewpoint 

- The Computational Viewpoint 

- The Engineering Viewpoint 

- The Technology Viewpoint 

Each viewpoint is a self-contained specification of the system from a particular 
perspective. In addition, certain mappings between the viewpoints need to be 
maintained for the integrity of the overall system to be preserved. 

Because the target is a model for management, only the system aspects subject to 
management, the management requirements, need to be modeled. They are expressed 
as actions with associated policies in the Enterprise Viewpoint. This implies that the 
requirements become an integrated part of the model. 



4.1 The Enterprise Viewpoint 

When compared with the original version of RM-ODP, most of the changes pertain to 
the Enterprise Viewpoint. A finer modeling granularity is allowed to correspond with 
the granularity of the network resource types in G.805. All the constructs (in all 
viewpoints) are provided with unique labels for backward traceability from the model 
elements in the Information-, Computational-, and Engineering Viewpoints to the 
functional requirements in the Enterprise Viewpoint. This is a fundamental 
mechanism for the support of conformance testing and also when estimating the cost 
of implementation for particular requirements. 

Functional requirements are modeled as actions invoked by a caller roleR and 
carried out by a provider role. Actions are enforced or restricted by action policies, 
Permissions, Prohibitions or Obligations respectively, to provide additional level of 
detail to the action definition. 

Actions are grouped into functional units called Communities. An ordered series of 
actions combined to provide more comprehensive functions is called an Activity. By 
taking advantage of existing communities, substantial reuse of specification and 
eventually implementation may be achieved. 

The Service Contract is essentially a listing of the functional contents of a 
community. Due to the labels it provides unique references to the functional elements 
already defined, simplifying reuse. The service contract may be used to define the 
technical part of the Service Level Agreement (SLA), the Service Level Specification 
(SLS). 

In addition to capturing the functional requirements, the Enterprise Viewpoint also 
serves as the roadmap towards the other viewpoints. Actions in the Enterprise 
Viewpoint map to interface operations in the Computational Viewpoint. The client 
and provider roles map to computational objects. Enterprise actions are normally 
concerned with the manipulation (create, delete, associate, etc.) of G.805 network 



^ in RM-ODP, a role is a fraction of the behavior of an object, in this case, an Enterprise object 
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resources such as trails, access groups etc. Network resources map to objects, 
attributes or relationships in the Information Viewpoint. 

When passing from the less formal architectural description of network resources 
in G.805 to a formal network model, additional behavior needs to be settled. Rec. 
G.852.2 “Transport Network Enterprise Model [18] is doing that for the elements 
already defined in G.805 and is also providing definitions for some important 
elements currently missing. 

An extract from the Enterprise Viewpoint for trail management showing the role, 
action and service contract definitions for trail termination point creation is provided 
below. 

Community trail management 
Role 

tm_caller 

This role reflects the client of the actions defined within this community. One and 
only one caller role occurrence must exist in the community. 

tmprovider 

This role reflects the server of the actions defined within this community. One and 
only one provider role occurrence must exist in the community. 

layer network domain 

This role represents the layer network domain resource defined in 
Recommendation G.852.2. One and only one layer network domain role occurrence 
may exist in the community. 

trail termination point 

This role reflects the trail termination point resource as defined in 
Recommendation G.852.2. Zero or more trail termination point role occurrences may 
exist within this community. 

ACTION 

Create trail termination point 

This action is used for the creation of a trail termination point. The caller has the 
ability to provide a unique user identifier to identify the trail termination point that 
has been created. 

ACTION_POLICY 

OBLIGATION inputDirectionality 

The caller shall specify the directionality of the trail termination point to be 
created. 

PERMISSION inputUserld 

The caller may provide a user identifier for the requested trail termination point. 
OBLIGATION rejectUserldNotUnique 

If PERMISSION inputUserld is part of the contracted service and if the user 
identifier is not unique in the provider context, then the provider shall reject the 
action. 

OBLIGATION provideUserld 

If PERMISSION inputUserld is part of the contracted service, then the provider 
shall use the user identifier as the unique identifier when communicating with the 
caller. 

OBLIGATION successReturnId 
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If PERMISSION inputUserld is not part of the contracted service, the provider 
shall, upon success of this action, return the unique identifier for the created trail 
termination point. 

PERMISSION inputUserLabel 

The caller may provide a user label for the requested trail termination point. 

SERVICE CONTRACT tm_src 
ROLE 

tm_caller, tm_provider, layer network domain, trail termination point 

ACTION 

Create trail termination point {OBLIGATION inputDirectionality, 
rejectUserldNotUnique, provideUserld, successReturnId; PERMISSION 
inputUserld}; 



4.2 The Information Viewpoint 

The Information Viewpoint describes the static behavior of the system in terms of 
information elements, i.e., objects, attributes and relationships. The behavior of the 
information objects is made up of invariants, attributes and mandatory relationships. It 
may either be provided as structured English text or be described using the formal 
language Z [19]. 

Rec. G. 853.1 “Common Information Viewpoint” [20] is a library constituting the 
information elements that may be directly defined on the basis of G.805 and G. 852.2, 
that is, without taking functional requirements pertaining to any specific management 
area into account. When producing an Information Viewpoint specification for a 
specific functional area the elements from the library are being used as superclasses 
and specializations are provided taking the additional functional requirements into 
account. New elements may be added as well. 

Information elements are mapped to the corresponding Enterprise Viewpoint 
elements, eventually to elements in G.852.2. 

The Information Viewpoint is the ultimate source for the definition of the 
information elements within the system. This is reflected by the Parameter Matching 
clause in the Computational Viewpoint which maps the input and output parameters 
to the corresponding information elements. 

An extract from the Information Viewpoint for trail management showing the 
UML class diagrams, the information objects and the relationships for networkTTP 
creation is shown below. 
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Relationship diagram Inheritance diagram 

Fig. 5. UML class diagrams for trail termination point creation 



tmNetworkTTP 

<COMMUNITY: trail management, ROLE: trail termination point> 
DEFINITION 

"This object class is derived from <networkTTP>." 

ATTRIBUTE 

<userLabel> 

"<COMMUNITY: trail management, ACTION: create trail termination point, 
ACTION POLICY: inputUserLabel> 

This attribute is imported from G.853. 1 and is used as a user friendly label for the 
networkTTP." 

RELATIONSHIP 

<accessGroupIsMadeOfNetworkTTPs> 

<trailIsT erminatedByPointT oPoint> 

<subnetworkTPIsRelatedToExtremity> 

<layerNetworkDomainIsMadeOf> 

tmLayerNetworkDomain 

<COMMUNITY: trail management, COMMUNITY POLICY: signalld> 
DEFINITION 

"This object class is derived from <layerNetworkDomain>." 

ATTRIBUTE 
— none additional 
RELATIONSHIP 
<layerNetworkDomainIsMadeOf> 
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layerNetworkDomainlsMadeOf (imported from G.853.1) 

DEFINITION 

"The layerNetworkDomainlsMadeOf relationship class describes the relationship that 
exists between a layerNetworkDomain and the objects that compose it." 

ROLE 

containerLND 

"Played by an instance of the <layerNetworkDomain> information object type or 

subtype." 

element 

"Played by an instance of the subtype of the <networkInformationTop> information 
object type." 

INVARIANT 

invcontainerLNDRoleCardinality 

"One and only one instance of the role containerLND must participate in the 
relationship." 

invelementLNDRoleCardinality 

"One or more instances of the role element must participate in the relationship." 
invsignalldentification 

"The containerLND and the element must contain the same signalldentification 
information. " 



4.3 The Computational Viewpoint 

The dynamic system behavior is described as interactions between computational 
objects in the Computational Viewpoint. Operational as well as notification interfaces 
are provided by these objects. The computational objects represent the finest 

granularity of objects in the mapping to the Engineering Viewpoint. 

For each computational object, the mapping is provided to the appropriate caller 
and provider roles in the Enterprise Viewpoint. 

The major part of the Computational Viewpoint deals with the specification of the 
operations belonging to each interface. The methodology used is commonly known as 
“Design by contract” [21]. An operation is invoked providing a number of input 
parameters and upon the successful execution, a number of output parameters are 
returned. Each parameter has a name, a type specifier and a value assigned. Every 
parameter is mapped to the corresponding element in the Information Viewpoint in 
the Parameter Matching clause. 

The invariant state of the system before and after the execution of an operation is 
defined by a set of pre- and post-conditions. They are defined by the state of the 
relevant relationships and attributes. Whenever an invariant is violated, a specific 
exception is raised. For each exception, an explanatory text as well as a type specifier 
is provided. 

A report notification is defined for every operation. The report may contain 
additional information for the recipients to take advantage of the outcome of the 
successful event. 



^ This is a formal mapping defined in RM-ODP 
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The operations are described in a communication protocol neutral fashion. Protocol 
specific constructs for the communication protocol chosen are added in the 
Engineering Viewpoint. The parameters are defined in the ASN. 1 language. 
Operations are mapped to actions in the Enterprise Viewpoint. 

An extract from the Computational Viewpoint for trail management describing the 
create networkTTP operation and the associated ASN.l types, is shown below. 

Create networkTTP 

<COMMUNITY: trail management, ACTION: create trail termination point> 
OPERATION createNetworkTTP { 

INPUTPARAMETERS 

layerND : LayerN etworkDomainChoice; 

pointDir: PointDirectionality; 

supp li edUserldenti fi er : U serldenti fi er ; 

— zero length string or 0 implies none supplied. 
suppliedUserLabel: GraphicString; 

— zero length implies none supplied. 

OUTPUTPARAMETERS 
networkTTP: NetworkTTPChoice; 

RAISEDEXCEPTIONS 
userldentifierNotUnique: Userldentifier; 
failureToCreateNetworkTTP: NULL; 
fai lureTo SetUserldenti fi er : NULL ; 

BEHAVIOUR 

SEMIFORMAL 

PARAMETERMATCHING 

layerND: INFORMATION OBJECT: tmLayerNetworkDomain>; 
suppliedUserldentifier: <INFORMATION ATTRIBUTE: resourceId>; 
pointDir: INFORMATION ATTRIBUTE: pointDirectionality>; 
networkTTP: INFORMATION OBJECT: tmNetworkTTP>; 
suppliedUserLabel: INFORMATION ATTRIBUTE: userLabel>; 

PRECONDITIONS 

invuniqueUserldentifier 

"suppliedUserldentifier shall not be equal to resourceld of any element in 
a <layerNetworkDomainIsMadeOf> relationship where layerND refers to 
containerLND." 

• POST_CONDITIONS 

• inv_existingNetworkTTP 

• "networkTTP and layerND must respectively refer to element and containerLND in 
a <layerNetworkDomainIsMadeOf> relationship." 

• inv_agreedUserldentifier 

"resourceld of tmNetworkTTP referenced by networkTTP is equal to 
suppliedUserldentifier, if it is supplied." 
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EXCEPTIONS 

IF PRE CONDITION inv_uniqueUserIdentifier NOT VERIFIED 

RAISEEXCEPTION 

userldentifierNotUnique; 

IF POST CONDITION inv_existingNetworkTTP NOT VERIFIED 

RAISEEXCEPTION 

failureT oCreateN etworkTTP; 

IF POST CONDITION inv_agreedUserIdentifier NOT VERIFIED 

RAISEEXCEPTION 

failureToSetUserldentifier; 

} 



Supporting ASN.l productions 

LayerNetworkDomainChoice CHOICE { 

tinLayerNetworkDomainQuerylfce TmLayerNetworkDomainQuerylfce, 
userldentifier Userldentifier }; 

NetworkTTPChoice:- CHOICE { 

tmN etworkTT PQuerylfce T mN etworkTTPQuerylfce, 

userldentifier Userldentifier}; 



4.4 The Engineering Viewpoint 

The Engineering Viewpoint describes the operations for specific interfaces based on a 
given commnnication protocol. Specifications exists already for CMIP [22] [23] and 
Corba communication [24], [25], [26] and others will be provided. When ntilizing 
CMIP, Managed Object (MO) classes representing network resources are mapped to 
the Enterprise Viewpoint resonrces in G. 852.2. Actions are mapped to operations in 
the Computational Viewpoint and name bindings and attribntes are mapped to the 
corresponding elements in the Information Viewpoint. The mapping scheme for 
Corba communication is not fnlly decided yet. 

Distribution is another important feature for future applications. Within RM-ODP, 
there are mechanisms included to implement a number of distribution types by 
snpporting the corresponding transparencies. 

The functionality describing the network TTP creation for a CMIP interface is 
spread across a number of constructs, the MO class definition, the conditional 
packages, the name binding and the error parameters. It is not readily separable from 
a number of other functional elements either and, therefore, will not be presented 
here. 



4.5 The Technology Viewpoint 

The Technology Viewpoint is concerned with implementation issues only and will not 
be discussed here. 
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5 Existing Functionality 

Following the approval of the enhanced RM-ODP framework in 1996, a range of 
recommendations applicable to technologies such as SDH, WDM and, to a certain 
extent ATM, were approved in 1999. The following functional areas were covered: 

- Topology management [27], [28], [29]. 

- Pre-provisioned adaptation management [30], [31], [32]. 

- Pre-provisioned link connection management [33], [34], [35]. 

- Pre-provisioned link management [36], [37], [38]. 

- Trail management [39], [40], and [41]. 

Work is in progress to include partitioning, protection, routing, and failure 
propagation and also completing the model for ATM. 

When assessing the applicability of a new technology to the model, the specific 
requirements of the technology are analyzed. In some cases the non-matching 
requirements may be modeled on the NE level, while others may lead to technology 
specific extensions on the network level. For example, the assessment of ATM 
resulted in two major changes, the redefinition of link capacity to be either bandwidth 
or the number of link connections, and the notion of dynamic creation of termination 
points during connection setup. 

The applicability of the model to WDM technology was proven by the ACTS 
project Mephisto and demonstrated at the public presentation in October 1999 [42]. 
The setup of a protected trail in the OCH layer on a prototype system consisting of 
three OADMs in a ring structure was shown. The network model used in Mephisto is 
based on the generic network model. The configuration manager developed provides 
the operator with one operation for each action in the communities supported, that is, 
topology management, pre-provisioned link connection management, subnetwork 
connection management and trail management. 

It is argued in the Mephisto project [43] that the generic model may be utilized for 
the management of SDH over WDM, provided that an enhanced version of the route 
discovery function is used in the OCH layer. An alternative solution to limit noise 
accumulation is the addition of a digital frame like the digital wrapper on top of the 
OCH layer combined with Forward Error Correction (FEC) inside each network 
provider domain involved. 

So far, only technologies for the core network have been modeled. There are, 
however, increasing concerns to provide an end-to-end network view including access 
network technologies as well. A combined network and network element model for 
ATM PONs will be approved this year in ITU-T [44]. 



6 Modelling Connectionless Communication 

The current versions of G.805 and the technology specific extensions all presume 
connection - oriented communication, that is, prior to traffic flowing, a connection 
has to exist. With connectionless communication there is no connection setup in 
advance. To cope with that, a novel network architecture with the working title 
“g.cls” is currently being defined in SG.13. The scope is not limited to connectionless 
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technologies, so there is a potential for g.cls to become the replacement of G.805 
rather than a complement. Developing a network model for connectionless 
technologies is part of the work plan for Q.18/4. 

If IP is to become the major network technology of the future, enhancements in the 
routers as well as in the applications running in the hosts are necessary. A 
comprehensive network model is a powerful tool for analyzing as well as managing 
such an enhanced IP based network. 

One of the major enhancements relates to the communication paradigm. It is 
widely agreed that the current “Best Effort” approach should not be the only level 
supported. Traffic Engineering is a tool that are being proposed to provide 
differentiation to the communication paradigm and thus to the Qosg utilizing 
mechanisms such as RSVP [45], Intserv [46], [47], Diffserv [48], [49], MPLS [50], 
[51] and COPS [52], [53], [54]. In addition, a control framework is needed to verify 
compliance between planned and actual traffic and also for specifying how to deal 
with excess traffic. At the same time, one is trying to preserve the structural simplicity 
of the existing Internet. 

Differentiated service quality should lead to differentiated charging. Consequently, 
new charging models must be developed to complement the existing flat rate 
charging. 

The second argument for an extension of the model is the interworking between IP 
and other technologies. Primarily, client-server schemes with IP in the client role are 
foreseen, but peer configurations are expected too. A variety of interworking schemes 
need to be taken into account, ranging from gateways supporting one specific 
management function to the full interworking between IP and the server technologies. 

Another concern is that of handling the vast forecasted increase in traffic [55]. This 
traffic will be aggregated and handled by large capacity routers. Unfortunately, data 
traffic on the one hand and voice and video traffic on the other poses quite different 
requirements to the network in terms of packet loss, delay and delay variation. This 
makes the traffic grooming function more complex. There are issues relating to the 
work split between routing on the client level (IP) and routing on the server level 
(OTN/WDM) too. 



7 A Multi-technology/MULTI-domain Example 

Two networks based on compatible technologies (for the traffic) are exchanging 
traffic across a domain boundary, confer Pig. 6. 



QoS should be interpreted broadly including every kind of parameter affecting the perception 
of the end user of the service provided. 
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Fig. 6. Scenario for multi-technology, multi-domain interoperability 

The network model^ in both domains are based on the generic model but 
differences may exist due to manufacturer, equipment type/- version, technology 
specific properties, etc., catered for by the term “mapping” in Fig. 6. The two domains 
may be operated by the same network provider, in which case there is a standardized 
q3nn reference point available for network level management across the domain 
boundary. With two different providers, there is a xnn reference point instead based 
on a more abstract network model. 

The interactions between the network element models and the network models take 
place via proprietary n reference points. As long as the network models in the two 
domains are being consistently updated whenever changes occur on the NE level and 
vice versa, the capability of providing well defined end to end functions is 
maintained. 

The generic network model (GNM) is providing the operators with an overall view 
of the networks in the two domains. On this basis the operators may find a route for 
an end-to-end trail and input a trail request to the GNM. The trail request is converted 
into SNC requests to the network models in the two domains (x or q) and further to 
cross connection requests to the appropriate NE models. Einally, crossconnections are 
established in the NEs to complete the setup of the end-to-end trail. 



8 Conclusion 

Interoperability is an attractive feature in a heterogeneous telecom network 
environment. A number of different approaches are being proposed for achieving that. 
This paper suggests that interoperability at the network level is a natural choice and 



^ All the models in Fig. 6 including the generic network model are physical models 
implemented in databases. 
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proceeds by describing the underlying tools and the existing version of the generic 
network level model as defined in the G.85x series of recommendations. 

The consequence of addressing interoperability at the network level is that the 
requirements for a standardized NE model become relaxed. Taken together with 
increased automation of NE functionality, substantial savings in operational expenses 
are expected. 

Technologies like SDH, WDM and, partly, ATM are supported by the current 
version of the model. Work has started to expand the scope by including technologies 
for the access network and for connectionless communication such as IP. This will 
make the generic network model well suited for modeling end-to-end trails across 
multiple network provider domains and multiple technologies spanning the access 
network as well as the core network. 
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Abstract. This paper present an example of call control using the Session 
Initiation Protocol (SIP) for multimedia call management in the “all IP” 
architecture for the core network of UMTS. The first part of this publication 
gives an overview of the 3GPP IP-based UMTS core network. The second part 
introduces an interworking scenario between the UMTS core network and the 
SIP-enabled public Internet. The current main issues are highlighted. 



1 Introduction 

The 3“* Generation Partnership Program group (3GPP) [1] is in the process of 
specifying the core network architecture of UMTS phase 2 also known as Release 
2000 (ROO). A number of options have been proposed for the ROO architecture, one of 
which known as the UMTS “all-IP” architecture: 

The “all IP” architecture is evolving from the GSM/GPRS architecture-based 
UMTS phase 1 (R99). It is intended to use IP components within the core network, 
with evolved GPRS elements supporting data, multimedia and voice over IP (VoIP) 
mechanisms for the delivery of, for example, speech and traditional circuit-switched 
type of features. 

The “all IP” architecture is required to provide interworking solutions between 
UMTS and 2”“* Generation mobile networks, the legacy PSTN/ISDN networks and 
external IP-based SIP/ H323-enabled networks. It is also required to support 
standardised services. Camel Service Switching Functions, call control and Media 
Gateway interrogation. The investigation of solutions for multimedia call 
management is an important issue in the 3GPP group. A possible solution is the 
application of IP-based signalling for call control in the “all-IP” architecture. 

The first part of this paper introduces the UMTS ROO architecture. The second part 
will present a solution employing the SIP protocol [2], for multimedia call set-up and 
termination between UMTS/GPRS network and external multimedia IP-based 
networks. 
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2 The UMTS IP-Based Architecture [3] 

The UMTS “all-IP” architecture is based on the evolution of the GPRS core network 
standard, which will fully support advanced Voice over IP, data and multimedia 
applications. 

Figure 1 shows a simplified overview of the Reference Architecture for Release 
2000. The final approval of this architecture will depend on the resolution of a certain 
number of issues, which include the relationship between different call control 
models. The following section is describing the various functional elements; 

CSCF: the Call State Control Function. It performs call control, service- switching 
functions, address translation functions and vocoder negotiation functions. 

HSS'. the Home Subscriber Server. It is the master database for a given user. It is 
responsible for keeping a master list of features and services (either directly or via 
servers) associated with a user, and for tracking of location and means of access for 
its users. It provides user profile information, either directly or via servers. It is a 
superset of the HLR functionality, since it also communicates via new IP-based 
interfaces. 

MGCF\ the Media Gateway Control Function. It is the point of interface for 
signalling between IP-based packet switched networks i.e. GPRS, and circuit 
switched networks. The MGCF communicates with the CSCF. It selects the CSCF 
depending on the routing number for incoming calls from legacy networks and 




Fig. 1. Reference Architecture for Release 2000 [1] 
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performs protocol conversion between the Legacy (e.g. ISUP, R1/R2 etc.) and the 
ROO network call control protocols. Out of band information is assumed to be 
received in MGCF and may be forwarded to CSCF/MGW. 

MGW: the Media Gateway function. This component is the PSTN/PLMN transport 
termination point for a defined network, and interfaces UTRAN with the core network 
over the In interface. A MGW may terminate bearer channels from a circuit switched 
network and may terminate media streams from a packet network (e.g., RTP streams 
in an IP network). It may support media conversion, bearer control and payload 
processing (e.g. codecs, echo canceller, conference bridge) for support of different lu 
options for circuit switched services: AAL2/ATM based as well as RTP/UDP/IP 
based. The MGW interacts with the MGCF, the MSC server and GMSC server for 
resource control. 

T-SGW: the Transport Signalling Gateway Function. This ROO network component 
is the PSTN/PLMN termination point for a defined network. It maps call related 
signalling from/to PSTN/PLMN on an IP bearer and sends it to/from the MGCF. It 
also needs to provide PSTN/PLMN to IP address mapping. 

R-SGW: The Roaming Signalling Gateway function. It supports roaming to/from 
2”“* Generation/R99 circuit Switched to/from ROO UMTS GPRS domain. It provides 
signalling conversion between legacy SS7 based signalling and the IP based 
signalling to support roaming. 

MSC server: The MSC server caters for R99 roaming users on the ROO network. It 
comprises the call control and mohility control parts of a GSM/UMTS R99 MSC, in 
an IP-based network. The MSC server would cater for VLR and control parts of MSC 
& GMSC. 

GMSC server: the Gateway MSC Server. The GMSC comprises mainly the call 
control and mobility control parts of a GSM/UMTS GMSC. 



3 Session / Call Control 

In the UMTS IP-based core network, it is the role of the CSCF to perform session / 
call control. Although the CSCF functions are still being studied, the main CSCF 
functionality have been highlighted: 

Call registration, routing of incoming calls, call set-up / termination, call states and 
event management, call event reports for billing & auditing, support of multi-party 
services, as well as address handling & cache management, communication with the 
HSS, MRF and MGW, and provision of service trigger mechanisms. 

The SIP protocol is currently being studied as a possible protocol for multimedia 
call management in the “all - IP “ UMTS architecture. SIP has been designed for the 
initiation and termination of any type of sessions across the Internet [4] : 

Determination of the communicating end system(s), determination of the media 
parameters to be used, determination of the willingness of the called party to engage 
in communication, call transfer and termination of calls, and set-up of the call 
parameters at both called and calling party. 

SIP signalling has many similarities with HTTP in terms of header field structure, 
encoding rules and authentication mechanisms, and SMTP in terms of addressing 
scheme, address resolution or server location mechanisms. 




SIP for Call Control in the 3G IP-Based UMTS Core Network 



35 



As shown in the following section, the SIP architecture enables a large number of 
call management functions [5]: 

Application registration / authorisation with SIP REGISTER messages and events 
management messages such as the 100 message series. SIP supports multi-party 
services and address handling with its name to multiple address resolution schemes. 
Cache management and communication with location databases and gateways cater 
for the invocation of location-based services, while INVITE messages trigger all type 
of call services [6]. 



4 Using SIP to Support Call Control 

Figures 2 and 3 shows an example of the usage of the SIP protocol for call control. 
The example is a successful UMTS originated call to a public Internet SIP-enabled 
terminal B. This call control scenario shows the UMTS terminal A registration with 
the CSCE / SIP server, then the scenario shows the initiation / termination of the 
multimedia session between a UMTS terminal and an Internet SIP-based terminal. A 
network resource reservation phase needs to take place in order to cater for real time 
traffic requirements (in our example, a VoIP session). 

Certain assumptions have been made: the mobile user A is in his/her home PLMN. 
Terminal A has already discovered which CSCE to register with. User B is already 
registered with the network. SIP servers may be acting in proxy mode should they not 
be able to handle requests themselves. 

The Registration phase either validates or invalidates a SIP client for user services 
provided by the SIP server: 
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Fig. 2. Non-roaming user A registers with its home CSCF. 
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1. User A sends a SIP REGISTER message to its home CSCE / SIP (proxy) server. 

2. The SIP proxy server provides an authorization challenge to user A (the SIP digest 
format is described in RFC 2543). 

3. User A enters his/her valid user Identifier and password, encrypted according to 
the challenge issued by the SIP server and sends the response to the SIP server. 

4. The SIP proxy validates the user's credentials. It registers the user in its location 
database (which could be the user’s UMTS HSS) and returns a 200 OK response to 
user A. 

In the next phase, user A completes a call to user B. The successful call shows the 
initial signalling and the exchange of media information in the form of SDP 
payloads, the establishment of the media session, then finally the termination of the 
call: 
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Fig. 3. UMTS originated VoIP call to a public Internet SIP enabled terminal B 



5. User A’s client sends an INVITE message to its UMTS CSCF. 

6. A’s CSCF accepts the credentials and forwards the INVITE message to B’s SIP 
proxy server. A ‘s CSCF is assumed to have been authenticated by B ‘s proxy. 
Both CSCF and proxy have inserted their Record-Route header into the INVITE 
message to ensure that it is present in all subsequent message exchanges. 



SIP for Call Control in the 3G IP-Based UMTS Core Network 



37 



7-12. “Trying” and “Ringing” event messages are sent to communicating parties, i.e. 
user A ‘s user agent client, and both CSCF and SIP proxies. Since SIP supports 
multi party call, the initial INVITE message may contains more than one “via” 
message header and may have been forked. Therefore user B client will insert a tag 
in message 10. 

13-18. User B, its home proxy and the caller’s CSCF accept the session invitation and 
receive communicating party acknowledgment messages. 
RTP streams are established between user A and user B and data transfer takes 
place. 

19-24. User B hangs up with user A and the VoIP session terminates with a BYE 
message initiated by user B to its proxy server, and cascaded to user A via its 
CSCF. In return, user A confirms the session termination. 



5 Open Issues 

We assumed that users were not roaming. But what happens when a user registers 
from a visited network? Should the registration /session control logic be executed in 
the visited network or in the home network? 

Once the CSCF decides to admit the call, network resources need to be reserved in 
order to support the call traffic requirements (Voice traffic). A priori, the network 
resources ought to be established before end users answer the call. A dialog between 
the CSCF and the calling terminal, or perhaps, with a GPRS resource manager node 
(as shown in Figure 3) needs to take place in order to trigger the GPRS bearer 
resource allocation. It is also necessary for resource managers within the external IP- 
based network and within the UMTS network to interwork in order to perform end to 
end resource management. Similarly, once the session is finished (BYE messages are 
sent), they need to be freed up. How these mechanisms could be handled are open 
issues. SIP session signalling does not provide resource reservation, but it can convey 
the appropriate information to the appropriate network resource managers. 



6 Conclusion 

This paper presented an overview of the UMTS ROO architecture. It also showed that 
SIP signalling, message interactions and architecture offer sets of functionality for 
call control services that can be used in the “all-IP” UMTS architecture. As a simple 
example, a successful case of a UMTS originated VoIP session to a public Internet 
SIP- enabled terminal B was presented. A number of open issues have also been 
introduced. As work progresses in this area other issues will emerge. Future work will 
try and answer them. It will tackle mobile originated, mobile terminated calls for 
roaming nsers, in both successfnl and failure cases. 
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RTP: Real Time Protocol. 

UMTS: Universal Mobile Telecommunication Services. 
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Abstract. Since the beginning of the 90’ s Intelligent Networks (IN) have been 
deployed in telecommunication networks worldwide for the realisation of 
value-added services in circuit switched networks. In today’s marketplace, 
evolutionary trends in IN and the growth of the Internet, have the potential to 
make a wide range of advanced services available to consumers. To facilitate 
this, a new service architecture providing an environment for the development 
of integrated IN-Intemet services is proposed here. This new service 
architecture combines the best parts of IN and the Internet. It will evolve from 
current industry initiatives and developments and from existing products 
focussed on the integration of IN and Internet such, that today’s gateways and 
switches will provide access to tomorrows services and platforms. 



1 Introduction 

The business environment for classical telecom / IN services is undergoing rapid 
change. New trends of both technical nature and social character have emerged in the 
area of telecommunications. Firstly, there is a clear trend for distribution of telecom 
hardware and software over the network. Secondly, deregulation in the telecom 
market is driving the opening network interfaces to other service providers and 
competitors. Lastly, the success of the Internet means that it is becoming a big 
competitor for the classical telephone network and IN. 

More and more customers have access to the Internet and are being provided with 
new Internet based services. Some of these services are developed by Internet service 
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providers and are multimedia and interactive in nature, others are typical telephony 
services for which the Internet is used as transport media, e.g. IP telephony. Huge 
growth in the IP telephony market is forecast in the near future. According to a Frost 
& Sullivan report the IP telephony revenues are predicted to rise from 260 million 
US$ in 1998 to 13,8 hillion US$ in 2005 [1]. This and similar examples [2] underline 
the shift from circuit switched networks towards packet switched networks. In some 
countries two years ago the amount of packet traffic already exceeded the circuit 
switched traffic. 

Despite the growth of IP based telephony services, IN services will continue to 
exist for several years. IN has already solved problems that Internet is still fighting 
with, including quality, availability, reliability and the creation of revenue. A practical 
solution is to converge IN and the Internet in order to exploit the benefits they offer 
and compensate their weaknesses. Such an integrated IN-lnternet architecture enables 
new classes of service that are characterized by a mix of Internet and Telecom 
functionality, using the synergy of both. These integrated services will make use of 
the ubiquitous telephony / IN service and of the user friendliness and openness of the 
Internet, providing wide ranges of choice and value to the consumer. The introduction 
and provision of these new services over heterogeneous networks (PSTN and 
Internet) requires generic but practical solutions for the evolution of Network 
Intelligence. In particular, solutions must be provided for the following questions: 

1 . How should the PSTN/IN and Internet be connected? 

2. How can a joint service platform spanning IN and Internet services be realised? 

3. How can 3"* party service providers be given access to the network preserving 
network integrity? 

EURESCOM project P909, running from January 1999, is investigating answers and 
solutions for the above issues of IN-Internet convergence. These investigations focus 
on a common Reference Architecture, defined by the project, and implemented on 
middleware-based on off-the-shelf products and/or prototypes. In particular the 
project addresses: 

• new IN services and integrated IN-Internet services 

• evolution of IN architecture (Business Model and architecture elements) 

• use of existing concepts to evolve IN towards an open architecture (e.g. TINA) and 
to define open APIs (e.g. a la Parlay) 

• control of special resources (e.g. VoIP gateways, PABXs, e-mail servers, etc.) 

• investigation and integration of existing products/prototypes from the telecom and 
IT industry 

This paper presents solutions to the questions posed above. It starts by introducing a 
Reference Architecture for IN-Internet integration. Following this, some of the main 
features and components to be developed for the architecture are described. An 
overview of existing technologies and products in the area of IN-Internet integration 
that are being integrated into the reference architecture is presented. Finally some 
conclusions on state-of-the art for IN/Internet integration are drawn. 
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2 Putting IN and Internet together 

In general interworking between the PSTN and Internet can be broken into two main 
areas: 

1 . Interworking at bearer control level, 

2. Interworking at service control level. 

In the case of bearer control there has been a lot of work in developing protocols 
and standards within the ITU and the IETF. Voice over the Internet (VoIP) is now 
widely commercially available using TCP/IP and new protocols such as H.323 [3]. 
Such internetworking is facilitated by a gateway function which translates between 
the internet and PSTN bearer protocols. Another protocol which is currently being 
standardised by IETF, for the control of media gateways, is the Media Gateway 
Control protocol (MeGaCo)[4]. 

With respect to Service and service control there are quite a number of reasons for 
communicating at this level: 

• Providing end-to-end service over a heterogeneous PSTN/VoIP call 

• Providing IN services to internet users, 

• Facilitating an internet entity (e.g. web server) to access data in the PSTN, 

• Facilitating an internet entity to start a call in the PSTN. 

• To allow web-based customer-control access to an IN service. 

• Facilitating the IN to access internet data (e.g. directory information) 

The interface to the existing IN systems may be at the SMF level for non-call- 
related purposes such as user service profile modifications, at the SCF level for 
setting up PSTN calls or at the SSF level by using basic IN switching capabilities and 
triggering mechanisms. 

This paper proposes the integration at the service control level through the 
definition and implementation of a unique service platform, able to support joint 
services spanning both IN and the Internet. A Reference Architecture has been 
developed, utilising features of existing initiatives and products in its specification 
and implementation. The following sections describe in more detail the realisation of 
the platform. 



3 The Reference Architecture 

The architectural framework is presented in Fig.l. It identifies three distinct layers: 

• the service control layer (Service Platform) providing telecommunication-related 
services and service features, e.g., IN-like services; such services can be either 
offered/sold to end users or third party service providers that belong to a different 
domain; 

• the resource layer, which contains all the network (public and private) and special 
resources controlled by the control and service components; 

• the adaptation layer contains adapters that interface the service control platform 
functionality with the underlying resource layer. 
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The different layers inter-operate through well defined and public API's and/or 
protocols) and a Distributed Processing Environment (DPE), which provides the 
communication capabilities among the functionality that are supported within the 
service platform. 



Service Platform functionalities 
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Fig. 1. Architectural framework 

Fig. 1 depicts also a 3Pty interface offered by the platform to 3“* parties in an 
external domain; e.g. consumers or third party providers. In some cases, the external 
domain will support a subset of the functionality supported by the service platform, 
such as subscription or accounting functionality. In other cases, it will support only 
service specific functionality and rely on the service platform for all the service 
generic functionality. The platform is flexible enough to offer to third parties different 
kinds of services and APIs at different levels. The functionality of platform should be 
used “on-demand”. 

The service control layer is a collection of functionality that interacts over the 
DPE. Composition and interaction of functionality allows service designers to build 
added value telecommunication services, while being abstracted away from the 
underlying network and special resources. In addition, this provides "service features" 
to services and applications in the external domain. These service features are offered 
by means of secured/controlled interfaces in order to ensure secure, robust and 
accountable interactions. 
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Particular interest is given to the Call control component in the service platform. 
This component offers a common call control interface to all services and provides 
the mechanisms to control calls across heterogeneous networks. Similarly, the 
Message Control component provides an abstract interface to services in the Service 
Control Layer. It maps towards messaging equipment and special peripherals 
providing support for e.g. email, fax, text-to-speech, speech recognition and other 
features. 

The network and special resources can activate services implemented in the 
services layer by means of events that are sent to the service platform. Resource 
adapters, or wrappers, are used to abstract the upper layer from the details of specific 
protocols (e.g. INAP, Megaco/H.248). 

To ensure that the service and network architecture is versatile enough to fulfil the 
needs and requirements identified for integrated IN-Internet services; it has been 
validated through the specification of use cases and services scenarios comprising of 
Click-to-Dial, Internet Call Waiting, Distributed & Enhanced Call-Centre, Virtual 
Presence, Universal Messaging and Meeting Scheduler services. 



4 Major Components of the Reference Architecture 

To build the proposed architecture and APIs existing concepts, specifications and 
products from existing standards bodies and initiatives are reused, particularly 
Parlay [5] and TINA[6]. 

The Parlay Industry Working Group has specified a new, open, network 
Application Programming Interface that allows new applications and services to be 
developed and deployed on today's and tomorrows networks[7]. The API is 
technology and network independent. It helps the network operator to maximise the 
value of their network technology by directly passing on that functionality to third 
parties in a safe and controlled manner, whilst hiding much of the complexity of 
network signalling from the developer. 

The work of the TINA Consortium has also been reused in the platform TINA has 
defined and validated a consistent and open architecture for distributed 
telecommunications software applications [8]. Useful TINA concepts include the 
independence of service and transport networks, integration of control and 
management, adoption of object orientation and distributed processing techniques and 
reuse of existing standards wherever possible. Using TINA principles services can be 
developed and deployed in a network independent manner, making it a desirable 
candidate architecture for the integration of PSTN and Internet networks. 

The service platform is composed of typical TINA components and other 
components above a Parlay-like interface. These present a common view of the 
communication capabilities typically offered by IN and other networks, allowing the 
service platform to be deployed over heterogeneous network environments. The main 
components that abstract the service platform from the underlying networks are the 
“Call Control”, “User Interaction Control” and “Message Control” components. 
These components , depicted in Fig. 2, offer a set of abstract operations to be used by 
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advanced telecommunications services. They can be used to access all networks and 
special resources in the underlying network. 

Authentication, Service Selection, Invitation Handling and the Service 
Session/Logic are also interesting functionality from the architecture point of view. 
These “service features" may be offered to third parties as part of the service 
platform. 




P909 DPE 



LDAP 
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Connectivity Provider 



Fig. 2. Major components of the service platform 



4.1 Call Control, Messaging Control and User Interaction 

The Call Control component offers a common call control interface to all service 
applications. The definition of this Call Control interface is strongly based on Parlay. 
The Call Control component is responsible for the mapping between the set of 
operations offered to the services and the protocol specific operations supported by 
the underlying networks. It forwards notifications of new incoming calls to the service 
if a request has been made for such Notification. Call Control acts as a mediator for 
hybrid call legs connected to actors from different networks domains, such as the 
PSTN and Internet. This applies to all calls that require some intelligent routing to be 
executed and where call legs of different types are involved. 

The Call Control functionality has two parts. A generic Call Control functionality 
providing services and a generic call control API with adapters towards different 
networks/protocols. The generic part includes a call and session model, simplified so 
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that it can cover the features of the call/session model common to all underlying 
networks. This call/session model is, if needed, refined in the adapter for each 
underlying network. These adapters also translate internal operations to the protocol 
dependent operations needed to control network resources. The resources covered 
include: SCP, SSP, VGW and PBX. The supported protocols consist of, amongst 
others, INAP, CSTA, MeGaCo, SIP and proprietary SCP interfaces. 

The Message Control component provides an abstract interface to services in the 
Service Control Layer. It maps towards messaging equipment and special peripherals 
providing support for e.g. voicemail, email, fax, SMS and other features. It forwards 
notifications of new incoming messages to the service if a request has been made for 
such notification. The Messaging Control like the Call Control is divided into two 
parts: generic and adaptation. The generic part is responsible of providing services 
with a generic messaging API and adapters are also needed here towards different 
messaging systems involved comprising of servers for e-mail, voice-mail, fax and 
SMS. 

The User Interaction Control component provides an abstract User Interaction 
interface to the service components. It is responsible for mapping between the set of 
operations offered to the services and the protocol specific operations supported by 
the underlying network resources. It supports functionality for playing messages, 
collecting information, speech recognition and text- to- speech translation. As the other 
components this component is divided in two parts: A generic User Interaction 
functionality and adapters towards different resources. The resources may be IVR, 
ASR and TTS equipment and Web-servers supporting protocols like INAP, SIOO and 
HTTP. 



4.2 User Profile 

The User Profile component stores an individual user profile for each user of a 
service. It contains service independent information like name and address, service 
specific information in the form of a user service profile for each subscribed service 
and registration information e.g. for UPT like services. Each user has his individual 
service profile for each service they are a user of. Service profiles contain information 
about constraints imposed by the provider or retailer such as restrictions according to 
service contract and the subscriber e.g. credit limits, restrictions in service options as 
well as user preferences and other selectable options e.g. language, user level. 

The User profile is stored in a Directory Server and the services use LDAP to 
access the information stored in a users profile. 



5 Supporting IN through Interworking 

Interworking the service platform with IN poses unique problems. In particular, IN 
does not support separation between access, usage and communication or the 
separation between transport and the service architectures. To help solve this problem, 
the TINA-IN WG of the TINA-C have specified a TINA-IN interworking unit 
between the SSP and TINA[9]. This IWU, called the ITAU (IN-TINA adaptation 
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UNIT) acts both as a consumer, to represent an IN user for access and services 
sessions, and as a connectivity provider, to enable the setup of usage sessions over the 
IN. The principles of the ITAU have been adopted, with modifications in the 
platform. While the TINA-IN WG provides a mechanism to allow the setup of a 
TINA access session on behalf of an IN subscriber, it introduces some problems with 
service selection for IN services. Normally service selection in IN is done at the 
beginning of a call when the service code or destination address is first dialled. Later, 
if needed a PIN is introduced e.g. for Credit Card Calling. The PIN may vary from 
service to service. Additionally the calling Id (i.e. CLI) may or may not be sent. In 
TINA the procedure is different; first, a User name and a Password are requested and 
only then the access to the provider services is offered. In summary, the idea of 
having an access session was to allow the user to access to the Retailer domain and 
not to a specific service Furthermore, not all IN services require this type of Access, 
for many anonymous access is sufficient. 

The TINA-IN WG solution proposes that the ITAU decides if a named or 
anonymous access session is required. This implies that, the Interworking function 
knows which service is to be invoked and decides what type of access is required. A 
better solution is to introduce additional TINA Access functionality in the consumer 
domain to decide whether or not to instantiate an access session depending on some 
criteria (e.g. type of service, terminal or network). This functionality can be kept 




Fig. 3. TINA and the reference Architecture for IN Interworking 
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separate from the existing, specified TINA functionality in the consumer domain in 
order to maintain the service independence of the existing consumer access functions. 

As with the architecture described in this paper, the TINA-IN WG have adopted 
Parlay for the control and usage of calls in the IN network. While the Parlay Call 
Control Services are used in similar ways in both TINA-IN and here, there are some 
differences in how they are viewed. Rather than viewing the entire IN as a single 
terminal and using the Parlay interlace towards that terminal, this reference 
architecture places Parlay at the interface between the retailer and the connectivity 
provider, at the ConS reference point. This greatly simplifies the setup of calls and 
other services across multiple network types. 

Fig. 3 presents a TINA view of the reference architecture. It includes TINA 
components to implement the functionality of the reference architecture and the 
interworking towards IN. 



6 Products and Prototypes 

In order to complete the needed architecture functionality existing products and 
prototypes from the telecommunications and information technology have been used, 
together with the TINA and Parlay based components. A survey of existing products 
and technologies with capabilities to enable IN-Internet integration has been 
performed and the results has been used in defining the prototyping and experimental 
phases of the P909 project. The survey also provides a snapshot of the state-of-the-art 
in the area of IN-Internet integration as realised using available products and 
technologies. 

Examining the high-level architecture to be used in the project identified 
technology classifications. Products related to telephony networks; internet based 
networks; services network; service management and the DPE. Products and 
technologies in each of these areas have been evaluated for openness, flexibility and 
usefulness in the provision of advanced services. 

In telephony networks, access to network functions and services through the 
adoption of open interfaces allows greater flexibility in the provision of advanced 
services, especially for third party service providers. Industry Initiatives such as 
JAIN'”[10] and Parlay are driving the opening up of the PSTN network by providing 
open environments and interfaces for the development of advanced services. Private 
network interfaces, such as TAPI and JTAPI can be used for advanced service 
provision in PBX based networks. 

Within the PSTN, SS7 and INAP remain core technologies that must be interfaced 
towards to insure the smooth integration of the PSTN with other network types, 
particularly the Internet. Companies such as Ericsson, Lucent, Radvision and Dialogic 
are building operational PSTN-Internet gateways to provide interworking to the 
PSTN at a switching infrastructure level. 

Technologies for the provision of telephony and conferencing services over the 
Internet continue to be studied by both the ITU and the lETE. These studies have 
resulted in, respectively, the H.323 and SIP protocols that have been widely adopted. 
Currently many telecoms and IT vendors, including Dynamicsoft, Microsoft, Cisco 
and Radvision have products that support these protocols. H.323 Gateways are the 
most common means of interworking the PSTN and Internet for voice and multimedia 
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communications. A single H.323 gateway is used for both the communications 
protocol (H.323) and to control the interworking between the PSTN and the Internet 
The IETF and ITU are jointly studying a protocol, Megacop/H.248, for the control of 
media gateways from the Internet, independently of any higher-level communications 
protocol. 

Before a new service can be offered it must be designed, implemented and 
deployed. Object oriented technologies and methodologies, including UML and 
OMT, have been used in the development of sample services in the project by the use 
of different tools that utilise these methodologies. 

The DPE is a central part of the project infrastructure. The DPE environment is 
seen not only as one option for a runtime environment but also as the basis for the 
integration of IN/PSTN and Internet within the project. DPEs based on CORBA, 
DCOM and Java have been utilised in the experiments. 

The following table identifies the key technologies used by the partners in the 
project for building experimental environments and services. 

Table 1. Key technologies for the provision of integrated IN-Internet services 



Area 


Technology 


Analysis & Design 


UML, OMT, SDL 


Service Creation & 
Execution 


IN platforms, DCOM Active X, JavaBeans 


Public Network Interfaces 


SS7/ INAP, Parlay, JAIN 


Private Network Interfaces 


JTAPI, TAPI, CSTA, 


DPE Environments 


CORBA, DCOM, RMI 


Network Access 


ISUP/Radius/TACACS+ 


Internetworking & 
Media Gateways 


H.323, ISUP/H.323, SIP, PINT, SGCP, IPDG, MGCP, 
MeGaCo 


Terminals 


Personal JAVA Platform, Windows CE, PDAs, WAP 
terminals 


Messaging services 


X.400, X.500, SMTP, IMAP, POP, LDAP, TUP 


WWW services 


HTML, XML, ASP, Javascript, Java Applets 



It should be noted that not all of the technologies listed in the above table have 
been used in operational environments. Some of them are for experimental use only; 
others would need some additional development and customisation to make them full 
products. A more detailed description of these technologies is available in [11]. 
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7 Conclusions 

Hybrid services which exploit the synergy of IN and the Internet will soon be a 
reality. However, as yet, there are no formal mechanisms for the development and 
deployment of such services. A practical approach for the specification and 
implementation of an integrated IN-Internet service platform will utilise existing 
functionality and equipment, as well as introduce advanced service concepts from the 
IT and Telecoms industries. In particular, products, solutions and platforms that are 
distributed, object oriented and support separation of service access and usage and 
separation of transport and service networks are desirable features in any future 
service platform. 

This paper has described such a service platform and identified major components, 
technologies and initiatives needed for the development of the platform. In particular 
it has described call control, messaging and user interface components that are 
necessary to abstract services and applications away from the operation of the 
underlying networks. As well as these, components for user profile, service access 
and interworking with IN has been identified. 

Assembling the service platform also requires that existing state-of-the-art products 
and technologies are integrated. Existing gateway solutions from IT and Telecom 
vendors have been used to provide access to services from PSTN and Internet 
terminals. Furthermore, it has been possible to reuse a wide range of, primarily 
Internet based products, for security, directory and user services. 

The design of the service platform, including the internal and external interfaces 
has been validated using a set of service scenarios representing advanced services, 
including Click-to-Dial, Internet Call Waiting, and Unified Messaging. These services 
are currently being implemented for the service platform within the Eurescom P909 
project. 
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Abstract. The evolution of an "open" communications universe is now 
expanding to deliver new communications services, characterised hy advanced 
and ubiquitous, multimedia capabilities. The move by telecommunication 
companies' corporate customers into the IP world and the need for 
interoperability between private and public networks will drive service 
providers and telecom operators to adopt IP in their core networks as a means 
of unifying traffic types. The particular case addressed in this paper considers a 
complex yet realistic scenario: the convergence of Fixed/Mobile 

Communications Provider and Internet Service Provider through the transition 
to IP technology. 

Keywords: IP Network, Cellular Operators, Network Services, Convergence, 
Liberalization of Telecommunications, ISP, ITSP, IP Telephony, 
VoIP, IP Services 



1. Introduction 

The Internet has emerged during the 1990s as the primary force driving the expansion 
of demand for telecommunications companies. The growth in Internet usage has led 
to widespread take-up of Internet Protocol (IP) in corporate LANs, and a trend is now 
emerging towards IP implementation in corporate WANs as well. The move by 
telecommunication companies’ corporate customers into the IP world, and the need 
for interoperability between private and public networks, will most propably drive the 
telecommunication companies to adopt IP in their core networks as a means of 
unifying traffic types [1]. This trend will be reinforced by emerging and incumbent 
telecommunication operators short-term need to respond to competition from low-cost 
IP telephony providers. 

Since the IP protocol has been widely adopted for the unification of the different 
types of underlying physical networks, providing seamless interworking to the 
application layers, it is of great importance that telecom/cellular operators base their 
backbone networks on IP technology. Consequently, facing the liberalization of the 
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Telecom market, a strategic movement has to be decided towards IP technology both 
for access and backbone networks, that will allow the deployment of multi-media 
services over IP (any set of voice, fax, data) in their networks. 

Our contribution will initially approach the technical standards related to IP-based 
control, signalling and delivery of voice, and will then proceed to attempt a technical 
comparison. The popular ITU-T H.323 and lETF’s SIP standards are the focus of this 
comparison, mainly since the authors believe they are the most interesting pair 
especially from an academic point of view. A brief reference to QoS for IP networks 
and RSVP in specific follows. Finally three different scenarios are illustrated - and 
presented in equal sections, covering the known possible ways of establishing a call 
by using the current technology: PSTN/mobile terminal to PSTN/mobile terminal; 
PSTN/mobile terminal to IP Telephony terminal; IP Telephony Terminal to 
PSTN/mobile terminal. 



2. Technical Approach 



2.1 Introduction to Technical Approach 

Today's Internet is increasingly used not only for e-mail, ftp and WWW, but also for 
interactive audio and video services. Historically, voice applications and data 
applications have required separate networks using different technologies — circuit 
switching for voice and packet switching for data. In the past decade, much effort has 
gone into finding a solution that provides satisfactory support for both transmission 
types on a single network. As a result there has been significant evolution of 
packetizing technologies for the transmission of voice traffic over data networks. 



2.2 Protocols for Voice / Multimedia Provision over IP Networks 
ITU-T H.323 

The dominant standard for professional VoIP applications, H.323 defines in detail all 
the components needed for a complying Voice-over-any-packet-network 
implementation, and has the important advantage of currently being considered a de- 
facto market standard. In contradiction to popular belief H.323 does not define only 
voice but multimedia provision in general and implementations may be ported with 
moderate difficulty from one packet-based network to another. Packet-based networks 
defined by H.323 include IP-based (including the Internet) or Internet packet 
exchange (IPX)-based local-area networks (LANs), enterprise networks (ENs), 
metropolitan-area networks (MANs), and wide-area networks (WANs). H.323 can be 
applied in a variety of mechanisms — audio only (IP telephony); audio and video 
(videotelephony); audio and data; and audio, video and data. The standard can also be 
applied to multipoint-multimedia communications. H.323 is a standard that specifies 
the components, protocols and procedures that will enable the provision of 
multimedia services over packet switched networks [3]. H.323 is part of a family of 
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ITU-T recommendations generally referred to as H.32x, where multimedia 
communication services over a variety of networks are described. 

The Version 1 of the H.323 recommendation — visual telephone systems and 
equipment for LANs that provide a non-guaranteed quality of service (QoS) — was 
specified by the ITU-T Study Group 16, and accepted in October 1996. Multimedia 
communications in a LAN environment were the main focus of this work. The 
emergence of voice-over-IP (VoIP) applications and the lack of a standard for voice 
over IP resulted in several proprietary and thus incompatible products, while 
additionally interworking between packet based telephony and conventional circuit- 
switched telephony was never defined in detail. Version 2 of H.323 emerged to 
accommodate these additional requirements and was formally accepted in January 
1998. The standard shall evolve further and according to analysts new features should 
cope with performance (faster connections establishment), interworking between 
different media gateways and other services like fax-over-packet. 

Other H.323 associated definitions 

Under H.323 several other recommendations are mentioned here [8] related to 

• Audio coding. H.323 defines the support of at least one G.711 codec (audio 
coding at 64 kbps quality). Additional audio CODEC recommendations such as 
G.722 (64, 56, and 48 kbps), G.723.1 (5.3 and 6.3 kbps), G.728 (16 kbps), and 
G.729 (8 kbps) may also be supported. 

• Video coding. H.323 specifies support of video as optional, yet, any H.323 
terminal providing video communications must support video encoding and 
decoding as specified in the ITU-T H.261 recommendation. 

• H.225 registration, admission, and status (RAS): Registration, admission, and 

status (RAS) is the protocol managing connection between any combination of 
endpoints (terminals and gateways) and gatekeepers. The RAS is used to perform 
registration, admission control, bandwidth changes, status, and disengage 
procedures using specific RAS (non-traffic) channels. This signaling channel is 
opened between an endpoint and a gatekeeper prior to the establishment of any 
other channels. 

• H.225 call signaling: The H.225 call signaling is used to establish a connection 

between two H.323 endpoints. This is achieved by exchanging H.225 protocol 
messages on the call-signaling channel. The call-signaling channel is opened 
between two H.323 endpoints or between an endpoint and the gatekeeper. 

• H.245 control signaling: H.245 control signaling is used to exchange end-to-end 

control messages governing the operation of the H.323 endpoint. These control 
messages carry information related to the following: 

• capabilities exchange 

• opening and closing of logical channels used to carry media streams 

• flow-control messages 

• general commands and indications 

• Real-time transfer protocol (RTF): Real-time transport protocol (RTF) provides 

end-to-end delivery services of real-time audio and video. Whereas H.323 is used 
to transport data over IP-based networks, RTF is typically used to transport data 
solely via the user datagram protocol (UDP). RTF, together with UDP, provides 
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transport-protocol functionality. RTP provides payload-type identification, 
sequence numbering, time stamping, and delivery monitoring. UDP provides 
multiplexing and checksum services. 

• Real-time control protocol (RTCP): Real-time transport control protocol (RTCP) 
is the counterpart of RTP that provides control services. The primary function of 
RTCP is to provide feedback on the quality of the data distribution. Other RTCP 
functions include carrying a transport-level identifier for an RTP source, called a 
canonical name, which is used by receivers to synchronize audio and video. 
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Fig. 1: H.323 protocol stack 

The Session Initiation Protocol (SIP) 

The Session Initiation Protocol [4], [7], runs on top of either UDP or TCP, providing 
its own reliability mechanisms when used with UDP. For addressing, SIP makes use 
of uniform resource identifiers (URIs), which are generalizations of Uniform 
Resource Locators (URL's), in common usage in the web. SIP defines its own URI, 
but its header fields can carry other URIs, such as http, mailto, or phone. SIP is a 
client-server protocol, similar in both syntax and structure to the well-known 
HyperText Transfer Protocol (HTTP). However, it defines its own methods and 
headers for providing the functions required in IP telephony signaling. Requests are 
generated by one entity (the client), and sent to a receiving entity (the server) that 
processes them, and then sends responses. This request - response sequence is called a 
transaction. The end system acting on hehalf of a user in SIP is called the user agent. 
The client portion is called the User Agent Client (UAC) while the server portion is 
called User Agent Server (UAS). The UAC is used to initiate a SIP request while the 
UAS is used to receive requests and return responses on hehalf of the user. A single 
host may well act as client and server for the same request. As in HTTP, the client 
requests invoke methods on the server. Requests and responses are textual, and 
contain header fields, which convey call properties and service information. SIP 
reuses many of the header fields used in HTTP, such as the entity headers (e.g.. 
Content-type) and authentication headers. 

Three types of servers may he found within a SIP network: Registration, Proxy and 
Redirect Servers. A registration server receives updates concerning the current 
locations of users. A proxy server upon receiving a request forwards it to the next-hop 
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server, which has more information about the location of the called party. Thus the 
proxy servers may be held responsible for call routing. A redirect server on receiving 
request, determines the next-hop server and returns the address of the next-hop server 
to the client instead of forwarding the request. We will review the technical essence of 
SIP in a following section, by comparing it to the H.323. 



2.3 Network Elements - Components defined by ITU 

The H.323 standard specifies four kinds of network components, which provide the 

point-to-point and point- to-multipoint multimedia-communication services: 

• Terminals: Used for real-time bi-directional multimedia communications, an 

H.323 terminal may come in many forms, e.g. as a PC application or a stand- 
alone device, running an H.323 and the multimedia applications. The terminal 
should basically support audio communications and optionally video or data 
communications. The primary goal of H.323 is to allow the required interworking 
features with other multimedia terminals. In the ITU standards world, H.323 
terminals are compatible with H.324 terminals on SCN and wireless networks, 
H.310 terminals on B-ISDN, H.320 terminals on ISDN, H.321 terminals on B- 
ISDN, and H.322 terminals on guaranteed QoS LANs. H.323 terminals may be 
used in multi-point conferences. 

• IP Telephones: An IP Telephone is a telephone device that is able to transports 

voice over an IP network using data packets instead of circuit switched 
connections over voice only networks. An IP Telephone consists of the following 
components: User Interface, Voice Interface, Network Interface (IP), and 
Processor Core and associated logic. 

• Gateways: One of the primary issues the developers of the H.323 standard had to 

deal with, was interoperability with other multimedia-services networks. This 
interoperability is achieved through the use of a gateway. A gateway thus 
connects two dissimilar networks. This connectivity of dissimilar networks is 
achieved by translating protocols for call setup and release, converting media 
formats between different networks, and transferring information between the 
networks connected by the gateway. A gateway is not required, however, for 
communication between two terminals on an H.323 network. Also, internet 
telephony gateways consist of two functional parts - a dumb media gateway 
which converts audio data and an intelligent media gateway controller which 
communicates with the rest of the world over signaling protocols and controls 1- 
N media gateways over a gateway control protocol. ITU-T has already 
standardized a Gateway Control Protocol called as H.GCP protocol, which is 
used to control Media Gateways. 

• Gatekeepers: A gatekeeper is a central, coordinating point within the H.323 

network. Although they are not required by the standard, and are not included in 
some gatekeepers provide important services such as addressing, authorization 
and authentication of terminals and gateways; bandwidth management; 
accounting; billing; and charging. Gatekeepers may also provide call-routing 
services. 
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• Multipoint control units (MCUs): MCUs provide support for conferences of 
three or more H.323 terminals. All terminals participating in the conference 
establish a connection with the MCU. The MCU manages conference resources, 
negotiates between terminals for the purpose of determining the audio or video 
coder/decoder (CODEC) to use, and may handle the media stream. 

It should be emphasized at this point that although gatekeepers, gateways, and MCUs 
are logically separate components of the H.323 standard, they may be implemented as 
a single physical device. 



3. Ease of Implementation, Compatibility and Scalability 

Having briefly presented the major existing standards for VoIP, we will proceed by 
attempting a comparison on issues like ease of implementation, compatibility and 
scalability, and by referring to the engineering approaches in the implementation that 
result in these differences [5]. 



IETF SIP vs. ITU-T H.323 

Ease of Implementation: H.323 is a rather complex protocol while SIP, being similar 
to the HTTP syntax and message exchange, is a lighter, easier to implement protocol. 
H.323 defines numerous (hundreds!) components while SIP defines different header 
types with similar structure. SIP messages are encoded as plain text, similar to HTTP. 
This leads to simple parsing and generation, and development can be based on 
languages like Perl. H.323 on the other hand uses binary representations for its 
messages based on ASN. 1 (Abstract Syntax Notation) and the packed encoding rules 
(PER). Furthermore under H.323 several interactions between standard components 
(e.g. H.225, H.245), internally in the protocol are possible increasing the complexity. 

Compatibility: SIP has built in a rich set of extensibility and compatibility 
functions. Compatibility is still maintained across different versions. As SIP is similar 
to HTTP, mechanisms being developed for HTTP extensibility can also be used in 
SIP. Among these is the Protocol Extensions Protocol (PEP), which contains pointers 
to the documentation for various features within the HTTP messages. SIP uses the 
Session Description Protocol (SDP) to convey the codecs supported by an endpoint in 
a session. H.323 provides extensibility mechanisms as well. These are generally 
nonstandard Param fields placed in various locations in the ASN.l. These params 
contain a vendor code, followed by an opaque value, which has meaning only for that 
vendor. This allows for different vendors to develop their own extensions. However 
extensions are limited only to those places where a non-standard parameter has been 
added. If a vendor wishes to add a new value to some existing parameter, and there is 
no placeholder for a nonstandard element, one cannot be added. Secondly, although 
H.323 requires full backward compatibility from each version to the next it has no 
mechanisms for allowing terminals to exchange information about which extensions 
each version supports. In H.323, each codec must be centrally registered and 
standardized. As many of these carry significant intellectual property, there is no free, 
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sub-28.8 kb/s codec which can be used in an H.323 system. This presents a significant 
barrier to entry for small players and universities. 

Scalability: SIP and H.323 differ in terms of scalability. SIP servers and gateways 
will need to handle many calls. For large, backbone IP telephony providers, the 
number of calls being handled by a large server can be significant. In SIP, a 
transaction through several servers and gateways can be either stateful or stateless. In 
the stateless model, a server receives a call request, performs some operation, 
forwards the request, and completely forgets about it. SIP messages contain sufficient 
state to allow for the response to be forwarded correctly. SIP can be carried on either 
TCP or UDP. In the case of UDP, no connection state is required. This means that 
large, backbone servers can be based on UDP and operate in a stateless fashion, 
reducing significantly the memory requirements and improving scalability. SIP is 
simpler to process than H.323; given the same processing power, SIP should allow 
more calls per second to be handled on particular box than H.323. As H.323 was 
originally conceived for use on a single LAN and thus for large numbers of domains, 
and complex location operations, it is normal to expect the appearance of scalability 
problems. As a practical example in an H.323 system, both telephony gateways and 
gatekeepers will be required to handle calls from a multitude of users and furthermore 
the connections established are TCP based, which means a gatekeeper must retain its 
TCP connections. H.323 will have a hard time coping with a multi-gateway situation 
a case where other protocols like the multi-gateway MGCP/MeGaCo shall be 
deployed. 



4. QOS over IP Networks - The RSVP Protocol 



The IP has become a ubiquitous communications universal network that intends to 
incorporate traditional data-oriented services together with new multimedia services 
(IP telephony, videotelephony, multimedia, etc.). Within the framework of this global 
information infrastructure deployment, the demand for IP connectivity services 
suitable for business is increasing. Several QoS frameworks have been proposed in an 
attempt to provide IP services of a quality level suitable for multimedia and business- 
critical communication purposes [9], [10]. Some of these proposals have also 
addressed the issues of seamlessly provisioning and dynamically configuring IP 
services. A prominent position among these frameworks is held by the Integrated 
Services Architecture (IntServ) that works in conjunction with the Resource 
reSerVation Protocol (RSVP) towards providing QoS guarantees in a per flow basis 
[11]. Another important QoS framework is the Differentiated Services model 
(DiffServ). DiffServ attempts to provide scalable (i.e. no per-flow signaling or state) 
service differentiation in the IP Networks. Even though a lot of effort has been 
allocated to developing these frameworks, it seems that both present some drawbacks, 
which may hinder their applicability towards providing really quantitative, end-to-end 
QoS in a scalable manner. Specifically, the IP Network community has voiced 
concern over the applicability and scalability of RSVP and the Integrated Services 
model in the global IP Network infrastructure. The need for maintaining state and 
applying traffic control functions for every single connection and at every network 
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element is considered as an obstacle to the IP Network applicability of the method. 
On the other hand, although the DiffServ architecture presents a great potential 
towards achieving scalable service provision in the next generation networks, it still 
lacks specific traffic control and resource management strategies for guarantying 
quantitative, end-to-end QoS metrics. How to control the traffic in order to achieve 
the advertised per-hop behavior is still not clearly defined in the DiffServ 
environment. Thus, the IP Networks are still restricted to offering the traditional best 
effort data forwarding service, which cannot meet the emerging QoS demands. 

The RSVP Protocol 

The network delay and Quality of Service are the most hindering factors in the voice- 
data convergence. The most promising solution to this problem has been developed 
by IETF viz., RSVP. RSVP allows prioritization and latency guaranties to specific IP 
traffic streams. RSVP enables a packet-switched network to emulate a more 
deterministic circuit switched voice network. With the advent of RSVP, VOIP has 
become a reality today. RSVP requests will generally result in resources being 
reserved in each node along the data path. RSVP requests resources in only one 
direction, therefore it treats a sender as logically distinct from a receiver, although the 
same application process may act as both a sender and a receiver at the same time. 
RSVP is not itself a routing protocol, it is designed to operate with current and future 
unicast and multicast routing protocols. RSVP interacts with entities called the packet 
classifier and the packet scheduler installed on the host to make quality of service 
decisions about the packets sent in by applications. It first queries the local decision 
modules to find out whether the desired QoS can be provided (this may involve 
resource-based decisions as well as policy-based decisions). It then sets up the 
required parameters in the packet classifier and the packet scheduler. The packet 
classifier determines the route of the packet, and the scheduler makes the forwarding 
decisions to achieve the desired QoS. In case the link layer at the host has its own 
QoS management capability, then the packet scheduler negotiates with it to obtain the 
QoS requested by RSVP. 

The central component of the RSVP architecture, which applications interact with, 
is a flow specification, or flowspec, which describes both the traffic stream sent out 
by the source as well as the service requirements of the application. These flowspecs 
actually specify the desired QoS, and are used to set the parameters in the node's 
packet scheduler. In addition to these there are filter specs which together with the 
session specification define (or rather filter) the data packets which are to receive the 
QoS defined by the flowspecs. These are basically a set of filters, which can be used 
to select arbitrary subsets of packets in a given session, by selecting any fields in 
protocol headers, application headers etc. Data packets that are addressed to a 
particular session but which do not match any of the filter specs for that session are 
handled as best-effort traffic. 

If IP Telephony were to move into the mainstream, the technology would have to 
deliver predictable, consistent voice quality over any network infrastructure. This 
meant successfully addressing a myriad of issues. Most of them are still under 
extensive study. The main issue is to provide QoS in every call establishment. Major 
standards organizations and private consortiums are putting much effort in this 
direction and their results should be monitored throughout the paper time period. 
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5. The Proposed Network Architecture 



The Key Issues 

This article addresses a complex scenario involving Telecom Operators of fixed 
network, or alternatively, Cellular Operators and Internet Service Providers. In 
particular, it describes in detail different types of services that should be offered by 
the operators and proposes various interworking schemes between the ISP network 
and the fixed/cellular conventional (circuit switched) network, in an IP-integrated 
network environment. The interworking scenario focuses both in technical aspects, 
and on related marketing implications based on analysis by industry experts and 
market analysts. In particular, opinions expressed within the paper are perfectly 
aligned to the following principles: 

• The market for long distance services based on IP infrastructure is about to explode 

• ISPs must consider the need to upgrade their infrastructure in order to turn to 

Internet Telephony Service Providers (ITSPs) by offering IP telephony 

• By unfying voice, fax and corporate data traffic, IP-based network operators face 

significant profit opportunities and become a significant competitor to circuit 
switched telecommunication companies 

ISPs may use a single infrastructure for providing both, Internet access and IP 
Telephony. Data-oriented switches shall be deployed for switching both data and 
packetized voice. IP is more fit and cost-effective for the delivery of voice services 
than other techniques like e.g. ATM, since ATM reserves bandwidth for Constant Bit 
Rate (CBR) applications like voice circuits, even when this circuit is not used [2]. 



The Key Areas of Application 

Most of the focus on VoIP is currently centered on two key applications. 

The first is private business network applications. Businesses with remotely 
located branch offices, which are already connected together via a corporate intranet 
for data services can take advantage of the existing intranet by adding voice and fax 
services using VoIP technologies. Businesses are driving the demand for VoIP 
solutions primarily because of the incredible cost savings that can be realized by 
reducing the operating costs of managing one network for both voice and data and by 
avoiding access charges and settlement fees, which are particularly expensive for 
corporations with multi-international sites. Managed corporate intranets do not have 
the QoS issues, which currently plague the Internet; thus voice quality approaches toll 
quality. 

The second key application is VoIP over public networks. This application 
involves the use of voice gateway devices designed to carry voice to Internet Service 
Providers, who are regularly referred to as Internet Telephony Service Providers, or to 
the emerging Next Generation Carriers, developing IP networks specifically to carry 
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multimedia traffic such as VoIP. ISPs are interested in VoIP as a way of offering new 
value-added services to increase their revenue stream and break out of the low 
monthly fixed fee structure currently in place for data services (a realistic example is 
depicted in Figure 2). 




Fig. 2: The Converged Network 



VoIP also allows the improvement of network utilization. These new services 
include voice and fax on a per-minute usage basis at rates significantly less than voice 
and fax rates for service through the PSTN. The sustainability of this price advantage 
may be short term, and is dependent on whether the regulatory agencies will require 
ISPs to pay the same access charges and settlement fees, PSTN carriers are obligated 
to pay. New carriers are interested in VoIP because data networks are more efficient 
than traditional voice networks. In the near term, these new carriers can avoid the 
access charges and settlement fees, which account a sufficient part of the cost of a 
long distance call. IP Telephony (IPT) networks that offer competitive voice and fax 
services have been the predominant new business opportunity over the last years, as 
vendors have introduced the equipment and functionality necessary to deploy large 
scale services. Now, customers may take advantage of flat Internet rating vs. 
hierarchical PSTN rating and save money while letting their long-distance calls be 
routed over Internet. The IPT users may also profit of its applications’-oriented 
nature: software solutions may be easily extended and integrated with other services 
and applications, e.g. whiteboarding, electronic calendar, or browsing. 
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Interoperability Scenarios 

Technology in our days is mature enough to develop the right software and 
hardware components for supporting interoperability among different networks. The 
following figure (Fig. 3) illustrates the physical components with regard to the FI. 323 
standard. 



Voice 

Lines 



PSTN Telephone 
Switch 



H.323 

Gatew 

a y 



Gate- 

keeper 




H.323 

Gatew 

ay 



Gate- 

keeper 



Voice / 
Lines, 
/Trunk^ 



H.323 

Telephone 



H.323 

Telephone 



Fig. 3: A basic ITS infrastructure block diagram 

As a practical example of the applicability of the presented concepts, three 
different scenarios of interoperability will be illustrated, covering the known possible 
ways of establishing a call by using the current technology. These are the following, 
which are going to be described in sections that follow: 

• PSTN/mobile telephone to PSTN/mobile telephone 

• PSTN/mobile telephone to IP Telephony terminal 

• IP Telephony terminal to PSTN/mobile terminal 

It is important to note before examining the scenarios that as it should be obvious by 
the above figure, the structure of any solution used for delivering voice traffic is only 
different at the end-points of the H.323 gateways. At these points only, signalling 
traffic from both sides is ‘terminated’ and specific medium-dependent hardware is 
installed. 



PSTN/Mobile Telephone to PSTN/Mobile Telephone 

1 . An Internet Telephony Service subscriber is able to dial an access number provided 
by the Internet Telephony Service Provider. 

2. The call is routed by the PSTN/Mobile to the "access" Internet telephony switch. 

3. The gateway plays an announcement requesting that the subscriber enter the 
destination telephone number to be called. 

4. The destination digit information is sent to the gatekeeper. 

5. The gatekeeper determines a destination gatekeeper IP address based on the 
destination digit information. 
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6. An IP packet requesting the availability status of the destination gateway is sent to 
the destination gatekeeper. 

7. The destination gatekeeper responds to the request by providing destination 
gateway availability and IP address information. 

8. The originating gatekeeper then transfers this information to the originating 
gateway. 

9. The originating gateway sets up a virtual circuit to the destination gateway. 

10. This circuit is identified by a call reference variable (CRV) that will be used by 
both gateways for the duration of the call to identify all IP packets associated with 
this particular call. 

1 1 .The destination gateway selects an outgoing PSTN/Mobile voice trunk and signals 
to the PSTN/mobile switch to attempt to setup a call to the dialed telephone 
number. 

12.1f the PSTN/Mobile switch signals that the call setup is successful and the called 
party has answered, IP signaling messages are relayed to the originating 
gatekeeper. 

13. The gatekeeper then signals the originating gateway, which in turn signals the 
originating PSTN/Mobile switch to indicate that the call is now completed. 

In the IP network, voice packets are exchanged between the gateways for the duration 

of the call. 

PSTN/Mobile Telephone to IP Telephone 

Next we browse through a sample call flow, that originates from the PSTN/Mobile 

and terminates at an IP-based H.323 terminal. 

1 . An Internet telephony subscriber dials an access number that has been provided by 
the Internet telephony service provider. 

2. The call is routed by the PSTN/Mobile to the "access" Internet telephony switch. 

3. The gateway plays an announcement requesting that the subscriber enter the 
destination number to be called. (In this case, the telephone number is assigned to 
an H.323 terminal.) 

4. The collected destination digit information is sent in a call setup request message 
to the gatekeeper. 

5. The gatekeeper determines a destination gatekeeper IP address based on the 
destination digit information. 

6. An IP packet requesting the availability status for the destination H.323 terminal is 
sent to the destination gatekeeper. 

7. The destination gatekeeper responds to the request by providing the destination 
terminal availability status and IP address information to the originating gateway. 

8. The originating gateway sets up a virtual circuit to the destination H.323 terminal. 
This circuit is identified by a call-reference variable that will be used by both the 
originating gateway and the H.323 terminal for the duration of the call to identify 
all IP packets associated with this particular call. 

9. If the H.323 terminal indicates that call setup is successful and the called party has 
answered, IP signaling messages are sent to the originating gatekeeper, which then 
signals the originating gateway. 

10. The originating gateway signals the originating PSTN/Mobile switch to indicate 
that the call is now completed. 
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The exchange of IP packets proceeds until either the calling or called party terminates 
the call. 

IP Telephony Terminal to PSTN/Mobile Telephone 

Following let us trace a sample call flow, which originates from an IP-based H.323 
terminal (e.g., a personal computer) and terminates in the PSTN/Mobile. 

1. An Internet telephony subscriber initiates an Internet telephony call setup 
procedure at an H.323 terminal (e.g., a PC). 

2. The H.323 terminal sends an IP packet specifying the destination digits 
information to a preselected gatekeeper. 

The call scenario from this point onward is similar to steps four through eight 
described in the PSTN/mobile to IP to PSTN/Mobile call flow (replace "originating 
gateway" with "originating terminal"). 



6. Conclusions - Expected Results 

The main problem that was presented analytically in this paper, is how networks with 
different communication profiles will be operating under a mature and integrated 
way. That requires that a number of problems have to be solved. First, communication 
among the different nodes has to be clarified. The proposed interworking architecture 
explains that a signaling communication among a number of nodes needs to be 
established before the path is identified. In addition, there are further responsibilities 
that have to be affiliated, such as authentication, authorization. Quality of Service, 
tariffing and billing. In our proposed network, the customer management and billing 
system for IP telephony needs to be able to support reliable authentication 
mechanisms to identify the user uniquely, and be able to modify those mechanisms in 
real time. Also, in the converged IP telephony, the service provider may wish to check 
a variety of criteria before provisioning the service to the user. Customer management 
and billing systems used should allow the ITSP to perform real-time authorization 
before the service is made available to the user. The market will soon require the 
ability to choose their "quality of service", paying more for higher quality and 
reliability, or less for lower quality needs such as personal calls or one-way 
communication (speaker delivering a presentation). The customer management and 
billing system should able to support the ITSP’s need to route delay-sensitive voice 
and video traffic. As a result, monitoring and controlling interconnection charges is 
key for tariffing and billing mechanisms. To maximize customer benefits, 
interconnection rules should be independent of technology and network topology. 
Authorities must ensure rules applied to the conventional Public Switched Telephone 
Network (PSTN) are also applied to fixed/mobile networks and IP Networks. 
Consequently, the creation of the new telephony services in the proposed converged 
network will be must faster, cheaper and easier. In particular, an extensive technical 
analysis of the proposed network was presented, the open issues are identified and the 
problems arising are discussed in detail and proper solutions are proposed. The results 
of this paper together with the strategic movement to IP technology both for access 
and backbone networks, are of a great importance for the evolution of a new, "open" 
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communications universe, which is now coming together harmoniously to deliver new 
communications services, characterized by mobility and advanced multimedia 
capabilities. 
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Abstract. This article is about the developpement of new Internet services at the 
Network and Computer Science Departement of the National Institute of 
Telecommunications fINT) of Evry. It deals mainly with a project related to an 
applications server, purely Java and Web (HTML) oriented, which main objective is to 
offer a set of online applications to any Web user (even mobile in the future), and a 
multi-point multi-media architecture (client/server), also purely Java, aiming to allow 
connnected users to exchange any type of data (text, audio, video, etc), independently 
from their transport protocol (TCP or UDP). 

Keywords: Multi-Media, Hyper-Media, Application Server, Multi-Pointing Architecture, 

Multi-Terminals Clients, JAVA Technology. 



1. Introduction 

Traditionally, the worlds of data-processing, telecommunications and multimedia networks 
were regarded as distinct, even incompatible for some purists. 

Indeed, in addition to the economic war that delivered (and still deliver!) the data 
processing and telecom lobbies, the philosophies of these various worlds were radically 
different: whereas the data-processing world privileges a statistical (optimal) use of the 
network resource, a free "best effort" service (for a right resource sharing between the users) 
and putting the complexity on the terminal (to sale its more and more powerful computers), 
the world of telecommunication prefers a deterministic reservation of resource (to ensure a 
quality of service), a service with variable QoS (proportionnal to the price payed by the user) 
and putting the complexity on the network itself, making it thus accessible from very basic 
terminals. 

For a few years however, these two worlds have began to converge, thanks in particular to 
the progress made on digital technology (A/V compression, entirely digital telecom networks 
(e.g. GSM)) and networks performances (growing reliability and flows). It indeed proved that 
each one of these worlds would be soon technologically ready to ensure the services of the 
other, removing thus any barrier between these two fields formerly so hermetic. 

The current tendency is then multimedia and multiservices networks (telephony, data 
transfer, A/V, etc), accessible from different terminals (PC, mobile phone, TV, and in a 
slightly more remote future, domestic machines (thanks to JINI technology)). 

In this context, the new Internet applications will tend to be as portable as possible (100% 
Java) and to offer the most independent possible (from the terminal used) user interface (UI). 

The Network and Computer Science Departement of the ENIC (Lille) and the INT (Evry) are 
currently developping a server of applications purely Java, accessible from any Web navigator 
(ensuring then an independence from the terminal) and whose objective is to offer complex 
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processing on simple parameters (e.g. URLs, files, etc), as well as a multimedia multipoint 
client/server architecture, also purely Java, which allows exchanges of all types of information 
(texts, images, audio, etc) between several users. 

The object of this article is to detail these two projects (which can be gathered in one, the 
multi-point architecture being able to include the server of applications), to present their 
current state of advance (i.e. in July 2000), and to evoke their principal axes of evolution. 



2. The Server of Applications 

2.1. Principle 

A server of applications is a Web server (thus based on HTTP) which gives access to various 
programs, runnable on line. Its main interest is to exempt the client to download on his 
terminal the executable code, to install it and to launch it. This last step is indeed very often 
penalising, for several reasons : first of all, the downloaded software is generally used very 
partially and only a small number of times; moreover, the "server" machine are often more 
powerful than the "client" machine and can thus be more effective for some applications (in 
particular in the field of multimedia); finally, it should be noticed that some terminals with 
very limited resources (e.g. mobile phones) can neither store nor load code. 

The server of applications we are developing aims thus to provide an access to an open 
database of applications (i.e. allowing any programmer to contribute to it) to various users. 

For that, it was first of all necessary to define a generic user interface, in order to offer the 
same possibilities to any client, whatever its performances. The choice of HTML language 
(and/or its derived languages: XML, HDML, WML [ 1 ], etc) appeared adequate. 

Moreover, to be able to work with an open database of applications, it was necessary to 
define a standard for the applications, in particular for their input/output (to allow a single 
generic treatment for all the applications). 

In order to avoid using directly the operating system to launch each application (from a 
command line or by using dynamic libraries), Java was selected like exclusive programming 
language. Indeed, in addition to its portability, Java offers all the advantages of an object- 
oriented language, in particular that of being able to instanciate and load any class from any 
other, to use its public fields and methods, etc. 

Once these choices have been done, we had to put them into practice. The object of the 
following section is to give more details about this. 

2.2. Implementation 

The first stage was the development of the user interface. This one had to meet two 
conditions: first.to allow the user to choose an application and to send the associated 
parameters; to allow the reception of the result. 

In order to have a generic interface, we standardized the form of the input parameters and 
the results: all the treatments are done either on files or on URLs; the results are always 
returned in form of files. We should notice that this standards are valid only for the traditional 
interface in HTML (the only one currently implemented). An interface in WML for mobile 
phones is under study. In this case, the input parameters will be URLs (to be treated) and an e- 
mail address to receive the result. 

To develop such an interface in HTML was rather easy. Indeed, this language allows, 
thanks to its form functionalities, to send all kinds of information to the server. The result of 
the treatment will be simply returned in the HTTP message sent as a response to the request 
associated to the form. 
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The only difficulty encountered was the transfer of a file from the client to the server, 
without using FTP or any additional software on the client side (thing that would be in total 
contradiction with the philosophy of the project). This problem was rather quickly solved by 
using a relatively ignored resource of HTML’s FORM tag: the input of type file (<INPUT 
TYPE = ' file' >), defined in [ 2 ]. 

This tag is recognized by the majority of recent Web navigators (from 4.x versions of 
Netscape and Internet Explorer). It allows the user to choose a local file (via an open file 
dialog box) and to send it to the Web server in a request HTTP message (using method 
POST), specidying a content-type "multipart/form-dated". It was thus necessary to implement 
within the server a module dealing with this type of messages. 

Once the problem of the interface solved, we oriented our efforts to the standardization of 
the applications. Like it was said previously, we first decided to use exclusively the Java 
language for programming, in order to have a total portability, on the level of the server itself 
(i.e. it will runnable on any machine having a JVM) but also on the level of the applications 
associated. Indeed, as these last will be organized as an open database, the portability is 
necessary to allow all developers to contribute, whatever their programming environment 
(mainly their operating system). 

The use of Java also has the advantage of simplifying the interactions server-applications, 
in particular by avoiding the use of the operating system for loading an application required by 
the client. 

In addition to choosing the programming language, it was also necessary to define a 
standard for the inputs/outputs, to avoid the definition of a new treatment for each addition of 
a new application. 

Thanks to Java, that could be done without major difficulties. Indeed, this language 
implements in a remarkable way the concept of streams (via the java.io package) 3 ]). Thus, in 
the same way that CGI scripts communicate with a Web server via standard I/O streams, the 
applications will communicate with the server via an InputStream and an OutputStream (more 
exactly their generic data subclasses, the DataInputStream and the DataOutputStreani). 

To be integrated to the server, each application (class) will then have to contain a 
constructor with at least two parameters: a DataInputStream and a DataOutputStream. Other 
parameters are detailed in the first appendix. 

We can notice that using streams of bytes allows all kinds of applications, treating any data 
(e.g. processing of an image sent by the client, conversion from an audio format to another, 
etc). 

Currently, the server of applications implements only two completely operational 
applications: Calc, a simplified spreadsheet, which allows making arithmetic operations on 
numerical HTML tables, and Map, an editor of synopses, wich allows extracting a synopsis 
from a standard HTML document (i.e. whose titles and subtitles use headers (tag <H>)). 

Others are currently under development (e.g. organization of multimedia documents form, 
utilities of compression for directories, etc). 

We will give more details in the following section about the prospects for evolution of the 
server. 



2.3. Prospects for Evolution 

The evolution of the server concerns mainly its applications, or more exactly the fields they 
are associated to. Currently, the developments are done through two main axes: the 
installation of an online HTML oriented toolbox (including in particular the applications Calc 
and Map previously described) and the development of multimedia utilities (e.g. organization 
of multimedia documents in in a diaporama form). 
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The main interest of the HTML toolbox is to provide a set of online utilities which can be 
used either directly by the user, or by other applications. For example, in an Intranet 
environment, the Map application can be used by a dynamic application of type forum 
(internal news for example). 

The development of multimedia applications, could in particular offer converters of format, 
compressors (audio, fixed or animated images) or applications of 3D rebuilding. Like the 
HTML toolbox, these tools could either be used directly, or by intermediate programs. 

Other axes of development will probably appear soon. Indeed, the applications database 
being opened to any contribution, it will be able to evolve/move in the most various 
directions, with the liking of the imagination of the developers. 



3. The Multipoint Server 

3.1. Principle 

There is several ways of conceiving a multipoint architeeture. Indeed, according to the use it 
will be dedieated to, this one ean vary from a eentralized server model (for a redueed use, on 
the level of the number of potential users and on the level of the exehanged data) to a group 
address model (protoeol IGMP [ 4 ], for newsgroups aiming to be unlimited), passing by 
multi-servers models. 

It is noticed however that, in spite of their differences, all these architectures require the 
implementation of certain common functionalities: to allow the users to join the group or to 
leave it, to send to all the clients every new contribution, etc. 

The architectnre we are developing belongs to the first and last categories; it is based on a 
centralised server mode, which can be extended to an interconnected servers environement to 
increase its capacity. Indeed, being intended initially to work in an Intranet or limited Internet 
environment, it does not require a complex and powerful inplementation for the management 
of clients, broadcasting, etc. In this case, a single server is sufficient. But its extension to a 
larger environment needs more capacity and flexibility. In this case, a distributed model is 
recommended. This is why our model allows interconnecting servers (tunneling). 

This architecture is based on a simple client-server model, implementing a broadcast 
functionality on the server. Actually, there is not only one server bnt three ones: two generic 
servers, one dedicated to UDP clients and another to TCP ones, and a specialised TCP server, 
implementing a basic protocol, dedicated to signalling and some specific data applications. 

These three servers work mainly the same way, with few differences due to their transport 
protocol and their complexity. 

At starting-up, they are put in a listening state on a specific port. When receiving a 
connection request (wich is automatically generated for TCP but not for UDP; actnally, an 
UDP client has to send a datagram to be recognized by the server), they establishes a session 
with the client (via a TCP or UDP socket). Each new session is managed by a new process in 
the server side (the main process remains dedicated to listening). Once the communication 
established, the client can then send its contribntions to the server. This one will broadcast 
them to all the connected clients (i.e. UDP or TCP clients). 

As these contributions can be from very different types (text, binary files, audio, video, etc) 
for some applications, we developed a small applicative protocol between the client and the 
server and/or the clients [appendix 1]. 

Concerning the user interface, we wanted to preserve as possible a context of Web 
navigation as for the server of applications. However, in this case, the client has to be able to 
make a little more complex operations (to send data of different types, to list all the connected 
clients, etc). We were thus obliged to define more powerful interfaces than simple HTML 
forms. 
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3.2. Implementation 

The first stage was the development of a server implementing broadcast functionalities, able 
to establish and manage several connections simultaneously. For this, Java offers very useful 
packages and classes. 

For our network related part, we used the java.net [5] package. It contains in particular the 
ServerSocket (server side) and the Socket (client side) classes, which allow listening 
(ServerSocket) and establishing TCP connections. For UDP, it provides two complementary 
classes: the DatagramSocket and the DatagramPacket, which are used in both the server and 
the client sides. 

To manage simultaneous communication sessions (sockets), we associated a Thread to each 
one of them. By using the ThreadGroup class, we can not only manage several connections 
(i.e. to test the alive threads, to list them, to put a threshold for the number of simultaneous 
connections, etc) but also to make broadcasting/multicasting with great facility. Indeed, it 
provide a very useful notion of group, which can be used to create users groups. 

It was then necessary to develop an interface able of powerful functionalities (e.g. 
implementing the basic applicative protocol), without obliging the user to install any software 
on its machine. The choice of Java applets was then quite natural. Indeed, they allow the client 
to make intelligent processing from a simple Web navigator. On the other hand, this requires 
the use of powerful machines, excluding thus terminals like mobile phones or PDA. Other 
solutions could then be developed to ensure an independence of the terminal. One of them 
could be using gateways. 

It was also necessary to develop a basic protocol of communication, to allow signalling 
commands and multi-media applications to recognize the type of transmitted data. This 
protocol is detained in appendix 1 . 

However, it is still under development and will probably be improved by defining new 
types, in order to face the future evolutions of the model (introduction of multimedia 
streaming, etc). 



3.3. Prospects for Evolution 

In its current state of development, our model allows any users, via TCP connections or UDP 
datagrams, to exchange any type of data (ASCII, audio/video streams or messages, etc) with a 
network of users groups (network of inter-connected servers) 

The main objective of the project has then been reached. However, there are still several 
improvements that can be done. 

One of them is the definition of a multi-levels hierarchy ("user z/’ user group" or "user 
secondary user group ^ primary user group") to make real multicasting. Indeed, the current 
architecture allows multicasting based on connection points (servers) and types (TCP or 
UDP). To be completely multicast, the model has to permit users to define their own groups. 

Another improvement can be done: it concerns the basic protocol detailed in appendix 1. In 
addition to the definition of new types of data, this protocol can be enriched by the possibility 
of conveying information concerning the users (profiles) or by increasing the set of signalling 
commands, to allow distant managing for example. 



4. Conclusion 

The two studied projects follow the current tendency of evolution of the networks and more 
particularly of the Internet world. Indeed, they amongst other things propose to find solutions 
to the problems of the independence of the terminals or resource sharing between user groups. 
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As they are technologically advanced, these projects are thus likely to evolve/move in 
directions sometimes still unknown. It is the case for example of the Web in a mobile context, 
which is not yet completely standardized (WAP standard). 

The evolution of these projects can even become independent of the initial objectives, in 
particular for the server of applications. This one being based indeed on an open applications 
database, it will evolve in the direction the contributors will give it. 



Appendices 

Appendix 1: Protocol used by the multi-point architecture 

The server side of our architecture is made up three twined servers: two raw servers, one for 
UDP and another for TCP, and a high-level TCP one. This last implements a basic protocol, 
specifying the type of data transmitted. It is very useful for multimedia (multi-data) 
applications and for signalling. 

It is implemented right over TCP and has an ASCII header. A example of message can be 
as follows: 

code:L CRLF 

[bytel] [byte2] [byte3] . . . [byteL] 

L is the length (in bytes) of the message and eode identify the type of the message. 

Currently, the defined codes are: 

"acp", used to notify a pseudo (user identifier) aeeeptanee 

"led", for listing all the sessions and their statisties 

"end", sent by a client to end its session 

"err", for error messages 

"hlo", for identificatying a elient (pseudo) 

"Ins", used to update the members list after an inter-eonneetion (request) 

"a21", used to update the members list after an inter-eonneetion (response) 

"mbl", for obtaining the members list 

"url", speeify a URL message 

"tst", for testing loops (after an inter-eonneetion) 

"txt"; specify a text message 

"ado", speeify an audio message (PCM at 8 KHz) 

Remark: There is two types of codes: signalling commands and data types. As the server is 
not concerned by the data types, the user can define its own types. 



Appendix 2: Class model for the server of applications 

Our server of applications is actually a server of Java classes. It can load and run any class 
corresponding to a defined standard, which is detailled below: 
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// A standard class 

package StandardClass ; 

// imports 
import . . . ; 

// end imports 

public class StandardClass extends WhatYouWant 

implements SomethingElse { 

public StandardClass ( DataInputStream dis, 

DataOutputStream dos. 

String url. 

String optl, . . optN) { 



// starting treatements 
// ending treatements 
} 

// methods 
// end methods 



} 



To use this class, a user has to type the following URL in his Web navigator: 

Ttt£7^osh£ort/Stendarfciass!^^^^^^^^^^^^^^^^^ in general 
Ttt£d^oshgo^Sta^aMClass?URy when there is no optional parameters 

What is important to respect is the standard constructor, which has three obligatory 
parameters and an undefined number of optional ones (zero by default). 

The optional parameters purpose is to give the developers more flexibility: they are free to 
use them anyway they want. 

However, the obligatory ones are fixed: dis (resp. dos) is the InputStream (resp. 
OutputStream) associated to the navigator socket and URL is the URL to be treated (distant 
URL or local file). The developer can use dis and URL to get the data and to dos to send back 
the result to the client. 
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Abstract. Recent years have witnessed a new version of Internet protocol and 
concepts of new protocol are heavily relied on for transition from the traditional 
IPv4-based Internet to an IPv6-based Internet. As a result it is expected that 
mobile node is General Packet Radio Service (GPRS) with IPv6 support likely 
to use IPv4 services. Therefore great concerns to transition strategy planners is 
how to provide connectivity between IPv6-enabled end user to IPv4. As a result 
many interworking techniques in terms transition mechanisms are proposed by 
researchers. But their applicability between GPRS and Internet influences many 
factors such as end-to-end integrity of data, security of communication. 
Therefore paper mainly focuses on the applicability of transition mechanism 
where these factors are main concern from GPRS user point of view. 



1 Introduction 

The GPRS Internet-hosted service is a TCP service that can transmit an unstructured 
stream between a GPRS Mobile Station (MS) and an Internet host. Thus establishing 
an Internet-hosted service connection involves setting up two segments, the one 
segment between the MS and Gateway GPRS Support Node (GGSN) and the another 
segment between the GGSN and Internet host. 

Fundamentally GPRS inherits security features of Global System for Mobile 
Communication (GSM) but its access to packet data network such as, Internet brings 
more security threats. In other words IP vulnerabilities limit and complicate the use of 
GPRS networks for sensitive or secure communication. However from security point 
of view GPRS has quite good user authentication mechanism but confidential data 
transmission requires additional mechanisms. 

With emerging new standard of Internet protocol, it is quite likely that the two end 
hosts operating over the above mentioned two segments are configured with different 
versions of Internet Protocol. Therefore the need of Interworking techniques which 
provides transition mechanisms becomes crucial, when two end hosts like to 
communicate with each other via different versions of the IP such as IPv4 or IPv6. 
Any incompetence or misconfiguration of transition mechanisms can easily amplify 
security threats and thereby degrading the quality of service of data communication. 
However an applicability of transition mechanisms requires suitable transition 
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components such as host configuration, routers and routing protocols, domain name 
systems (DNS) and components dependencies. Therefore this paper focuses on 
proper applicability of transition mechanisms to maintain inter- operability between 
GPRS and external IP efficiently. 

The paper is organized as follows: section 2 gives brief introduction of GPRS 
nodes and their functionality followed by GPRS interworking with Packet Data 
Network in section 3. The transition mechanisms are described in section 4, including 
protocol encapsulation and IP header translation. Section 5 presents the security 
threats in GPRS, followed by concluding remarks in section 6. 



2 GPRS Support Nodes and Their Functions 

Basically GPRS is a new bearer service for GSM that has its own core network and 
the radio network is shared between the GPRS and GSM core networks. The core 
network of GPRS is attached to GSM radio network via an open interface. Thus GSM 
may utilize the GPRS core network to achieve more efficient performance as well as 
to access packet data network - Internet. 

Figure 1 illustrates the basic structure of a GPRS network including possible 
interception points: Air interface. Base Station Subsystem (BSS), Serving GPRS 
Support Node (SGSN), GPRS Backbone Network, Gateway GPRS Support Node 
(GGSN), Border Gateway (BG) and Inter-operator Backbone Network. 




Fig. 1: GPRS Architecture 



All the data and signalling is routed through at least one SGSN and at least one 
GGSN, both in mobile originated and mobile terminated cases. Routing depends on 
the subscriber IP address allocation point. The SGSN through which the messages are 
routed, always belongs to the network where the subscriber is currently roaming. The 
GGSN through which data is delivered (home network GGSN or visited network 
GGSN) depends on the address allocation point. Messages are routed through the 
GGSN from whose address pool the used address was allocated. 
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The SGSN is responsible for the delivery of packets to/from the MSs within its 
service area and communicates with the GGSN. It also keeps the tracks of the mobiles 
within its service area. The GGSN acts as a logical interface to external packet data 
network - Internet and maintains routing information to SGSN that is currently 
serving MS. The GPRS network can use multiple serving nodes, but requires only one 
gateway node for connecting to an external network - Internet. 

- Mobile Station (MS): Generally GPRS mobile stations are classified in 3 different 
classes - A, B, C, depending on their configured accessibility with GSM and GPRS 
core. For example: 

• ‘Class A: mobile can have a normal GSM voice call and GPRS data transfer 
taking place simultaneously. 

• ‘Class B: mobiles are capable of using either GSM or GPRS at a time. 

• ‘Class C: the selection between GSM and the GPRS networks is done manually. 
Thus Class C mobiles can be attached to either GSM or to the GPRS network 
but not to both at the same time. 

- Serving GPRS Support Node (SGSN): This is one of the main component of the 
GPRS network, which is responsible for handling MS registration and 
authentication into the GPRS network, to manage MS mobility, to relay traffic and 
to collect statistics and charging information. 

- Gateway GPRS Support Node (GGSN): This is the interface between the GPRS 
backbone and external data networks. In conventional term it is simple IP router as 
it routes the data to and from external data networks to the SGSN serving the MS. 

- Border Gateway (BG): The main function of this component is to ensure a secure 
connection between different GPRS networks over the inter-operator backbone 
network. The functionality of the BG is not defined in the GPRS specifications. It 
could consist firewall, security functions, and routing functions. BGs as well as 
their functionality are selected by the GPRS operator's manual agreement to enable 
roaming. 

- GPRS Backbone Networks: There are two kinds of backbone Public Land 
Mobile Networks (PLMNs) as shown in Figure 1. They are called intra PLMN 
backbone network and inter-PLMN backbone network. 

• The intra-PLMN backbone is the IP network interconnecting GGSNs within the 
same PLMN. Every intra-PLMN backbone networks is a private IP network 
intended for GPRS data and signalling only and there must be some access 
control mechanism in order to achieve a required level of security. Two 
intra-PLMN backbone networks are connected via Gp interface using the BGs 
and inter-PLMN backbone networks. 

• The inter-PLMN backbone network interconnects GGSNs and intraPLMN 
backbone networks in different PLMNs. 



3 GPRS Interworking with Packet Data Network 



In GPRS network interworking is inevitable whenever PLMN is involved in 
communication with packet data network (PDN) to provide end-to-end 
communication. This interworking may be either directly with Internet or through a 
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transit networks - intranets. Figure 2 shows the Gi reference point and protocol stack 
needed for GPRS interworking with IP networks [4] . 




Fig. 2: Gi reference point for GPRS with IP interworking 

The GGSN for interworking with the IP network is the access point of the GSM 
GPRS data network. In this case the GPRS network will look like any other IP 
network or subnetwork. Distinctively in the IP network, the interworking with 
subnetworks is done via IP routers. Therefore referring to Gi reference point, external 
IP can view, GGSN as a normal IP router. Considering generic view there are some 
assumptions valid between the GGSN and the external IP network: 

- A firewall is configured by GPRS operators so that operators can easily make their 
choice for type of service they can offer. 

- The DNS managed by the GPRS operator or it can be managed by the interworking 
with Packet Switched Data Networks and more specifically with Internet. This 
interworking may be either direct - Internet or through a transit network - intranet. 

- The GGSN may allocate dynamic IP addresses by itself or use an external device 
such as DHCP server. This external server can be operated by an Internet Service 
Provider (ISP). 

- The deployment an appropriate transition strategy that allows new IPv6 supported 
mobile terminals to communicate with existing IPv4 hosts or servers. 

Focusing on the last assumption the transition requirements are most important for 
flexibility of deployment and ability of IPv6 hosts to communicate with IPv4 hosts. 
To place it concisely, there are 3 objectives for the proposed transition to be smooth. 
They are: 

1. To allow IPv6 and IPv4 hosts to inter-operate. 

2. To allow IM hosts to be deployed in the Internet in a highly diffuse and 
incremental fashion, with no interdependencies. 

3. The transition should be as easy as possible for end-users, system administrators, 
and network operators to understand and carry out. 

The mechanism of transition is a set of protocols implemented in hosts and routers, 
along with some operational guidelines for addressing and deployment, designed to 
make transition to work with as little disruption as possible. Some of the features for 
implementing the transition mechanism are: 

1. An IPv6 addressing structure that embeds IPv4 addresses within IPv6 addresses, 
and encodes other information used by the transition mechanism. 

2. A model of deployment where all hosts and routers upgraded to IPv6 in the early 
transition phase are dual capable (i.e., implement complete IPv4 and IPv6 protocol 
stacks). 
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3. The technique of encapsulating IPv6 packets within IPv4 headers to carry them 
over segments of the end-to-end path where the routers have not yet been upgraded 
to IPv6. 

4. The header translation technique to allow the eventual introduction of routing 
topologies that route only IPv6 traffic, and the deployment of hosts that support 
only IM. Use of this technique is optional and would be used in the later phase of 
transition if it were used at all. 

The proceeding discussion focuses on some of the more innovative and radical 
changes IPv6 brings to interworking. These interworking mechanisms are integral 
part of the IPv6 design effort. These techniques include dual-stack IPv4/IPv6 hosts 
and routers, tunneling of IPv6 via IPv4, and a number of IPv6 services, including 
DNS, Dynamic Host Configuration Protocol (DHCP), Application Level Gateways 
(ALGs), relays, proxies, caches and so on. The flexibility and usefulness of the IPv6 
transition mechanisms are best gauged through scenarios that address real-world 
networking requirements. Therefore initial design specification of transition 
mechanisms specifies the use of three different types of IP nodes such as IPv4-only 
node, IPv6/IPv4 node (Dual stack) and IM-only node. 



4 Transition Mechanisms 

On the basis of above objectives and features of transition mechanisms, researchers 
have proposed few transition mechanisms, which are described below. 



4.1 Protocol Encapsulation 

When IPv6 hosts on different edges of the network are separated by IPv4 capable 
routers, an encapsulation mechanism is used to setup 6in4 or 6over4 tunneling [2]. 
Thus tunneling of IPv6 datagrams takes place by encapsulating them within IPv4 
packets. This way IPv6/IPv4 hosts and routers can tunnel IPv6 traffic over regions of 
IPv4 routing topology which is shown in Figure 3. In simplest form the encapsulating 
node adds an IPv4 header to the packet and transmits it. The decapsulating node 
removes the IPv4 header and processes the remaining IPv6 packet as if it were 
normally received via IPv6 topologies. Generally tunnel can be configured manually 
or automatically. 
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- Configured Tunneling (6in4): This configuration does not require any 
interdependency between IPv4 and IPv6 addresses as the tunnel path endpoint IPv4 
address is defined in the configuration of the encapsulating node. But this 
configuration requires a lot of effort to manage because: 

• Finding candidate networks when the site's choice of IPv4 service does not 
provide IPv6 service (either tunneling or native), 

• Determining which one are the best IPv4 path to use so that an configured 
tunnel doesn't inadvertently follow a very unreliable or lowperformance path, 

• Making arrangements with the desired IPv6 service provider for tunneling 
service, a scenario that may at times be difficult if the selected provider is not 
ready to provide the service or some other reasons. 

- Automatic Tunneling (6to4): This mechanism provides a solution to the 
complexity problem with manually configured tunnels by advertising a site's IPv4 
tunnel endpoint (to be used for dynamic tunnel) in a special external routing prefix 
for that site. Thus IPv6 addresses used must be IPv4compatible addresses [3]. Thus 
one site trying to reach another will discover the tunnel endpoints from DNS and 
use a dynamically built tunnel from site to site for the communication. The tunnels 
are transient in that there is no state maintained for them, lasting only as long as 
specific transaction uses the path. However this type of tunneling scenario exists 
when site has: 

• both 6to4 and native IPv6 connectivity, or 

• only 6to4 connectivity and trying to reach a site with both 6to4 and native IPv6 
connectivity or 

• both 6to4 and native IPv6 connectivity, and trying to reach native IPv6 
connectivity and vice-versa. 

But most interesting when site has only 6to4 connectivity and communicating site 
with only native IPv6 connectivity. This will be accomplished by the use of a 6to4 
relay that supports both 6to4 and native connectivity. The 6to4 relay is nothing more 
than an IPv4/IPv6 dual-stack router. 



4.2 IP Header Translation 

To enable the communication between IPv6 node and IPv4 node or vice-versa, a 
translator needs to perform two main functions: Address translation and Protocol 
translation. Address translation involves converting address for packet crossing the 
protocol boundary, whereas protocol translation involves mapping most of the fields 
from one version of IP to the other. Researchers have exploited this translation feature at 
network level (SIIT, NAT-PT), Transport level (SOCKS) [5] and Application level (ALGs). 

- Stateless IP/ICMP Translator (SIIT) [7]: SIIT is the mechanism that allows 
IM-only nodes to talk with IPv4-only nodes by translating the packet headers 
between IPv6 to IPv4. Once the traffic is originated by IPv6 host and routed 
through SIIT node, SIIT makes simple header translation between IPv6 to IPv4 in 
source field of header and forwards it to IPv4 node. But SIIT proposal do not 
define how IPv6 host should get its temporary IPv4 address. The applicability of 
this mechanism is limited as 

• applications like FTP and DNS transfer where IP address is inside the payload, 
SIIT is unable to perform translation. 
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• if the arrived packet is embedded with security feature, then authentication 
header (AH) which is computed from IP header fields gets broken while passing 
through SILT. Therefore even if Encrypted payload passed through, translator 
partly breaks the IP security (IPsec) 

- Network Address Translator-Protocol Translator (NAT-PT): NAT-PT also 
performs header translation as described in [8]. Actually there are two different 
methods that assigns the temporary IPv4 address to IPv6 host: 

1. The translator reserves the pool of IPv4 addresses, from which it assigns IPv4 
address to the IM host and caches this address mapping from IPv6-to-lPv4 for the 
duration of the session. 

2. All IPv6 addresses are mapped to a single IPv4 address, which is the IPv4 address 
of the translator. This is useful when translator fall flat when the pool of IPv4 
addresses assigned for translation purposes is exhausted. As a result the translator 
considers port number as an transport identifier - TCP/UDP port number or ICMP 
query identifier. 

Although this translation mechanism provides stateful translation there are some 

limitation associated with it, such as: 

• Some applications e.g., rlogind, don't accept the connections if they are not from 
privileged port. 

• when host from outside wants to establish a connection to server which resides 
inside the NAPT-PT and NAPT-PT can map only one server per service. 

• As translator breaks the end-to-end integrity of data it is quite likely that some 
information may be lost during translation. 

• It also breaks IPsec partially by breaking the authentication and bypassing 
encryption. 

- SOCKS 64: The SOCKS gateway - SOCKS-GATE tool is a gateway system that 
accepts enhanced SOCKS - SOCKS-EXT connections from IPv6 hosts and relays 
it to IPv4 or IPv6 hosts [5], especially for socksified sites, which already use 
SOCKS aware clients and SOCKS server. The mechanism simply replaces the 
standard socket and DNS resolver libraries with SOCKS versions. Besides this 
each socksified application should be configured with the IP address of the local 
SOCKS gateway. When application makes a DNS query, the SOCKS library 
intercepts the call and returns an arbitrary IP address for A. This IP address is 
never seen on the wire. The resolver library associates this address with fully 
qualified domain name (EQDN). When the application enables the socket call, the 
SOCKS library makes connection to dual stack gateway. This dual stack gateway 
makes standard connection to application and protocol translation. No DNS 
modification or address mapping is needed. Compare to previous translators 
SOCKS gateways are simple to maintain and configure. Thus when protocol 
translation is necessary, this transport level translation mechanism should be 
considered. 

- ALGs, relays, proxies and caches: It is reasonable to position application level 
gateways, relays, proxies and caches, especially at Intranet /Internet boundary. This 
type of mechanism is very helpful when IP address is embedded within payload. 
Although ALGs provides transparency, they do so in precise way, correctly 
terminating network, transport and application protocols on both sides. They can 
however exhibits some shortfalls in ease of configuration and fail-over. However, 
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in some application level mechanism such as proxies or relays they grab and 
modify traffic in an inappropriate way and generate totally unforeseeable side 
effects. 

- Temporary Address Allocation: Knowing the limitations of protocol translator 
some proposals such as Allocation of IPv4 address to IPv6 nodes (AIIH), Realm 
Specific IP (RSIP) [1,6] are made to provide publicly routable IPv4 address so that 
dual stack host machine can communicate with IPv4 server. 

1 The AIIH is essentially a DHCPv6 server, which allocates the temporary IPv4 address to 
dual stack host using global address extension. When connection is initiated by only 
IPv4 host then AIIH server also needs to contain DNS server, so that IPv4 host can make 
DNS query about dual stack host node. The AIIH server will respond this query by 
assigning temporary IPv4 address and simultaneously sending 'DHCP reconfigure' 
message to dual stack host so that it can update its interface with new IP address. A dual 
stack host acknowledges this by sending confirmation to AIIH server which then finally 
updates DNS record. 

• With RSIP proposal the basic idea is very similar to AIIH but currently existing 
network stack of client requires modifications. Thus RSIP client makes the 
request for temporary public IPv4 address from local RSIP server which is 
located at the boundary between two routing realms. This protocol standard is 
till evolving but current proposal requires that RSIP clients use a tunnel to the 
RSIP server, which matches very well with GPRS architecture. 



5 Security Threats in GPRS Systems 

Here we will examine security threats originating from external IP and leading to 
different nodes in GPRS. 



5.1 Denial of Service (DOS) 

This type of threat occurs when malicious party manages to do a bogus registration of 
a new care-of-address for a particular mobile host within GPRS. Such a bogus 
registration gives rise to two problems: 

1 . The particular victim mobile host gets terminated. 

2. The malicious party gets to see all traffic directed to victimized mobile host. 

The usual protection again DOS is a firewall, but it is not effective in all cases, 
e.g., protection against viruses is always one step behind the sources. 



5.2 Session Stealing/ Spoofing 

This is one of the active form of information theft. An attacker performs following 
steps once the mobile host gets registered with its home agent: 

1 . An attacker eavesdrops and floods the mobile host with bogus packets, thus putting 
it out of the action. 
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2. Thus attacker steals the session by originating packets that seem to have come 
from the mobile host and at the same time intercepting the packets destined for the 
mobile host. 

Such type of attack could occur either at the foreign link or at some other point 
between foreign agent and mobile node where foreign agent is not colocated. This can 
be avoided by applying strong encryption so that even if session gets stolen the 
attacker cannot get the actual data. 



5.3 Incompetent Translator 



The major drawback of protocol translator is that it breaks the end-to-end integrity of 
data as it needs to change IP headers including upper layer header and simultaneously 
destroying authenticity of data, which shown in Figure 4. 




Fig. 4: Translator Applicability 

Once the attacker has gained the 'physical' access via unattended network socket, 

by following first three steps he breaks the mobile host from the network: 

1 . The attacker figures out a network prefix to use. This can be done by listening for 
mobile IP agent advertisement, by examining IP address in packets flowing around 
on the network segment, or even by just doing a DHCP configuration request. 

2. Then attacker guesses an available host number to use. This can be done by 
listening for a while and just picking one that does no appear to be used. Then by 
making ARP request for the resulting IP address and see if it goes unanswered 
otherwise again a DHCP request. 

3. Once the above steps succeeded the attacker gets access to IP hosts and floods it 
bogus packets. 

4. Another attack path is the external net to backbone through GGSN. Since the 
GGSN is an IP router, it will handle any packet addressed to a backbone node as 
any other packet unless firewall at Gi prevents it. 

5. A simple attack is from one intranet to another through through GGSN Gi. Since 
the GGSN is an IP router, it can mediate packets between the two, or even the 
Internet as mentioned in the above step. 

6. In GPRS Tunneling Protocol (GTP) specification are public, as they can be 
implemented by anyone. The GGSN unwraps the only the outer GTP envelope, 
supposedly wrapped by the SGSN. If the remaining packet is addressed to a 
backbone node, it will be forwarded by to that node. This opens attack possibilities 
via all interfaces. Thus any Internet host can attack the backbone nodes by sending 
valid GTP packets and target the billing system. 
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6 Concluding Remarks 

The recommended suggestions are not comprehensive, but they do provide the 
cornerstone for proper applicability of interworking techniques within the scope of 
GPRS and external IP. The main problem of security is not the available tech nology, 
but its ease to use it. Concluding above discussion here we suggest some key points to 
consider so that end-to-end integrity of data can be maintained. 

- Applicability of transition mechanism: 

• Viewing carefully transition mechanisms mentioned above 6to4 encapsulating 
mechanism shows more competitive than others as it allows the isolated IPv6 
routing domains to communicate with other IPv6 routing domains even in the 
total absence of native IPv6 service provider. It is a powerful IPv6 transition 
mechanism that will allow both traditional IPv4-based Internet sites to utilize 
IPv6 and operate successfully over existing IPv4/based Internet routing 
infrastructure. 

• Upgrade the existing IPv4 servers with dual stack support, so that both IPv4 and 
IPv6 host can communicate easily 

• In case of limited public IPv4 addresses, currently the use of RSIP is more 
preferred choice as it provides temporary assignment of IPv4 addresses and 
simultaneously preserving the transparency of data. 

- Security Consideration: The loss of transparency of end-to-end data is one of the 
main concern from security point of view. If network level translator is in the path, 
then the best that can be done to is to decrypt and re/encrypt IP traffic in the 
translator. This traffic will therefore be momentarily in clear text and potentially 
vulnerable. In the environment where this is unacceptable, the encryption must be 
applied above network layer instead. Anyhow this break in security provides well 
defined point at which to apply the restriction by using firewalls or Active filters. 
In case when protocol translation one should use SOCKS or ALGs rather than SIIT 
or NAT-PT. 

In an ideal transition concept the pushing force for transition mechanisms would be 
the technical advantage and exploit the new features offered by the new version of 
protocol. However here we try to make the transition concept feasible with GPRS 
where coexistence of both IPv4 and IPv6 can be arranged in a more practical and 
efficient way. 
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Abstract. This paper describes the experience gained and the results achieved 
developing and integrating a protocol stack for IPv6 over ATM networks with 
Quality of Service (QoS) support based on the Integrated Services model 
defined by lETE. This work, which constitutes one of the first implementations 
of such protocol stack over Windows NT operating system, was developed as 
part of the authors' contribution to European funded Broadband Trial 
Integration (BTI) ACTS ProjectQ The paper focuses on the description of the 
technologies selected in BTI to provide QoS over a residential access network, 
and on the main characteristics of the protocol stack developed as well as the 
problems faced and the technical solutions applied. Finally, some conclusions 
about the experience are presented. 



1. Introduction 

In order to cover the general demand for improved quality of Internet Services, the 
BTI [1] project pointed its objective to develop and demonstrate a concept for 
improved QoS based on the integration of IPv6 and ATM. The project focused on 
implementing QoS in an ATM based Passive Optical Network (APON) extended to 
the user by means of VDSL technology, supporting unicast and multicast with well- 
defined QoS control in terms of the controlled load service of Integrated Services 
Internet approach (IntServ from now on). Fig. 1 presents the detailed architecture of 
the access network used in BTI. 

To explore QoS features offered by the integrated IPv6/ATM networking 
environment, a set of distant education applications were selected in the project, 
including tools to access digital video servers or to co-operate synchronously by 
means of virtual workspaces and video/audio conferencing tools. All these 
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applications were migrated to work over IPv6 and modified to include QoS support, 
in order to allow the users to demand the network a QoS level through a simple user 
interface. 



ATM 25 




Fig. 1. BTI Network Architecture 



Apart from the technical evaluation of the solutions used in BTI network, a 
program of structured usability testing was performed to evaluate the user perception 
of the QoS control and user interface. Students and teachers at universities and 
schools in Denmark, Poland, and Portugal participated in trial experiments over real 
access networks. 

One of the main problems faced by the project was the unavailability of a complete 
protocol stack running over the target end-user’s stations operating system (Windows 
NT) that implemented and integrated all the protocols used in BTI access networks: 
IPv6 over ATM with full multicast support based on multipoint ATM SVC’s, and 
RSVP over IPv6 with traffic control functionality over ATM networks. 

In principle, BTI planed to reuse some existing solution available in the market or, 
more likely, in the research arena; with the aim of concentrating the project effort on 
the adaptation of applications. However, as time progressed and no complete solution 
was available, the project decided to develop and integrate its own protocol stack, 
starting from existing protocol blocks available on the network (mainly RSVP and 
IPv6 implementations with source code available) and adding the missing parts 
(mainly IPv6 over ATM drivers and all QoS traffic control functionality). All the 
components, existing and new, had to be integrated to offer applications the QoS 
demanded through standard programming interfaces. 

The rest of the paper is organized as follows. Section 2 describes the main 
technologies involved in BTI access network, focusing on how IPv6 works over ATM 
and how IntServ QoS approach is implemented over this scenario. Section 3 briefly 
presents the three applications selected in BTI, emphasizing on the requirements they 
impose on the network. Later, Section 4 describes the integrated protocol stack 
developed, bringing out all the difficulties found during the design, implementation 





Implementing the Integrated Services QoS Model with IPv6 over ATM Networks 



85 



and testing phases, and presenting the main technical solutions adopted. Finally, 
section 5 summarizes some conclusions about the work presented. 



2. IntServ over ATM Networks with IPv6 

This section presents how the main technologies used in BTI access network -IPv6, 
ATM and IntServ- were integrated to provide QoS support. First, we discuss how 
IPv6 works over ATM networks for Best Effort traffic; then we present how IntServ 
model has been implemented over ATM networks to provide end-to-end QoS support. 



2.1. IPv6 over ATM Networks 

Most ATM-based solutions implemented today in IP access networks make use of 
permanent virtual connections (PVC). In these scenarios, IP-over-ATM devices at 
customer premises communicate with routers at provider premises by means of pre- 
configured PVC’s, either directly from hosts equipped with ATM cards or through a 
local router or bridge. This setup guarantees an agreed quality of service -ATM 
connections used are typically CBR or VBR- for the whole traffic coming out or 
going to the client, but does neither allow any adaptation to dynamic usage 
requirements nor any differentiation among data flows sent by clients. Furthermore, 
this approach does not take full advantage of subnetwork facilities like direct ATM 
connections between clients, or the ATM multipoint service, in the case of IP 
multicast traffic. 

Carrying IP packets over ATM networks using PVCs is relatively simple; the only 
decision to make is the adaptation layer and encapsulation to be used -by default 
AAL5 and LLC/SNAP, respectively [2]- and configuring IP routing to work over 
these static point-to-point channels. 

However, the situation is much more complex if switched virtual circuits (SVC) 
are used. For example, the lack of a mechanism to broadcast packets to all nodes 
belonging to a logical IP Subnet (LIS) on ATM prevents the usage of simple 
protocols, like ARP, for link-level address resolution. 

Moreover, IP multicast support over ATM is rather complicated. Although 
multicast services exist in ATM networks -in the way of multipoint SVC’s-, it is not 
possible to directly map IP multicast addresses to multicast subnet addresses, as it is 
done in LAN. Multicast model in ATM networks does not include multicast addresses 
at all, so an external entity to manage the association between IP multicast addresses 
and the set of ATM unicast addresses of hosts that belong to the group is needed. In 
the data plane, a multipoint ATM connection must be established to all those 
endpoints that have joined the group prior to sending any multicast IP packet. 

In the case of multicast, the connectionless (IP) to connection-oriented (ATM) gap 
is greatly enlarged by the highly dynamic nature of IP multicast membership. This 
problem is partially simplified if UNI 4.0 ATM signaling version is used, thanks to 
the new leaf-initiated join capability. 
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In IPv4 two new protocol entities were defined when the Classical IP over ATM 
model (CLIP) was designed: the ATM ARP server initially defined in RFC 1 577 [3] 
and the MARS (Multicast Address Resolution Server) defined in RFC2022 [4]. 

The ATM ARP server is in charge of address resolution function over the ATM 
subnet. It is basically a client-server version of ARP that, given a destination IP 
address, supplies the corresponding ATM endpoint address. Likewise, MARS is a 
client-server protocol that resolves IP multicast addresses to the set of ATM addresses 
of the nodes in the LIS that have joined the target group. 

The usage of these protocols is conceptually simple. Nodes in a LIS register 
themselves in the servers. When a node needs to forward a datagram, firstly computes 
the next-hop address and issues a request to the server to find out the ATM address 
{addresses in the multicast case) associated to that next-hop if it is not available in its 
neighbors cache. Once the ATM address is known, the source node can proceed to set 
up an ATM connection to the target node and transmit the datagrams over the SVC to 
that next-hop. 

In the case of MARS, clients connect to the MARS server to register themselves 
and to issue multicast group joining/leaving updates. Once registered, nodes become 
leaves of a cluster control multipoint VC rooted at the MARS, which is used to 
multicast membership updates to all registered LIS nodes and usually also to respond 
to IP-multicast address to ATM-addresses resolution requests. Knowing of this 
information is required by clients to keep up the ATM multipoint SVC to the right IP 
group members, issuing the necessary ATM leaf add/drops. 

At the time of sending multicast data, MARS allows two possible scenarios: 

• VC mesh. Every sender to a group issues a request to the MARS to find out the 
ATM addresses of the group members and, once known, places a multipoint call 
to all of them as leaves. 

• MCS (Multicast Server). In this case, the MARS instructs its sender clients to setup 
the connection to a single leaf -the MCS entity-, where a multipoint connection to 
all group members is rooted and shared by all senders to the group. The MCS 
serializes and forwards all packets received from group senders to group members 
via the multipoint connection. 

MARS RFC [4] discusses advantages and disadvantages of each approach. Just let us 
outline that, although both configurations were feasible in BTl scenario, in principle 
the MCS solution was more suitable, due to the tree topology of the access network as 
well as for scalability reasons (less signaling overhead and less number of SVCs). 

However, VC mesh option was chosen instead because MCS does not provide the 
QoS support. In particular, it is not possible to delegate on the MCS a multipoint 
connection to a subset of group members, as it is an essential requirement in the 
IntServ scenario to differentiate users who has made a reservation from the rest. 
Therefore, the choice for the VC mesh for the IntServ scenario implemented was a 
must, as our design principle was just using standardized solutions. 

The way IPv6 works over ATM networks is similar to the solutions described for 
IPv4, but includes some important differences that make it simpler. For example, IPv4 
stacks that work over LAN and ATM networks duplicate at some extend the address 
resolution functions, as they are both included in LAN and ATM drivers (Fig. 2). 
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Fig. 2. IPv6 vs. IPv4 Address Resolution Architecture 



IPv6 architectural model solves this problem in a simple an elegant way. In IPv6, 
Neighbour Discovery protocol is defined independently of the underlying subnet, and 
it assumes that all subnets provide multicast link-layer services to allow the multicast 
of Neighbour Discovery messages. In this way, address resolution function is 
common to all subnets (Fig. 2), and the ATMARP server is not needed. The 
disadvantage of this approach comes from the fact that multicast must be always 
supported, and therefore a MARS server must be available in the ATM subnet when 
using IPv6. 



2.2. IntServ over ATM 

The potential interest of implementing IntServ over ATM is obvious, specially if we 
think that flows requesting a given quality of service can take advantage of ATM 
short-cuts by-passing and unloading routers from packet scheduling and signaling, 
delegating real QoS implementation and even flow aggregation, on ATM. 
Nevertheless, implementing IntServ QoS approach over ATM networks it is not easy 
at all, due to the important differences between QoS support models of RSVP and 
ATM networks. To be mentioned: 

• RSVP is receiver-based and ATM is sender-based. This can be partially solved 
using signaling at layers above ATM and, for the multicast case, by the leaf- 
initiated functions included in UNI 4.0. 

• Resource allocation in RSVP is unidirectional. However, in ATM it is bidirectional 
for unicast circuits (although reservations can be asymmetric and even void in one 
direction), and unidirectional for multicast ones. 

• RSVP allows dynamic changes of QoS reservations; however, ATM obliges to 
close a circuit and reestablish it again to change QoS parameters. 

• RSVP allows receiver heterogeneity in multicast reservations; however, ATM 
imposes uniform QoS for all receivers of a multipoint connection. This implies that 
multicast can be performed very efficiently at the ATM layer with a guaranteed 
QoS only if reservations are coordinated at the application layer in such a way that 
a single mutipolnt connection can be shared by many receivers. 

In the past years a lot of effort have been invested to have a set of standards that 
define how to map RSVP reservation requests into ATM connections. In outline, the 
alternatives for each service category, as given by RFC2381 [5], are the following: the 
Guaranteed Service should be implemented as a CBR or rt-VBR connection. 
Controlled Load reservations as CBR, nrt-VBR or ABR including a minimum cell 
rate, and Best Effort as UBR or ABR connections. 
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In the BTI scenario, the Controlled Load Service was realized hy means of CBR 
(BCOB-A) connections in order to guarantee the portability to any ATM device, since 
this service is always present in all implementations. However, the best theoretical 
match, corresponds to nrt-VBR where the mapping to ATM traffic descriptors is as 
simple as mapping the receiver TSpec's peak rate to PCR (Peak Cell Rate), the token 
bucket rate to SCR (Sustained Cell Rate), and the bucket size to MBS (Maximum 
Burst Size). Usually, these traffic translations must be complemented with buffering 
edge devices to achieve a seamless coupling between the two models. 

It is important to note in this context that IP nodes linked by ATM networks must 
establish bidirectional best-effort connections to exchange RSVP messages. These 
connections, together with the necessary connections for MARS signaling and the fact 
that currently no standard way of aggregating sessions over a single ATM connection 
exist, add up complexity to this solution in terms of number of VCs. 



3. Application Scenarios 

In order to explore QoS features offered by the integrated IPv6/ATM networking 
environment, a set of distant education applications was specified including Digital 
Video Library, Virtual Workspace and Video/ Audio Conferencing tools [6]. 



The Virtual Workspace is made of a set of integrated data-conferencing 
applications that support collaborative education. It was basically reused from the 
environment developed in LEVERAGE EU funded ACTS 109 project [7], and it 
allows users to create virtual meetings and to interact in real time by sharing 
documents. The Digital Video Library consists of a video-streaming engine, database. 
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Fig. 3. A multipoint to multipoint videconference 
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and content manager server. User interfaces for video retrieval, playback, uploading, 
and QoS control are embedded in a standard web browser. 

The Video/ Audio Conferencing tool allows the users to establish point to point and 
multipoint videoconferences. It was based on well-known VIC (Videoconference) and 
RAT (Robust Audio Tool) multicast tools used in Internet Mbone. All these 
applications were adapted to work over IPv6 and modified to include a simple and 
friendly interface to allow users to control the QoS, basically by selecting the desired 
quality level. 

All this target applications were supported by BTI platform. However, each 
application had different requirements from the network, in terms of resources and 
functionality demanded. For example. Virtual Workspace did not required multicast, 
as it was implemented at application level; Digital Video Library did not required 
multicast services from clients, only from video server. 

As expected, the most complex and resource-consuming application was 
multipoint videoconferencing. To illustrate that. Fig. 3 shows the scenario of an 
audioconference with tree terminals using multicast. In this “simple” scenario each 
client has to maintain 10 different ATM circuits, in order to send and receive all 
traffic types: control traffic with the MARS server, unicast and multicast best effort 
traffic and multicast traffic with guaranteed QoS. In addition, if the conference uses 
video as well (sent to a different multicast address than the one used for audio), 6 
more circuits are added to the list. As already mentioned, a centralized approach 
(MCS like) would have minimized the amount of SVCs, but this is not currently 
feasible in a fully standard way. 



4. Integrated Protocol Stack 

DIT-UPM and IT-UC3M main effort in BTI project was devoted to develop an 
integrated protocol stack named PATAM (IPv6 over ATm Adaptation Module with 
RSVP support, [8]). PATAM is a Winsock2 compatible protocol stack running on 
Windows NT, the operating system chosen by BTI application developers and trial 
organizations. 

PATAM includes an IPv6 stack able to run over Ethernet and ATM subnetworks 
with full multicast support, as well as an RSVP over IPv6 implementation with traffic 
control support over ATM interfaces. 

IPv6 support of PATAM was based on a modified version of Microsoft Research's 
IPv6 implementation for Windows NT [9] -that only supports IPv6 over Ethernet 
interfaces- with the addition of a completely new IPv6 over ATM driver developed by 
the authors. RSVP for IPv6 support was based on the well-known ISI's RSVP 
implementation for UNIX operating system [10], which has been migrated to 
Windows NT and adapted to offer a Winsock2 interface and to interact with MSR's 
IPv6 stack. 



^ From the point of view of control resources (number of circuits to establish, signaling 
messages, etc). In terms of bandwidth, the Digital Video Library is the most resource- 
consuming application clearly. 
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The whole stack integrates under the Winsock2 based networking architecture of 
Windows NT. QoS aware applications use the standard Winsock2 API to access 
either IPv6 or RSVP services offered by the stack. Fig. 4 depicts the general 
architecture of PATAM stack. The next two subsections describe with more detail the 
two main parts of our contribution: the IPv6 over ATM driver (PATAM) and the 
RSVP protocol daemon. 



4.1. IPv6 over ATM Driver 

Fig. 5 shows the detailed architecture of the IPv6 over ATM driver, including its 
relation with other modules of the integrated stack. PATAM is a user-mode 
multithreaded driver that implements all the necessary functions to carry IPv6 packets 
over ATM networks using dynamic circuits (SVCs) with full multicast support. The 
driver is made of several components: 

• Flows Database, which manages all the information about the Best Effort (BE) and 
Controled Load (CL) active IPv6 flows. Each time a new IP flow is created, either 
unicast or multicast; BE or CL, a new entry in the Flows Database is created, 
storing all the information necessary to later classify and schedule the sending of 
packets belonging to that flow. 

• IPv6 Access Module (IPAM), which manages the communications between the 
driver and the IPv6 stack. Each time an IPv6 packet is received through any of the 
ATM circuits, IPAM passes it to the IPv6 stack; and each time the IPv6 stack has a 
packet directed to the ATM interface, it is received by IPAM, that delivers it to the 
classifier and scheduler modules. 

• Packet Forwarding Module, which is in charge of sending and receiving IPv6 
packets to and from ATM network. It includes all the functions needed to classify 
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IPv6 packets according to the different flows in the database and schedule their 
transmission according to QoS reservations. 




Fig. 5. IPv6 over ATM driver Architecture 

ATM Access Module (ATAM), which manages all the ATM circuits associated 
with IPv6 flows. It is in charge of creating and releasing SVCs, adding or deleting 
leafs to multipoint circuits and, in general, reporting other modules about any event 
related to ATM circuits. It accesses ATM network services using the standard 
Winsock2 API defined for ATM. This interface allows the creation of UBR and 
CBR point-to-point and multipoint circuits, however, no support for ABR was 
available. 

MARS Client Module, which implements MARS Client functionality according to 
[4]. All requests to send and receive to or from IPv6 multicast addresses and all the 
communications with the MARS server are managed by this module. This module 
was developed starting from a public LINUX implementation developed by NIST. 
This implementation was modified to support IPv6 and later migrated to Windows 
NT and adapted to work over PATAM architecture. 

Traffic Control Module, which manages the communications with the RSVP 
daemon for the creation and release of Controlled Load flows and their 
correspondent CBR ATM multipoint circuits. It is described with more detail 
below. 
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4.2. RSVP Daemon 

The RSVP functionality developed by the authors for BTl project includes a complete 
RSVP engine according to current standards [11] [12]. The main features are: 

• Standard Winsock2 API. 

• IPv6 support (no IPv4 support is provided), using native IPv6 encapsulation. 

• Support for both Ethernet and ATM interfaces. 

• Interaction with PATAM driver to offer Traffic Control (TC) implementation over 
ATM subnetworks, supporting FF and SE styles, and IntServ's Controlled Load 
reservations. 

• Host (not router) implementation. 

As already mentioned, the development was started from the well-known RSVP 
implementation of ISI [10], which works on UNIX platforms. This daemon was 
migrated to Windows NT and adapted to the Windows-specific asynchronous event 
notification, and later was completed in order to provide actual Traffic control support 
for ATM subnetworks. Figure 6 shows the specific architecture of the RSVP module. 
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Fig. 6. RSVP Architecture in PATAM 

The main tasks carried out in the developing of RSVP module are briefly 
discussed: 

• Adaptation to Winsock2 architecture. To offer the standard Winsock2 RSVP API 
to applications, a standard WS2 Service Provider (SP) Library was developed. This 
library performs the translation between WS2 interface offered to applications and 
an internal interface with the core RSVP processing, which has been kept the same 
as it is in ISI's implementation. 

• Interfaces with the IPv6 stack: routing and I/O. RSVP module has to access IP 
functionality at a lower level than a standard application. Regarding pure 
input/output (I/O), at least raw IPv6 access must be provided. It is also necessary 
for RSVP to know, for instance, what interfaces the system has, or through what 
interfaces a PATH should be forwarded according to IP routing information. 
Although advanced APIs [13] are being defined for this purpose, they were not 
available in the IPv6 protocol stack used, so operating system specific interfaces 
were used instead. This fact implied some important modifications to the MSR’s 
IPv6 stack. 
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• Traffic Control for ATM subnetworks. ISI’s implementation introduces an 
intermediate layer between core RSVP processing and the actual Traffic Control 
module: the Link Layer Dependent Adaptation Layer (or LLDAL). It also provides 
a LLDAL and an (almost) empty TC implementation suitable for Ethernet 
interfaces. In BTI new ATM-specific LLDAL (pertaining to the daemon) and 
ATM TC module (actually implemented within PATAM) have been developed. 
The interface offered by LLDAL has been maintained, making it possible for the 
daemon to work both over Ethernet and ATM interfaces applying the correct 
Traffic Control to each one. 

The ATM TC offers to the ATM LLDAL a simplified and adapted-to-ATM version 
of the TC interface specified in REC 2205 [11]. This simplified interface basically 
allows the daemon to open and close CBR circuits (or leafs of circuits) when 
reservations must be placed or torn down. Eig. 7 summarizes the modules involved in 
the TC for the two types of interfaces supported. BTI work has been focused on the 
remarked modules. 



RSVP 




UDP/IPv4 



Fig. 7 Traffic Control Architecture in PATAM 



5. Conclusions 

Although the timeframe for the development and integration of the protocol stack was 
very tight (in fact, the whole development was made in less than 8 months), the effort 
dedicated to the task concluded with a successfully running solution. That solution 
fulfilled the requirements imposed by BTI network scenario and applications running 
on Windows NT (VideoServer, videoconference and data applications), and made 
possible the experimentation with the whole BTI system during usability testing 
phase. 

With respect to the practical problems found during protocol development, in 
summary, most of them were due to the use of state-of-the-art implementations of the 
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technologies being integrated in BTI project. Even some technologies we thought at 
the beginning that should be stable enough were found to be unstable. 

Many conclusions can be drawn from the experience acquired by the development 
of the protocol stack and the usage trials over the broadband access scenario. Let us 
outline the most important ones. On the positive side: 

• It has been demonstrated the feasibility of implementing dynamically provided 
end-to-end QoS using IPv6 over ATM, with the added complexity of an underlying 
VDSL access network. This solution provides a tight way of controlling network 
resources in an access network. 

• IPv6 implementations for Windows NT (from Microsoft Research), Ericsson- 
Telebit and Solaris proved to be stable and interworked properly. Basic IPv6 
functionality could be used in production networks. However, the lack of advanced 
functions made the integration of the ATM driver and the RSVP daemon difficult 
and costly. Advance functionalities need to be work out and stabilized before it can 
be used in production environments. 

• The way Neighbor Discovery is organized in IPv6 compared to how it is done in 
IPv4 has simplified driver development. Instead of having to write an ATM ARP 
client for address resolution, as it should have been the case for IPv4, we only have 
to add multicast support to the driver in order to have ND functions working. Some 
small modifications were needed to the IPv6 protocol stack, for example, to cope 
with bigger subnet addresses (20 octets for ATM addresses compared to 6 octets 
MAC addresses). But basically, as all ND functions were located inside the 
protocol stack, the driver development was simplified. 

On the negative side, let us address the following problems and proposed solutions: 

• Too many ATM circuits must be setup in order to support IPv6 multicast over 
ATM using multipoint switched QoS VCs in a full standard way. Solutions to this 
problem could be: multiplexing different flows over the same ATM circuit, 
improving multicast signaling over ATM by using only MARS signaling and not 
the lCMPv6 Multicast Listener Discovery procedure (for example, to avoid the 
multipoint circuits used only for sending MLD report packets in receiver-only 
clients), and finally the possibility to order multipoint connections with a given 
QoS at the MCS over a given subset of group subscribers. 

• As stated above, the way IPv6 is conceived streamlines the development of new 
network drivers for new media if multicast support is one of the targets. Otherwise, 
for a non-broadcast medium, the implementation of neighbor discovery is costly 
and treating ATM as a static point to point single LIS link can be worth the extra 
effort required to simulate multicast at the link layer. 

• Lack of integrated QoS APIs. The protocol stack provides two different interfaces: 
one is used to access IPv6 stack to send and receive data, and the other to access 
RSVP services to make reservations. Although the interfaces are not complex, the 
applications are in charge of coordinating the activity between them, and that has 
been demonstrated problematic for application developers. The use of an integrated 
network API with QoS support, like the one defined for Winsock2 in [14], will 
simplify greatly the development or adaptation of QoS aware applications. 
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Abstract. It is a fact, that more and more applications make use of networks. 
One of those applications will be digital interactive television, relying on a 
generic protocol solution to provide broadcasting and interaction over network 
dependent protocols. A digital television transmission, based on a MPEG2 
transport stream consists of multiplexed video, audio and Service Information 
(SI) streams. Service information is important for describing the content of a 
transport stream and encapsulating various protocols. Because plenty of 
research work is done on pure MPEG2 audio and video transmissions, this 
paper deals with service information transmissions, its mechanisms and 
network requirements if broadcasted over the Internet only. Eor this reason a 
DVB-SI broadcast protocol stack will be introduced. UDP and RTP with its 
packetization schemes will be evaluated and bandwidth consumptions, 
boundaries and requirements in a LANAVAN environment evaluated. Finally a 
software framework for transmission and decoding SI will be presented. 



1. Introduction 

Digital television is going to be realized in the next few years and seems to be the 
biggest revolution in broadcasting since the introduction of color television [4]. 

The provided standards are (almost) complete and ready to be implemented. For 
Europe the key standard will be the Multimedia Home Platform (MHP), published by 
the European Broadcasting Union (EBU). It is relying on appropriate Digital Video 
Broadcasting (DVB) specifications for digital video broadcast and associated 
interactive services. The MHP is applicable to all DVB defined transmission media 
and networks such as satellite, cable, terrestrial and microwave [5]. 

Several topics of and standards of digital television are covered by the “umbrella- 
name” DVB: interfaces visible to applications, integrated TV sets, multimedia 
computers, communication protocols, recommendations, interaction, broadcasting, 
etc. 

Figure (1) presents a generic system reference model for interactive DVB systems, 
consisting of broadcast service provider, interactive service provider, interaction 
network, broadcasting network, several interfaces and end user. Both, broadcast and 
interaction channels - established between user and service provider - are presented. 
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The broadcast channel represents a unidirectional broadband broadcast channel 
including video, audio and service information. A bi-directional interaction channel is 
established between the user and the service provider for interaction purposes. It is 
formed by a return interaction path and a forward interaction path [6]. The channel 
specific protocols may be split between network dependent and network independent 
protocols. 

DVB relies on MPEG2 for encoding, decoding and transmission of video, audio 
and services. This section contains a brief description of MPEG2 basics and focuses 
on the DVB-SI especially. 




Fig. 1. Generic System Reference Model for DVB [6] 

Moving Picture Experts Group (MPEG) is one of the most popular audio/video 
compression techniques because it is not just a single standard. Instead it is a range of 
standards suitable for different applications but based on similar principles [7]. 
Multiple audio, video and service streams, thus program streams, are multiplexed 
within a Transport Stream (TS). Eor each program a different compression factor and 
a dynamic bit rate can be used. This behavior allows dynamical bandwidth handling 
and is called statistical multiplexing. Besides video and audio a TS contains service 
information concerning PSI and DVB-SI. Concerning digital video broadcasts service 
information describes the delivery system, signal content and scheduling/timing of 
broadcast data streams etc. and includes MPEG2-PSI together with independently 
defined extension [8]. 

As mentioned above a TS is a multiplex of video, audio and data. The raw output 
of an encoder, containing only data to approximate the original video and audio, is 
called Elementary Stream (ES). Note that the continuous elementary stream contains 
raw data for one audio/video/data stream only and no error recovery is provided. For 
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practical purposes it is essential to break this continuous elementary stream into 
packets. Each packet in the Packetized Elementary Stream (PES) consists of a header 
and a payload. The header contains synchronization time stamps and is used for 
identifying PES packet. The size of each packet varies with the application. Those 
PES packets are multiplexed within TS packets, which are uniquely identified hy its 
PID. 

DVB Service Information (DVB -SI) describes the delivery system, content and 
scheduling/timing of broadcast data streams etc. DVB-Sl is multiplexed in the 
MPEG2 transport stream and is based on Program Specific Information (PSI) and 
several extensions. 



2. Related Work 

The MHP is specified in [5] and is a good starting point to get an overview over 
digital broadcasting standards and specifications. Eurthermore this specification 
defines the interface visible to applications. The MPEG2 based transport stream 
multiplex is specified by [9]. An excellent technical description covering MPEG2 
compression, streaming and testing can be found in [7]. Network dependent protocols 
in the DVB context address the interaction channels and are described in [6] and [12]. 
Network independent protocol specifications can be found in [10], [13], [15], [16], 

[17] and [19], issuing DVB encapsulation in existing networking protocols. A detailed 
description of DVB-SI can be found in [8] and implementation issues are covered by 

[18] . Basso, Cash and Civanlar addresses the transmission of MPEG2 streams over 
non-guaranteed quality of service networks. They discuss issues related to the 
transport of MPEG2 streams over such network by the Real-Time Transport Protocol 
(RTP) [2]. 



3. DVB Protocol Layers 

The DVB protocol stack facilitates the OSI reference model up to the fourth layer. 
The application layer is not covered by any standards, and applications are left open 
to competitive market forces [6]. Basically the DVB protocol stack identifies a 
network dependent (up to the 4th OSI layer) and a network independent protocol 
(upper layers). The purpose of the different DVB protocol stacks is acting as interface 
between upper and lower layers and to maintain a logical connection between user 
and broadcast/interactive server provider, as presented in Eigure (1). 

It is important to distinguish between different kinds of connections that can be 
established between broadcast service provider, interactive service provider and end 
user. The broadcast channel is used as downstream channel for video, audio and data. 
The interaction network addresses application control data, application 
communication data and/or data download control [6]. Depending on the transport 
medium, various protocols for transmission are provided, e.g. [16] addresses the 
interaction channel through GSM. 
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Basically two different protocol stacks are specified for combining network 
independent and network dependent protocol suites: broadcast channel protocol stacks 
and interaction channel protocol stacks. Figure (2) shows all layers involved in 
encapsulating a DVB stream within a broadcast medium. The lower four layers are 
exactly the same as in the ISO-7-layer reference model and consist of physical, data- 
link, network, transport and application layers. Each layer has its ISO predefined 
purpose and protocols, depending on the kind of connection established between 
broadcast service provider, interactive service provider and the end user. A 
description of ideas, underlying protocols and encapsulation methods of each layer 
can be found in the following sections. 



3.1 Broadcast Channel Protocols 

The purpose of the broadcast channel protocol stack is to encapsulate the MPEG2-TS 
to the broadcast medium. The responsibility of the interaction channel protocol stack 
is to carry information from the user to the provider and vice. 

3.1.1 Broadcast Delivery Layers 

The responsibility of the broadcast delivery layer is to establish a point-to-multipoint 
connection for the delivery of a MPEG2 transport stream between the broadcast 
service provider and the end-user. 

There are many possible network configurations covering the currently specified 
DVB broadcast options including satellite, terrestrial, cable, SMATV and MMDS in 
conjunction with PSTN, ISDN, cable and other interactive channel options [5]. As 
this paper focuses on the transmission of DVB-SI over the Internet, only possible 
Internet protocols are considered and presented. 

The content of the stream may be video, audio and/or data. The main application 
area and profiles addresses data piping, data streaming, multiprotocol encapsulation, 
data carousels and object carousels [12]. Data pipes support asynchronous, end-to- 
end delivery of data and is carried directly in the payload of a MPEG2 TS packet. 
Data streaming supports a streaming-oriented, end-to-end delivery of data in an 
asynchronous, synchronous or synchronized way. This addresses the ability to 
broadcast streaming media, which contain video and/or audio. Within the TS 
multiplex such data would be the PES. 

Multiprotocol encapsulation is used to map higher-level protocols in the data 
portion of lower layer protocols. It is essential for carrying transport units of some 
protocol within another type of protocol. Especially mutliprotocol encapsulation is 
essential for two reasons: Eirstly it allows to broadcast services that require the 
transmission of IP-datagrams of various communication protocols. Secondly 
multiprotocol encapsulation guarantees the transmission of a DVB stream over 
another protocol type, thus broadcasting over the Internet for example. 

A point-to-multipoint transmission of a very large amount of data has to be 
established between the broadcaster and the end-user. The considered protocol has to 
be able to establish a point-to-multipoint connection. Thus manly the User Datagram 
Protocol (UDP) and the Real Time Transfer Protocol (RTP) can be considered. 
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The UDP provides an unreliable connectionless delivery service using IP to 
transport messages between machines. It uses IP to carry messages, but adds the 
ability to distinguish among multiple destinations within a given host computer [1]. 
UDP utilizes the networking services provided by the underlying IP layer in addition 
allows multiplexing, checksum services and distinguishing among multiple processes 
within the operating system by assigning port numbers to each message. 





Fig. 2. DVB stream encapsulation by using the Internet as broadcast delivery medium 

The Real Time Transfer Protocol (RTP) usually relies on UDP and provides 
payload type identification, sequence numbering, time stamping and delivery 
monitoring [2]. RTP provides a time stamping service and a synchronization 
mechanism for jitter measurement. Time stamping is derived from a 90 KHz clock 
and carried within a 32 bit field. Currently three different types of payload are defined 
to carry a MPEG2 stream: Firstly the payload based on encapsulated MPEG2 PS and 
TS as described in [21]. This approach relies on the MPEG2 timing model as based 
on MPEG2 Program Clock Reference (PCR), Decoding Time Stamps (DTS) and 
Presentation Time Stamps (PTS) [9], the RTP timestamp mechanism is not used. TS 
packets are packetized that each RTP packet contains multiple of MPEG2 transport 
packets. Secondly the payload based on separate packetization of MPEG2 audio and 
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video elementary streams [21]. This approach reduces packet dependencies, 
maximizes throughput and uses the RTF timing mechanisms through synchronization 
provided hy the Network Time Protocol (NTP) [22]. 

The third approach uses one transmission and one reception port per bundled A/V 
and services, as audio/video and relating service information are inseparateable and 
mostly used together. This approach provides an implicit synchronization of 
audio/video and service information, reduces the header overhead and reduces overall 
receiver buffer size allowing a better bandwidth control [2]. This should reduce any 
overheads through redundant information in various layers and provides easier error 
recovery. According to [2] the overhead can be up to 2-3% of the overall bandwidth. 

3.1.2 The MPEG System Layer 

Each transport unit within a MPEG2 transport stream is called a transport stream 
packet. Conceptually a transport stream packet consists of three parts: 4-byte header, 
adaptation field and payload area. The whole length of a transport stream packet is 
exactly 188 bytes. The length of the payload depends on the length of the adaptation 
field, the length of which is limited to 183 bytes. Figure (2) shows the header fields of 
a TS packet. The adaptation field is optional and need not be used at all. It is used if 
more header information is essential and the header is larger than usually. To 
maintain the packet length of 188 bytes, the payload is reduced. The extended header 
information includes priority and clock reference. 

3.1.3 MPEG and DVB Layer 

The MPEG layer contains demultiplexed audio and video streams as Packetized 
Elementary Streams (PES). Service information is represented in PSI tables. This 
layer describes and holds information of only one transport stream. The description of 
more transport streams can be found in the DVB layer. The DVB layer contains not 
only SI tables of one TS, but it contains various other tables containing information of 
a whole program bouquet, networks, satellite transmission, program events and 
service descriptions. The table and service information mechanism is described in 
further detail in the next sections. 

The raw output of a MPEG encoder is an ES and contains any information needed 
to approximate the original video/audio. No fault tolerance and no error recovery are 
provided. The continuous ES needs to be broken in packets out of practical purposes. 
This stream is called PES. 



3.2 Interaction Channel Protocols 

For the interaction channel the whole bunch of Internet protocols can be used. The 
MHP standard allows access to IP, TCP, UDP and HTTP. But there is no limitation in 
using other protocols that can be encapsulated within IP. MPH also provides a 
registry mechanism for new broadcast protocols for data broadcast services. 
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4. DVB Service Information (DVB-SI) 

Various tables, defined by ISO/IEC or ETSI, describe DVB-SI. Each DVB-SI carried 
in transport stream packets has unique PIDs, whether standardized or assigned by the 
Program Association Table (PAT) or Conditional Access Table (CAT) described in 
this section. Each packet carrying DVB-SI must be sent periodically in every TS. 
ISO/IEC 13818 [9] specifies service information, which is referred to as PSI. The PSI 
data provides information to enable automatic configuration of the receiver to 
demutliplex and decode the various streams of programs within the multiplex. Eor 
identifying services and events for the user, additional information is needed. This 
includes information on services and events carried by other transport streams or 
networks. The coding of this data is defined by ETSI in ETS 300 468 [8]. 

In the following the most important tables are mentioned: 

• Program Association Table (PAT): The PAT provides the correspondence between 
a program number and the PID value of the TS packets that carry the program 
definition. The program number is the numeric label associated with a program [9]. 
It specifies the PIDs of all Program Map Tables (PMT) packets. 

• Conditional Access Table (CAT): The CAT table provides the association between 
one or more CA systems, their streams and any special parameters associated with 
them [9]. The CAT always has a PID of 1 and must be multiplexed in every TS. 

• Program Map Table (PMT): The PMT provides the mappings between program 
numbers and the program elements that compromise them. Thus, the PMT is the 
complete collection of all program definitions for a simple TS [9]. 

• Network Information Table (NIT): The NIT conveys information relating to the 
physical organization of the multiplexes/TSs carried via a given network and the 
characteristics of the network itself. Through the combination of two fields in the 
NIT section (original_network_id and transport_stream_id) each TS can be 
uniquely identified [8]. 

• Service Description Table (SDT): Each sub-table of the SDT describes services 
that are contained within a particular TS. The services may be part of the actual TS 
or part of other TSs, these being identified by means of the table_id [8]. 

• Event Information Table (EIT): The EIT provides information in chronological 
order regarding the events contained within each service [8]. The EIT contains 
information about the current TS or other TSs. It covers present/following event 
information or event schedule information. 

Sections defined by the broadcaster can be sent via private sections. They can 
occur in transport streams, that are exclusively assigned for sending private sections, 
or in various other streams, who’s PID is defined in the PMT. 



4.1 Decoding of DVB-SI 

The first issue in demultiplexing a transport stream is to look for PIDs 0 and 1 in the 
multiplex. Packets with the PID 0 contain the PAT, whereas the PID 1 is carrying the 
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CAT table. Upon reading the PAT, the PIDs of the NIT and each PMT can be found. 
By decoding the PMT, the decoder is able to obtain each PID of each elementary 
stream. If programmes are encrypted, the CAT has to be accessed; therefore the CAT 
section at PID 1 has to be read. For the whole DVB-SI more tables have to be 
decoded and read. The previous four tables describe only information to demutliplex 
various streams of programs within the multiplex and therefore called program 
specific information. Figure (2) shows the process of decoding PSI data from a 
transport stream. More detailed information for identifying services and events for the 
user can be found in other DVB-SI tables. 

Each DVB defined service information table might consist of a descriptor loop. 
The descriptors identify the content of the current table and are defined in various 
ETSI standards. Each descriptor consists of a descriptor_tag for identifying the 
descriptor, the descriptor_length and the specific descriptor data - for example the 
title of the current movie or the classification information for a current event is 
classified by its descriptor, Joopj] 



4.2 Mapping of Sections in Transport Stream Packets 

It is essential to distinguish between tables and sections. A section is a syntactic 
structure used for mapping all predefined service information into transport stream 
packets [8]. The length of one section is variable, but does not extend 1024 bytes, 
except the EIT, whose maximum length limit is 4096. Whereas a table consists of one 
section minimum and is uniquely identified by the table_id. The content of the table 
depends on its use and its definition. A table provides information about a certain 
matter, addressing various needs of a DVB transmission. Each service information 
section is uniquely identified by table_id and table_id_extension. All sections are 
directly mapped into transport stream packet, without any mapping into PES. The 
start of a section in the payload of a transport stream packet is pointed to by the only 
one pointer_field or by default at the beginning of the payload. One pointer field is 
enough, as the length of each section can be estimated by the length field of each 
section and as one restriction of the MPEG standard issues, that no gaps between 
sections within a transport stream packet are allowed. Each section has to be finished, 
before the next one can start in packets with single PIDs, as otherwise it is not 
possible to identify to which section the data belongs. 

In case a section does not completely fill up one transport stream packet and it is 
not advised to start a new section, stuffing has to be used to fill up the free space. 
There are to ways to perform stuffing: Firstly through the adaptation field mechanism, 
secondly by filling remaining bytes with the value OxFF. The decoder can discard the 
bytes with the value OxFF. Therefore the table_id OxFF is prohibited. 



' Example: The EIT consists of a content_descriptor to provide classification information for an 
event. If the current stream carries a romance, this is classified by its content_descriptor. 
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5. Requirements in Broadcasting a SI Stream 



Network requirements in broadcasting a DVB stream are related to signal acquisition 
time, bandwidth utilization, table repetition rate and protocol performance. These 
concepts are presented more detailed in the following: 

Signal Acquisition Time: Signal acquisition time is the time needed to decode a 
particular table as part of the SI. It is assumed in [9], that the worst-case contribution 
to signal acquisition time for retrieving PSI is approx. 80ms based on a 25Hz PSI 
frequency. Signal acquisition time depends on protocol performance, implementation, 
hardware configuration and error recovery. 

Repetition Rate: The repetition rate addresses the frequency at which each service 
information table is sent. MPEG2 defined PSI tables should he sent with a frequency 
of 25Hz. For DVB rates only minimum repetition rates are defined. The NIT, BAT, 
SDT for other TSs, FIT for other TSs and the FIT for the first 8 days ahead shall be 
transmitted every 10 seconds. Whereas SDT and FIT for the actual TS should be 
transmitted at least every 2 seconds. TDT, TOT and FIT for further than 8 days need 
only to be transmitted every 30 seconds. 
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Table 1. Comparing bandwidth usage (in bps) of DVB SI with frequency table sent and 
number of programs per TS. frequency marks the minimum frequency all tables must be 
sent according the standards 

Bandwidth Utilization: Bandwidth utilization varies in number of programs, 
MPEG bandwidth for audio/video, frequency of sending service information tables, 
size of tables and number of encapsulated IP datagrams and private sections. Previous 
experiments already evaluated the performance issues of different MPEG2 
packetization schemes for video/audio [2]. The following bandwidth calculations 
assume that the transmission of minimum SI without any protocol overhead, 
conditional access, scrambling and stuffing tables. The following are based on 
following assumptions: Average descriptor length of 20 bytes, 10 descriptors per 
descriptor loop and minimum SI information sent. This means minimum additional 
information in various table sections; furthermore no information about other TSs or 
networks, no user defined tables and encapsulated IP datagrams are included. Each 
section is fitted into a single TS packet, which is filled up with essential stuffing 
bytes. The number of TS packets needed to transmit one-table results in the 
bandwidth usage (bps). Only one section can be fitted into each packet. 

Table (1) shows the MPEG and DVB related bandwidth usage. Generally the SDT 
and the FIT are the largest tables in the multiplex. Assuming ten 8Mbps programs 
(MPEG video/audio at high quality), the total SI bandwidth would be 213,904bps. 
This leads to an SI overhead of about 0.27%. 

Protocol performance can mostly be evaluated on practical tests as it highly 
depends on the implementation of the protocol stack, packetization scheme and 
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network load. One way of measurement is to set up criterion addressing the whole 
bandwidth of disturbance that might occur in transferring service information. This 
includes packet loss, counting the number of transmission disturbances at the client 
side and packet acquisition time delay in a LAN and WAN environment. 



6. Implementation Issues 

The implementation platform is a Intel Pentium II with Windows98 as operating 
System. For retrieving a real MPEG2 TS a COCOM CC1016 DVB-S data receiver 
connected to a satellite dish was used. 



6.1 Software APIs 

The whole implementation is based on Java with native interfaces to the SDK to the 
DVB-S receiver card. It can be divided in four packages; COCOM Drivers/SDK, 
CC1016 API, MHP SI Access API and Application API. 

The COCOM Drivers/SDK API provides a wide range of functionality: selection 
channel parameters and frequencies, open/close a TS packet stream, add/remove PIDs 
to each stream, stop/start data reception, read data, get statistics and various system 
status calls. This API represents the lowest layer of the implementation and allows 
access to the data received by the COCOM DVB-S receiver card. 

The objective of the CC1016 API is to provide access to data in MPEG sections. It 
should allow a convenient application-level access to data transported in MPEG 
sections and filtering mechanisms. Furthermore it provides mechanisms to retrieve 
pure PES packets, TS packets and channel navigation possibilities. Through the 
implementation is purely in Java and to provide fully functionality for upper software 
layers several access methods of the COCOM SDK are included by the use of Java 
native interfaces. 

The MHP SI Access API is completely MHP (Revision 16/Section M) compliant. 
It makes use of the CC10I6 API as well as the COCOM SDK. Its objective is to 
provide an accurate SI access. This includes parsing of SI tables, managing and 
monitoring SI, handling SI requests and initializing the whole filtering process. 

The Application API is multifunctional. Its responsibility is to provide an accurate 
user interface, controlling the initialization and configuration process, managing 
network connections, accessing lower layer APIs and retrieving SI out of a file or 
from the DVB-S adapter. Currently there are three major possibilities in retrieving SI: 
from a file, server or directly from the DVB-S adapter. SI can be visualized and 
accessed by sending requests to the MHP SI Access API - independent by which way 
SI is obtained - by a very simple user-interface. 

The generation of SI service out of a file bases on minimum repetition rates and 
table sizes as defined in the file. This included the sending of PAT, PMT, NIT, SDT 
and EIT per TS. The length of the tables was restricted to their minimum length^ 



^ 2 byte for program associations; a PMT size of 26 bytes; an EIT size of 4048 bytes, assuming 
average descriptor length; NIT, TDT and SDT of their minimum size; 
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The applied encapsulation schemes have been described in previous sections. UDP 
and the three different packetization schemes of RTP have been used. In one UDP 
packet one TS packet got encapsulated. 



6.2 Process Flow 

Figure (3) shows the data flow diagram of the whole system. Grey boxes illustrate SI 
retrieving elements, which represent source nodes for SI information. Setting 
initialization and configuration options start the whole process. This information 
defines which TS is obtained by defining its frequency and channel parameters. These 
parameters are static during the whole process. For the file version and the client 
version these information does not have to be set at all, as the server or the content of 
the file specifies it. The same applies for navigation information, which is also static 
during the whole process. Navigation information includes mainly filter options. 

Filter options are pure PID filtering, PID filtering with a positive filter and PID 
filtering with a negative and positive filter. The first method filters only objects, 
which match a specific PID. It also allows getting raw stream of TS packets with this 
certain PID, if no table identifier is specified. The other two methods allow section 
filtering by specifying filter patterns. Positive filtering means, that a certain filter gets 
only triggered if the defined values match the specified bytes in the section. The third 
filter does completely the opposite. It gets triggered if the defined pattern does not 
match. This can be used to retrieve a section when its header changes (e.g. 
version_number) . 

The filtered SI stream can be treated in several ways: A UDP/RTP server can 
forward encapsulated SI by using mutliprotocol encapsulation or it can be passed 
directly to the MHP SI Access API. Encapsulating raw stream of TS packets is the 
simplest method: One UDP/RTP packet contains one or more TS packets. In the 
current application one TS packet can be sent in one UDP packet. If section filtering 
is applied, one specific section has to be encapsulated in one UDP/RTP packet. The 
maximum payload length is limited to 4048 bytes, as the BIT section has this 
maximum length. The client side retrieves the encapsulated sections or TS packets 
and has to unpack the payload of RTP and UDP packets. If the payload contains 
whole sections they can be passed easily to the MHP SI Access API. Otherwise, if the 
payload contains TS packets, they have to be parsed to obtain whole sections, which 
can be passed to the MHP SI Access API. 

The MHP SI Access API represents a lightweight database, which stores the whole 
SI. Applications have the possibility to request information by several criteria (e.g. 
table_id, transport_stream_id, PID, description tags). 
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Fig. 3. Data Flow Diagram of the whole System 



7. Results 

Various test constellations have been applied. The first was based on a generation of 
SI by a file and forwarding them to LANAVAN clients. The second test consisted of a 
forwarding of a whole feed of SI from a dedicated satellite card. Each test was carried 
out under consideration of UDP and the different packetization schemes of RTP. 
Preliminary assumptions were that no CAT access, no transmission of private sections 
and encapsulated IP datagrams were included. The criterion to analyze protocol 
performance was to measure the number of disturbances at the client side. This was 
done by setting up the client in a LAN and WAN environment under usual network 
load. Bandwidth measurements were performed under typical internet/intranet 
network load by using a network sniffer tool. The repetition rate depended on the kind 
of experiment: The generation of a service information stream out of a file assumed 
minimum rates, whereas the forwarding of service information form the COCOM 
card relied on the transmission rate broadcasted by the satellite. As estimated, UDP 
encapsulation showed the best performance values, through its less header overhead. 
But RTP offered a more robust behavior concerning reliability and synchronization 
possibilities with payload-based packetization and joint packetization. The whole 
service information could be retrieved in a satisfying amount of time, even through 
some packet losses and re-readings of information tables. The main problem that 
occurred was in network environments with high packet losses, where lost packets 
lead to a high amount of table re-readings. But as the DVB environment is based on a 
not reliable transmission media packet losses are always expected. Packet losses lead 
to longer acquisition times of the tables and therefore the frequency in sending service 
information is assumed to be high enough. The encapsulation of one TS packet per 
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UDP/RTP packet caused a big header overhead and is avoidable. As suggested in [24] 
more TS packets could be encapsulated in one UDP/RTP packet. Very surprisingly 
Java was fast enough to generate service information in appropriate time and also the 
forwarding time delay caused hy the server was negligible. The reason for this is the 
native interface to C++ source code in an implementation. 



8. Conclusions and Future Work 

This paper considered the bandwidth utilization of a DVB service information stream 
in a LAN and WAN environment. The utilization highly depends on the number of 
programs and information that is sent to the end-user. It showed that not only the 
video/audio stream needs its bandwidth - also the service information transmissions 
demand its part. Future work will focus on the demand of multiprotocol encapsulated 
IP over a broadcast network and its demand in bandwidth, signal acquisition time and 
reliability of transmission of different protocol types. Especially multiprotocol 
encapsulation issues this matter. Reliability is essential because a broadcast media 
does not allow “conventional” acknowledgement schemes. Therefore a reliable 
transmission has to be established on the basis of other mechanisms. Their exploration 
and practical studies is another major subject^ 
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Abstract. Multiprotocol-over-ATM (MPOA) is a service which supports layer- 
3 internetworking for hosts attached to ELANs (running a LAN Emulation Cli- 
ent-LEC), hosts attached to ATM networks, and hosts attached to legacy LANs. 
MPOA provides and delivers the functions of a router and takes advantage of 
the underlying ATM network as much as possible. That means, MPOA works 
as a virtual router with real QoS features of ATM. Eurthermore, the integration 
of existing network with reduced protocol overhead and reduced equipment is a 
crucial point in terms of network performance cost efficiency. But MPOA has 
already some disadvantages, because MPOA is a very complex technology and 
the success of MPOA is doubtful. IP might be worth the complexity because it 
is so widely used, but it can be doubted if this holds true for other layer 3 pro- 
tocols as well. Nevertheless, the MPOA model is a very promising technology 
which has also negative aspects like very complex software implementation 
(hard to handle) and QoS can only be supported if you use ATM network inter- 
face cards (NICs) directly without Ethernet. This paper will discuss the meas- 
urement results (latency, throughput) from the Internet Protocol (IP) in ATM 
and Ethernet environment via MPOA. Eurthermore this paper will give an 
overview about available ATM components regarding MPOA and the further 
development of this technology. 



1. Introduction 

Witnessing this latest round of ATM switch tests at the WWL, it is difficult to com- 
pare ATM core switch products against those from the Gigabit-Ethernet camp, be- 
cause of the fast, simple and efficient technology from Gigabit-Ethernet. However, 
ATM is not a dead issue; it's just not in favor anymore. The reason is, ATM is too 
hard to use. A big disappointment, however, was support for the Multiprotocol-over- 
ATM (MPOA) specification. Originally, the WWL wanted to measure several com- 
ponents from different manufactures and vendors. But out of more than eight invites 
sent out, only two vendors was ready to come into the lab and demonstrate an MPOA 
solution. These vendors were Cisco Systems and Cabeltron Systems (today: Entera- 
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sys). What made MPOA so important to companies and customers is that this was the 
great hope of the ATM Forum to integrate legacy network protocols with ATM’s cell 
traffic structure. Using an MPOA server, network managers would in theory be able 
to use all the Layer 3 switching features common to Layer-3-Ethernet switches, plus a 
few other goodies. 

For example, MPOA finally made it feasible to route ATM and other protocols 
into the same VLAN. If this seems like the MPOA server would become a traffic 
bottleneck in large networks, it would be wrong. MPOA also makes use of PNNI to 
provide wire-speed routing across the entire ATM segment simply by establishing 
direct client-to-client connections when congestion gets ugly. The WWL used for the 
tests different packet sizes, because of exact measuring of performance and latency. 
Fragmentation cause by to big packets, influence the measuring results dramatically. 
Typical IP packet sizes are 64 byte, 512 byte, and 1518 byte. Small packets are usual 
for client-server communication regarding databases. This load is normal for a net- 
work and decribe the daily operation. 

On the other hand, packets with a size of 512 byte are typical for the smallest IP 
packet size. Additionally, 1518 byte fits exactly in the maximum size of an Ethernet 
frame. The packets have not to fragment in smaller packets. Eor automatically con- 
nections in LANE/MPOA scenarios, the LEC/MPOA client must communicate with 
the LES/MPOA server. Between this communication an additional measurement 
equipment (in our case: WinPharaoh from GN Nettest) was used. Additionally, the 
traffic was produce from an analyser (in our case: Smartbits 2000 (SMB-2000) from 
NetCom) at the edge of the network on the Ethernet site. Thereby we was able to 
measure the traffic and the performance end-to-end. 

By the test scenario in Figure 1 the WWL was able to test the following parame- 
ters: 

- Performance Ethernet-Ethernet 

- Latency 

- Erame loss 

MPOA was used with its specific protocols like P-NNl, LANEv2, NHRP. Eor the test 
of the shortcut functionality the MPC devices got different values for the Shortcut 
Frame Count, especially at the Cabletron equipment. This parameter is the threshold 
for the number of frames per second and is responsible for the establishing of short- 
cuts. We recommend an value of 10 for a fast establishing of shortcuts. Normally the 
value has the number 65000. 

This paper will show by the use of two different manufacturers that MPOA is 
working, fast, sufficient, and efficient. But also, the paper will show the weakness of 
the products or the MPOA approach. Additionally, we tested quality-of-service (QoS) 
features with NICs from Fore Systems and Olicom. Therefore, mainly two vendors 
Cisco and Cabletron was tested at the WWL for our customer and a evaluation of this 
technologies, which has an deep impact of the development of QoS and Multi- 
Protocol-Label-Switching (MPLS). 
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2. Comparison of LANE and MPOA 

For the adaptation or integration of IP into ATM, there are different methods existing 
developed by the ATM-Fomm (LANE and MPOA) and IETF (CLIP and Multiproto- 
col Label Switching). For this paper, LANE and MPOA have been tested compared 
with CLIP, because they are based on each other, they are in ATM products currently 
available and support legacy LANs such as Ethernet and Token Ring. 

LAN Emulation (LANE) is after CLIP the second solution for IP-over- ATM and 
can be best characterized as a service developed by the ATM Forum that will enable 
existing LAN applications to be run over an ATM network. In order to do so, this 
service has to amalgamated the characteristics and behaviors of traditional Ethernet, 
Token Ring and FDDI networks. Moreover, it has to support a connectionless service 
as current LAN stations send data without establishing a connection before the opera- 
tion takes place. Therefore, LANE must support broadcast and multicast traffic such 
as the kind of traffic allowed over shared media LANs. It has to allow the intercon- 
nection of traditional LANs with the amalgamated LAN and at the same time to 
maintain the MAC address identity associated with each individual device that is 
attached to a LAN. Einally, it has to protect the vast installed basis of existing LAN 
applications and enable them to work in the same way as before over an ATM net- 
work. This may be put into practise over the OSI layer 2, whereas the LANE technol- 
ogy can be understood as a bridging technology. 

MPOA clients established VCCs with the MPOA server components in order to 
forward data packets or to request information. Using these components, the client is 
able to establish a more direct path. MPOA supports various kinds of routable proto- 
cols (IP, IPX, AppleTalk, etc.), integrates existing internetworking protocols (RPC- 
1577, RPC-1483, NHRP, MARS, RSVP) and the IETF and ATM Forum solutions 
(LANE, P-NNI) into a virtual router environment. Yet actually, MPOA supports only 
IP and based on LANE, RPC-1483, and NHRP. MPOA is a service with layer 3 in- 
ternetworking support for hosts attached to ELANs, ATM networks and legacy 
LANs. Thus, the real premise behind MPOA is to provide and deliver the functional- 
ity of a router and to take as much advantage of the underlying ATM network as 
possible. MPOA works as a virtual router on the OSI layer 3. [1] 



2.1 TCP/IP-over-ATM 

IP is an important protocol used to achieve interoperability in a heterogeneous net- 
work. In contrast, the effectiveness of IP in high speed networks is not widely known. 
There is much doubt about the TCP performance, in particular, as the acknowledge- 
ment mechanisms, overhead size and parameter setting are considered to be obstacles. 
UDP is more appropriate for real-time data streams, but does not have any security 
mechanisms. 

The TCP/IP protocol stacks were not designed for high speed performance net- 
works in the first place. Several extensions of TCP protocols have been suggested in 
order to achieve higher performance over these networks and to improve the perform- 
ance of connections with a high bandwidth delay. New bandwidth-intensive applica- 
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lions such as multimedia conferencing systems and characteristics of high speed net- 
works have triggered research on advanced transport protocols. Therefore, the dis- 
covery of additional error sources is not surprising. Following, the reader will find 
factors identified by WWL that are responsible for inefficiencies of TCP protocols 
over ATM: [3] 

Send and receive socket buffer size 
Network: Maximum Transport Unit (MTU) 

Protocol: Maximum Segment Size (MSS) 

Transmitter: use of Nagle’s algorithm 
Round Trip Time (RTT) 

Receiver: delayed acknowledgement mechanisms 
Transmitter: Silly Window Syndrome (SWS) 

Copy strategy at the socket interface 
Network congestion and lost notice 



2.2 Scenarios for MPOA 

The following ATM devices were used during the tests in order to measure the per- 
formance of MPOA and LANE: 

1. Smart Switch 2200 (MPOA Client n MPC): Firmware Release No.: 40726; 24 x 
10/100 Mbps Ethernet Ports (not modular); 1 x FE-100TX(10/100 Mbps Ethernet 
Module); 1 x APIM-21R (ATM-Module) 

2. Smart Switch 2000 (MPOA Server n MPS): Firmware Release No.: 40771; 1 x 
FE-100TX(10/100 Mbps Ethernet Module); 1 x APIM-21R(ATM-Module); De- 
vice Hardware Revision: OOC; Device Firmware Revision: MPS l.O.l; Device 
BOOTPROM Revision: 01.05.02 

3. Smart Switch Router 2000 (MPOA Router): Router Device connected to MPS via 
IEEE 802. IQ; Firmware Release : ssr22a2; 2x8 10/100 Mbps Ethernet Ports 
(not modular); Software Version: 2.2.A.2; Boot Prom Version: prom-1.1.0.5; 
System Type: SSR 2000, Rev. 0; CPU Module Type: CPU-SSR2, Rev. 0; Proces- 
sor: R5000, Rev 2.1, 159.99 MHz 

4. Smart Switch 2500: ATM Switch with LECS, LES/BUS device; Firmware Re- 
lease: 02.03(35); 3x4 OC-3 Ports (ZX-IOM-21-4); CPU Model: i960 CX; CPU 
Speed : 33 MHz 

5. Catalyst 5506 (EEC ELAN 1, MPC-A): 100BaseTX Supervisor (Hardware 2.3; 
Software 4.5(3)); lO/lOOBaseTX Ethernet (Hardware 1.2; Software 4.5(3); MM 
OC-3 Dual-Phy ATM (Hardware 3.0; Software 11.3(5)) 

6. Catalyst 5500 Inge (LEC ELAN 2, MPC-B): lO/lOOBaseTX Supervis (Hardware 
3.1; Software 4.5(2)); lO/lOOBaseTX Ethernet (Hardware 1.2; Software 4.5(2)); 
MM OC-3 Dual-Phy ATM (Hardware 2.0; Software 1 1.3(8)); ASP/SRP 

7. Catalyst 5500 "C50-01" (LECS, LES, BUS, MPS, Router): 100BaseFX MM 
Supervis (Hardware 2.2; Software 4.5(3)); lO/lOOBaseTX Ethernet (Hardware 
1.2; Software 4.5(3)); Route Switch Ext Port; Route Switch (Hardware 7.0; Soft- 
ware 12.0(6.5)); MM OC-3 Dual-Phy ATM (Hardware 2.0; Software 11.3(10); 
ASP/SRP 
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8. ATM NIC from ForeRunnerLE series with throughput of 155 Mbps, bus architec- 
ture PCI 2.0/2.1, 32-Bit, 33 MHz PCI Bus and Windows95/NT 3.51/4.0, NDIS 
4.0undNDIS 5.0 

9. ATM NIC from Olicom Rapid Fire OC-6162: 155 Mbps over MMF (SC Connec- 
tor), NDIS 3.0 NIC driver 




Fig. 1. MPOA scenario from Cabletron Systems (Enterasys): For the measurements with and 
without MPOA shortcuts, we used different shortcut frame counter for the MPOA devices. 
This value is responsible for the number of frames per second (fps) for tbe threshold, which 
establish a shortcut. During the tests the shortcut threshold was 10. This scenario makes it 
possible to establish the shortcut directly between MPC 1 and 2. On the other hand, the traffic 
between the SSR and ATM switch has been controlled by the Win Pharaoh. The Smartbit 
equipment was responsible for the traffic generation and the analysis of the test information. 

As measurement equipment we used the following software and hardware from GN 
Nettest and NetCom: 

1. Smartbits 2000 (SMB-2000): Firmware 6.220012; 2 x ML-7710 (Ethernet); 2 x 
AT-9155C(ATM); 1 x AT-9622(ATM); Software: SmartApplications ver. 2.22; 
Smart Flow 1.00.010 Beta; Library: 3.07-48; SmartSignaling 2.1( Missing authori- 
zation file, will run in demo mode); SmartWindow 6.51 

2. Win Pharaoh: Hardware: LAN, WAN and ATM Line Interfaces, ISA-Bus; Prozes- 
sor: 10 MIPS RISC Prozessor; 16 MByte On-Board RAM; Software: based on 
Windows; works on a laptop, PC or Rack-Mount-PC; ATM Remote Software; 
ATM Site License; ATM Corporate License; Adapter: LAN: Fast-Ethernet, Token 
Ring and FDDl; WAN: RS-232, RS-422, RS-449, RS-530, V.35, X.21, V.IO, 
V.ll, Basic Rate ISDN, Primary Rate ISDN/Tl and Primary Rate ISDN/El; ATM: 
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155 MBit/s OC3c/STM-l single mode and multi mode, 155 MBit/s UTP-5, 
DS3/DS1,E3/E1 
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Fig. 2. MPOA scenario from Cisco Systems: The measurements with the components from 
Cisco Systems were realised with the Catalyst5xxx series. This are the only switches from 
Cisco, which support MPOA. Additionally, the router Cisco 4500, 4700, 7200, and 7500 have 
been integrated MPOA, too. For the tests two Catalysts worked as MPC, EEC, and Ethernet 
access switch. Furthermore two devices worked as MPS, LECS, LES/BUS, and router. Be- 
cause of the close time frame, there is only a MPOA shortcut within the ATM switch possible. 
For the preparation of a MPS a RSM with VIP2 (Versatile Interface Processor) module with 
one ATM NIC (PA-Ax) is necessary. Two modules were devided one slot and were connected 
via the backplane with the Supervisor Engine and the RSM. 



2.3 TCP/IP-over- ATM Scenario 

The tests were carried out over a 155 Mbps connection between two separate Pentium 
-II/350MHz and Pentium-II/266MHz workstations with operating systems Win- 
dows98 and Windows NT 4.0. Both clients had an ATM Network Interface Card 
(NIC) from Fore Systems (ForeRunnerLE155) and also the RapidFire6162 ATM 155 
PCI Adapter from Olicom. The central ATM switch was Cabletron’s 
SmartSwitch2000 with a single ATM module and four OC-3 interfaces. AAL-5 was 
used for all measurements to encapsulated IP packets. The sender buffer varied be- 
tween 16-64 kbyte, whilst the receiver buffer was always of the same value. Classical 
IP (CLIP) was used for the scenario without any routing. Therefore, it was a point-to- 
point connection between both workstations under optimal conditions. 

Netperf, originally developed by Hewlett Packard, was the software used for test- 
purposes on both clients. It is a benchmark program that to measure the performance 
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of networks. Measurement opportunities for burst traffic and request/response per- 
formance are the main tasks of the program. Optional extensions of the software are 
available. In contrast to the full Netperf version that is only available for Unix opera- 
tion systems, the used test-version was especially designed for Windows end systems. 



2.3.1 MPOA Measurement Results 

Cabletron Systems (Enterasys) latency test without MPOA: The measurements were 
done hy increasing of the throughput by 10 Mbps steps up to 100 Mbps. The duration 
of one test run was 10 sec, because of the total time of the measurements. In this 
diagram we used unidirectional connections established by the Smartbit. 
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Fig. 3. The frame size differ between 64 to 1518 byte. Here you see only the 1518 byte test 
results, because is the significant size in the network area. Appropriate without MPOA there 
should not appear high latency. This is the fact, because only at 90-100% load there were 
higher values. In this case, the test results differ between zero and approx. 23000 psec. 
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Fig. 4. Cabletron Systems (Enterasys) latency test with MPOA: The direct connection between 
virtual clients is different, established by a shortcut with MPOA. Here were only approx. 6000 
psec latency measured as maximum delay time. This was noticed at a load of 80%. Therefore, 
the delay has been minimised by MPOA from approx. 23000 to 6000 psec. 
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Fig. 5. Cabletron Systems (Enterasys) packet loss test with/without MPOA: If you measure the 
delay, you have also to keep in mind the frame losses. Here you can see the test results for 
Cabletron’s components for MPOA (w. = with) and without MPOA (wo. = without). For 
packet sizes of 64 byte, there was no packet losses recorded. If there is a load of 70% there was 
in every case no packet losses. The value of packet losses was under 1% in every case of this 
measurement. 
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Fig. 6. Cisco Systems latency test with/without MPOA: In the first step, the latency was meas- 
ured with MPOA and a load of 10-100%. Here we divided the packet sizes in 64, 128, 256, 
512, 1024, 1280, and 1518 byte. So-called Under-runs (frame sizes under 64 byte) were re- 
jected, while Giants (frame sizes over 1518 byte) were ignored by the LANE module. In the 
second step, the latency of the routed path was measured. Here, the router showed after a frame 
frequency of approx. 65000 fps, that packets were deleted. This was the reason, why no test 
results are there. According to Cisco Systems, this behaviour was caused by the ATM module 
PA-Al, which has not sufficient performance. 
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Fig. 7. Cisco Systems packet loss test with/without MPOA: In the direct comparison between 
with and without MPOA, you can see at 64 byte, that the routed packets need essential more 
time than the shortcut packets. After a load of 40% there were not measured any values, be- 
cause of the frame losses. 
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2.4 TCP/IP-over- ATM Performance 

The measurement of TCP/IP-over- ATM was carried out by using various packet sizes 
in order to represent the effectiveness of IP-over- ATM. The throughput alone was not 
really interesting, because of the different bottlenecks that were already mentioned 
before. The fluctuations and throughput breaks were more important. Classical IP 
(CLIP) has been used for this measurements point-to-point, because of the highest 
effectiveness. The test phase had a time duration of 60 seconds for each measurement 
via Netperf. 
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Fig. 8. IP-over-ATM, 576 byte: This figure shows the TCP/IP measurements with a packet size 
of 576 byte via CLIP. The buffer varies from 15-64 kbyte. The packet size of 576 byte repre- 
sents a normal datagram in the Internet environment. Figure 8 demonstrates the effectiveness 
of the achieved throughput during a normal point-to-point session with minimal overhead. By 
the less datagram size the effectiveness went down to approx. 35 Mbps. 




Fig. 9. IP-over-ATM, 1500 byte: Additional breaks and interruptions happened with small and 
big packet sizes. The MTU of 1 .500 byte required a fragmentation of the packets and this has 
to be considered the reason for it. If the fragmentation was increased the performance went 
down. Figure 9 shows a differing result. In this case, the packet size was 1.500 hyte which 
allows higher data rates then before. The results are only limited to approx. 60 Mbps. The 
measurements show some fluctuations, because of the different buffer sizes, which was used. 
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Fig. 10. Fluctuations happened, especially at a buffer size of 55 kbyte. The best results were 
achieved at 40 and 65 kbyte. A fundamentally improved performance was achieved with a 
packet size of 9.180 byte. The throughput increased up to 80 Mbps. Fluctuations happened, 
again (especially on less buffer sizes), like during the other measurements. The small fragmen- 
tation of the packets has to be considered the reason as the MTU size was 9.180 byte. 
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Fig. 11. IP-over- ATM, 65 kbyte: IP-over- ATM, 9180 byte: For the last measurement a packet 
size of 65 kbyte was chosen. It triggered several fluctuations as figure 1 1 shows. At first the 
throughput went down to approx. 5 Mbps. This performance has to be considered poor and was 
not efficient enough to be used in practice. Otherwise this results show the best data rates till 
100 Mbps. Concluding, the big packets are useful for data networks with big buffer sizes and 
the maximum transport unit (MTU) is responsible for an effective data throughput. 

The NIC RapidFire6162 from Olicom together with the LE155 from Fore Systems 
have been an efficient throughput and high Switched Virtual Circuit (SVC) perform- 
ance. The LE155 has been also an active processor for direct traffic support without 
influence the CPU of the workstation. Both NICs need 128 Mbyte for a efficient 
operating. Additionally, both cards support in MPOA mode different service classes 
as Constant Bit Rate (CBR), Variable Bit Rate (VBR), and Unspecified Bit Rate 
(UBR). Available Bit Rate (ABR) was only available at the RapidFire6162. But, for 
the support of ABR you need this service inside the ATM switch, which was not 
integrated in every component yet. [3] 
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3. Conclusions 

Original, more vendors like Olicom, IBM, 3Com, and Nortel Networks promised to 
take part on the tests of the WWL. But on the one hand, some manufacturers devel- 
oped at the time of the test MPOA, other companies go to MPLS instead of the 
MPOA approach. The focus of Cisco & Co. has been changed, because the switches 
will be developed for frame switching and not for cell switching. [4] 

Cabletron’s components worked sufficient in the test environment. The shortcut 
functionality has been established after five packets. Therefore after 10 sec there were 
a shortcut established, which work with MPOA. By the measurement equipment of 
GN Nettest, the Win Pharaoh controlled the main connection in real-time. Netcom’ s 
Smartbits simulated and analyzed MPOA and turn over the advantages of MPOA in 
the LAN area. Fast layer-3-switching was possible and more effective for different 
packet sizes than without MPOA. The solution from Cabletron includes one more 
feature: the router works as layer-3-switch with IEEE802.1p and adapt the different 
approaches of QoS and CoS. Therefore, you can work with Gigabit-Ethernet and 
ATM networks. 

The components of Cisco Systems established a shortcut after 10 packets. Addi- 
tional, the shortcut functionality worked also efficient and sufficient. Only the block- 
ade of the router if the system was overloaded prevented to get the test results. But 
the other test results were in the foreseen parameters. Therefore, the tests of the com- 
ponents of Cisco and the MPOA approach were successful and manageable. 

TCP has been extended and further developed for better and more efficient mecha- 
nisms in high-speed networks. Yet in practice, TCP quite often does not have the 
optimal throughput. Several parameters, devices and mechanisms were responsible 
for this effect. This caused fluctuations and delays during the transmission of data 
traffic. Mainly TCP’s own mechanisms were responsible for the small throughput 
such as acknowledgements, small window sizes and sequence number overloads. 
Additionally, the performance of the ATM boards and the end stations were impor- 
tant. The adapter boards from Pore Systems and Olicom showed only a maximum 
throughput of approx. 100 Mbps, if you use CLIP. Therefore, there are three main 
issues regarding latency in Internet protocols, which are able to improve the perform- 
ance: 

1. The default i window sizei in many TCP/IP protocol implementations acts as a 
bottleneck on communications over high-latency links. On many implementa- 
tions, the standard window prevents sending enough data to fill a high-latency 
connection. 

2. TCP includes two essential congestion control mechanisms called islow starti 
and i congestion avoidance! . These mean that all Internet connections (such as 
viewing web pages and sending e-mail) start out at lower bandwidth and then 
throttle up to higher speed if no congestion is encountered. The problem is that 
each cycle of speed increase requires a full round-trip communication between 
sender and receiver, and dozens of such round-trips can be necessary to reach the 
full potential of a link. 
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3. There are research efforts to look at increasing the performance of TCP by trick- 
ing the connection on the other side into believing it is communicating over a 
low-latency link. Unfortunately, these schemes fundamentally alter the semantics 
of TCP communications, introducing the possibility of data corruption. Moreover, 
they are incompatible with the IP security protocols (IPsec), which promise to 
bring an unprecedented and badly needed degree of security to the Internet 

In order to implement IP-over- ATM effectively, it is necessary to assign enough time 
to the configuration of the participating devices and software. ATM is a new technol- 
ogy which considerably extents the usable bandwidth with regard to QoS parameters. 
Nowadays, workstations are designed for work in traditional networks such as 
Ethernet or Token Ring. These deadlocks must be compensated in order to use effi- 
ciently IP-over-ATM. [2, 3] 

ATM is stuck in the data center, since deploying ATM to either the wiring closet 
or the desktop is more trouble than its worth. Some ATM vendors are trying to help 
this issue by building their switches to require only software upgrades for new im- 
provements, but certain upgrades-like moving from OC-12 to OC-48 and beyond-will 
always require additional hardware. But you can’t count ATM out completely. It still 
retains the strengths its always had, namely fault tolerance and reliability. ATM's cell- 
based traffic and dynamic routing capabilities make it a much more resilient back- 
bone technology than Gigabit Ethernet and considerably faster than EDDI. And, it has 
little if any distance limitations, which makes it a great WAN connector. Obviously 
then, we will continue to see ATM in the service provider arena, both in telecommu- 
nications as well as ASPs, and even large ISPs. If your corporate network especially 
requires these strengths, then ATM is probably in the best shape of its life as far as 
the enterprise is concerned. But the ATM solution will be build without MPOA and 
with MPLS to establish QoS mechanisms, because MPOA works but is not wide- 
spread. [4] 



References 

1. Detken, K.-O.: Interworking in heterogeneous environment: Multiprotocol over ATM 
(MPOA); European conference Interworking98; Ottawa 1998 

2. Detken, K.-O.: ATM Handbook; publishing house Hiithig; Heidelberg 1999 

3. Detken, K.-O.: Quality-of-Service (QoS) in heterogeneous networks: CLIP, LANE , and 
MPOA performance test; Networking 2000; Paris 2000 

4. Rist, Oliver: ATM Still Around, But Struggling; Internet Week 10/99; USA 1999 




Evaluation of a New Resource Reservation 
Scheme for MPEG Transmission in Highly 
Available Real-Time Channels 



Enrique Hernandez Orallo'’ Joan Vila i Carbo^ 

' Departamento de Informatica de Sistemas y Computadores (DISCA) 
Universidad Politecnica de Valencia, 

Camino de Vera s/n, 46022 Valencia, SPAIN 
ehernandez0bc j .gbancaja.com, jvilaOdisca . upv . es 



Abstract[] Backup real-time channels is a technique to provide uninterrupted 
service in the presence of router failures during real-time transmissions. This 
technique adds the notion of availability to the concept of QoS (Quality of 
Service), usually expressed in terms of guaranteed throughput and maximum 
delays only. Availahility comes at the cost of increasing the required resource 
(bandwidth, buffers) reservations, due to the needs of a backup channel. 
However, this extra resources reservation is potentially wasted, since fault rates 
are very low. This paper proposes a systematic method for estimating and 
optimizing resource reservations. This approach is based on inaccurate failure 
detection in order to reduce latency is proposed. The cost of inaccurate failure 
detection is that the backup channel will be activated and utilized unnecessarily 
upon detection of “false failures”. However, the paper shows, through 
simulations and using MPEG transmission traces, that the percentage of false 
failures is almost negligible. 



1. Introduction 

QoS is a key issue for using computer networks for multimedia transmissions. 
Although there is not a clear and standardized approach of how this requirement will 
be provided, it seems that it will be based on establishing a set of contractual clauses 
between the client and the provider of the service in order to guarantee some 
performance requirements. The actual proposals for guaranteeing QoS mainly rely on 
network resource reservation schemes. 

QoS requirements usually include parameters like throughput, maximum delays or 
jitter. However some critical real-time applications, like scientific and medical 
monitoring, demand not only transmission performance and predictability, hut also 
availahility: maintaining the QoS service in spite of router or link failures. 
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The availability requirement can be dealt with through the use of redundant 
channels. Redundancy can be managed using two extreme approaches. In the Multiple 
Copy Approach [1] all redundant channels are simultaneously active, while in the 
Backup Channels Approach [2] a backup is only activated upon failure detection. The 
backup approach is, in principle, more efficient, since it does not waste bandwidth in 
the absence of failures, but this paper shows that its performance strongly relies on the 
failure detection latency and channel setup time. Backup channels have the drawback 
of keeping some bandwidth reserved without being used. This resource waste can be 
improved by using the technique by Shin [3] based on reserving spare resources. 
However, two important issues concerning resource reservation remain unsolved: 
how to estimate the bandwidth reservation for the primary and backup channels and 
how does failure latency affects these estimations. 

The resource reservation for a given workload on a real-time channel can be 
estimated from its real-time requirements by properly defining that workload under 
the flow model of a particular resource reservation protocol. In this sense, it is worth 
noting that every protocol defines its own different flow model. This way, the IETF 
standard proposal for resource reservation, known as RSVP (Reservation Protocol) 
[4,5], defines a flow for a guaranteed service [6] based on the token bucket scheme 
while other proposals, like the Tenet Suite [7] or ATM [8] use different flow models. 

On the other hand, the real-time requirements for a particular workload under the 
backup channels scheme is determined by the failure detection scheme. This is due to 
the following observation: the longer is the failure latency time, the more demanding 
the delay requirements of the backup channel are, in order to maintain the desired 
QoS. According to this, the paper introduces a scheme for fault detection whose goal 
is to reduce failure latency (and, thus, resource reservations). The proposed technique 
reduces failure latency by “suspecting” a failure before it occurs. This yields 
unnecessary activations of the backup channel when a failure is not finally confirmed. 
This technique can be considered a trade off between failure detection latency and the 
utilization of the backup channel. The demand of resources of this technique is 
compared to previously proposed schemes under the RSVP protocol using MPEG 
workloads. The percentage of “unnecessary activations” of the backup channel is 
evaluated using a simulator. Results show that this rate is negligible. 

The mechanisms for establishing disjoint paths, failure detection, recovery and 
reporting and channel reconfiguration are beyond the scope of this paper and there 
exist well-known solutions that can be easily introduced to the proposed scheme. 
However, in section 6, a simple way to implement this protocol is sketched. 



2. Failure Detection Scheme 

There are several schemes to provide fault-tolerance for real-time channels [1,3] in 
multi-hop networks with several alternative routes between the sender and receiver: 

• Multiple active channels: several redundant real-time channels are setup through 
different routes; packets are sent simultaneously through all channels. The scheme 
works as long as the receiver gets at least one of the replicated packets. This is a 
costly technique but it provides uninterrupted service in spite of failed routers. 
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• Backup channels; there is a primary channel and a hacknp channel but this 
channel is only setup upon a failure of the primary channel. This technique saves 
unnecessary bandwidth utilization but has the drawback of requiring failure 
detection and the delay introduced for setting up the backup channel. Besides, it 
may occur that there exist no enough resources when trying to setup the backup 
channel. 

Reserving resources in advance for the backup channel can solve some drawbacks 
of the second approach; that would improve the setup time and avoid the lack of 
enough resources. A key aspect of the backup channel approach is failure detection. 
Proposals for failure detection rely on behavior-based techniques for detecting 
communication failures. More precisely, heartbeats (“I am alive” messages) are used 
to detect failures of neighbor nodes, or in an end-to-end fashion. An important 
problem pointed out by Shin [11] is failure detection latencies, especially in the end- 
to-end detection technique. This latency can be a serious obstacle for applying this 
technique, since it makes the delay requirements of the backup channel very 
demanding in order to keep the service uninterrupted, and that causes the 
corresponding resource reservations to be sometimes unacceptable. 

The scheme for failure detection proposed in this paper is aimed to achieve an 
efficient channel resource reservation. It is based on “suspecting” a failure when the 
packet delay through the primary channel is close to the maximum guaranteed delay. 
Whenever a failure is suspected, the backup channel is activated. This yields 
unnecessary backup channels activations due to inaccurate failure detection (false 
failures), but it has the advantage that the delay requirements of the backup channel 
are not so restrictive. That allows reducing the required bandwidth for the backup 
channel. In summary, the proposed trade-off is to allow inaccurate failure detection in 
order to minimize latency optimizing, thus, resource reservations. The only situation 
where the inaccuracy of the failure detector could be considered non-acceptable 
would be when the sender has periods of relatively long inactivity. This would imply 
either to inject heartbeats or to modify the traffic to ensure that the connection is not 
used for some (relatively) long time. In practice, it has been proved that using MPEG 
video there are not periods of inactivity, due to the MPEG encoding scheme. 

Let df be the failure detection time. It is assumed that is that it is strictly less than 
the maximum delay of the primary channel, denoted as d^. The problem consists in 
how to choose d^ in order to trade-off failure detection latency and resource 
reservation. The maximum delay experienced by the first packet retransmitted 
through the backup channel upon a failure, denoted as can be expressed as 
d,,^,^i=d^+d+dg where d^ and d^ are the maximum delays of the primary and the backup 
channel respectively and d^ is the setup time for the backup channel. If has to be 
less than the maximum allowed delay for the real-time transmission, then d^ and dg 
will have to be more demanding. The more demanding is the maximum delay for a 
channel, the more resource reservation is required. 

According to the above proposed technique, the idea is to choose a failure 
detection threshold d^ such that d^ <d^ in order to allow a larger dg. When a packet 
delay exceeds d^ then the backup channel would be activated, although the primary 
channel would not be discarded, since it could be due to a “false failure”. Using d) as 
a failure detection threshold, can be now expressed as d,^g^,=max(dg,df\-d+dg). 
This way, the upper bound for d^ could be while dg could be chosen as d,^g^,-d^-d^. 
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The fact that is always less than implies an important reduction in resonrce 
reservation for the backup channel. In addition, resources reserved in routers for the 
backup channel could be available for non-prioritary packets, so this technique would 
not imply resource wasting. The only situations where resources are wasted are upon 
detection of “false failures”. 



3. A Method for Optimal Network Resource Reservations 



The goal of this section is to introduce a method for obtaining optimal resource 
reservations for a given workload in an accurate way, so admission control algorithms 
do not over-estimate the resonrces reqnired by a connection. 

The end-to-end delay bonnd is a fnnction of the reserved bandwidth in the links 
and it is usually calculated using a model for the traffic and a network model. The 
IETF specification for a guaranteed Service[(>\ uses the token bucket (b, r, p) traffic 
model where the number of bits that the source transmits is less than b +pt, for any 
interval of time t. The maximum end-to-end queuing delay bound can be calculated 
using these equations: 
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where C, ,, D, , are the parameters defining the network, p,r,b,M are the traffic flow 
parameters, R is the bandwidth reservation in the network and the end-to-end 
delay. Note that equation (2) does not depend on the flow parameters, since the 
reserved bandwidth R is greater than the peak rate p, so there are no packets queued 
from this flow. For instance, with a WFQ {Weighted Fair Queueing) schednling 
algorithm C. and D. can be calcnlated as follows: D. is equal to the MTU (Maximum 
Transmission Unit) of the link divided by the link bandwidth B., with the condition 
that M must be smaller than the minimal MTU of the path. The value C, is assumed M 
in order to consider packet fragmentation. The buffer size needed in the nodes is 
b+C^^+D^^^r where y are the sum of all the previous C,. y D. parameters. 

A simpler equation that not depends on the peak rate to obtain the end-to-end delay 
is the one based in the Parekh’s work [16] that is usually used for nodes with WFQ 
schednlers (some other schednlers use this equation too: Virtnal Clock, WF^Q, FFQ, 
SPFQ). If the sonrce traffic is constraint by a leaky bucket {<7,p) flow then the 
maximnm end-to-end delay is: 



^ _ (7 + nL, ^ y„ Lmaxj _ (7 + C,„, (3) 

' R Cj R 

where L is the maximum packet size for session i, Lmax. is the maximum packet size 
in node j, C. the bandwidth of the link j and n the number of nodes. This equation is 
equivalent to (1) when the peak rate p is infinite (b and r parameters are equivalent to 
(7,p, L. = M and Lmax. = MTU^. The bnffer size in the j node is (J+jL.. It is important 
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to remind that the network minimal latency must be added to the described equations 
(1)(2)(3) in order to obtain the complete delay. This latency is a fixed value and 
depends mainly on the physical transmission, which is usually negligible compared 
to the network delay. 

Shortly, for calculating the reservation of networks resources it is necessary: (1) a 
network model, to obtain the M parameters already determined, and (2) the 

calculation of the flow parameters (b,r,p) or Of these parameters, the peak rate 

is obtained directly. The problem is how to calculate the a and p parameters to 
optimise network resources, that is, to minimise the value of R in equations (1)(2) and 
(3). To find the optimal bandwidth reservation, a costly and not bounded iterative 
method on traffic traces can be used. However, a much more convenient and fast 
method based on the concept of empirical envelope is introduced in [12]. 




Fig. 1 : Process for obtaining optimal reservation 

The concept of the empirical envelope was introduced in [7,9] by the Tenet group. 
The empirical envelope E(t) gives a time invariant bound of the traffic. Function A(t) 
is defined as the number of bits transmitted in a given time t. This function can be 
used to characterise the traffic, but it is time dependent, i.e, its value depends on the 
origin for measuring the time interval t. So E(t) is defined as the most accurate 
constraint function that bounds input traffic and is time independent. Using the 
empirical E(t), a set of points are calculated, the envelope points, that give a 
condensed description of the traffic flow. The number of points obtained have been 
proved to be very low (always less than 100 points for 30000 frames of MPEG 
videos). Using these points the optimal bandwidth reservation of the nodes can be 
obtained in a fast and bounded way. 

In short, the process is as follows (figure 1): from the workload traffic the 
empirical envelope is calculated and then the envelope points. With the QoS 
requirements (maximum delay) and network characterization, the a and p parameters 
that optimise network resources are calculated. Another conclusion of this work [12] 
is that the flow parameters that make optimal the reservation are the same for the 
Parekh’s delay equations (3) and lETF/RSVP guaranteed service (1)(2) using a WFQ 
class scheduler. This implies a simplification of the calculation for lETF/RSVP and 
an extension of the results to both models. 
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4. Description of the Network Model and MPEG Workload 



Figure (2) describes the networks used in this paper. Network 1 is a typical IP 
network with 3 nodes and bandwidths over 50 Mb. Network 2 has 9 nodes and it is an 
example of a multi-hop long path network, and Network 3 is an ATM like with fixed 
packet size (53 bytes) with high bandwidths. The scheduling of the nodes is the well- 
known WFQ [14] algorithm. In the table M is the maximum packet size and m is the 
minimum policed unit. The total delay of the network is the sum of the queue delay 
iQdeia) '^he minimum path latency. Without loss of generality, for all cases the 
setup time will be considered 0. In the last point of this article it can be shown that 
this value does not affect the results. 

Nowadays, the foremost objective of real-time networks is the transmission of 
video. This is usually transmitted using the MPEG compression algorithm. Therefore, 
it is important to evaluate our new scheme with these kinds of traffics. In this paper, 
we use some well-known Rose’s MPEG-1 video traces [13]. The original sequences 
have 30000 frames but in this paper only the first 1500 frames are used (about a 
minute of video) due to the large simulations times. However, using the complete 
sequences has been proved to produce similar results. 
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Fig. 2: Sample Network parameters 



The workloads used are different types of traffic, which are representative of the 
most usual ones. The first one, the LAMBS traffic, is part of the movie “The Silence 
of the Lambs”. It is a bursty traffic as can be shown in figure 3(a), with big rate 
variation between the movie sequences. Eigure 3(b) shows the corresponding 
cumulative arrivals and envelope functions. The SOCCER traffic is recorded from 
the Soccer World Cup 1994 Final: Brazil vs. Italy. It is a bursty traffic (see figure 
3(c)) with a big peak over the frame 1250. Figure 3(d) shows the corresponding 
cumulative arrivals and envelope functions. The NEWS traffic is a German news 
show (see figure 3(e) and 3(f) ). It has a very regular pattern, with very low variations. 
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5. Analytical Evaluation 

The goal of this section is to compare the resource reservations of the proposed 
backup channels scheme with the other two schemes introduced in section 2. These 
results will be used in the next section, to evaluate the goodness of this new scheme 
simulating the same scenarios. The only parameter that has to be specified is the total 
delay and the primary and backup channel delays (d^, dg). 

• A&B Scheme: The sender always sends packets simultaneously through channels 
A and B. The maximum delay for both channels is This is an expensive 
technique because the channel B is always in use. 

• AIB Scheme: In this scheme, channel B is only activated upon detection of a 
failure in channel A. Failures are detected when the delay of a packet exceeds 
t/, ,y2. Therefore, the maximum delay for both channels is d^^^J2. Channel B is not 
used until a failure is detected. This allows routers to use the resources of channel 
B to transmit non-prioritary traffic. This avoids wasting assigned network 
resources. 

• A^B Scheme: The proposed scheme still has a maximum delay of for 

channel B, but allows channel A to be less restrictive by doubling its delay to 
Like in the AIB scheme, channel B is not used until the delay of channel A is more 
than d^. Recall that this can generate false failures, since the expected packet could 
arrive later through channel A, but still on time to meet its deadline 

In all evaluations a minimum value of is selected in order to reserve the 
maximum resources the network allows. From this value, another two bigger multiple 
values of are selected. From the traffic description, it is possible to calculate the 
False Failure Rate (FFR). This FFR is an estimation of how many times the backup 
channel will be activated due to “false failures”. The goal is to obtain the portion of 
traffic that causes a delay bigger than 12. Consider a new reduced traffic obtained 
by eliminating the peaks from a given traffic. This reduced traffic gives less delay 
than the original one. Figure (4) shows the original SOCCER traffic, and a reduced 
SOCCER traffic in a 1% . The new reduced traffic has a peak rate of 2464167b/s and 
a mean rate of 584922b/s. 
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Fig. 3 fa) Lambs traffic, (b) cumulative and envelope functions (c) Soccer traffic, (d) 
cumulative and envelope functions (e) News traffic (f) cumulative and envelope functions. 

The False Failure Rate (FFR) can be thought of as the rate of traffic reduction that 
gives a delay of 12. For example, if the SOCCER traffic is reduced in 1% by 
eliminating the peak rates, then thie reduced traffic has a lower delay of 0.016s 
using the same network parameters. Therefore, the goal is to obtain the reduction rate 
that yields a delay of 12. This portion of the traffic produces the difference of 
delay between and d^. In order to calculate the delay, the traffic is first reduced in 
a rate r and then, b and r parameters are calculated. With these parameters and the 
reservation of the original traffic, the delay can be calculated using equations (1) and 
(2). Thus, an approximation of the False Failure Rate (FFR) can be calculated in an 
iterative way. 

NETWORK 1 : Table (1) shows the results for all three traffics in Network 1. 
Three total delays are used in these comparisons. The delays for channels A 

and B {d^ and d^) and their respective reservations are obtained from and 

are the reservations for channel A and B respectively, and R, is the total reservation 
for both channels. 
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frames 



Fig. 4: (a)Original traffic,(b) Reduced traffic 



Table 1: Reservations for Network 
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In general, resource savings are more important as the total deadline becomes more 
restrictive. This way, in the LAMBS workload for = 0.02s it saves about 2.5Mb/s 
of bandwidth over the AIB scheme (27% off) but, for 0.05s the savings are only of 
0.53Mb/s (14%). In the SOCCER workload, the savings are of 0.7Mb/s over AIB 
(8.4%) for the more restrictive deadline of 0.02s. In the News traffic, the savings are 
of 1.8Mb/s over AIB (24%) for a deadline of 0.05s . These results hold for every link 
in the path, so in the first example the total resource savings in the network are 
9.5Mb/s. Assuming that the resources of channel B could be used by the router when 
the channel is not in use (that is, considering only the resources of channel A), results 
are substantially better. This way, in the NEWS workload, savings are of 0.89Mb over 
AIB (49% off) and 0.89Mb over A&B (50%) for a = 0.05s. 

The estimated false failure rates are very low for all calculated deadlines. Taking 
into account the cost that supposes the false failures in the use of the channel B in the 
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last example, the equivalent reservation is (0.039 * 0.89 = 0.034), the total 
reservation is 0.93, that is still lower than the other two schemes. 

The resource gain depends mainly of the difference between the bandwidth 
reservation obtained for {R value) delay and (R’ value). Figure (5a) shows 
graphically this difference for the LAMBS traffic with deadlines between 0 to Is. It 
shows that the peak of resource savings is for a deadline of 0.2s. From 0.2 to 0.4s the 
savings decay greatly to later increase very slowly. For the SOCCER traffic (see 
figure 5b) the curves are very different. The gain is high for very low deadlines, but 
decreases very quickly until 0.7s to later increase lineally. The NEWS traffic (figure 
5c) is very similar to the LAMBS traffic with a peak gain of 42%. Eigure (5d) shows 
the total gain for all three traffics in Network 1. 








Fig. 5: (a)(b)(c) Reservations for LAMBS, SOCCER and NEWS in network 1. (d)(e)(f) Total 
percentage gain in network 1, 2 and 3. 

In Network 2 an evaluation of the reservations over a long path is done. Eigure (5d) 
shows the gain from 0 to Is, which is very similar to network 1 . The FER is also very 
similar. 

In Network 3 the delays are very small due to the high bandwidth of the links and 
little size packets. In this network the percentage gain curves differ from the last 
networks. It has a peak gain at very low delays and falls very quickly to 
approximately 0 at 0,005 seconds to later increase exponentially. 

In summary, the proposed A^B scheme reserves a total of resources that is in 
between the other two schemes. In general, the greatest savings are obtained with the 
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LAMBS traffic, but with a false fail rate of about 10%. This is reasonably because it 
has a regular pattern. On the other hand the SOCCER traffic has lesser gains, due to 
its high variability. Despite this, it has the best FFR. The resource savings are between 
10 to 30% over the AIB protocol, and considering only the primary channel, the 
savings are between 10 to 50% over the A(&B and AIB protocols. 



6. Network Simulations 



The goal of this section is to validate the new introduced scheme by evaluating how 
many times the backup channel will be activated due to a “false failure”. This rate 
will be shown that it is very low. This is mainly due to the fact that the equations used 
to guarantee the maximum delay of a packet (as the ones used in the last section) give 
a very pessimistic bound of the traffic, and that only happens when the network is 
fully loaded. Normally, packets arrive much sooner than their deadlines. 



0 % Load 



50 % Load 





50 % Load 



Fig. 6 :Density functions for packet arrival. SOCCER traffic in Network 1 and 2. 



For this study, the ONetSim [15] network simulator has been developed. ONetSim 
is a C++ object oriented discrete-event simulation program specifically designed to 
test traffic workloads and scheduling algorithms. ONetSim allows to specify the 
network in a simply description language and it can use a deterministic flow as the 
MPEG traces seen in former sections. The traffic is introduced in the network 
following the token bucket flow. The WFQ scheduler is used for all simulations. One 
of the problems that arises in the simulations is the one of how to load the network in 
order to compare schemes involving guaranteed performance connections. To solve 
this problem, 10 channels are created in each node with a load index that ranges from 
0% (no load) to 100% (full load). The load index is the percentage of the rest of the 
free bandwidth of the link. 

Figure (6) represents the density functions for packet arrival in the simulations with 
SOCCER traffic. It is clearly shown that all packets usually arrive much sooner than 
their nominal deadlines and the more loaded the network is, the more the packets are 
delayed. These two obvious facts, is the basis for the efficiency of the proposed 
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scheme. For example, in Network 1 with full load the maximum delay is 0.024s 
seconds, that is helow the threshold (0.025s). In Network 2 only with full load, the 
delay of some packets goes beyond the threshold for activating the backup channel; 
0.025s. This implies that all the nodes are full loaded (a very improbable condition). 



Table 2: Max. packet delay (ps) in Network 1. 
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613 


1420 


2676 


3963 


7047 


50000 


576 


1481 


2997 


3736 


6693 


20000 


78 


493 


1048 


1671 


2136 
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Table (2) shows the results of the simulation of the maximum delays for the traffics 
in Network 1. It can be observed that only for the SOCCER traffic the failure 
detection threshold is surpassed. This condition only happens when the network is 
full loaded (For example 0.52% PER for full load for 0.1s). The simulation results of 
the maximum delays in Network 2 are very similar to Network 1. Only for soccer 
traffic the detection threshold is surpassed. And finally, in table (3) are the 
simulation results of the maximum delays for the traffics of Network 3. The delays 
are very low due to the high bandwidth and little (and fixed) packet size. In this ATM 
like network, the obtained delays obtained are very close to the calculated deadlines. 
The reason is that the little packet size makes more fluent the traffic so the network 
behaves more like a network flow and the deadline equations yield better estimations. 

In general, the packet delays of the simulations are similar to those of other papers 
[18]. The first question that arises is why the packet delays are so much lower than 
their deadlines. The main reason is the bursty characteristics of the traffic. Some other 
reasons are that traffic characterization (the flow model) makes a very coarse 
approximation of the traffic dynamics and that the delay bound equations are very 
pessimistic. 

With these experimental results, the resources in the backup channel can be 
reduced even more using a greater delay. For example, in Network 1, for the NEWS 
traffic with d ,=0.05s a failure detection threshold d=0.01s can be used, since there 
is no packet that surpasses this value (see table (1)). That gives for backup channel a 
maximum deadline dg=0.4s. The reservation for this deadline is about 0.99Mb/s (the 
original deadline was 0.025s with 1.73Mb/s reservation). That gives a total 
reservation of 1.89Mb/s that saves 1.57Mb/s over the AIB schemes (46% off). For 
‘^„mi-0-01s the savings can be up to 60%. 





134 



Enrique Hernandez Orallo and Joan Vila i Carbo 



Table 3 :Maximum packet delay in Network 3. All values are in (is. 
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7. Implementation 

The proposed scheme for backup channels can be implemented as a part of a transport 
protocol on top of all other network protocols, as shown in figure (8a). The FSM 
(Failure Suspect Module) module will provide the mechanisms to calculate the 
primary and backup delays, activate the backup channel when a packet delays more 
than df, and inject heartbeats in the network when there is not traffic. Flowever, for 
MPEG video it has been proved that the injection of heartbeat packets is not 
necessary because there is always traffic to send. The receiver starts counting the 
delay of the next packet when receives the previous one. Then, the receiver activates 
the backup channel when a packet is delayed more than d), by sending a system 
message (using the reserved backup channel) to the sender (Figure 8b). Simulations 
prove that the delay between the received packets are very uniform in time, i.e., if a 
packet PI takes the minimum delay to arrive to the receiver, then the next packet P2 
will take a very similar time. It is not possible that this packet takes a very long delay 
(but less than d), forcing the receiver to activate the backup channel, because the 
difference of time between P2 and PI is greater than d^. 

When the sender receives the backup activation message, it starts transmitting 
through the backup channel. The setup time d^ for this new channel is the time needed 
for this high priority message to reach the sender. In the simulations this time is very 
low (it ranges from 15/ii for the ATM like network to \%lfis for Network 2). When 
the sender starts transmitting through the backup channel, it begins with the first 
packet so the buffers are empty for this channel. This implies that the firsts packets 
are delayed below its calculated deadline dg, only depending on the network load; so 
we can assume that the time d^ will not influence in the total delay 
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Fig. 8 : Implementation of the FSM. 

The network or transport layer must provide some services: some way to create 
disjoints channels, a reservation mechanism to ensure delays (like ATM, RSVP, etc) 
and a time-bounded and robust transmission of failure report messages and channel 
activation messages (from receiver to sender). 



8. Conclusions 

This paper has introduced a new scheme for fault detection in highly available real- 
time channels that provides an efficient resource reservation. The idea behind this 
scheme is that the delay bounds in real-time network are very pessimistic. Normally 
packets arrive far behind from its deadline as it has been shown. This characteristic 
can be used to reduce the reservations in the network, ensuring uninterrupted service. 

The scheme has been compared to the resource reservations of other fault detection 
alternatives using MPEG traffics traces. From these results it can be concluded that 
the proposed scheme is a trade-off between the Multiple Copy Approach and the 
Backup Approach: it reserves more resources than Multiple Copy and less than 
Backup, but the penalty is that backup channel unnecessarily used even when “false 
failures” occur. Simulations show that for token bucket flow model the activation of 
the backup channel happens very seldom: in the majority of simulations this rate is 0 
and always remain below 5%. False failures are only detected with fully loaded 
networks (a very improbable condition) and very low deadlines. The total saving in 
the network ranges from 10% to 35% over the Backup Channels scheme. Considering 
that the router may use the resources of the backup channel for congested traffic when 
the channel is not in use, savings range from 10% to 55%. The fact that simulations 
shows that packets are much lower than their deadlines can be used to increment the 
failure detection threshold d^. This enables higher deadline for the backup channel and 
higher savings in resources reservations: up to 60%. 
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Abstract. Shared access networks such as hybrid fiher/coaxial and passive 
optical networks have emerged as promising ways to reduce the cost of the 
transition to a broadband access infrastructure and provide a graceful upgrade 
path towards the photonization of the local loop. The MAC protocol as the only 
arbiter of the upstream bandwidth directly affects the Quality of Service (QoS) 
provided to each upstream traffic flow and must meet several constraints. Such 
constraints include the adequate speed of operation, flexibility to support 
efficiently the largest number of services and applications offering an adequate 
number of QoS classes, and independence of higher layers, protocols and future 
extensions to traffic management specifications. The implementation of a MAC 
mechanism targeting these goals and aligned to the emerging Differentiated 
Services Internet strategy is evaluated using computer simulation results in this 
paper. The benefits of the adopted prioritization scheme to provide and 
guarantee different QoS levels are illustrated. 

Keywords: Interworking, HFC, ATM, IP, DiffServ, QoS, Access Network. 



1. Introduction 

Re-use of the existing infrastructure greatly reduces the initial investment outlay and 
provides a graceful upgrade path in step with service demand. Typical examples are 
Hybrid Fiber Coaxial (HFC) that use legacy CATV systems and their coaxial medium 
beyond the fiber node and Passive Optical Network (PON) systems that use the 
twisted pair based telephone networks enhanced with xDSL beyond the Optical 
Network Unit (ONU). The legacy topology is that of a broadcast tree-shaped access 
network. The attractiveness of HFC systems for the delivery of broadband services 
lies in the high reuse of existing infrastructure and a sound gradual upgrade strategy. 
The initial investment mainly consists in the incorporation of a return channel and 
fiber feeders to customer clusters of a few hundred homes. Sharing the common 
feeder and cable in the upstream direction (from stations to head-end) requires a MAC 
protocol to allocate slots to stations in a TDM A fashion [5], [6]. 

This sharing results in a distributed queuing system characterized by the long time 
required to pass control information from the queuing points to the service controller 
residing at the head-end. The allocation of upstream slots in a tree-topology access 
system is based on a reservation method which allows to dynamically adapt the 
bandwidth distribution to traffic fluctuations. The MAC controller works on the basis 
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of collected access requests to allocate the upstream slots by sending access permits. 
It is important to note that the service policy of the MAC governs the distributed 
multiplexing from a central point situated at the head-end. This has the important 
implication that, as regards delay control, the acquisition of arrival information and 
buffer fill levels includes a considerable delay element not found in the centralized 
multiplexing typically operating in a switch queuing point. In contrast, drop policies 
must be distributed over all network terminations (cable modems) where the flow 
identity and fill levels are known. Because of the much larger reservation delay and 
statistical behaviour of the aggregations from many customers, special care must be 
taken to safeguard QoS to sensitive traffic. This requires a prioritization scheme and 
the differentiated services strategy of IETF [I] is a very suitable approach to handle 
the problem. 

The paper is partitioned in two sections. The concept of operation of the MAC 
protocol and the actual implementation is presented in section 1 , while in section 2 the 
performance is evaluated using computer simulation. 



2. Presentation of the MAC Concept - Integration Aspects 

Tree-shaped access system exhibits a very different behaviour between the upstream 
and the downstream direction. In the downstream, replicas of the signal are created 
due to the broadcast nature of the medium, giving rise to privacy and security issues, 
which are typically dealt with by means of encryption. In the upstream, the MAC 
control function implies the multiplexing and concentration of the traffic from all 
active modems. However, in the upstream case the MAC is characterized by the 
distributed nature of the queuing points and the additional difficulties in the exchange 
of control information. To apply any scheduling or priority discipline requires the 
correlation of the traffic from all multiplexed sources going to the one common egress 
point of the system. 

The Differentiated Services (DS) strategy, recently adopted by IETF as a scalable 
and relatively simple methodology towards enriching with QoS the IP services, is 
applicable and quite appropriate in the case of such tree-shaped access systems, like 
HFC, where IP services are or could be dominant. To align such an access system to 
the concept of differentiated services requires the incorporation of priorities in the 
MAC function, for the appropriate handling of each flow aggregation with respect to 
its requirements. The strength of DS lies in the slow and graceful introduction of such 
complexities in line with revenues from a previous stage of introduction of such 
mechanisms. Dealing with behaviour aggregates and starting with static management 
based Service Level Agreements (SLAs) executed at slow time scales while keeping 
traffic conditioning at the edges of the network enables a low cost starting phase 
while smaller granularity levels can be sought out at later stages of deployment. Non- 
compliant intermediate nodes can be transparent but at risk of reduced overall 
performance should they become the bottleneck in the route of the flow. Slow 
distributed access multiplexer such as an HFC system residing at the network edge 
can not be relied upon to operate in a transparent fashion as regards the DS strategy 
since the MAC directly affects the temporal properties of the egress stream. This can 
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not be realized in an HFC system without embedding suitable differentiation 
mechanisms into the MAC control function. 

The basis of the approach is the use of access priorities in the reservation system, 
which can be programmed to fit with required PHBs by means of the mapping of 
flows to priorities. [1] Logically separate queues for each priority are necessary for 
the proper operation of the prioritization scheme. 

The characteristics of the four aggregation levels/priorities are the following: 

1 . The high priority is devoted to services with very strict delay requirements, which 
undergo strict traffic profile control (traffic conditioning) such as the EF 
(Expedited Eorwarding) service [2] . 

2. The second priority level is devoted to real-time variable rate flows, such as video 
services or VoIP and it is provided with peak rate policing for guaranteed QoS. In 
the DS context it could be used for the top AF (Assured Forwarding) class [1]. 

3. The third priority is devoted to data services with higher requirements than best- 
effort. The traffic profile control assumed for this class aims at minimizing the loss 
of packets and the disturbance to other traffic. The 3“* priority mechanism is suited 
to the support of all four or the lower three AF classes [3]. (Drop policies can be 
independently applied at the modem queuing points). 

4. The fourth priority is reserved for plain best-effort services which employ loss 
based flow control at the TCP level and can be very disruptive to the other classes 
when sharing the same queue. 

The implemented system employs a TDMA slotting designed for ATM cells. We will 
simply consider the ATM size slots as a quantum of MAC assigned bandwidth 
allocation. The last three priorities employ reservation while the first unsolicited 
permits. 

The reservations in the HFC MAC use a request field piggy-backed in the 
upstream slot and are usually assisted by contention on special reservation mini-slots 
[4]. The latter is needed for the announcement of the first arrival of a burst since the 
piggy-back mechanism is not self-starting but relies on the existence of previous 
traffic for the announcement of new arrivals [6] . However, the implemented MAC of 
the under discussion system departs from this approach in two points: first it provides 
a three simultaneous request field - one for each queue - which is embedded in every 
upstream slot irrespective of which queue provided the cell. Second, it employs round 
robin polling instead of contention. That was chosen for its simplicity and came 
without serious drawbacks in the targeted environment. In the AROMA system the 
one byte request field uses the place of the HEC field of the ATM cell which is not 
needed for cell delineation since an additional synchronization preamble is employed 
because of the burst mode operation. The multiple requests on the other hand are the 
strong point of the AROMA system and the tool for the higher QoS capabilities of 
this system. They are necessary if higher priority traffic is to be quickly made known 
to the head-end. This feature enables the algorithm in the MAC to offer precedence to 
the high priority cells when issuing access permits on a global basis and not just 
among the cells of the same termination which is of a very limited value. 

The described MAC function was implemented on the Access Network Adaptation 
board of the under discussion system. Since the MAC considered a sub-layer of the 
physical layer and is closely related to the physical layer functions (TDMA, framing, 
etc.) the permit generation function was selected to be integrated with the downstream 
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framer component, which was responsible for the construction of the downstream 
frame including the transmission permits. The whole design was programmed and 
placed on a Field Programmable Gate Array (FPGA) chip enabling the re-design of 
the implementation to adjust to modified frame structures, rates etc. An embedded 
processor (On Board Controller) was used to calculate and modify all non-real time 
parameters such as the programmed (pre-allocated or provisioned) bandwidth 
distribution, which may vary with time due to the switch on/off of the modems. An 
external static RAM chip was used for buffering necessary protocol information in 
addition to the available on-chip memory provided by the FPGA, which was exploited 
to keep state information and speed-up the permit generation process. 

In the MAC operation algorithm, a list of 512 permits is employed, which has been 
prepared by the OBC on the basis of subscription data for the scheduling of all pre- 
arbitrated permits. The OBC executes the Call Acceptance Control (CAC) scheme (or 
Service Level Agreement in the DS terminology) and writes periodically permits for 
the F‘ and 2”“* priority connections at the peak and the minimum guaranteed rate 
accordingly (to support the expedited and assured forwarding classes). Permits are 
also inserted for polling requests by modems that have not established a F‘ or 2”“* 
priority connection. This list is cyclically read out by the MAC controller FIAV and 
the permits are sent downstream. Permits are spaced in the list according with 
techniques given in [6]. This list is stored on the external SRAM chip. At the end of 
each cycle, the embedded controller updates also a list of credits for the 2”** and 3"* 
priority connections. These credits are used for policing 2”** priority connections at the 
contracted peak rate and guaranteeing the minimum calculated bandwidth of 3"* 
priority connections as described above. Since ATM signaling is also supported in 
AROMA, the permit and credit lists can be updated dynamically to add new 
connections using a second copy. 




Fig. 1. Operation of the permit scheduler 



The three lower priorities are serviced dynamically, on the basis of requests, by 
filling in empty locations in the permit list (representing unallocated bandwidth). The 
requests per queue, for each modem, arrive at the MAC controller in the head-end in a 
format of one byte, with every cell transmitted from the modem (as mentioned 
above), partitioned into 2, 3 and 3 bit areas for the 2”“*, 3"* and 4* priorities 
respectively. This information is used to update the 3 outstanding request counters per 
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modem, one for each priority. These counters are holding the total request number for 
each modem, and are incremented by the priority relevant part of the request byte 
content for each new cell arrival. 

At the same time, to replace the unallocated permits, a search engine scan in a 
round robin fashion the outstanding request counters and reduces them by one for 
each permit scheduled. The higher priority counters are inspected first and only if all 
are empty the same process is repeated for the immediately lower priority. To 
expedite the process, flags are used to quickly detect and skip all empty locations. The 
2”** and 3"* priority dynamically assigned permits are issued provided that the credits 
are not exhausted. The MAC HAV subtracts the credits as it issues permits and stops 
serving any modem queue that exceeded its allocated apportionment. This policing 
action guarantees that 2”“* priority malicious users can not disturb complying traffic. 
As far as for the 3“* priority, the credits guarantee that this class will achieve a better 
than best-effort service. When credits are exhausted, 3"* priority left-over requests are 
added to the 4“ priority ones, thus a minimum rate is guaranteed but any excess is 
considered plain best-effort, in accordance with Assured Forwarding rules. The 
operation of the permit scheduler and the execution of the MAC algorithm are 
depicted in Figure 1. In the modem side, arrive the permit the cell waiting in the 
higher priority queue is transmitted. 



3. Evaluation of the MAC Algorithm 

The behaviour of the above MAC mechanisms was studied with the help of a 
computer simulation model created with the PTOLEMY tool. PTOLEMY is a 
graphical simulation environment, where different software entities are represented 
with graphical objects. The derived topology of the AROMA system is further 
processed in order to generate executable code, which is to be finally simulated. 

The scenarios used 10 cable modems loaded with uniform traffic for each priority. 
Each source used a common ON-OEE model, generating traffic at the slot/cell level, 
with on and off periods exponentially distributed. The peak rate was equal to the 
system rate. Eor the simulations, IP packets with geometrically distributed lengths 
were considered and were segmented to fit into slots. There was no limit set to credits, 
since the policing function would only be meaningful to demonstrate with malicious 
sources that was out of the scope of these tests, since the results are determinist in this 
case. The duration of the runs was 1.5 million slots because the PTOLEMY model 
was heavy and slow to run in the Solaris OS available. The upstream slot duration 
was used as a time unit for the simulation (170.6 ps). 

Eigure 2 depicts the probability distribution function (pdf) of the access delay for 
the three lower priorities (2”**, 3“*, and 4*) under a total load of 85%. Only the variable 
part of the delay is shown, as the fixed round trip time (about 4 slots) required for the 
modem request (upstream) to reach the head-end and the permit response 
(downstream) to reach the modem is not counted. The 10% of the load were devoted 
to CBR traffic (or virtual leased lines by EF in the DS model of usage) through the F‘ 
priority queue of the modems, while the other 75% were equally distributed among 
the other 3 priorities. The L‘ priority is not presented since it exhibits deterministic 
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behaviour, as the transmission permits are pre-programmed in the list [7], and thus, 
the delay never exceeds the fixed permit distance. 



occured delay per priority (85% total load) 




delay in slots 



Fig. 2. Pdf of access delay 

The most important result caused by the prioritization scheme is the delay 
advantage provided to the higher priorities. The transmission of almost all the 2”** 
priority cells delay is less than 250 slots (i.e. 43ms) while those of the 3'“* less than 350 
slots (60ms). Of course there is no bound for the 4* priority which can exceed any 
limit depending on the total loading. 

Under a higher offered load of 1 10%, the probability distribution function of delay 
is shown in Figure 3. The F' priority occupied 10% of the load while the 2”** and 3"* 
priority sources were offered a load equal to 30% of capacity each, and 40% for the 
4°'. As it can be observed from the figure, 2”“* and 3"* priorities do not exhibit any 
significant behaviour difference with the previous scenario, since their service up to 
the contracted rate is guaranteed. The effect of prioritization is exactly to hide the 



occured delay per priority (110% total load) 




delay in slots 



Fig. 3. Pdf of access delay 
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presence of any lower priority traffic, which is prevented from competing against the 
protected sensitive traffic. The effect on the 4* priority is very strong since it is 
throttled down to the 30% of capacity left over from the other three. The occurred 
delay distribution is thinly spread till theoretically infinite delay. This can not be 
shown in the simulation results since buffers overflow no matter how much memory 
is allocated. The average delay is not bounded for the 4* priority, as shown if 
Figure 4. 

However in Figure 3 only the cells that managed to get through are included. 
Those values are showing a low probability to depart at any delay value as they reflect 
the seeking from the 4“ priority traffic of “holes” left out in the permit generation of 
the higher priority traffic. In addition to this phenomenon. Figure 5, the line for the 4* 
priority extends, theoretically, up to infinity, but only a small section of the very large 
values that occurred in the simulation run is included in the figure. This explosion of 
delay values is better illustrated in Figure 4, where the buffer fill levels for each 
priority are shown. The tendency to an almost linear long-term increase of the 4* 
buffer is clear due to the steady long-term average cell birth generation rate by the 
ON-OFF source model. The buffer size increases without limit. 



mean No of cells in fifos still to be transmitted (110% load) 




time (in siots) 



Fig. 4. Buffer size evolution with time. 

Except these two scenarios, a set of simulations were performed where the 
occupied bandwidth in comparison to the total available is within the range from 60% 
to 110%, where the 10% of the upstream bandwidth was pre-allocated to the F‘ 
priority (by means of programmed permits in the permit list as necessary for the 
polling of new bursts) and the rest equally distributed among the priorities. Figure 4 
depicts the results from these simulations where the delay for the 2”“* and 3“* priorities 
increases very smoothly with the load, leaving the 4“ priority to suffer the congestion. 
The 4“ priority delay increases asymptotically towards the 100% line, as expected in 
any queuing system. 

At the same figure we can observe the behavior of the system when no priorities are 
available except the unsolicited permits of the F‘ priority, i.e. the sources which were 
used for the three other classes are all feeding the same queue, marked “all” in figure 
4. The total load is the same with 10% used for the F‘ priority and the rest for “all”. 
The benefits of prioritization are clear since no traffic class can enjoy bounded delay 
in this case. In contrast, when priorities are enforced the 2”“* and the 3“* classes enjoy a 
seemingly lightly loaded medium. Only the last priority sees a performance reduction, 
which however is well equipped to handle using the TCP layer congestion 
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mean delay per priority 




total load 



Fig. 5. Mean delay v. total load 



Mean delay for 85% load 




Fig. 6. Mean delay v. modem number 



control tools. The delay increases linearly with the total load until the 90% point, 
where the congestion appears. The “all” line seems to increase asymptotically to the 
100% limit. 

Finally, as it can he witnessed from Figure 6, the system shares its resources fairly 
to all the modems involved. For the following instance, it is 25% for 2”“*, 3“* and 4“' and 
75% for the “all”, totaling a 85% load when the 10% for the F‘ is added. There is an 
almost linear behaviour of the various modems, for each priority, as their traffic 
profiles are alike for occupying exactly the same amount of load percentage. The 
variance from the linear behaviour is justifiable from the random traffic profiles that 
each modem had. 



4. Conclusions 

Tree-shaped topologies present attractive cost advantages for broadband access 
networks by allowing many customers to share the expensive head-end equipment 
and the feeder section. In addition they offer reuse of the copper last drops to the 
customer at least during the crucial introductory phase and probably for many years to 
come. Tree-shaped shared medium access networks such as PONs and HFC effect a 



Performance Evaluation of Diffserv Driven HFC System 



145 



distributed multiplexing function which concentrates traffic from many users and 
many services with diverse requirements. To be able to guarantee that the QoS of 
sensitive traffic will not be disturbed by best-effort data traffic requires embedding 
differentiated support for flow aggregates with common requirements. 

The under evaluation system thanks to prioritization can guarantee the QoS 
required by sensitive traffic while exploiting any unreserved bandwidth for the 
support of best-effort traffic. At higher layers, where the TCP resides, congestion 
avoidance would exercise flow control in response to losses, while re-transmitting lost 
packets, and reduces the rate, leading to a quite efficient overall system. The high 
priority traffic represents high revenue services, enjoying satisfactory performance, 
while the accommodation of 4* priority best-effort traffic exploiting the spare 
capacity, as it becomes available, guarantees a high system utilization. This is 
achieved with no harm to the TCP-based user applications, since in real-life instead of 
a tendency to infinite buffer overflows and unbounded delays, the rates of the sources 
would adapt to the possible bottleneck sharing the spare capacity equally among 
them. 

A method to guarantee resource availability for the services with demanding 
quality, such as simple over-provisioning or fully dynamic SLAs (e.g. RSVP) would 
be of course necessary. Any such scheme should of course allow for some spare 
bandwidth to protect plain best-effort service users from the frustration of bandwidth 
starvation. However, as it would only involve longer term averages and not rule out 
brief intervals with the full capacity taken up by high priority traffic, (which can not 
use closed loop congestion control), the bandwidth devoted to the 4°* and partly the 3"* 
priority would provide the necessary leeway for the statistical gain of the preventive 
control based services. In other words, if we did not have the lower class we would 
have either to accept less demanding- quality traffic or leave the excess bandwidth 
unutilized in an effort to avoid performance degradation during statistical extremes. It 
is the availability of closed loop congestion control of TCP that allows us to offer 
both guaranteed performance to demanding traffic and good system resource 
utilization, at the same time. 
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Abstract In this paper we focus on reliable multicast services. We present our 
work concerning the integration of RMTP in the network simulator NS. The 
resulting model allows us to simulate the performance of RMTP-based reliable 
multicast services. The simulation results of eight different scenarios presented 
in this paper show the poor performance of RMTP when used to multicast data 
to receivers in "heterogeneous" environments. Another question that we address 
in this paper is the scalability limitation of RMTP in spite of its hierarchical 
design. This limitation is due to several reasons like the use of the hierarchical 
acknowledgments (HACKS), the unlimited number of receivers that can be 
associated to a designated receiver, and the buffering space required in the 
sender and in the DRs when some or many receivers experience high loss rates. 
We discuss as well the challenges that face the integration of RMTP in current 
networks and its future coexistence with other multicast as well as unicast 
protocols. 



1 Motivation 

In nowadays networked, computerized world the word "reliability" is associated to 
almost every product and service. In protocol engineering terms the word "reliability" 
has more than one interpretation according to the requested service. We define the 
service in our context as a function of three main factors: time, data, and number of 
customers that request it. Reliability in time sensitive service is mainly a function of 
some or many temporal factors like delay and synchronization signals, while it is 
mainly a function of data factors like data size and loss rate in data sensitive services. 

Services with two involved end points are called unicast services. In multicast 
more than two end points are involved in the communication. File transfer between a 
sender and a receiver is an example of a data sensitive unicast service. 
Videoconferencing and multi-party games are examples of time sensitive multicast 
services. In our paper we focus on reliable multicast services only. 

Multicast services can be built directly using IP-multicast [6] at the network level. 
The main point of the architecture of this protocol is that senders and receivers don't 
need to know each other explicitly. It is sufficient to know one group address, which 
makes the distribution of data simple and scalable. In contrast, this "anonymity" 
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prevents sources from necessary feedback information about sent data, which means 
that services built directly on IP-Multicast are not reliable. 

Transport layer multicast protocols have been proposed to achieve reliability, like 
RMTP 10,161, LGMP [9], MFTP 151, SRMTP [3,4), MDP [12] SRM [8] OTERS 
[5], etc. In our paper we focus on RMTP as an example of a tree-based reliable 
multicast protocol. A multicast service based on RMTP is defined as a function of 
three factors: throughput, delay, and number of receivers. The quality of this service 
is evaluated. RMTP is simulated using the network simulator NS, and the source code 
will soon be available for public use. The integration of RMTP in current networks is 
discussed from both commercial and technical points of view. The rest of this paper is 
organized as follows: In the first section we introduce RMTP and in the second 
section we present a simplified RMTP model that we have integrated in the network 
simulator NS, and we describe as well the simulation environments and the five 
resulting agents and their conceptual protocol flow. The third section describes the 
simulation scenarios and the fourth section shows the results of the simulation. In the 
fifth section we discuss the integration of RMTP in current networks and its 
coexistence with other transport protocols in the network. Finally the last section will 
conclude this paper and give some perspectives. 



2 A Tree-Based Multicast Transport Protocol: RMTP 

RMTP [10,16] is an example of a tree-based multicast transport protocol. Receivers 
are divided into subgroups depending on their geographical location and organized in 
a tree-like hierarchy. In each subgroup a designated receiver (DR) is responsible for 
processing receivers status messages and for local recovery of lost packets. The 
sender multicasts data to all the receivers, which share the same IP-Multicast address. 
Receivers send their status periodically to the associated DR, who in turn plays the 
role of the sender in its local region and multicasts lost packets, if possible, to the 
receivers in its local region. The DRs send their status periodically to the sender. The 
sender processes these status and performs global recovery. Figure 1 shows the 
topology of this protocol. 

All receivers share one IP-Multicast address, and this is the address used by the 
sender for multicasting data. In each local subgroup, receivers share an IP-Multicast 
address that will be used by the subgroup associated DR for local recovery. Receivers 
send their status to the associated DR by unicast, and DRs in turn send their status 
also by unicast back to the sender. Figure 1 shows a one level hierarchy of DRs. It is 
quite possible to have multiple hierarchical levels, in other words a subgroup can be 
split into several subgroups, and in consequence we obtain a recursive hierarchical 
structure. In Figure I we see that the DRs send their status to the "Top Node" and not 
directly to the sender. The top node has a network control function and is mainly used 
to provide network managers with tools for monitoring and controlling the 
performance and network utilization of large applications. 
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Fig. 1. RMTP Architecture Fig. 2. RMTP Simulation Prototype 

Architecture 

In previous version of RMTP this top node does not exist and status messages are 
directly sent to the sender. Any way the sender and the top node have a duplex unicast 
connection, and status messages will be aggregated or forwarded from the top node to 
the sender, and this is why we allow ourselves to say that DRs send status messages to 
the sender. RMTP receivers send HACKs (Hierarchical ACKS) to notify the 
reception and the loss of data packets. Additional options can be used like, NACKs 
and FEC for increasing scalability and average latency. In our paper we don't consider 
these options, and our simulation also does only consider the main RMTP features. 



3 Simulation Model 

In this section we begin by presenting the main features of RMTP that will be 
simulated and integrated in NS, and then we show the simulation model entities, as 
well as the relation between these entities. 



3.1 RMTP Model 

In the previous section, Figure 1 presents the architecture of RMTP as described in 
[11]. Our model, shown in Figure 2, excludes the top node and therefore the DRs send 
their status directly to the sender. The following main features will be supported by 
our model: 

- The sender multicasts data to all receivers and DRs using the multicast Data 
channel. 

- Receivers in each subgroup send HACKs periodically by unicast to the associated 
DR. 

- DRs send HACKS periodically by unicast to the sender. 

- In each subgroup the DR multicasts loss packets to the subgroup using the 
multicast control channel. 

- The Sender achieves global recovery. 
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- A congestion control and avoidance algorithms, that will be described later, is used 
by the sender to prevent overloading the network. 



3.2 Simulation Environment 

The network simulator NS [7] is used to simulate RMTP. NS is an object oriented 
simulator from U.C. Berkeley/LBNL. It is written in C++, with an OTcl interpreter as 
a front end. The simulator is event driven and runs in a non real time fashion. A rich 
set of protocols in different layers have already been integrated 

in the simulator. Some examples for available protocols are FTP, TELNET, HTTP, TCP, 
SRM, and UDP. NS is a free software for network simulations, and it is possible for users to 
integrate new protocols and new classes into. Some Reliable multicast protocols like SRM 
[8), MFTP [15], and OTERS [5] have already been integrated in the simulator. 



3.3 RMTP Agents 

To integrate RMTP into NS we defined a set of classes with a class hierarchy shown 
in Figure 3. 

The RMTP class contains common functions and variables for both RMTP sender 
and receiver. The Snd class presents the sender, and the Rev class presents the 
receiver. The designated receiver is the combination of the two classes SndDr that 
inherits from the Snd class and RcvDr that inherits from the Rev class. This 
combination is due to the dual role of the DR as a sender, for local recovery in its 
local region, and as a receiver at the same time. The same class hierarchy in C++ is 
mirrored in OTcl. 




Fig. 3. RMTP: Class hierarchy Fig. 4. Sender Block Diagram 

within NS 

RMTP class contains common functions and variables for both RMTP sender and 
receiver. Snd class presents the sender, and Rev class presents the receiver. The 
designated receiver is the combination of two classes SndDr that inherit the Snd class 
and RcvDr that inherit the Rev class. This combination is due to the binary role of the 
DR as a sender, for local recovery in its local region, and as a receiver at the same 
time. The same class hierarchy in C++ is mirrored in OTcl. 
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Fig. 5. Receiver Block Diagram 



Fig. 6. Designated Receiver 
Block Diagram 




3.4 RMTP Sender Functional Block Diagram 

Figure 4 shows the conceptual protocol flow of the RMTP sender. The actual 
simulation of RMTP with NS is based on these diagrams. The sender is responsible 
for receiving data from the application layer and for splitting it into RMTP data 
packets. Packets are sent for buffering in what we call "transmission bnffer", and 
there it waits for a send signal. The sender mnlticasts dafa packets at regular intervals 
defined by the parameter interval-. Regnlating the send intervals is done by the nse of 
a timer that expires after the delay interval-, and upon expiration the timer is 
rescheduled. The sender uses three variables to control the nnmber of fransmitted 
packets in each interval: Ws-, cwnd_ and use-win- The maximum number of packets 
transmitted in interval- is Wi-. At the beginning of each interval the sender computes 
the number of lost packets nb_lost_ in the previous interval by checking the bitmap of 
the last HACK processed. The following algorithm will be then applied for the 
calculation of use-win-: 

if nb_lost_ > CongC_ 

closecwnd ( ) ; 

else if nb_lost_ > CongA_ 
mincwnd ( ) ; 



else 



opencwnd ( ) ; 
use _win_= window!) ; 

The windowO function returns the minimum of cwnd- and Ws-, while closecwnd() 
closes the congestion window i. e. cwnd_ = 1 when nb_lost_ exceeds a congestion 
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control threshold CongC_ , and mincwnd() minimizes the congestion window to 
Ws-/2 when nb_lost_ exceeds a congestion avoidance threshold CongA^ and finally 
openewndO open the congestion window exponentially, i. e. cwnd_ = cwnd- + 1. The 
above algorithm is a TCP-like exponential slow- start algorithm for congestion control 
and avoidance. 

After the number k = use -win- of packets to be sent is determined, the sender calls 
send-packet() k times, at each call the send-packet() gets a packet from the 
transmission buffer and sends it to the underlying network layer to be multicast using 
the multicast data channel. A copy of this packet is sent as well for buffering, in what 
we will call "final buffer" for possible retransmission requests. In our current study 
we don't consider the buffer size limitation question for both transmission and final 
buffers, we suppose that both buffers are big enough and no loss due to their size can 
be occur. 

The RMTP sender receives DRs status messages, which arrive periodically, and 
aggregates these messages. Based on the bitmap included in the aggregated message 
the sender checks for well received and lost packets. If a packet is declared lost from 
any of the DRs the sender will look for this packets in its final buffer and reinsert it in 
the head of the transmission buffer. The sender will remove all well received packets 
from its final buffer. 



3.5 RMTP Receiver Functional Block Diagram 

Figure 5 shows the conceptual protocol flow of the RMTP receiver. The RMTP 
receiver listens to both the multicast data channel and the associated DR control 
channel. If an error model is attached to the receiver, packets will be filtered using 
this error model, and packets that are not dropped will be forwarded to the 
process-data( ) function. If no error model is attached to the receiver, received packets 
will be forwarded directly to the process-data() function. This function sends the 
received packet for buffering before it can be delivered to the application. It is as well 
responsible for setting the bit corresponding to the received packet to 1 in the bitmap. 
Hacks will be sent in fixed intervals controlled by a timer. At the expiration of this 
timer a HACK packet is prepared and sent to the associated DR, and the timer is 
rescheduled. 

In our simulation model we choose to attach error models to receivers and not to 
the sender, which seems more logical, since errors can occur anywhere: in the sender, 
in network or in receivers, but finally it is up to the receiver to detect these errors. In 
other words our simulation model considers an accumulated error model attached to 
receiver. 



3.6 RMTP DR Functional Block Diagram 

Figure 6 shows the conceptual protocol flow of a RMTP designated receiver. The DR 
has a sender's and a receiver's role, and this is why we split it into two blocks. The 
first block represents the DR receiver block which has the main data reception 
function like end-point receivers. In contrast, the DR receiver block is not responsible 
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for HACK reception and sending, this function is moved to the DR sender block. The 
DR sender block completes the reception data process and keeps a copy of received 
packets in a DR final buffer for possible retransmissions. The DR sender block is 
responsible for sending HACKS periodically to the sender or to upper DRs. It 
receives HACKS from end point receivers and aggregates these hacks. Then it checks 
the bitmap in the aggregated HACK and removes well received packets from its final 
buffer. The DR sender block looks for lost packets in its final buffer, and found packets are 
retransmitted by multicast to the local group using the DR multicast control channel. In contrast 
to the main sender, the DR sender block has a limited final buffer size, by consequence packets 
may not be saved for possible retransmission in the final buffer. 



4 Simulation Topologies 

In order to create topologies for multicast scenarios we wrote a generic program that 
takes two parameters: the number of DRs and the number of receivers attached to 
each DR. Using NS facilities, bandwidth, delay and link characteristics are defined 
very easily which allows us to generate very different scenarios in order to simulate 
the behavior of RMTP in different network conditions. Eight different scenarios 
shown in Figure 7 will be presented in the paper. Each of the first six scenarios is a 
tree with the sender as the root, one internal node as the DR and 50 receivers. 
Different link characteristics are associated to each scenario, with error models 
attached to some or all receivers. Performance criteria are: Number of sender 
retransmissions (Snd_ret), number of DRs retransmissions (DR-rett)), average 
throughput for each receiver and DR (TH), and average delay per packet for each 
receiver and DR (D). 




Receiver 

Receiver with 1% loss rate 
Receiver with 1 0% loss rate 
DR with 5 % loss rate 



Figure 7. The topologies of all the nine scenarios 

The first six topologies have the same multicast tree structure of one sender, one 
DR, and 50 receivers but with different link characteristics and attached error models. 
Table 1 give a summary of the different characteristics of the five scenarios. 
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Table 1. Bandwidth, loss rate and delay characteristics of the first six scenarios 



Topo# 


BW Snd-DR 


D Snd-DR 


BW DR-Rcv 


D DR-Rcv 


Error modell 


1 


512kb/s 


40ms 


64kb/s 


10ms 


10% first receiver 


2 


512kb/s 


40ms 


64kb/s 


10ms 


1% all receiver 


3 


512kb/s 


40ms 


64kb/s 


10ms 


1% all receivers, 5% DR 


4 


IMb/s 


40ms 


512kb/s 


10ms 


1% all receivers, 5% DR 


5 


128kb/ 


40ms 


28kb/s 


10ms 


1% all receivers, 5% DR 


6 


512 kb/s 


200ms 


64kb/s 


30ms 


1 1% all receivers, 5% DR 



In the seventh scenario the sender will open a multicast session simultaneously 
with the fourth and fifth subgroups presented respectively in the fourth and fifth 
scenarios. While in the eighth scenario the sender opens a multicast session with two 
identical subgroups, each one has the topology of the subgroup in the fourth scenario. 
All scenarios have the same window and congestion control parameters as well as 
send data and HACK intervals. A summary of these parameters are given in Table 2. 
Finally, the simulation time of all simple topologies, i. e. which have only one 
subgroup, is 500s and for each combined topologies, i. e. which have more than one 
subgroup, is 250s. This is due to the heavy NS runtime load caused by memory and 
CPU consumption during simulation, which increases with the number of active 
agents. 



Table 2. Send data and congestion control parameters 



interval- 


2s 


CongC_ 


30 packets 


Rcvhack_int- 


0.3 s 


Ws- 


10 packets 


Dr_hack_int_ 


0.8 i 


CongA_ 


20 packets 


f-bu,f-7R 


500 packets 


f -buf _snd_ 


not limited 



5 Simulation Results 

The retransmission simulation results in Table 3 show that the local recovery role of 
DRs becomes limited when the network conditions become "worse", and in 
consequence in these conditions it is up to the sender to retransmit packets. In the first 
topology the DR is very efficient and it performs 327 retransmissions and protects the 
sender that has to retransmit only 9 packets. The 9 retransmissions does not mean that 
there were exactly 9 lost packets which the DR was enable to recover. Since HACKs 
take time to arrive at the sender, during this time the sender keeps sending data. When 
a HACK arrives to the sender, the sender considers that the packets sent and not 
acknowledged in the current HACK are lost, even if it is not the case. This is why it is 
important to send HACKS with a certain frequency to avoid this "misunderstanding". 
On the other hand if DRs send HACKS with a very high frequency, a lot of HACKs 
will be useless since they have the same information as older HACKs. This is why it 
is very important to choose the DR_hack_in_ very carefully. This relation between 
sender-DR delay and the number of sender retransmissions illustrates the increase of 
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Table 3. Retransmission Results for all scenarios 



Topo# 


Snd_ret 


DRl_ret 


DR2_ret 


simulation 

time 


1 


9 


327 




500s 


2 


141 


1472 




500s 


3 


727 


3120 




500s 


4 


116 


541 




500s 


5 


2284 


370 




500s 


6 


1021 


2709 




500s 


7 


816 


135 


374 


250s 


8 


31 


465 


444 


250s 



the number o/ retransmissions from 727 in the third scenario to 1021 in the sixth one. 
The third and the sixth scenario have the same attached error models and the same 
bandwidth characteristics but differs in delay criteria. In consequence two very 
important questions have to be addressed: How often HACKS must be sent from DR 
to sender and respectively from receivers to DR, and what is the relation between 
HACKS frequency and the round trip time (RTT). In our previous illustration we 
referred to the 300ms delay between the sender and the DR in the sixth scenario as the 
responsible cause for the big number of sender retransmissions. It is rather the RTT 
difference that illustrates this result, but since the two topologies have the same link 
speeds and no other flows than the RMTP flow exist, we can base on the delay instead 
of the RTT. 

The results of the third scenario show that despite the important role of the DR in 
local recovery (3120 retransmissions), the number of senders' retransmissions (727) is 
high in comparison to the second scenario (141). This result is due to the fact that the 
final buffer itself suffers from loss so more loss indications will arrive at the sender. 
To illustrate the impact of the error model attached to the DR we suppose that : r is 
the probability of packet loss associated to each receiver, and q is the probability of 
packet loss associated to the DR. If we consider that the underlying routing tree is the 
same as the virtual multicast tree then the probability P that a packet is received well 
by the « receivers is: P = (1 - q)(l - r)". In consequence the probability P' that at least 
one loss indication per sent packet will arrive to the DR is given by the formula 

P'=I-P=I-[(I-q)(l-r)T] (1) 

For the second scenario where (q = 0%, r = 1%, n = 50) the value of P' is 39%, 
while for the third scenario (q = 5%, r = 1%, n = 50) P' is equal to 42%. 
Unfortunately the final buffer size in the DR is limited, and the DR itself suffers from 
loss which makes the DR unable to reply to all retransmission requests, and it sends in 
turn more loss indications to the sender. In Equation 1 we notice that when the 
number o/ receivers n -> oc, P — 1, which means that every sent packet has to be 
retransmitted. 

The retransmission results of the fourth scenario, which enjoys good bandwidth 
criteria, show that the sender "misunderstanding" of received HACKS is decreased. 
This is due to the small delay that a HACK takes to reach the sender. In contrast the 
retransmission results of the fifth scenario where the sender "misunderstanding" of 
DR's hack is increased and the DR does not fulfill its role of local recovery due to bad 
adjustment of the Rcv_hack_int_ parameter in function of the RTT. The impact of the 
bad adjustment of Rcv_hack_int_ and DR-hack_int_ illustrates as well the big number 
of senders' and DR' retransmission in the sixth scenario where propagation delay 
criteria are the "worst" among other scenarios. 
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In contrast to the first six scenarios, the simulation time of the seventh and the 
eighth scenario is 250s. The retransmission results show that the DRS' role of 
protecting the sender from receivers' feedback become limited when the number of 
subgroups increases and especially when subgroups have different criteria. 




Fig. 8. Throughput results of all scenarios Fig. 9. Delay results of all scenarios 

Figure 8 shows the average throughput results for all scenarios. We notice that the 
best average throughput is achieved in the first scenario (4.9packet/s Ws-/2) where 
only one receiver suffers from a 10% loss. The average throughput decreases to 
4.6packet/s due to the 1% loss rate in all receivers, and it decreases considerably to 
3.5packet/s with a 5% loss rate in the DR. Despite error models attached to the DR 
and to all receivers, good bandwidth criteria in the fourth scenario increase the 
throughput up to 4.67packet/s. This is due to the quick recovery of lost packets. The 
impact of bandwidth limitation on the throughput average is very clear in the fifth 
scenario where the group achieves its worst throughput in comparison to other 
scenarios. In the six scenario where the multicast session is carried simultaneously to 
two bandwidth heterogeneous subgroups the average throughput is determined mainly 
by the worst subgroup. This result shows the limitation of RMTP performance when 
carrying one multicast session simultaneously to multiple subgroups with a big 
"intervariance" of link speed among subgroups. In the seventh scenario the sender 
carries one multicast conversation with two identical subgroups (identical to the 
subgroup of the fourth scenario). As we can see in Figure 8 the throughput of the 
multicast session of the seventh scenario is high and it is very close to the throughput 
of the fourth multicast session. In other words the average throughput of an RMTP 
multicast session carried to multiple subgroups with a small bandwidth 
"intervariance" does not decrease significantly with the increase of the number of 
subgroups. 

Figure 9 shows the average of receivers' average delay per packet of the multicast 
session. The worst scenario in terms of delay results is the fifth scenario and this was 
expected due to the bandwidth limitation of the scenario's links. In contrast the 
average delay is minimal in the fourth and the eighth scenario due to good bandwidth 
criteria. We notice as well that the average delay increases when loss increases, and 
this is due to the increase of the number of necessary retransmission and in 
consequence lost packets experience more delay before arriving at receivers. 
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6 RMTP Integration in Current Networks 

In the previous sections we noticed that RMTP faces critical problems when used to 
multicast data to heterogeneous and high big groups. The use of periodic HACK 
messages increases the network load as well as the processing load on both sender 
and receivers. We noticed as well the importance of adjusting the intervals at which 
receivers and DRs send their HACKS. The use of RTT in order to adjust these 
intervals becomes very critical in heterogeneous environments where receivers, 
respectively DRs, have different RTT values. In RTP/RTCP [13,14], where the RTP 
data protocol is responsible for data transmission and RTCP is responsible for control 
functions, the receivers send their status periodically to the sender. In contrast to 
RMTP and in order to improve the scalability, the rate of RTCP periodic state 
messages is adjusted in function of the number of receivers in the multicast session. 

Another obstacle facing RMTP is the coexistence with other protocols in the 
network. Until today most applications are unicast and use TCP. So to be able to 
survive, RMTP must not affect TCP sessions. In other words there must be a fair 
share of network resources between the two protocols. A lot of reliable multicast 
protocols are proposed in order to have a good adaptation between services and 
protocols. Any way RMTP and any other multicast protocol have to take into 
consideration the interoperability with other protocols. 

RMTP uses the strategy of recovery after loss was experienced. This strategy is a 
direct consequence of the current best-effort network. A lot of work in the QoS 
domain is achieved and we think that it is a good idea to give this protocol some 
extensions based on QoS criteria in order to deal with the reasons for loss and not 
with loss recovery. This is one of our objectives for further works in the multicast 
domain. 



7 Conclusion 

In this paper we presented our work concerning the integration of RMTP in the 
network simulator NS. The resulting agents are used for the performance evaluation 
of RMTP. The results of eight different scenarios show the poor performance of 
RMTP when used to multicast data to a heterogeneous set of receivers. The 
mechanism used by RMTP in order to split the set of receivers into subgroups is 
based on the geographical proximity of receivers. In addition to the problem of 
determining the geographical location of hosts in actual IP networks, this mechanism 
does not take into consideration the receivers' QoS, therefore the resulting subgroups 
might be very heterogeneous. The intrasubgroup heterogeneity affects the DR role in 
local recovery, and in consequence more retransmissions have to be done by the 
sender. The intersubgroup heterogeneity leads to a very poor throughput performance, 
since the throughput of "good" subgroups is controlled by the throughput of the 
"worst subgroup". On the other hand the hierarchical structure of RMTP is a good 
strategy for protecting the sender from receivers' feedback and avoiding the implosion 
problem. This protecting role becomes limited when the DRs become unable to fulfill 
their local recovery mission due to the heterogeneity of the set of receivers in the 
associated local group. We discussed as well some challenges that face the integration 
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of RMTP in current networks where TCP is still the dominant protocol. In a parallel 
work that we presented in [1, 2] we proposed a new mechanism for multicast group 
management that we called CGM. The main idea of this mechanism is to split the set 
of receivers in a multicast session into homogeneous subgroups based on their QoS 
criteria rather than their geographical distance like in RMTP. We used the CGM 
mechanism mainly with SRMTP [4] which stands for Scalable Reliable multicast 
Transport Protocols. The results that we have obtained encourage us to use the same 
mechanism with RMTP, and this is the subject of our current work in this discipline. 
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Abstract This paper focuses on the role of the convergence of network and service 
management technologies in providing a support for the increased intelligence required 
in the provision of management solutions, and the mobility of such solutions. Such 
convergence benefits the interoperable services characterised by high distribution, a 
dynamic nature, and the complexity of used network resources. It is based on the 
research results achieved in the ACTS AC338 project MIAMI (Mobile Intelligent 
Agents for Managing the Information Infrastructure) [I], [14] and [9]. 

The MIAMI project focused on the use of mobility of software intelligence agents and 
the benefits of mobility in the context of active service management. MIAMI developed 
a unified Mobile Intelligent Agent framework able to meet the requirements of an 
emerging global open information infrastructure. Further, MIAMI created a new service 
management application: the Active Virtual Pipe (A VP): a dynamic Virtual Private 
Network Service on demand, to demonstrate the benefit of Mobile Intelligent Agent 
technology for network and service management. 

This paper discusses the advent of mobile agent technologies and how they may enhance 
traditional connectivity management services in a form of Active Virtual Private 
Networks services, making them dynamically customisable by consumers 

Keywords: Active Services, Virtual Private Networks, Virtual Enterprise, Mobile Agents, 
Miami Project 



1. Introduction 

A Virtual Enterprise (VE) is defined here as a temporary federation of autonomous, legally 
and economically independent companies that collaborate on a common business goal, taking 
place in electronic “virtual” space. This type of consortium is formed for a particular task, to 
share the knowledge, competence, resources, and business background of the participants, in 
sum, to contribute to the overall business goal of the VE. The federal character of the VE 
matches the diversity and complexity of the market offerings and products’ structure. It also 
increases the flexibility for reacting to the rapidly shifting demands of today’s markets. A VE 
usually consists of several partners situated at different geographical locations. The Active 
Virtual Pipe (A VP) provides location transparency, so that physical separation of VE 
members is not an obstacle to effective business activities. During the life cycle of the VE the 
various partners will be engaged in adding value to the other’s product or service (build-up a 
value chain) according to the contract. A major characteristic of a VE is that all partners share 
the risk and the profit of the joint venture. Each member pursues the strategy of extensive 
“outsourcing” and concentrates on its core competencies. 

Many VEs focus predominantly on information and communication based products, so 
there is a need for business data to be transported between the participants over an information 
transport network. This puts heavy demands on the underlying network infrastructure. The 
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transportation of the business process data must cope with the different constraints of each 
individual business process. In addition, the stakeholders of a VE often belong to different 
network management domains as they are situated in different geographical locations. A 
successful VE requires a very close co-operation among all participants, as with a single 
company. 

The above reasons highlight a VE’s need for a highly dynamic and flexible information 
infrastructure able to provide connectivity with guaranteed quality on demand. The major 
drawback of conventional solutions such as the currently available virtual private networks 
(VPN), is their low-level adaptability to the changing requirements of the business processes, 
and, for the most cases they provide few QoS guarantees (e.g. bandwidth) or no guarantees at 
all (e.g. VPNs via the internet). The MIAMI project provides an extensive VE support 
environment, for the creation, operation and administration phases (including the necessary 
resources allocation) in an automated way. Figure 1 gives a simplified view of the proposed 
environment. 




Fig. 1: A Virtual Enterprise Support Environment 



2. Active Virtual Pipe Service on Demand 

A VE usually consists of several partners situated at different geographical locations. The 
AVP will provide transparency between the members of the VE so as to create what is 
virtually a single company. The AVP is a programmable resource of the information 
infrastructure that supplies advanced communication and connectivity services with 
guaranteed QoS to the VE. 

The Active Virtual Pipe (AVP) is defined as a programmable, dynamic Virtual Private 
Network with QoS guarantees that can be directly configured according to the demand of the 
VE. It as an abstract view of the dynamically (self) configurable global connectivity service 
that controls the transfer of telecommunication data streams. For instance, there is a 
possibility that the quality of service parameters of existing connections can be configured 
dynamically by the VE in accordance with the current business activities. Since the does not 
own the transport networks’ resources, it makes use of the networks of several connectivity 
providers (CP), which can be dynamically selected and configured on demand. Due to this 
capability, the AVP is in the position to offer a cost efficient, dynamic, virtual private 
network, well suited to the needs of VEs. 

The AVP is a programmable resource of the information infrastructure that supplies a 
Virtual Enterprise (VE) with advanced communication and connectivity services, and a 
guaranteed QoS. AVP is a novel example of an Active Service [34]. It provides an abstract 
view of the dynamically (self) configurable global connectivity service in charge of the 
transfer of telecommunication data streams. It is a programmable, dynamic, QoS guaranteed. 
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Virtual Private Network that can be directly configured according to the demand of the 
Virtual Enterprise, and it provides transparency between the members, regardless of their 
physical location. 

Additionally, the AVP being the central “node” in the VE that represents the “glue” 
between all partners includes a generic workflow management facility [2], [3]. This facility 
can be programmed according to the needs of the business processes by the VEB. It enables 
an efficient, one-stop-shopping inter-organisational workflow management and provides a 
generic VE administration service to any VE. Furthermore the AVP allows for outsourcing of 
common VE management activities in order to reduce the expenditure of running a VE. 
Partners of the VE can focus on their own business logic and outsource the management 
overhead of the overall VE to the AVP. The AVP can establish a business-process-driven 
relationship between the service management layer and the network management layer 
because of its central management function and its role as an advanced connectivity provider. 
The AVP allows for a business process driven connectivity management. 

The AVP monitors and controls the inter-organisational workflow and is able to derive 
appropriate the connectivity requirements used to configure the underlying network 
infrastructures. The workflow management facility provides the VE with a connectivity 
management interface at the level of workflow. The services of the AVP are provided 
through dynamically programmable interfaces that can be customised by the VE. 



3. Miami Design Approach 



Figure 2 shows an overview of the main components of the MIAMI system. 




Fig. 2: MIAMI Components Overview 
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VE Domain: The VE domain contains three functional facilities, the VE Builder (VEB), 
the VE Management and the Business Process. The VEB provides support for the definition 
of business processes and connectivity requirements, the search for suitable business partners 
including AVP Providers, negotiation among these partners, creation of the VE contract, and 
configuration of the selected AVP according to the contract. The finding and selection of 
suitable business partners and AVP Providers is achieved by the use of mobile intelligent 
agent technology. The configuration of the selected AVP Provider is achieved via a 
programmable interface. The VEB generates configuration data, which includes the definition 
of the business process and connectivity requirements, and programs the AVP accordingly. 
As a result of the configuration, a number of interfaces are instantiated and provided to the 
VE. These interfaces are realised by specialised dynamically created static agents that give 
the VE the capability to adapt the interfaces exactly to its needs. 

Active Virtual Pipe Provider Domain: The AVP Provider offers the VE a programmable 
information infrastructure. The Generic AVP Configurator receives the configuration data 
from the VEB and creates and configures all runtime facilities and a Connectivity 
Management facility, and interfaces accordingly. The AVP Provider negotiates & leases basic 
network service resources from different Connectivity Providers and provides high-level 
connectivity services to the VE. For the selection of the appropriate Connectivity Providers, 
the Virtual Market Place is searched for reasonable offers. The Connectivity Management 
facility and the Generic CP Configurator manage the Connectivity Providers. The VEB and 
Virtual Enterprise Management (VEM) together form a workflow management system. 

Connectivity Provider Domain: The Connectivity Provider domain comprises one or 
more transport networks owned by different Connectivity Providers. Connectivity Providers 
give VEs the connectivity they need by supplying the Connectivity Provider Management 
facilities, which can be configured by the Connectivity Management facility and the Generic 
CP Configurator of the AVP. The Connectivity Providers (CP) manage the resources of the 
transport networks. The CP offers a service management interface to the AVP based on the 
management policies configured by the AVP Provider. The Connectivity Providers 
dynamically advertise on the Virtual Market Place service resources that are temporarily 
available, which can be bought by AVP Providers. 

Virtual Market Place Domain: The Virtual Market Place domain contains a number of 
different market places, which can be accessed by the Subscriber, the VE Builder, the CP 
Management, and the Connectivity Management facility. These market places allow potential 
business partners. Virtual Enterprises, AVP Providers and Connectivity Providers to advertise 
their offers. The VE Builder searches for offers from product providers or sends its own 
product offers. The CPs contacts the market place to offer their services and free service 
resources. The AVP Provider searches the market place for reasonable CP resources, which 
can be dynamically allocated in order to fulfil VE’s requests. 



4. Network Scenario 

The MIAMI project assumes a network scenario consisting of an end-to-end IP network which 
interconnects the participants of a Virtual Enterprise (VE). In addition to standard best-effort, 
Internet quality connectivity for general email and web browsing, the VE users also require 
access to higher quality connectivity facilities for real-time services such as high bandwidth 
video conferencing or for high speed access to large files. The users expect to pay a premium 
rate for guaranteed quality services, but they also wish to use lower cost, and correspondingly 
lower quality services for more general-purpose communications. 
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ISDN; Imegraled Services Digital Network LAN, site B 

LAN: Local Area Network 

PSTN: Public Switched Telecommunications Network 
SOHO: Small OfTice/Home Office 
VPC: Virtual Path Connection 



Fig. 3 Networking Scenario 

In addition to providing access to the Internet, the IP Connectivity Provider (IP CP) also 
makes use of the services of an underlying CP - offering semi-permanent ATM connections 
in this case - which is able to provide guaranteed quality leased lines between the IP CP's 
routers. Figure 3 shows the network scenario we assume in the rest of this paper. 

The service provided by the ATM CP is an end-to-end Virtual Path (VP) service offering 
PVPs (permanent VPs) between specified termination points. Associated with each VP are a 
number of parameters, which define the capacity of the connection and level of performance 
to be provided in terms of end-to-end delay, delay variation and tolerable cell loss ratio. VPs 
can be created, deleted and modified through client management actions. The clients may 
monitor VP usage and performance statistics, and initiate fault monitoring activities on their 
resources. 

Issues associated with inter-administration connectivity and federation of management 
systems are outside the scope of this paper. The dynamic customisable approach presented for 
a single CP domain could also apply to a multiple CP, Inter-domain environment. The 
remainder of this paper will concentrate on the ATM CP, although the issues discussed are 
also generally relevant to CPs offering managed services for any network technology. 



5. Connectivity Providers 

The responsibilities of the IP and ATM connectivity providers in terms of the network 
resources they manage are displayed in Figure 4. The figure shows the layered approach to 
AVP. Typically, responsibility for the ATM, and IP networks falls to separate organisations. 
Where the same organisation is responsible for both network layers, there would be a single 
CP. 

Provider Interfaces: The ATM CP can be seen as a system with two main classes of 
interface: 

• the interfaces to its clients (either the IP CP or the AVPP), through which it offers a set of 
services for the management of the connectivity; and 
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Fig. 4 Connectivity Providers Hierarchy 

• the interfaces to the underlying Network Elements (NEs), which are ATM VP cross- 
connects in our scenario. The interfaces to the NEs will be based on the technology offered 
by the vendors of the switches - either SNMP or CMIP management interfaces; if 
CORBA-based interfaces [10], [11] are available then this is also an option. It is unlikely 
that switches will have mobile or intelligent agent enabled NEs in the near future. 

There are two major interfaces between the ATM CP and its clients: the CP API 
(Connectivity Provider Application Programming Interface) and the DCM (Dynamic 
Connectivity Management) interface. Both of these interfaces are based on agent technology. 
A non-agent based approach to the design of the Connectivity Management is depicted in 
[17] and [15]. Agencies are made visible across each of these interfaces. These are locations 
where an agent may execute and may be addressed remotely. Within each agency a number 
of fixed, i.e. permanent, agents will be present together with a number of mobile, or visiting, 
agents that execute on a temporary basis. In general the fixed agents are created by the host 
environment- the ATM, and the clients of the ATM CP create the mobile agents. 

Agent-Based Communication (ABC) refers to the mechanism by which agents 
communicate with one another. The term implies that specific protocols and interface 
definitions are used. These protocols could either be based on general distributed systems 
techniques for remote method invocation (CORBA or Java RMI, for example) or on higher 
level semantic/AI languages such as KQML [5], [12] or EIPA’s Agent Communication 
Language (ACL) [4], [22] which support interactions with “semantic heterogeneity”. The 
specific languages and communications protocols are dependent on the chosen agent platform 
and are not of direct concern in this paper. Mobile agents may communicate with fixed agents 
and mobile agents may communicate with other mobile agents using ABC. The 
communication between agents could take several forms: to raise asynchronous notifications, 
to query specific agents, to retrieve information and to invoke operations. A mechanism for 
publishing the facilities offered by an agent operating in the server role is assumed- i.e. a way 
of formally specifying an agent’s interface. In the design of our system, the Unified Modelling 
Language (UML) [23] is used to specify formally an agent’s interface, being subsequently 
mapped to the Java language. It is further assumed that an event/notification service is offered 
by the host environment for disseminating the events raised by agents based on filtering 
criteria. Today's agent platforms, including those based on OMG's MASIF specifications [8], 
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do not currently offer event/notification services. In our environment it has been necessary to 
implement notifications in a non-generic, ad hoc basis. It should be noted that the MIAMI 
project is currently in the process of extending the Grasshopper agent platform [24] to allow 
communication between agents using FIPA’ s ACL. 

ABC extends beyond the local agency to allow communication with agents in remote 
execution environments. This implies two methods for communications in agent systems: 

either remote operations may be invoked through ABC (in a similar way to traditional 
distributed systems based on statically located objects); or 

mobile agents may physically travel to the remote agency where they may run in the local 
environment and invoke the same operations through local (i.e. intra-node) rather than remote 
(i.e. inter-node) ABC mechanisms. 

By relying on mobile agents, an active and dynamically adaptive management system can 
be built which is not fixed or limited by initial deployment decisions at system design or 
build time. The choice of using a remote or mobile agent-based communications method- is 
an issue, which may be decided dynamically, even at system runtime. For example, it is 
possible to create and deploy a mobile agent when the communications overhead between 
remote systems rises above a certain threshold (although this would be at the cost of 
physically transferring the agent to the remote execution environment). 

Figure 5 shows the overall architecture of the CP’s management system. The management 
system consists of three separate agencies for the main management activities of the CP: one 
for each activity: configuration management, performance management and fault 
management. 

Configuration management: creates connection (ATM VPCs); modifies connection 
parameters (e.g. bandwidth); tears-down connection; maintains a database of network 
resources; schedules resource management and routes management. 

Performance management: monitors QoS (utilisation of resources, performance of the 
network); logs monitored data; QoS and reports on performance. 

Fault management: deals with Fault detection; Fault isolation and alarm filtering; Fault 
reporting; Testing 

In addition there are two agencies, which represent the two classes of interface to the 
clients of the CP: the CP agency supports the CP interface, and the DCM agency supports the 
DCM interface. Within these latter two agencies a number of fixed and mobile agents may 
execute. The fixed agents are provided by the CP, at initialisation time, and form the agent- 
based interfaces to the basic management services of the CP. The mobile agents belong to the 
clients of the CP and are dynamically created by remote clients. 

Initially, there are two main obstacles to a potential client invoking CP management 
services: legally: the client may not have a contract with the CP and physically: it may not 
have access to a management interface. The first step is to negotiate a contract. A fixed agent 
in the CP agency offers an interface to allow contract negotiation. This negotiation can be 
achieved in two ways: either the client creates a mobile agent to move to the CP agency and 
negotiate locally with the fixed agent; or the client may communicate remotely with the fixed 
agent. 

Following successful contract negotiation, the CP creates an agency and DCM interface 
for the client. This involves the creation of one or more fixed agents in the DCM agency to 
offer specific interfaces to the management services, which feature in the contract. The fixed 
agents tailor (in a static sense) the management services of the CP to the requirements of the 
client and to limit access to the services according to the terms of the contract. For example, 
not all management services may be made available to all clients, or the geographical 
coverage of configuration management may be limited to specific locations. In other words, 
the fixed agents operate as proxys to the configuration, performance and fault management 
services of the CP. 
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Fig. 5 Agent-based ATM Connectivity Provider 

A management service could be invoked, either by a locally running mobile agent or by a 
remote operation from the client. When a management service is invoked, the fixed (proxy) 
agent triggers the corresponding operations on the agents in one of the configuration, 
performance or fault management agencies within the CP. It is within the latter agencies that 
the real management work - such as the creation of a VP - is achieved. Through the activity 
of the CP's configuration, performance or fault management systems, modifications are made 
to the network elements through their management interfaces (SNMP, CMIP) to reflect the 
original requests made by the clients at the DCM interface. 

The MIAMI System provides a mobile intelligent agent platform which serves the needs of 
the enhanced European and Global Information Infrastructure defined in the ETSI Document 
‘Report of the Sixth Strategic Review Committee on European Information Infrastructure 
[35]. The MIAMI Agent platform enhances a MASIE-compliant platform by an agent 
communication transport service, high-level communication via ACL (agent communication 
language), wrappers, resource management, logging services, move transparency, and 
security services and, thus, builds a EIPA-compliant agent platform. These aspects are 
presented in more detail in [1]. This platform has been used in the development of the above 
scenario. 

In the scenario above the interactions between the client and the CP were discussed for 
contract negotiation, tailoring of offered management services and dynamically invoking 
specific management services. This section discusses the way in which the configuration, 
performance and fault management systems within the CP are organised. 

In general, network management systems are hierarchical with a network-wide view at the 
top of the hierarchy and an element- specific view at the bottom, with zero, one or more 
intermediate levels according to the needs of the system. This hierarchical approach can be 
seen in both TMN [6] and TINA [6] architectures. It is assumed that the configuration, fault 
and performance management systems in the agent-based CP will also follow a hierarchical 
architecture so as to maintain scalability and compatibility with existing management 
architectures and information models. 
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Fig. 6 Agent-based management functions 

There are two ways in which the CP’s management systems could be deployed: 

• either through building agent wrappers on existing management software - to represent the 
highest level of the TMN or TINA compliant system in the agent environment; or 

• through building the entire management system from scratch in an agent-based way and 
through building agent wrappers to represent the SNMP or CMIP interfaces of the network 
elements in the agent environment. 

These two approaches are shown in Figure 6. Although the figure shows options for 
configuration management, the same holds for fault and performance management. Option A 
shows the approach of wrapping legacy systems with agents at the highest level; option B 
shows agent wrappers at the NE level and the entire system being built using agent 
technology. 

It is also possible to take a hybrid approach. In this case, agent wrappers would be 
provided at each level of the hierarchy of a legacy management system. Mobile agents would 
then be able to visit the hierarchical level relevant to their operation and interact with fixed 
agents representing the legacy software at that level. Mobile agents in such a hybrid 
environment could relocate by traversing the hierarchy horizontally between subnetworks, or 
management functional areas, or they could migrate vertically to “zoom-in” or “zoom-out” to 
the level of detail with which they are concerned. 

The hierarchical nature of management systems in TMN and TINA (option A, Fig. 6) is 
fixed at system design time and to a certain extent at standardisation time. For each 
management service to be deployed, the system designers make decisions on the placement of 
functionality at each hierarchical level and on whether to distribute or centralise functionality 
within a particular hierarchical layer. These decisions are based on many factors, including 
the degree of parallelism required; the quantity and complexity of information to be passed 
between components, the question of whether existing information models need to be 
modified to support the required information flows; the scalability of the solution; balancing 
of processing load between management workstations; the complexity of each component. 

A promising application of mobile agents for network management is in deploying each 
management component as a set of co-operating agents (Option B in Figure 6). The way in 
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which these agents are grouped and placed is initially determined by the system designers 
according to similar criteria as those for the design of static hierarchical TMN or TINA 
systems. However, now it is possible to revise the grouping and placement decisions during 
the operation of the management system through the mobility of agents. There are a number 
reasons for the migration of agents on-the-fly or for spawning new agent instances. These 
include; to reduce the processing load on an overloaded management workstation, to cater for 
an expanding set of managed resources or reduce the quantity of management traffic or 
information lag, between remote systems when it crosses an unacceptable threshold. 

With the basic operation described in the previous section there is very little apparent 
advantage in adopting an agent based management system - very similar facilities are 
available in a traditional system based on distributed systems: TMN or TINA for example. 
However, there is one distinguishing advantage in the system as presented above: the way in 
which the DCM interface could be customised - with client-owned agents - to tailor the 
services offered to specific clients - this is one area where agents gain advantage over 
traditional software systems. 

In the scenarios below mobile agents are able to autonomously interact with one or more 
management functional areas in the server to add value to the original management services. 
In traditional client-server distributed systems for network management (e.g. SNMP, TMN, 
TINA) the client is limited to working with the in-built facilities of the server. Any further 
manipulation of management information, beyond that which was generically provided by the 
relevant standards or by the developer of the server, must be performed in the client 
application code. 

If customers wish to add value to the basic management services offered by the provider 
they must have the capability of running a management platform in their premises which 
supports the protocols and information models offered by the server. In addition, the 
customers must deploy suitable applications running on their local platform to house the 
required logic. The client applications must interact with the remote server to receive 
notifications and to initiate management operations. The quantity of information to be 
exchanged between client and server is a function of the management activities being 
undertaken and on the efficiency of the protocols and information models supported by the 
server for the task in hand. The delay and cost associated with each remote operation is a 
function of the network interconnecting the client and server. Given the particular protocols 
and information models supported by the server and the characteristics of the network 
interconnecting them, it may be not be cost effective or even possible to perform certain 
management tasks remotely in the client. For example, the cost of communication may 
outweigh the benefits of performing some management tasks (such as fine grain, real-time 
monitoring of performance parameters) or the information may be out of date by the time an 
appropriate course of action has been determined by the client application, if the network 
delays are too large. 

With mobile agents it is possible for a client to program a mobile agent with specific 
functionality which may then be deployed at run-time in the server to add value above and 
beyond the server's basic facilities. Following deployment, the mobile agent may act 
autonomously to interact with the local environment and make local decisions which may 
then be implemented as local management actions without needing to interact with the 
remote client every time a decision is required. Through this approach it is possible for a 
remote client to deploy management behaviour and algorithms inside the remote server. 

To illustrate the use of dynamically deployed agents the following three integrated 
scenarios we have identified in the MIAMI project: 

Intelligent reporting: Mobile agents may respond to reports from both the performance 
and fault management systems. According to their programmed policies, rather than relaying 
all fault and performance reports back to the remote client, they will only report when certain 
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conditions have been fulfilled. An example might be performance degradation on one 
connection following the failure of a connection in a remote part of the network, which forms 
an alternate route. Only the correlation of these two events might be relevant to the client. 
Alternatively, observed performance degradations might cause the agent to initiate tests to 
verify that unreported failures have not taken place. This scenario integrates the facilities of 
fault and performance management. 

Fault repair: A mobile agent is programmed to listen to fault reports from the fault 
management system when connections have been interrupted by network failures. According 
to a pre-programmed policy it can initiate new connection requests between the same end 
points as the failed connection to restore connectivity. This scenario integrates fault and 
configuration management. 

Bandwidth management: Assuming that performance monitoring agents have been 
deployed (either by the client or the bandwidth management agent itself) to monitor and 
report on the utilisation of connections, a bandwidth management agent will be programmed 
to listen to utilisation reports for certain connections. Depending on the policy for a specific 
connection the bandwidth management agent may decide to request increased bandwidth on 
highly utilised connections or to reduce the capacity of a lightly utilised connection. The 
decision may depend on the cost of changing the bandwidth and so a negotiation between the 
configuration management agents and the bandwidth management agent may take place. This 
scenario integrates performance and configuration management. 

The integrated scenarios introduced above combine the basic facilities of the 
configuration, fault and performance management services offered by the server with 
additional customer specific logic. In other words the customer is able to program the offered 
management service to a certain degree. This concept has its parallel in traditional 
management systems through the use of the OSl management Systems Management 
Functions (SMFs) [25] for event forwarding and logging, resource monitoring [26] [27], and 
testing [28], albeit in a more limited way. Previous research work [29] [30] has demonstrated 
how clients can take advantage of these generic facilities to simplify the construction of 
intelligent clients. 

We now consider how these basic facilities could be implemented through the use of 
mobile agents. Rather than being restricted to standardised capabilities such as the SMFs it is 
now possible to build entirely arbitrary and powerful behaviour into mobile agents which will 
be physically located in the managed system’s environment. This embedded intelligence not 
only allows event reports tailored to the client's requirements to be emitted, but it enables the 
migration of the client's logic and decision-making algorithms to the server. This has an 
obvious impact of reducing the quantity of management traffic between remote systems and 
achieves more timely access to information generated by the remote server. 

In OSI management, SMFs were standardised by international organisations and 
encapsulated in the compiled functions of OSI agents. In CORBA-based management 
systems the SMF-like facilities could be determined by the designers of the systems and 
embedded at design and system-build time. With mobile agents and intelligent reporting in 
agent-based management systems, the SMF-like facilities can be enhanced and extended 
almost infinitely and deployed at run time. 

As seen in the examples above, it would be very difficult to capture such behaviour in 
traditional TMN or TINA systems without standardising such a bandwidth management 
service at the Xuser or ConS interface. If such a service was to be standardised it would be 
difficult to capture all possible potential behaviours that clients may request without making a 
comprehensive and therefore complex specification of the service in GDMO or IDL. 
However, this proposal allows the client to direct a dynamic and customisable network 
management through the use of programmable, intelligent agents based on mobile code. 
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6. Analysis and Conclusions 

Traditional and emerging frameworks for network management such as TMN and TINA 
allow customers electronic access to management services. However, these services are fixed 
in the sense that new features can only be added after a lengthy research-standardisation- 
deployment cycle. In this paper we have discussed the advent of mobile agent technologies 
and how they may enhance traditional connectivity management services making them 
dynamically customisable by consumers. Consumers may introduce their own value-added 
logic during service operation to cater for the dynamics of their environment and to enforce 
their own policies. 

This prompts a new paradigm for building network management services. Instead of 
providers building services that attempt to encapsulate the requirements of all clients, they 
build the necessary hooks and let the clients apply their logic. Customisation and 
programmability of management services was always possible in traditional systems based on 
client-server paradigms, through the development of client applications (in the customers' 
premises management platform), but at high cost and low efficiency compared to the 
proposed agent-based approach. 

The initial approach for the configuration management domain in MIAMI was to base it 
on an existing TMN system for ATM PVP set-up [13], [31] and [15], to which an agent 
interface would be added (option A in Figure 6). For logistical reasons, the final 
implementation is based on static agents internally (Figure 6, option B), which communicate 
using remote method calls. This implementation could also be based on distributed object 
technology e.g. CORBA. Agents were chosen for two reasons: first for uniformity, since 
there is no need for an adaptation agent-based interface; and second, for evaluating mobile 
agent platforms in the same role as distributed object frameworks. It should be finally noted 
that we do not see any immediate benefits from applying mobile agent technology to 
configuration management. 

On the other hand, the performance and fault management systems use agents internally 
(Figure 6, option B) in a way that mobility is exercised and exploited. In the performance 
management domain, customised agents replace, augment and allow customisation of the 
functionality of the TMN/OSTSM metric monitoring and summarisation objects [26], [27] 
and [16] while in the fault management domain customised agents do the same for 
TMN/OSTSM testing objects [28]. In both domains, mobile agents are instantiated at the 
“network management level” of a management hierarchy according to requests originating 
from the DCM domain, migrate to network elements and perform relevant tasks locally, 
enjoying minimal latency and reducing network traffic. Details of the performance and fault 
management approaches are described in [32] and [33] respectively. 

In summary, agent mobility in the presented network management architecture is used in a 
fashion, which we would term “weak mobility”. Mobile agents are instantiated at a control 
point by a master static agent and then move to another point (i.e. network node) where they 
stay until their task is accomplished. This can be considered as an intelligent software 
deployment activity. The key benefit of this approach is programmability, allowing clients to 
“push” functionality to a point offering elementary hooks, which can be accessed to provide 
derived, higher-level services. In a similar fashion, we could term “strong mobility” as a 
situation in which a mobile agent moves from point to point using its built-in logic, adapting 
to changing situations in the problem domain where it is involved. 

We propose a dynamic framework for creating and realising business in the information 
infrastructure environment. The framework capitalises on the benefits of the Mobile 
Intelligent Agents technology to offer an easy-to-use, automated and efficient solution to the 
operation of a VE across all its lifecycle phases. The framework supports customisation and 
as such enabling innovation in the area of future infoware products. A key mediator role of 
the VE framework, the Active Virtual Pipe (A VP) between the business and the service and 
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network management levels has been developed. This mediator role is a novel way to 
integrate legacy network and service management solutions into a business driven virtual 
enterprise environment using Mobile and Intelligent Agent technology. AVP is a novel and 
key example of an Active Service. In this paper we have discussed the advent of mobile agent 
technologies and how they may enhance traditional connectivity management services in a 
form of AVP services, making them dynamically customisable by consumers. 
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Abstract. Today Network and Service Providers are aware of the increasing 
data traffic volumes and as such they are strategically moving investigations 
toward a single integrated voice and data infrastructure. In this context IP is 
gaining the role of the integration layer for multiple services. Nevertheless 
incumbent NSPs that build a multi-service IP network are going to need 
connectivity to its preexisting legacy networks (e.g. ATM, SONET, SDH). This 
reason motivates the introduction of a client-independent Optical Transport 
Network (OTN) as a missing link to guarantee a smooth evolution from legacy 
networks to a data-centric OTN. The scope of this paper is to give some 
guidelines about the definition of functionality and architectures of a multi- 
layers infrastructure supporting the transport of data and circuit-based services. 
Particularly, the identification of the different service requirements, as well as 
the understanding of the allowed degradation, provide a picture of the needed 
survivability mechanism of IP over OTN scenarios. 



1 Introduction 

The emerging of new application services and the exponential increasing of data 
traffic (mainly Internet) pose the problem of the evolution of Network Service 
Providers' infrastructures to face such trends. 

If on one side existing TDM-based infrastructure of incumbent NSPs should 
evolve to support efficiently the exponential growth of data traffic, on the other side 
New Comers should deploy cost-effective infrastructures to gain rapidly market 
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shares. As a matter of fact many new NSPs are entering metropolitan areas with 
single integrated voice and data infrastructure where IP is gaining the role of 
integration layer for multiple services. This is a first strong driver. 

Another main driver is the introduction of the DWDM technology. WDM 
techniques, which were originally introduced around ’95 to increase transport 
capacity, have laid the foundations for implementing network functionality directly in 
the optical layer. This is what is known as Optical Transport Network [6]. 

Thanks to these two main drivers (increasing of IP traffic and introduction of 
DWDM), the convergence of IP-based and Optical Transport Networks is becoming 
one of most strategic areas for NSP. 



2 Multi-layers Optical Transport Networks 



Historically NSPs have used several layers to build their networks: adopting for 
example IP routers over ATM switches over PDH or SDH network elements. Figure 1 
reports a typical layered architecture based on legacy systems. 




Fig.l Example of legacy current scenario 



Nevertheless even when deploying a new IP -based infrastructure, there is the need to 
guarantee the connectivity to preexisting legacy networks belonging to the same or to 
another NSP. SONET\SDH framings and rates seem to be the most common standard 
to support connectivity to preexisting infrastructures. 



IP TRANSPORT SERVICES 




Fig.2 Introduction of the OTN as a server layer network 



Furthermore DWDM point-to-point systems have been already introduced in 
backbone networks to increase transport capacity. Recently DWDM is a technology 
mature to deploy also networking functionality by means of Optical Network 
Elements (ONE) such as OADM and OXC. Again the Optical Transport Network 
(OTN) represents another layer added to the stack (Figure 2). Thanks to DWDM 
technology, the OTN can provide a large amount of raw bandwidth supporting the 
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delivery of big volumes of IP traffic. Furthermore it can deliver other data and circuit- 
based services in a more cost-effective way. 

In this context the optical internetwork is defined as a multi-layers transport 
network composed hy two or more connected OTN or client networks connected to 
one or more OTN. In Figure 3 and Figure 4 respectively show examples of reference 
scenario and architecture of an optical internetwork. 




Fig. 3 Reference scenario of an optical internetwork 




Fig. 4 Architecture of an optical internetwork 



3 Application Services 

The design of the architecture for the different network segments (access, 
metropolitan and backbone) of the infrastructure is strictly related to the requirements 
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of the services to be provided to the customers. The technical requirements of the 
envisaged application services will impact the choice of the enabling technologies and 
viceversa the infrastructure capability of supporting certain transport services will 
impact the providing of new application services. 

Applications could be classified into two general categories based on the relative 
technical requirements, namely Streaming and Elastic Services. 

The first category of applications is based on information sent to the customer in a 
streaming way: the source continuously produces data stream during the end-user 
session. The source is bursty, mostly due to the adaptive nature of video coding 
scheme. The application classified into the Streaming Service is sensitive or highly 
sensitive to the delay introduced by the transport network (Table 1). The Elastic group 
of applications are characterized as a much less delay sensitive. Data bit rate variation 
of this group is much higher in comparison to the applications of Streaming Service. 

A proposal of assignment of sample applications to the Streaming and Elastic 
Services is presented in Table 1. The application delay sensitivity has been indicated 
with the grade ranging from 0 up to 5. The highest grade means that the application is 
highly delay sensitive, whereas 0 means that the delay in the transport network can be 
neglected. The same rating has been used for the need for protection. 

The need for protection for given applications may vary with the type of end-user. 
For example the transport of digital video signal between movies server and end-user 
and between TV studios is characterized by different protection requirements. The 
most important conclusion from applications analysis is that the Streaming Service 
generally requires to be supported with protection mechanism of the future transport 
network. The data bit rate variation of Elastic Service is very high. This effect is 
observed because Elastic Service applications are in most cases based on information 
retrieval. Such characteristics of Elastic Service are reflected also in different 
requirements for protection. Implementation of restoration algorithms in an integrated 
IP over OTN network would likely be suitable to assure the integrity of Elastic 
Service. 

Each of the applications has also been analyzed with regard to its expected 
importance in the short and mid-term perspective. It was assumed that the short-term 
prognosis means the three years perspective and mid-term forecast refers to the 
application significance in next 10 years. The importance of the application is given 
in the scale from -5 to h- 5. The rate of 0 means no changes in the applications 
importance. The negative ratings is adequate to the forecasted degradation of the 
application importance. The aggregate rating of the prognosis is higher than zero due 
to the confidence in continued development of network services. The permanent 
development of new services should be taken into account in studies on integrated 
transport services. Data presented in Table 1 suggest that increasing impact of 
Streaming Services on the integrated transport networks will still be observed in the 
future. 
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Table 1 Overview of application and their relationship to the application services 
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4 Transport Network Services 

Network transport services are those functions and utilities supporting connectivity, 
communications and control required by applications operating across the network. 
The definition of these network tranport services will determine the flexibility of an 
enabling infrastructure to support current and unforeseen new network applications. 



4.1 SDH-Based Transport Services 

In principle, an optical internetwork could be able to provide SDH-Section transport 
services and SDH-VC transport services. 
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For the SDH-Section transport services the OTN acts as a virtual fiber connection. 



SDH 



SDH 



Client Node 



Virtual Fiber 
Connection 



Client Node 




Fig. 5 SDH-Section fiber connection 



For SDH- VC transport services, the optical internetwork acts as a virtual container 
link. For example in order to achieve payload bandwidths larger than the basic VC-4 
container, the principle of concatenation has been defined. Concatenation is a 
procedure whereby a multiplicity of Virtual Containers is associated one with another 
with the result that their combined capacity can be used as a single container across 
which bit sequence integrity is maintained [1]. 

SDH SDH 

Client Node Client Node 




Fig. 6 Example of SDH VC transport service 

In [2] SDH-based transport services include PLR, STE and LTE circuits. 
Particularly they are SONET/SDH rate and framed point-to-point circuit between two 
UNls. 

A PLR-Circuit is a circuit that preserves all SONET overhead bytes between 
clients. The SONET/SDH signal may be concatenated or channelized but cannot be 
SONET/SDH TDM demultiplexed or multiplexed within the optical internetwork. 

An STE-Circuit preserves all SONET/SDH line overhead bytes between clients but 
is not required to preserve the section overhead bytes. The SONET/SDH signal may 
be concatenated or channelized but cannot be SONET/SDH TDM demultiplexed or 
multiplexed within the optical internetwork. 

An LTE-Circuit preserves the SONET/SDH payload, but is not required to 
preserve the section or line overhead bytes. The SONET/SDH signal may be 
concatenated or channelized and may be SONET/SDH TDM demultiplexed or 
multiplexed within the optical internetwork to allow the subrate circuits to be 
individually routed, or to allow multiple LTE-Circuits to be multiplexed within the 
network to better utilize a network link. Thus, an LTE-Circuit implies timing and 
synchronization requirements not required in PLR-Circuits or STE-Circuits. 
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Fig. 7 Example SDH-based transport services 



4.2 IP-Based Transport Services 

The Internet protocols consist of a suite of communication protocols of which the two 
best known are the Transmission Control Protocol (TCP) and Internet Protocol (IP). 

The IP is a network-layer (Layer 3) protocol that contains addressing information 
and some control information that enables packets to be routed. IP has two primary 
responsibilities: providing connectionless, best-effort delivery of datagrams; 
providing fragmentation and reassembly of datagrams to support data links with 
different maximum-transmission unit size. 

In general, an IP Transport Service could be defined as the capability of an IP- 
based network to deliver datagram payloads from a Service Access Point to anyone of 
the interfaces with the IP-address for that SAP. In this sense, an IP Transport Service 
could be intended as an added value service to the simple data transmission. If the 
end-user always acts via an application protocol, the Service Access Point of a NSP 
could be either at the network-layer, or at the transport-layer, via intermediate 
protocols (e.g. TCP, UDP) or at the application layer via application protocols (FTP, 
HTTP, SNMP, SMTP, etc). 

An IP Transport Service could be qualified by a set of parameters (terms of the 
Service Level Agreement) such as: access mode, rate of service availability in hours 
per year, multiple service quality classes, routing configuration indicating the 
beloging to one or more IP-based VPN, multicasting, throughput management and 
traffic shaping, security issues, provisioning time is the time required to set-up the 
service. 
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Fig. 8 Example of IP-based transport service 
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4.3 Optical Transport Services 

Three main kinds of Optical Transport Services can be identified: 

• Leased OCh service 

• Leased Wavelegth 

• Leased Dark Fiber 

Bandwidth management of leased OCh is a further service option considered as to 
the bandwidth management of leased OChs. This special service might be offered 
when the inverse multiplexing of OTN, e.g., OCh virtual concatenation is available. 
Different potential ways to set-up OCh services are envisaged: 

• a permanent set up from the network management system by means of network 
management protocols; 

• a soft permanent set up from the management system, which uses network 
generated signalling and routing protocols to establish connections; 

• a dynamic set up by the customer on demand using signalling and routing 
protocols (switched optical channel). 

Regarding leased wavelegth, this transport service is offered to clients equipped 
with coloured line terminals and in case of Leased Dark Fiber who is providing this 
service doesn't control the degree of use of the fiber itself. 



Client Node 




OCh 
Leased X 
Dark Fiber 



Client Node 




Fig. 9 Example of Optical transport service 



5 Resilience of IP over OTN 

IP is very dynamic, adaptable and self-healing, whereas OTN has superior link-level 
protection and restoration capabilities, but is static and slow to provision on a network 
scale. This prevents the optical layer from effectively addressing the rapid changes in 
the IP topology. 

It is important to provide survivability at multiple layers, in order to recover any 
service in all expected failure conditions and to combine positive features of the 
different recovery schemes. In such a case, a proper coordination of the recovery 
schemes at multiple levels is necessary. A sequential strategy could be implemented 
with a hold-off timer or a recovery token signal from one layer to the other. 

In order to define an efficient, flexible and fast resilience strategy, a clear 
understanding of the current protection mechanisms available in the different network 
technologies is needed. 
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5.1 Restoration in IP Networks 

Internet, considered by many as the integrated service layer, was not designed with 
fast restoration/protection mechanism in mind. IP can recover from any defect in the 
network, but the time needed is in the order of seconds, making IP unsuitable for 
streaming applications. It takes IP some time to detect a failure, propagate the 
information to other routers and then each router compute a new path. 

However, there are some techniques that can be used to make IP more efficient. 
For example equal cost multi-path forwarding (ECMF) enables routers in case of a 
failure to utilise more than one path for packets that have the same destination. The 
selection can be done in a per-packet round-robin fashion or on a per-flow basis. 
Moreover, in order to minimise convergence time of the routing algorithms, the IP 
network can be segmented into multiple domains. Hierarchical link-state routing 
protocols like OSPF and IS-IS allow such partitioning, restricting the flooding of the 
topologic changes in smaller areas of the network. 



5.2 Recovery in the OTN 

On the other hand, protection/restoration mechanisms for the OTN have already been 
defined. Many ideas of the SDH protection has been shifted and adopted by the OTN, 
thus OTN has capabilities similar to the SDH achieving fast protection/restoration 
within 50 msec. The flexibility of these mechanisms is of vital importance since the 
disruption of a fiber carrying Terabits of traffic affects thousand of connection. 
Emerging technologies like DPT, MPLS and MPlambdaS can play a major role in- 
between the IP and the OTN, allowing a smooth interworking. 



5.3 Survivability in MPLS networks 

Multiprotocol Label Switching (MPLS) binds packets to a route based on labels. 
Protection of traffic at the MPLS layer is desirable because MPLS: 

• has faster responses in failures compared to IP(layer 3). 

• allows the direct integration of IP and WDM layers. The IP packets can be 
transferred directly over a WDM channel without the need of intermediate layers 
like SONET/SDH. 

• allows finer granularity of protection. 

• allows the differentiation of the protection based on the traffic type. 

MPLS fast protection switching is similar to the ATM, occupying resources along 
a back-up path only when needed, combining the advantages of protection (fast 
recovery) and restoration (capacity efficiency). In addition, label stacking makes it 
possible to provide a single back-up Label Switched Path (LSP) to protect multiple 
LSPs, although there are some problems concerning the consistency of the labels 
inside the back-up LSP. Different protection mechanisms can be identified [4]. 

Residing at the higher layer, recovery at MPLS level may incorporate more 
service specific details. For example, along the alternate path low priority traffic (both 
working and rerouted) will be preempted first (instead of preempting all existing 
working traffic along the alternate path or not allowing traffic to be rerouted over the 
alternate path). Also a finer granularity of protected objects can be obtained at this 
higher layer. 
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5.4 Deploying DPT Rings for Fast Network Recovery 

Dynamic Packet Transport (DPT) is a L2 ring technology, proposed by CISCO 
Systems. DPT resides between the IP and the OTN and this is why it is mentioned 
here. WaRP is a protocol that enables the provisioning, routing, protection, and 
restoration of virtual wavelength paths (VWP). DPT delivers 50 ms restoration 
timeframes in a mesh network topology, improved fiber utilization via 30% spare 
capacity reduction, provides rapid end-to-end provisioning on the order of seconds 



5.5 Recovery in MPLambdaS Networks 

The Multiprotocol Lambda Switching (MPLambdaS) can be considered as the glue 
between the IP layer and the optical layer. The control plane of OXC can be the same 
as that of MPLS-capable routers. The recovery in MPLambdaS networks is performed 
by dynamically setting up back-up optical connections The issue of dynamic 
connection set-up is an area of intense research in different standardisation bodies 
(OIF, IETF, etc). When LSPs are passed to the optical layer, no explicit 
encapsulation is needed because each wavelength channel represents a LSP label and 
the encapsulation is done implicitly. Moreover, new fiber-restoration schemes which 
aggregates (stacks) all the wavelengths of one link into a larger optical LSP. 



5.6 Multilayer Network Recovery 

The previous paragraphs discussed recovery techniques for each technology 
independent from each other. However, an IP over OTN network is a typical example 
of a multi-layer network. Indeed, there is a need to deploy recovery techniques in 
multiple layers. 

Only from a failure-coverage point of view, we can raise following arguments. 
Only providing recovery in the OTN, would make it impossible to recover from a 
router failure in an acceptable short timeframe. On the other hand, only relying on the 
IP restoration capabilities, would make it impossible to restore an affected optical 
transport service (e.g., a leased OCh service), which have been discussed in section 
4.3. 

Thus, it is necessary to provide recovery at both IP and OTN level. However, the 
IP restoration capabilities are not sufficient for all types of traffic, and therefore more 
advanced techniques as in MPLS or DPT may be required. 



5.7 Coordination of Multiple Single Layer Recovery Schemes 

As discussed in the previous paragraph, it is recommended to deploy a recovery 
mechanism in multiple layers. Of course, one has to assure that they work properly 
together. 

A first solution is the most simple and straightforward one. The recovery schemes 
in the different layers are running in parallel and independent from each other. This 
may work in some cases, but at least it is inefficient. Although it may be sufficient 
that the traffic is restored by a single mechanism, both the IP (or MPLS/DPT) and 
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OTN mechanism are doing their job and thus requiring twice spare resources. Even 
more, it may be possibly that in some cases (e.g., in severe failure conditions) the 
OTN has simply to restore the connectivity of its client layer, before this client layer 
would be able to restore any traffic. For instance. Figure 10 shows a double failure, 
which requires that MPLS switches over to the backup LSP and that OTN restores the 
link along the backup LSP. In such a case it is necessary that MPLS does not give up 
before the OTN restored its backup LSP. 




MPLS LSP 
(working) 



■ OTN recovery path 

. New MPLS LSP 
(Recoverd in MPLS) 



Fig. 10 link + node failure 

To solve these problems, one can deploy a sequential strategy: one recovery 
scheme starts trying to perform the recovery, and only if it fails, the control is handed 
over to the next recovery scheme. The most intuitive approach, is a bottom-up 
approach, where the lowest layer (in our case the OTN) tries to restore the traffic. 
However, the interesting features of e.g. MPLS or DPT may promote a top-down 
approach, where the recovery starts at the highest layer. 

A first way to implement such a sequential approach is to apply a hold-off timer: 
when a recovery mechanism starts its attempts to restore the traffic, a hold-off timer is 
launched and only when this timer goes off, the next recovery scheme starts to 
recover the remaining affected traffic. Although this solution is rather simple to 
implement, such a timer may introduce a significant delay. 

To avoid such an additional delay, one could hand-over the control to the next 
layer by sending a recovery token signal to that layer. Although it does not introduce 
a delay, this solution requires a modification of the interface (and the corresponding 
standards) between those layers. 



5.8 Integrating IP and OTN 

The fact that the control plane of a MPLambdaS network is similar to the one of a 
MPLS network, opens up the opportunity to integrate both control planes into a single 
one. Such an integrated control plane makes it possible to deploy a recovery scheme, 
covering both the optical and electrical MPLS network, which avoids interworking 
issues, being discussed in the previous paragraph. Even more, since the control plane 
now has a full- view of the network (covering both electrical and optical level), new 
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opportunities are raised to take more intelligent recovery actions. However, one has to 
make a trade-off between algorithmic complexity (required for more intelligent 
recovery actions) and recovery speed. 



6 Conclusions 

The increasing data traffic and the evolution of the WDM technology are driving the 
convergence of IP-based and Optical Transport Networks. Particularly, the 
introduction of the OTN will guarantee a smooth evolution from legacy (e.g. SDH, 
ATM) to a data-oriented architectures, that initially could even coexist in the same 
infrastructure. 

As such, if the first evolutionary step for NSPs is the introduction of the OTN [6], 
supporting the transport of legacy clients, the next one seems to be the development 
of interworking and interlayer communications between optical network elements 
(OADM and OXC) with IP Routers in order to deploy a data-centric OTN. 

In a multi-layers scenario it is important to provide survivability at multiple layers, 
in order to recover any service in all expected failure conditions and to combine 
positive features of the different recovery schemes. In such a case, a proper 
coordination of the recovery schemes at multiple levels is necessary. A sequential 
strategy could be implemented with a hold-off timer or a recovery token signal from 
one layer to the other. The identification of the different service requirements, as well 
as the understanding of the allowed degradation of services will give a clear picture of 
the needed survivability mechanism. 
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Abstract. The Internet needs QoS internetworking to become QoS aware in the 
end-to-end sense. We address only one issue of this - adaptation of the 
differentiated services architecture, in particular, dynamic creation of DiffServ 
virtual boundaries. Our solution is fully distributed and data driven, therefore it 
could he considered as QoS ad hoc internetworking on contrary to statically 
configured DiffServ. The proposal is two fold. First, to support invariance 
under aggregation we suggest to maintain Per Domain Behaviours (PDB) based 
on Per Path Behaviours, and, second, to use group communication based on 
native IP multicast for needed QoS signalling and resource control. The paper 
shows that due to flexible grouping policies the approach has high scalability 
and good deployment potential. 



1. Introduction 

The motivation to add dynamic adaptation to the DiffServ is many fold. First, 
DiffServ as a QoS enforcing technology is only needed in the Internet when and 
where there is a congestion. Then, statically configured DiffServ routers will loose 
buffering capacity in the absence of priority traffic. This buffering capacity could be 
used to accommodate more packets when unavoidable bursts occur. Last but not least: 
in the absence of any congestion, packet classification, metering, marking, shaping 
and policing performed by DiffServ edge router will waste router resources. The latter 
was shown by multiple measurements by TF-TANT: ”... the minimum nodal delay 
added by the DijfServ router is equal to the transmission time of 2 BE packets'” [1]. 
We interpret this result in favour of best effort service for transmission of flows even 
with various priorities being set if there is no congestion. Following these 
motivations the ideal case would be to have DiffServ in a router up but not running 
until a congestion occur. 

The paper is structured as follows. First, we shortly summarise known DiffServ 
issues, then present our requirements and framework. One of the main requirements is 



* Research outlined in this paper is partly funded by the 1ST project CADENUS ’’Creation and 
Deployment of End-User Services in Premium IP Networks” http:// www.cadenus.org/ 
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to support dynamic service creation over DiffServ networks, i.e. to be able to 
maintain for particular microflows of IP datagrams the so called invariance under 
aggregation. Practically that means, that terms and conditions defined in a service 
level agreement (SLA) for this microflow are to be met Internet wide while the micro 
flow itself becomes anonymous within a DiffServ bahaviour aggregate. This major 
requirement is addressed then in the main part of the paper presenting a new paradigm 
for resource control in a distributed environment allowing dynamic creation of 
services. We argue that only when based completely on a group communication 
paradigm a resource control framework will meet this requirement. A short 
introduction of a particular mediated group communication service applicable in this 
case is followed by a number of brief examples. The paper is concluded by a 
summary of QoS ad hoc internetworking. 



2. DiffServ Issues 

An early explanation of the DiffServ stated: '’Code -points should be looked at as an 
index into a table of packet forwarding treatments at each router” [2]. In the naive 
understanding this might mean that differently marked packets can actually take 
different routes within the network. Not excluding this possibility, the paper focuses 
mainly on a traditional differentiation of packet forwarding paths inside a router. 

It is well understood currently that DiffServ as such is not a service but a building 
block. Services will be built by adding rules to behaviours, such as: 

• Rules for initial packet marking, 

• Rules for how particular aggregates are treated at boundaries, 

• Rules for temporal behaviour of aggregates at boundaries. 

The latter aspect can be addressed e.g. with regard to treatment of out-of-profile 
portion of the traffic from a particular class. Below we concentrate on the common 
denominator for all the behaviour rules - resource control, and show how to achieve 
efficient and scalable resource control in a DiffServ friendly manner, as well as being 
also conformant to SLAs. 



3. Requirements and Framework 

Services built on top of DiffServ should have desired end to end QoS properties. 
There is a need to have standard common understanding of how these services should 
be constructed, e.g. which rules should be applied at which points. While this work 
probably will be started soon by the IETF, this paper proposes another framework, 
outlining how a set of rules defining services should be created, configured and 
controlled in a DiffServ domain, and between domains, while meeting three main 
requirements oultined below. 

The Internet mainly needs QoS enforcement when and where a congestion occurs. 
While congestion is always dynamic the first requirement is dynamic reaction to 
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congestion situations. This reaction should take part of dynamic QoS enforcement 
protecting high priority flows in the congested area. 

The enforcement needs to be scalable, or/and evolveable [3], which is our second 
requirement. The latter assumes systemic nature of the framework facilitating and 
supporting many services. We argue that operating with groups rather than with 
individual flows or flow aggregates provides both scalability and evolveability. 

Lastly, QoS Enforcement should conform to end-to-end requirements, i.e. preserve 
invariance under aggregation [4]. 

We distinguish a general framework which is actually a service creation 
framework - a structured set of user and network service components and associated 
operations at the boundary of the DiffServ domain - and QoS specific framework 
outlining the QoS inter-working between network entities participating in the service 
creation. 

These entities, defined through the business model, are: user (customer), wholesale 
(reflected e.g. by TCS at DiffServ meter) and retail (reflected e.g. by SLA mapped to 
TCS and SLS) network providers and subsequent interfaces at the service creation 
levelQ 



4, The New Paradigm for Network Resource Control 

Resource control problems in IP networks are traditionally solved either in a Network 
provider domain by means of network management and/or over-provisioning, or by 
means of dedicated protocols using the same IP infrastructure as data flows carrying 
network payload. This paradigm does not scale when, e.g. dynamic service creation is 
required. Flow differentiation or simply network QoS is regarded here as an example 
of network services which is to be created dynamically, triggered either by a flow 
itself or by a combination of a flow and network conditions, e.g. congestion. 

In a very generic form network resource control takes form of decison making 
supported by two operations: GET( information on resource usage) and 

SET(parameters of resource usage). We may think of this two generic operations as 
of distinct interfaces from a control entity to a network. 

Further, the decision making can be represented as a set of rules which usually take 
form of pairs (conditions, actions). If all of the required conditions are true, then the 
pre-defined set of actions is enforced. After any action is taken, however, a new 
condition, or a set of conditions are taking place. If resource control rules are to be 
combined in a sequence, then some care should be taken to avoid unwanted 
dependencies between a given set of conditions after an action (post-conditions) and 
pre-conditions of a next action in a Resource Control Sequence (RCS). 

Fig. 1 represents a case when a resource control decision procedure is given as an 
RCS of three rules. Each rule is defined as a set of pre-conditions and an action to be 
taken. Some of the pre-conditions are those obtained from the GET interface and 
reflect particular aspect of the network state, other conditions can be internal to the 



^ The general architecture of the Cadenus framework is to appear as “Cadenus Framework’ 
white paper at URL http://www.cadenus.org 
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decision making itself. These internal conditions may be timers’ state and other 
conditions configuring the complete resource control sequence in such a way that 
there are no unwanted dependencies; such an RCS is referred to as safe. Similarly, 
actions defined in an RCS can be those invoked at the SET interface, or internal 
actions setting internal pre-conditions to guarantee safeness of the resource control. 

Resource control sequence: 

{(IF cl, c2, c3 THEN al), (IF c4, c5 THEN a2), (IF c6 THEN a3)} 




Fig. 1. Example of a simple resource Control Sequence 

Safe configuration of conditions in a sequence of rules can be done for a limited set 
of rules and, more important, for a static set of rules. Usually safeness is guaranteed 
by some additional modelling of rules interaction, which is done off-line when an 
RCS is designed. In case of IP networks deploying dedicated resource control 
protocols it leads to an isolation of these protocols. When isolated, each protocol is 
safe by itself, however it is to be configured separately. Hence, the rule interaction 
problem is pushed towards the off-line configuration. Clearly, the complexity of 
multiple configurations combined with the complexity of safeness makes it close to 
impossible to achieve any level of dynamicity in service creation. 

On the other hand, there are multiple attempts to centralise the resource control 
problem. These are motivated by an obvious benefit of having all resources state 
information at the disposal of a decision making. Theoretically, it facilitates dynamic 
creation of services, provided that the resource control latency of a centralised system 
is bounded acceptably. Centralisation, after all, imposes even more complexity 
induced by the need to maintain itself, usually by a hierarchy. The hierarchy of GET 
and SET interfaces tends to waste network resources on self-maintenance, to 
introduce additional heterogeneity of network resource control protocols at different 
levels of the hierarchy. In particular, additional heterogeneity may be wished due to 
different aggregation levels of data passing through GET and SET interfaces. 

The new paradigm, discussed below, aims at dynamic service creation based on a 
uniform mechanism, thus providing better scaling properties. Instead of distributing 
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network state information (pre-conditions) via dedicated distributed but isolated 
protocols, or via centralised hierarchcical architectures, the new paradigm distributes 
event notification information via a single mechanism of group communication. 

The sequence of actions in Fig. 1 is safe only because it was designed to be safe. 
Any attempt to change the sequence 

RCS= {R1,R2, R3} ( 1 ) 

to a sequence, say, RCSl = {Rl, R2, R4, R3} should be checked with regard to all 
possible interactions of rules. Thus, assuming that 

Rl =(IFcl,c2, c3 THENal); 

R2 = (IF c4, c5 THEN a2); 

R3 = (IF c6 THEN a3), and 
R4 = (IF c7, c8 THEN a4), 

we will need to check any potential unsafeness caused by interaction of at least post- 
conditions of Rl, R2 and pre-conditions of R4, that is between al, a2 and cl, c8, and 
to check any potential unsafeness caused by interaction of post-conditions of R4 and 
pre-conditions of R3, that is between a4 and cl. Given that pre-conditions and post- 
conditions may be complex objects, and safety checks are to be performed on whole 
ranges of values of state data items, this task is far from being trivial. 

What does it mean actually to check safeness between an action and a set of 
conditions, like between al and cl above? An action ai is unsafe with regard to a 
condition cj if post-conditions of ai are conflicting with cj. While it is not simple to 
define the nature of a conflict in a generic way, one distinction - between global and 
action-local safeness - helps to imagine possible taxonomy of safenesses. Let us 
define that ai is action ak locally unsafe to condition cj if cj is a pre-condition of ak. 
Then, action ai is globally safe to condition cj is there is no such ak that 

1 . cj is a pre-condition of ak, and 

2. ai is action ak locally unsafe to cj. 

Let us further define that event is the combination of an action and of all its post- 
conditions. Each action’s post-conditions are at the same time pre-conditions of other 
actions, possibly subject to relevant aggregation. Defining the notion of event as 
above, we “freeze” a temporal continuity of actions. Fig. 2 illustrates this concept. 
Events el, e2, e3 are defined as 

{ai: bil, bi2, ... , bin}, (2) 

that is any of the post conditions bi is associated with the parent action, i.e. it is not 
anonymous. An event, as the association of an action and its post-conditions makes 
sense only 

i. until all possible conflicts are checked, and 

ii. in the environment which allows dynamic creation of RCSs. 

Imagine, that RCS in Fig. 2 was generated dynamically, for example by a hot plug- 
in of R2 between Rl and R3. Then, event el is to be checked for safeness to c4 and 
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c5. While, c4 and c5 are conditions which just appeared in the RCS it may happen 
e.g., that c4 is just a negation of hi, etc. If el is safe to R2, then R2 can be firedD Real 
RCS is more properly modelled by a branching tree, rather than by a linear sequence. 

In this case el is safe to all children in RCS tree ( e.g. {R.2.1, R2.2, R2.3}) if there 
are no conflicts between post-conditions of el and any of pre-conditions of {R.2.1, 
R2.2, R2.3}. If a conflict occurs with, say, pre-conditios of R2.2, then the truncated 
RCS tree, i.e. {R.2.1, R2.3 } still can be fired. 



Resource control sequence: 

(IF cl, c2, c3 THEN al), (IF c4, c5 THEN a2), (IF c6 THEN a3) 




Fig. 2. To the definition of an event 



Why not dynamically store all pre- and post-conditions in a single database and run 
a global safety check over this database before firing any rule? Such an approach is 
explicitely a non-target for this work. While there are some obvious advantages of a 
conditions data base approach, it happens to be practically feasible (scalable and 
efficient) for centralised service creation environments only. If rules are distributed 
across multiple network nodes, and the latency of the safety check is to be minimal, 
not to introduce additional delays for time-critical flows in the network, then there is 
the need for a “hop-by- hopD’ safety check mechanism. 

After all safety checks (against a single set of pre-codnitions in the linear case, and 
against multiple sets in the case of RCS tree) are performed, the particular event is 
obsolete. That means, we no longer need to keep an association (2); and post- 
conditions bil, bi2, ... , bin may become anonymous. 



The notion of firing is borrowed from Petri Nets. 

Here a hop is a single rule in an RCS which, of course can coincide with a physical 
hop of an IP network. 
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By so introduced event based safety check, we achieve desired automicity of 
resource control in a distributed environment allowing dynamic service creation. 
There is still another problem in such environments. Namely, in order to perform a 
safety check as described above, each rule needs to know the set of child rules.These 
child rules are to be notified on the event by a mechanism which will be equally good 
for a one-to-one or for one-to-many parent-child relations. 



5. Group Communication 

What is the best event notification mechanism for such an environment? Bearing in 
mind, that RCS can be a branching tree, we inevitably should conclude that a 
multicast technology should be very advantageous for event notification. 
Unfortunately, it is not possible to use native IP multicast as the basis for event 
notification because it largely lacks controls, mainly for group membership. Service 
model for IP multicast allows any host to become a group member 

There have been many discussions in recent years about practical applicability of 
IP multicast service model [5]. The lack of providers’ control over multicast 
membership and content has been identified as the main drawback of IP multicast [6] . 
In order to make multicast more deployable many argued that the service model itself 
should be changed. An excellent background material- motivation and requirements - 
for this view could be found in [7]. 

Recently we have presented another approach [8]. We argue that there is no need 
to modify IP multicast service model while it should be considered as a building 
block for higher level services (we call these Group Communication Services) which 
should feature needed controls. Further, to facilitate controls over membership and 
content we propose to make service components programmable to an extent which is 
currently feasible. Rather than following active networks paradigm in tailoring 
network elements to meet user and provider requirements we follow slightly modified 
client server approach to achieve the same goal. 

We introduce a new service model dubbed Mediated Group Communication. In 
this model we have a new logical entity above IP multicast - Group Communication 
Mediator (GCM). Main semantics of IP multicast are retained (it’s our building 
block), i.e. we retain group membership as being under the supervision of receivers, 
we do not consider a sender to a group to be necessarily a member of a group. We 
build a GCM to be back compatible with native IP multicast [5]. 

Consider a set of hosts H and a set of groups G in which these hosts participate. 
We define then a meta group as a union of all the groups g^, ... } which 
belong to G and one special group which consists of one or more GCMs. We show 
in [8] that all other members of G are sending their control messages to and g„ in 
turn controls group R - e.g. a group of all multicast border routers in a GCM domain. 

The criteria for group membership can be derived from the conditions of safety 
checks, thus each network node, based on its state information and services requested 
will know which pre-conditions for its required actions it has to check continuously. 
Based on this, the node joins dynamically a number of safety groups which advertise 
event notifications with relevant conditions. It is interesting to investigate what is the 
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relation of physical network topology and safety adjacency between safety group 
members, especially for such services as QoS on demand, e.g. triggered by network 
congestion. 



6. Groups: Engineering View 

DiffServ architecture scales because it groups microflows into flow aggregates. 
Similarly, we propose PDBs to be constructed out of per path behaviours (PPB), 
which in tnrn, are path dependant groups of DiffServ per hop behaviours. Basically, 
the whole framework for SLA based internetworking can be built upon principles of 
multicast. 

There are two obvious motivations for considering multicast as a primary 
technology to build a framework. The first motivation comes from, so to say, 
topological prospective - we see that QoS enforcement in the network should include 
a number of network nodes to collaborate in order to provide a preferential treatment 
for a flow traversing these nodes. The situation is more complicated when resource 
reservations are used. In this case, to be reserved resources are to be kept in mind 
foreseeing futnre reservations with stringent time and probability guarantees - 
basically it is an over-provisioning. 

The second motivation is the intention to design a QoS provisioning framework 
with the requirement of flexibility and support of heterogeneous QoS provisioning 
paradigms and IP network technologies. Such a framework being designed over a 
gronp communication paradigm will have an essential feature of hot plug-in. That is a 
new framework component can be added by just subscribing to a particular multicast 
group. If the native IP multicast service model is taken as the basis for gronp 
communication of the framework components then it is not possible to control the 
process of joins and leaves. Therefore we plan to investigate into the area similar to 
mediated group communication applied for a QoS provisioning framework. To 
support required signalling we propose group communication over native IP multicast 
using private addressing space. We plan to link this to the DiffRes [9] architecture 
being currently under simnlation. 



7. Examples 

As one example let us consider a new anthentication module plug-in into the 
framework. In the native IP multicast it will be quite simple for an intruder to inject a 
misbehaving component by simply joining even a secret IP multicast group address. 
We need membership controls. This seems to complicate the framework, however in 
reality it brings an advantage of flexibility at the level of services supported by 
dynamic creation and configuration. 

Another example can be per path behavionrs introduced earlier. PPB - a concept 
allowing inter-domain QoS transaction set-up and end-to-end tariffed transactions. In 
statically configured DiffServ network groups of micro-flows and flow aggregates 
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(PPBs and PDBs groups) automatically define groups of edge routers, which control 
membership for these groups and recover their end-to-end properties. When statically 
configured edge QoS enforcement (at the boundary of DiffServ domain) can’t meet 
end-to-end requirements for a PPB or PDB group, then we propose dynamic creation 
of virtual DS boundary (by, e.g. activating DS mechanisms in interior routers 
following thresholds derived from committed SLAs). 

As an example of economic perspective of this approach let us consider the use of 
airline industry analogy. 

An airline company presents a wholesale entity with quasi-static allocation of 
quality classes, travel agents present a set of retailers with ability to create service 
dynamically based on service components provided by the wholesale. 

When congestion happens at wholesale, then two things are possible : resource 
reallocation (if Business class is congested the boundary between Business and 
Economy classes is dynamically adjusted), or/and selective upgrade (if Economy is 
congested, and there are still available seats in the Business class ) based on a relative 
’’value” of an economy passenger(e.g. frequent traveller account state). Both cases are 
examples of dynamic creation, or re-configuration of a service conformant to an SLA 
but also utilising resources of an aircraft in an autonomous manner. 



8. Conclusions and Future Work 

The summary of QoS ad hoc interworking: 

• Resources are partitioned dynamically between quality classes in a fully 
distributed manner, 

• Dynamic QoS and charging differentiation are enforced only when a network is 
experiencing congestion, 

• QoS/service creation is facilitated by [re-]enforcing of [virtual] boundaries and 
distributed resource control for PPB and PDB groups, 

• Resource control is facilitated by the event notification mechanism which 
allows dynamic creation of a service in a fully distributed manner, 

• Event notification is based on the notion of safety groups where group 
membership is dynamic, however controlled. 

We plan to evaluate our architecture for a number of end-user services (especially 
for VPN and IP Telephony based on SIP), to prototype it and to measure actual bene- 
fits. 
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Abstract. This paper focuses on challenges related to the management of 
Quality of Services in IP networks and proposes a solution relying on a 
CORBA-based Service Architecture tightly and dynamically linked to the 
managed network. This architecture relies on Management Layers: EML, NML 
and SML inherited from the TMN architecture in order to deliver a more 
deterministic behaviour of the IP network. It makes also use of concepts 
defined by the TINA architecture as well as the TMF regarding key SML 
aspects. EML management is taken in charge by in-depth use of JDMK agents 
hiding network heterogeneity. 



1 Introduction 

The large increase of IP networks penetration makes it progressively replace legacy 
technologies such as X.25 and proprietary technologies such as IPX, DSA or SNA. 
On the other hand the deployment of ADSL and radio at the local loop will introduce 
new requirements for Services Management, particularly for new types of high 
bandwidth-related services such as Video on Demand, Multiconferencing or 
Teleteaching. This shift however brings new requirements at the network level 
regarding isochronous signal transmission in order to realistically carry e.g. voice 
data. Other services related to Network Management formerly using deterministic 
X.25 technology are replaced with IP services exhibiting a much more probabilistic 
behaviour, even if the overall mean efficiency of the latter is high. 

This situation may be taken in charge by two approaches: a first network-oriented 
approach where the equipments themselves would be in charge of Quality 
Management - the DIFF-SERV, MPLS or tag switching techniques would represent 
this approach; a second approach where a Management System would rule the use of 
network resources and organise the dispatching of services to users - the TINA 
architecture has been an attempt to do so. 

The opinion of the authors is that both approaches are unavoidable: a resilient, 
QoS-based IP network matching the requirements of a Service Management Layer 
that delivers high quality on-demand services in near-real time to users. 
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The proposed system which is developed by the GETH within the GESTICA 
[GEST] project is an attempt to demonstrate the usefumess of this combined 
integrated approach. This paper will therefore first briefly recall fundamentals of 
current service management architectures. The core part will develop the proposed 
architecture which combines a layered CORBA-based TMN architecture with Service 
Management components interpreted from the TINA architecture. Einally a last 
section will provide the author’s conclusions. 



2 Current Network Management Architectures 



2.1 The Telecommunication Management Network Framework 

The TMN (Telecommunication Management Network) [8.] architecture defined by 
ITU-T sets the framework for large-scale, hierarchically layered network management 
systems. 

Eour layers are defined apart from the equipments: the Element Management layer, 
where one single equipment is managed at a time; the Network Management Layer, 
where the whole network is considered; the Service Management Layer which takes 
in charge network services; the Business Management Layer, realising network- 
related strategical tasks. The figure 1 summarizes this classical layered scheme. 




Another key feature of the TMN is its dual buildingblock: the manager-agent 
couple. In this scheme a managing entity, the manager, issues requests to a managed 
entity: the agent, which replies asynchronously by issuing notifications. In the TMN, 
Operations Systems (OSs) are dual manager-agent while Network Elements (NEs) are 
agent entities which use an OSI 7 layer stack and CMIS/P [12.] as the communication 
service and protocol. In this scheme, the manager issues CMIS/P requests via the OSI 
stack which are processed by the agent, with the results being passed back later in an 
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asynchronous fashion. The agent and manager are roles, e.g. this notion is dynamic in 
time, with OSs taking either of the two roles in different instances of communication. 

The information presented to the manager by the agent is standardized and consists 
of publicly available Information Models. The latter are specified using the 
Guidelines for the Definition of Managed Objects (GDMO) [13.] formalism which is 
object-oriented and consists of classes, attributes and methods (actions and 
notifications). Values of GDMO attributes, action and notification parameters are 
represented using the Abstract Syntax Notation One (ASN.l) [X208] structuring 
language and particular coding rules in order to be transmitted by the OSI stack. An 
agent entity is composed of three fundamental elements: the Managed Information 
Base (MIB), the collection of implementation objects, and the resources. The MIB 
consists schematically of the naming tree and the Managed Objects (MOs). The 
naming tree is the access structure for the Managed Objects via a standardised 
hierarchical naming scheme. The managed objects, specified in GDMO, are the 
entities subject to manipulation by the manager through CMIS/P operations. 

The scenario depicted above is, however, not cast in stone. New, powerful 
distribution infrastructures and telecommunication architectures are seriously 
challenging the TMN. The following two sections summarise the two main 
frameworks in this area. 



2.2 CORBA From a TMN Point of View 

The Object Management Group (OMG) has specified the Object Management 
Architecture (OMA) and is now defining higher level business-oriented services and 
entities, making the overall architecture more and more complete [2.]. 

The distribution architecture of CORBA is built upon a software bus, the Object 
Request Broker (ORB), which provides the infrastructure allowing distributed 
software components to communicate. Key aspects are: ubiquitous use of the client- 
server paradigm, true object orientation, implementation language independence, and 
implicitly distant objects i.e. no difference between local and remote objects and 
access transparency. 

The latter property is particularly powerful for TMN systems designers. Within the 
OSI communication framework, the programmer has (even with sophisticated 
software layers between the local representation of the Managed Object, and the 
distant one) to deal explicitly with communication aspects; whereas in a CORBA- 
based environment, the programmer does not even distinguish (after some simple 
initialisation) between local and remote objects: the remote object appears and is 
manipulated in the same manner as a local one in the programming language. The 
remote object is in an implicit distance situation. Additionally, data representation 
burdens which are taken care by the ASN.l standard in the ITU-T world, are dealt 
with in a completely transparent way by the ORB. 

An additional benefit of CORBA compared to OSI Systems Management is its 
ease of use. An OSI programmer is faced with relatively expensive tools and complex 
software Application Programming Interfaces (APIs) such as the low-level 




An Integrated and Federative Approach to QoS Management in IP Networks 



199 



XOM/XMPQor the slightly more sophisticated TMN/C++ API defined by the former 
NMF, whereas CORBA systems are comparatively cheap and easy to learn. 
Typically, competent C++ programmers are able to build simple client-server systems 
in half a day under CORBA; this is, unfortunately, not the case with OSTSM 
technology. These shifts in distribution technology are the main motivations that 
make CORBA an attractive environment when projecting new TMN systems. 

This decision-making point however hides some key questions regarding the TMN 
architecture. CORBA does not provide powerful access aspects of CMIS/P such as 
scoping/filtering, neither does it provide a suitable architecture for credible 
telecommunication management e.g. thinking of building blocks like the Event 
Forwarding Discriminator, an essential entity for scalable, fine-grain event 
dissemination in telecommunications systems, and the fundamental Systems 
Management Functions (SMFs) which support generic Fault, Configuration, 
Accounting, Performance and Security (FCAPS) functionality, and which are not 
covered suitably (in a TMN requirement perspective) by COSS [3.] services. 

In summary, the TMN system designer is very much tempted by the comfort of the 
CORBA architecture, but has no real valid support regarding the management of 
telecommunications systems. The temptation may be so strong however that some 
had-hoc implementations may arise and solve particular local network management 
problems but at the cost of ITU-T standards respect and, as a consequence, at the cost 
of the hope for general interoperability between all stakeholders of the 
telecommunications service architecture, which is a strategic issue. 



2.3 The TINA Architecture 

The Telecommunication Information Networking Architecture Consortium (TINA-C) 
[I] aimed at providing an advanced object-oriented software architecture for 
integrated telecommunication network and service management and control. In 
summary, the TINA architecture consists of two major building blocks: 

• the Service Architecture, which represents a step forward beyond the specifications 
delivered by the ITU-T, which are limited to the network and element 
management, and which addresses service control. The Service Architecture 
introduces the concepts of access and service sessions and integrates service 
control with service management. 

• The Network Resource Architecture, which is the TINA view of TMN network and 
element management. This uses the Network Resource Information Model (NRIM) 
to model connection-oriented networks in a technology-independent fashion. 

The distribution infrastructure proposed by TINA is the Distributed Processing 
Environment (DPE) which is based on CORBA but is enhanced with 
telecommunication-oriented features. The DPE runs on an overlay network that is 
used for control and management, known as the Kernel Transport Network (KTN). 
TINA makes an extensive use of the Open Distributed Processing (ODP) [14.] 
methodology in its specifications. 



^ The XOM/XMP API has been specified by the X/Open consortium, now known as the Open Group. 
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A discussion on the architectural relationship and potential migration of the TMN 
to the TINA architecture can be found in [9.], which was written with the idea that 
TINA will eventually replace today’s Intelligent Network (IN) and TMN 
functionality. However, it is no longer clear whether TINA will be fully applied in a 
unifying telecommunications software architecture. More realistically, a selected set 
of TINA concepts and components are expected to be found in future 
telecommunications systems. 



2.4 The JDMK Framework 

In the belief that new management architectures should be more decentralized, more 
adaptive and more dynamic, system designers created a particular flavour of 
JavaBean for network management purposes. Such objects can be used to develop 
modular open network management agents [7.]. Sun Microsystems has created 
specific management components called managed beans (MBean) [4.] which are Java 
objects featuring management capacities (get, set internal values or event notification) 
in addition to the properties of normal JavaBeans (modularity, dynamic loading, ...). 

An MBean instance is manageable as soon as it is registered within a 
framework.. Associated with this framework several protocol adaptors can be used. 
MBeans can then be accessed in an open manner through several protocols (SNMP, 
CORBA, RMl, HTTP, ...). The MBean concept is the core technology to build 
modular open multi protocol manager/agent components. 

Furthermore, the Java Dynamic Management Kit [4.] is a set of tools enabling the 
development of Java-based managers or agents as well as a number of useful classes 
based on the MBean concepts and delivering a high-level API for communication. 

Although property of a specific vendor. Sun Microsystems Inc., this framework 
will probably gain a rising attention and its status is likely to evolve in the future. Sun 
Microsystems has started the standardization process to produce a universal open 
management extension of the Java programming language : the Java Management 
extensions JMX [6.]. These extensions can represent the transition from current 
management technologies (static agents and protocols) to an open model where: 

• management agents are plugged in dynamically and immediately available 

• management applications are freed from dependancies on a fixed information 
model or specific communication protocols, 

• new management services can be fetched through the network and plugged 
dynamically into the manager. 

The JMX architecture is divided into three levels: 

• the instrumentation level: implements the Mbean, the Java object that represents a 
manageable resource; 

• the agent level: provides management agents, the containers that provide core 
management services which can be dynamically extended by adding new 
resources. An agent is composed of a Mbean server, a set of Mbeans representing 
managed resources, and at least one protocol adaptor. An agent may also contain 
management services, also implemented as a Mbean. 

• The manager level: implements management components that can operate as a 
manager or an agent for distribution and consolidation of management services. It 
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provides an interface for management application to interact with the agent, 
distribute or consolidate management information. Additional management 
protocol APIs provide a standard way to interact with legacy management 
technologies (SNMP, WBEM, TMN, ...). 

The latter level is used to implement the EML layer in the GESTICA architecture. 



3 The GESTICA Architecture 



3.1 Project Objectives 

The GESTICA project aims at providing an integrated quality control over high 
bandwidth services such as Video on Demand, Multiconferencing or Hi-Fi Audio. 
The main concern in this context is that available protocols (e.g. IP) are not oriented 
towards isochronous transmission, overlaying applications having the burden of 
smoothing the unpredictable behaviour of underlying resources. 

The challenge of the proposed structure is to combine the probabilistic nature of IP 
and ethernet with a management environment controlling the feasibility and quality of 
service criteria in a session-based manner. A TINA-inspired session management 
layer is then be in charge of the control of the availability of network resources in 
order to insure the required functionality. 

The SML components are tightly linked to realistic network information through a 
network data repository which is constantly updated. 

This section presents the GESTICA architecture starting with a global overview, 
after which it will detail the different Management Layers SML, NML and EML. 



3.2 Architecture Overview 

The GESTICA architecture is mapped on the layering of TMN: 

As can be seen in figure 2, GESTICA combines the three classical TMN layers: 

• The Service Management layer which is in charge of the user session access and its 
parameters, as well as service maintenance; this layer is based on a series of 
components distributed over CORBA. 

• The Network Management Layer which delivers on demand connectivity to SML, 
as well as playing the role of network information repository regarding the network 
topology, the status of network resources, performance statistics etc. This layer 
makes use of a particular CORBA-based Management Agent: the TRAC agent. 

• The Element Management Layer which manages equipments regarding their 
configuration on behalf of the NML, and track equipment status and network 
information in order to be delivered to NML. This layer makes use of Java Mbeans 
which hide the heterogeousness of equipments and protocols. 

In other terms, the EML layer uses specific protocols (telnet, snmp etc.) to access 
equipments, while all the rest of the system runs over CORBA. 
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Fig. 2. GESTICA overview. 



From a functional point of view the GESTICA system runs simultaneously in two 
modes: 

• A planning mode where the users - in a session-oriented way mimicking the TINA 
approach - connect to the system at the SML level which then retrieves their user 
profile, connection classes, tariff selection etc. and allows them to choose the 
desired service with its parameters, notably the desired Quality of Service. 
Furthermore the session verifies if the requested service can be delivered in the 
required quality, given the status of the corresponding resources. 

• A supervision mode where network information and statistics are constantly 
gathered and updated, keeping track in near realtime of e.g. ethernet collision 
statistics etc., in order to keep the NML layer informed of the status of the network. 
It is the SML layer which, regularly, interrogates the NML layer to verify the 
soundness of the network, and if it is not the case, makes the appropriate decisions. 
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3.3 EML Layer 

The EML layer is composed of JDMK-based modules insuring a uniform presentation 
of equipments to the NML layer, disregarding the heterogeneity of routers, switches 
etc. of different vendors. They take in charge the conversion of high level requests 
issued by NML, to the specific protocols (telnet, snmp or even sockets) of the 
particular equipment. Reciprocally, they poll equipment status information regularly 
(again in the particular protocol of the attached equipment) in order to transmit it to 
NML. 

The available implementation makes use of SNMP mainly for configuration 
purposes, as well of the telnet protocol. It allows to build on demand end-to-end 
VLANs in the available platform (two routers, 6 switches) as well as to accept 
requests to upload relevant network statistics such as collision percentages or packet 
flow measures. 

Ligure 2 summarizes the situation of the Mbeans in the Gestica architecture. 



3.4 NML Layer 



3.4.1 Architectural Motivations 

Given the different constraints and requirements to build a realistically deployable 
TMN agent based on CORBA, a number of considerations and options come to the 
mind of the system designer. In this particular project, several options were taken as 
main architectural options: 

• Referring to the scalability requirement, it has been chosen to design the agent such 
as to hide the managed objects inside the agent as the default option. This way, it is 
possible to accumulate managed objects by the millions without dealing with ORB 
limitations. An option to publish, on request, the CORBA reference of a particular 
sub-tree of the MIB is kept open (e.g. if repetitive access to the physical view of an 
equipment is foreseen, the manager could be interested in such a shortcut through 
the naming tree). 

• The external access to the agent conforms to the JIDM pseudo-CMIS specification. 
This has the double advantage of a standardised publicly available IDL 
specification, and of a total independence from the information model used by the 
agent. Lull implementation of all CMIS features, such as scoping and filtering, 
were put at a top priority. 

• A heavy decision has been made: to discard the existing ASN.l definitions and to 
replace them by native IDL types by hand. This has the drawback of deriving from 
strict standard handling, at the benefit of a considerable simplification of the 
designer’s life. A close examination of ASN.l types delivered by standards indeed 
leaves an impression of pointless complexity (as an example, all ASN.l 
graphicstring, printableString etc. types, many in the standards, are 
thus replaced with the unique IDL string type). The cost of hand-typing the 
types has been tested on the existing implementation, and has been felt as quite 
acceptable. 
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3.4.2 Realisation 

The architecture of the agent has been designed as a GDMO template handling engine 
at the heart of which is the naming tree. The latter is implemented using a scheme 
holding the managed objet skeletons, which in turn refer to their packages, and finally 
to attributes and even later to values. The complexity of the system relies on list and 
memory management, thus quite classical algorithms could be used. 

A special note has to be made on multiple result handling. In the CMIS/P context, 
the agent answers to requests by replies, as many as the result requires (quite many, 
for a wide scoped request for example). This scheme had to be emulated in the 
CORBA infrastructure, because the team did not project to depend on a notification 
service. The actual workaround has been to encapsulate multiple results in a IDL 
sequence, where each element represents one result. 

3.4.3 Implementation Notes 

The implementation of the agent is based on a quite standard environment: a Sun 
workstation running Solaris 2.5.1, the Orbix CORBA system and the Sun C++ 
compiler. 

The large use of dynamic memory allocation mechanisms and pointer management 
has to be emphasized. As an example, the instantiation of a managed object through a 
M_CREATE request determines the allocation of dynamic memory for each and 
every entity of the instance (the instance itself, its attributes, their values). 
Reciprocally, the deletion of an instance requires to free all the memory allocated 
previously. All the MIB management is implemented using pointers which model the 
relations between all instance entities. An efficient tree management structure using a 
son-brother machine representation has been used. This scheme links only one 
descendant node to its parent node, all other nodes of the same level building a linear 
list with the former one. The following figure shows partially how these entities link 
together. 




Fig. 3. Object relationships within the agent. 
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The agent’s IDL interface contains all the information and structures needed to run 
pseudo-CMIS requests under CORBA. This interface is unique e.g. independent of 
the Information Model. All functions are confirmed e.g. returning results. The IDL 
definition followed the IIDM standard with the notable exception of the ASN.l 
structures, which have been considerably simplified. 

The agent has been run with a minimal manager reading requests from ASCII files. 
This scheme allowed to test the agent with very large request sets. A hierarchical 
scheme were the cities contain districts, the latter containing zones, and zones 
containing equipment, has been used. This network is variously meshed depending on 
the importance of nodes and their geographical situation. 

The information model used for this experiment has been the TINA NRIM. The 
main class used to model networks is the subNetwork class which is subject to a 
recursive containment relationship e.g. subNetwork instances of layer (n) 
contain subNetwork instances of layer (n-1) and so forth. Other classes defined in 
the NRIM information model that were used are link, topologicalLink, 
linkTerminationPoint and topologicalLinkTerminationPoint 
(see figure below). 




Scalability tests included a large scale simulation of a french backbone including 
instantiation of 430,000 objects, demonstrating the scalability of the approach. 
Performance results were rewarding. One M_CREATE request including manager to 
agent and return paths through the available laboratory IP network takes less than 30 
milliseconds. The agent has been extensively tested and its stability has been 
remarkable, both in terms of constant response time and of resilience. 
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3.5 SML Layer 

The Service Management Layer implements the User Session Manager (USM) and 
the Network Quality of Service Supervisor (NQSS). 

3.5.1 The User Session Manager 

The USM takes in charge the management of the user session in two steps. First, the 
USM realises the function of session access portal : to invite the user to identify 
himself and to choose a particular service including its parameters if necessary. 
Second, it verifies that the required service can be insured properly given the actual 
status (their load, in particular) of the corresponding resources as viewed at the NML 
layer. A service that would endanger the quality of already running services would be 
refused ; this way, existing services are guaranteed to remain stable all over their 
session (in the hypothethis that the network carries only GESTICA-managed 
bandwidth). 

3.5.2 The Network Quality of Service Supervisor 

The NQSS implements the function of quality maintenance over the network. It 
constantly polls the NML layer in order to gather load and status information. In the 
case of node criticality (e.g. more than a certain percentage of collisions at EML, an 
information which is mapped into NML information in the form of load statistics), the 
NQSS makes appropriate decisions, for instance rerouting of certain services into 
nodes that are less critical. In certain extreme cases, the NQSS would even interrupt 
certain (less important) services in order to relieve the network. The priority of a 
service is a parameter which is a session characteristic and related to tariff classes. 

The figure 5 shows how these components run over NML. 





Fig. 5. The Jiervive Management Layer. 



3.6 Overall considerations 

Two remarks can be made on the GESTICA system : 

• The proposed approach is largely technology-independant because 1) the EML 
components hide the underlying equipments and 2) the Information Model that is 
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used at the NML layer is the NRIM which is technology transparent. In principle, 
GESTICA could insure the same services over ATM networks for example, or 
even mixed networks. 

• GESTICA is largely independant of the actual Service as well. The proposed 
Service, for economical reasons, is VPN configuration but the architecture would 
not have changed if it would have been vIP or VoD. 



4 Conclusions 

The work presented in this paper is an attempt to integrate in a single system all 
components involved in Services Management as well as to demonstrate the 
feasibility of this approach. At the same time, the system shows how the TMN 
architecture may be used in CORBA-based systems, making profit of the features of 
both frameworks. This aspect could be the base for new, enhanced management 
systems both easier to develop and to deploy than CMIP-based TMN. 

On the other hand this system demonstrates also how an IP network can be 
managed to exhibit a more deterministic behaviour, and this is a key feature for many 
users which appreciate this technology, but are reluctant to accept its low 
determinism. 

Last, the proposed approach which implements LAN-based VPN management, can 
be easily extended to other services such as VoD or VoIP because the actual 
architecture remains independant of the managed service. 
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Abstract. Today, there are separate networks infrastructures for fixed and 
mobile communications, and for Internet access support. In future, however, a 
layered architecture with diverse service provision based on common network 
technologies is foreseen. The network evolution towards this goal is considered 
in the context of the standardisation work for UMTS. The scope of this paper 
includes 3GPP work for Release 2000 and wireline access to 3"* Generation 
mobile services. 



1 Introduction 

Traditionally, there have been separate networks infrastructures for fixed and mobile 
communications, and for Internet access support. In the EURESCOM P9I9 project, 
however, an alternative approach has been investigated using a layered architecture 
with diverse service provision based on common network technologies (Figure 1). As 
part of this study, Multi Protocol Label Switching (MPLS) technology has been 
investigated as a possible means to support seamless service provision across diverse 
access media, with potential cost savings in network operation and infrastructure. 




Service production/IT 
Service network 
Transport 
Access 



Fig. 1. Shift from dedicated service networks towards a layered architecture with common 

network technologies 
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2 Evolution of GSM towards 3”* Generation Capabilities 

The cellular system deployed by European mobile operators is based on GSM 
technology and operates in the 900 MHz and 1800 MHz frequency bands. Work 
within the ETSI Special Mobile Group (SMG) has specified an evolved radio 
technology, the Enhanced Data rates for GSM Evolution (EDGE), which uses the 
existing GSM frequency bands to achieve bitrates of up to 384 kBit/s. The radio 
access for UMTS, the so-called UMTS Terrestrial Radio Access Network (UTRAN) 
operates in a higher frequency range (2 GHz) and achieves bitrates of up to 2 MBit/s. 
The same core network standards are defined for both EDGE and UTRAN, which 
will ensure compatible services. In this context, specification work for the future 
mobile core network is carried out by the 3"^ Generation Partnership Project (3GPP). 

When UMTS systems based on the so-called 3GPP Release ‘99 specifications are 
deployed by GSM operators in 2002, it is highly probable that the UTRAN will be 
interconnected with the existing GSM and General Packet Radio Service (GPRS) core 
networks (Eigure 2). The initial deployment of UMTS may well be limited to isolated 
islands (e.g., city centres, business areas, industrial plants) and in such a case, the 
GSM infrastructure will provide limited service support between UMTS islands. To 
allow the UTRAN to communicate with the GSM and GPRS networks, so-called 
Interworking Units are needed. The interface between the UTRAN and the core 
network is the /u-interface and is based on ATM. 




MSC 



UTRAN 



lu 



I Mobility Management 
I Access Network 
Interworking 
I GSM Circuit Switched 
I GPRS Core Network 



Fig. 2. Interconnection of a UMTS Terrestrial Radio Access Network (UTRAN) with the 
existing (legacy) GSM/GPRS Core Network 
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3 The 3GPP Release 2000 

At the beginning of the year, work started within 3GPP on Release 2000. This 
specification will include functional enhancements to Release ’99 and transport- 
independent support of UMTS with an “all-lP” option. Below are some of the 3GPP 
architectural principles for Release 2000. 

Transport Independence (to control heterogeneous bearer mechanisms): The 
GSM/UMTS Core Network architecture will be independent of the underlying 
transport mechanism (e.g. STM, ATM or IP). Furthermore, operators will have the 
freedom to utilise a single or any combination of transport technologies. 

Standardised alternatives for transport mechanisms: Alternatives for the 
signalling transport (e.g. SS7, SIGTRAN) for the service control, call control and 
bearer control protocols as well as the alternatives for the user plane transport will be 
standardised for relevant transport mechanisms. 

Decomposition of network functions: The GSM/UMTS reference architecture all- 
IP option will be defined in terms of separate functions and clear interfaces such that 
it is possible to separate transport from signalling. This has the objective of separation 
of call/session, mobility and service control. This is intended to give operators the 
freedom to provision, dimension and upgrade these network functions in a modular 
fashion, providing flexibility and scalability of network implementations. 

Flexible traffic processing function placement: The GSM/UMTS reference 
architecture will allow operators to place the traffic processing functions in the most 
practical, cost-effective part of the network. 

Use of Internet protocols: The GSM/UMTS reference architecture will use, as 
appropriate, existing/evolving Internet protocols, e.g., to support multimedia services, 
interoperability with other next generation fixed or mobile networks, and media 
gateway controllers. 

Support for a variety of mobile equipment: The GSM/UMTS reference 
architecture will support a range of different terminal types (simple speech only 
terminals, multimedia terminals, PDAs, Laptops, etc.). One particular aspect is that 
not all terminals may be able to support end-to-end IP capabilities. 

Independence of access technology: The GSM/UMTS reference architecture will 
be designed to ensure that a common core network can be used with multiple wireless 
and wireline access technologies (e.g., xDSL, Cable, Wireless LAN, Digital 
Broadcast, all IMT2000 radio access technologies). 

Support for roaming onto other 2G and 3G mobile networks: The GSM/UMTS 
reference architecture will be designed to facilitate roaming between different 
network types. 

Support of Service Requirements: The GSM/UMTS reference architecture will 
include mechanisms for operators and third-parties to rapidly develop and provide 
services and for users to customise their service profile 

Support of regulatory requirements: The GSM/UMTS reference architecture will 
include features to support regulatory requirements such as legal intercept, number 
portability and other regional requirements. 

Separation between Bearer level. Call control level and Service level: 

— Use of different access technology to connect the “IP multimedia core 
network subsystem”: The IP multimedia domain will be connected to the 
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bearer network at a fixed reference point (anchor point), thus hiding the 
micro mobility of the user equipment (terminal), but it will not hide roaming. 
This reference point will be independent of the access technology which can 
be GPRS, UMTS packet-switched or any relevant wireless, wired-line access 
technology as long as they provide transport of user packets up to this 
reference point and hide the micro-mobility of the User Equipment. As a 
consequence, the behaviour of the multimedia call control server can he the 
same whatever the access technology (radio or wired-line). 

— The access to the IP multimedia core network subsystem will be supported 
by the packet-switched domain at the, so-called, Gi interface: The packet- 
switched domain provides bearers that will be used by the user equipment 
for its signalling and to provide user plane exchanges with multimedia 
(H323/SIP) call control servers and gateways. These servers / gateways will 
be located behind the GGSN, acting as an anchor point for the mobility, 
implying that when the terminal is moving, the call control server is not 
changed as long as the user equipment (terminal) is registered on this server. 

The specifications need to support both circuit-mode and packet-mode domains: 
Considering the traffic mix resulting from the set of 3G services and the need for 
flexible evolution paths, it will be necessary to have separate circuit-switched and 
packet-switched domains. Each domain will handle its own signalling traffic, 
switching and routing. 

Keep network functions separate from radio access functions: The same network 
should support a variety of access choices, and access technologies may evolve 
further. Therefore, network functions such as call control, service control, etc. should 
remain separate from access functions and ideally should be independent of the 
choice of access. This implies that the same core network should be able to interface 
to a variety of radio access networks. 



4 Wireline and Cordless Access to 3"“ Generation Mobile 
Services 

From the perspective of an integrated fixed/mobile core network, wired and wireless 
access are just different ways of accessing the same services. xDLS modems can be 
introduced to upgrade the capability of the copper local loop allowing a bandwidth of 
several Mbit/s. A UMTS, or other /M-compliant, basestation can be added at the 
customer site to provide cordless access to 3G mobile services. An Interworking Unit 
(IWU) can be introduced at the /M-interface to separate traffic into the legacy circuit- 
switched and packet networks (Figure 3). This is analogous to the separation of 
UTRAN traffic into GSM circuit-switched and GPRS types, as shown in Figure 2. 
Direct connection to a UMTS core network can integrate connection-oriented and 
packet-based traffic (Figure 4). 
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Fig. 3. Fixed network evolution towards UMTS. The copper local loop has been upgraded to 
xDSL and a UMTS basestation providing cordless access has been added at the customer 
premises. At the operator side, an Interworking Unit (IWU) separates circuit-switched traffic 
into respective (legacy) networks in a similar manner to Figure 2 




Fig. 4. In a future integrated scenario, xDSL can be connected to an integrated UMTS core 
network which handles both circuit-switched and packet traffic 



5 Protocol Considerations 

Over the next few years, telecommunication backbone networks will implement IP- 
based connectionless packet switching techniques supporting voice and multimedia 
traffic. Based on new QoS mechanisms and supported by centralised architectures, 
real time services will be enabled. 

The evolution from the present circuit-switched networks to connectionless packet- 
switched networks will be made possible by the introduction of gateways. Gateways 
handle all the interworking functions, translating information between packet-based 
VoIP networks and circuit-switched networks. The entry gateway encodes the speech 
into a set of compressed voice frames, packetizes them into Real-Time Protocol 










214 



J. Charles Francis 



packets and forwards them over IP or ATM core networks via the network interface. 
The gateways can be divided into three groups: 

1. Media Gateways (MG) that handle the conversion of media streams from circuit 
format to packet format. 

2. Media Gateway Controllers (MGC, Call Agents) that manage the packet network 
connections. In some configurations the MGC has integrated the Signalling 
Gateway function. 

3. Signalling Gateways which constitute the interface to the circuit-switched 
networks with SS7 signalling. 

For the communication between the MGCs (Call Agents) and the MGs, a media 
gateway call control protocol is used. Based on precursors MGCP and SGCP, the 
IETF MEGACO/ITU-T H.248 protocol is currently in the process of being 
standardised jointly by IETF and ITU-T. The evolution of the IP-network may be as 
follows: 

1 . In a first step, the CCS7 signalling trunks from the national/international telephony 
networks can be connected to the Media Gateway Controllers. The voice trunks are 
terminated at the Media Gateways. For the transport of the BlCC protocol 
(between the Media Gateway Controllers) and the media streams (RTP between 
the Media Gateways), an ATM / MPLS Core Network can be used. 

2. In a second step, the Media Gateways can be used for the connection of existing 
local exchanges. The LANs are directly connected to the MGs which are encoding 
the media into a set of compressed voice frames, packetizing them into 
RTP packets over IP. The CCS7 signalling from other National/International 
telephony networks can be connected to the Signalling Gateway Eunction (which 
may be collocated with the Media Gateway Controllers) using SCTP over IP. 

3. In a third step, the IP (or another packet-switched network) can be connected over 
Multi Protocol Lambda Switching Network to DWDM. Other algorithms or Multi 
Protocols are under consideration. 

Indicative solutions are shown in Figures 5 and 6. 
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Fig. 5. Support of 3G mobile services by Multi Protocol Label Switching (MPLS) 




Fig. 6. An integrated fixed/mobile network for 3G services 
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6 Conclusions 

The technical work for the evolution of GSM towards UMTS is carried out by the 3"* 
Generation Partnership Project (3GPP) and the currently approved specifications are 
referred to as Release ‘99. The specifications have been developed from a GSM- 
operator perspective and are aligned with the ETSI Special Mobile Group (SMG) 
work on GSM evolution based on EDGE radio technology. ETSI core network 
standards for 3"* Generation Mobile are based 3GPP specifications and the 3GPP is 
work is therefore critical for both future GSM and UMTS. Mobile 
telecommunications in Europe is highly constrained by ETSI standards as appropriate 
international signalling for roaming users and common terminal standards must be 
supported. The specifications for Release ‘99 have been based on interworking to the 
legacy GSM/GPRS network. Current 3GPP work for Release 2000 is looking to 
transport-independent solutions including an all-IP option. 

To achieve an integrated fixed/mobile network for 3G services, a primary issue is 
to bring wireline/cordless access into the 3"* Generation mobile perspective. Options 
exist to upgrade the fixed network to provide a 3G cordless service and a variety of 
radio access technologies are available including UMTS, BLUETOOTH, BRAN, 
DECT and Wireless LAN. The same mobile services should be available 
independently of access media. 

The use of wireline/cordless access to 3G mobile services will offer several 
benefits. For the operator, it reduces the demand on the cellular infrastructure and 
utilises existing investment in the local loop. For mobile subscribers, wired/cordless 
access to 3G mobile services offers a dedicated high-speed link which can provide 
access at higher bitrates than the UTRAN. 

The future mobile services, whether based on UMTS or EDGE, will be 
multimedia. In the context of the new investment for these services, the opportunity 
will exist to add wired access / cordless access and achieve the goal of diverse service 
provision based on common network technologies. 



Abbreviations 
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Access Network 


BICC 


Bearer Independent Call Control 


BSS 


Base Station Subsystem 
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Enhanced Data Rates for GSM Evolution 
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Gateway GPRS Support Node 


GPRS 


General Packet Radio Service 
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Home Location Register 


IWU 


Inter Working Unit 
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Local Exchange 
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Mobile Application Part 


MG 


Media Gateway 
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Media Gateway Controller 
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Media Gateway Control Protocol 
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MPLS 


Multi-Protocol Label Switching 


MSC 


Mobile Switching Centre 


SGSN 


Serving GPRS Support Node 


SIP 


Session Initiation Protocol 


UTRAN 


UMTS Terrestrial Radio Access Network 


WDM 


Wave Division Multiplexing 


xDSL 


DSL (Digital Subscriber Line) technology 
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Abstract. The E-Tailor project (Integration of 3D Body Measurement, 
Advanced CAD, and E-Commerce Technologies in the European Fashion 
Industry (Virtual Retailing of Made-to-Measure Garments, European Sizing 
Information Infrastructure) is the largest project in the European Fashion 
Industry and one of the largest projects in the Infonnation Society Technologies 
(1ST) programme under the fifth framework programme of European research. 
E-TAILOR aims to develop advanced infrastructures, which will establish a 
new paradigm for Virtual retailing services of customised clothing (under 
Action Line (AL) II.3.3- personalisation of goods and services and AL IV. 4. 1 
real-time clothing simulation and visualisation). In addition to presenting the E- 
Tailor project, this paper will concentrate on work being carried out in relation 
to innovative and secure Smart card applications being developed in E- 
TAILOR. 



1. Introduction 

A number of initiatives have arisen recently in many European countries, evolving 
around the concepts of Made to Measure Manufacturing and Retail shopping via the 
Internet. The combination of these new services is now possible by the emergence of 
technologies, systems and practices, such as 3D whole body scanners, automatic body 
measurement SAV, 3D CAD systems for the customisation of existing styles. Virtual - 
try -on visualisation techniques and new smartcard technologies (multi-application 
Javacards) 

The main objective of E-TAILOR is to develop a comprehensive innovative 
platform enabling the integration of new specialised forms of clothing retailing 
(Virtual-home shopping) with new high value-added services to the customer, namely 
the production of personalised garments at reasonable prices, in short time and with a 
close to perfect fit. 

These new technologies promise a significant potential for the stimulation of the 
European Clothing Manufacturing and Retailing sectors; however, significant 
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impediments must be removed in order to achieve a successful launching of the 
related applications and services. 

E-TAILOR is founded on a global approach, global in terms of tackling all 
problems, global in terms of establishing a critical mass of all major players, global in 
terms of itis methodological approach combining both R&D and real state-of-the-art 
applications (deiuonstrators). Figure 1 contains a schematic of the entire E-Tailor 
system. 




Fig. 1. E-Tailor Schematic Diagram 

E-Tailor has the following technical/scientific objectives: 

• To develop tools that will contribute to the solution of the sizing problem (non- 
uniformity of size designations, aggravated by the lack of updated body 
measurement data on European populations), in the form of a European Sizing 
Information Infrastructure (ESII). ESII will serve as a unification platform 
ensuring conformity in the storage and processing of sizing data, acquired in future 
full-scale sizing surveys, organised either by the member states or by the EU. The 
specifications for the content and data representation formats of a European 
Anthropometric Database (EAD) will be defined in common by the E-TAILOR 
User Group, prominent Clothing Institutes and the relevant standardisation 
committee (CEN/TC 248/WG 10, for the development of a standard size 
designation system of clothing). 

ESII will consist of: 
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- A European Anthropometric Database (EAD), linked to advanced tools for 
3D body shape analysis, leading to the generalisation of body shapes and the 
production of a Library for Generic Body models of European populations. 

- ESII will be embedded in a web-based Sizing Information Service for the 
European fashion industry. 

• To develop a Customised Clothing Infrastructure (CCI), consisting of: 

- intelligent design systems, based on rules and practices of human tailors 
(computer version of the tailor's brain) 

- Order clustering and specialised ERP elements for the optimisation of the 
entire supply and production chain for overall quick response and cost 
effectiveness. 

- CAD interoperability standards 

• To develop a realistic and efficient clothing simulation and animation platform, 
accessible by kiosks and via Internet, and enabling the customers to visualise 
realistic models of themselves (obtained from 3D scanners), wearing "real" clothes 
with selected colours and accessories from the retailers collection (Virtual Try-on). 
This will tackle the need for specific interfaces required for Virtual shopping of 
clothing (the mirror or dressing room problem). The development of these tools 
will be based on existing state-of-the-art Virtual Reality systems used to dress and 
animate virtual mannequins. Further R&D will enable: 

- the dressing of customers 3D models with garment descriptions imported 
from CAD systems; 

- the displaying of clothes with texture rendering different aspects of 
garments (such as fabric texture, seaming, buttons, zips, etc.); 

- simple animation of the customers models, moving them to different 
positions, e.g. front, rear view, raising their arms, etc. 

• To develop a generic 3D framework tackling the problem of inconsistent body 
measurements obtained from different scanners and related measurement software. 
Combined efforts of 3D scanner manufacturers and R&D centres will lead to the 
development of: 

- Generic body representations at various levels of symbolic abstraction for 
exportation to other applications, such as shape analysis, CAD systems and 
Virtual Try-on SAV; 

- Generic representations of measurement data, as well as suggestions for 
standard EDI messages for the communication of measurement data; 

- System independent measurement extraction S/W. 

• To develop a comprehensive Customer Data Infrastructure (CDI) for the 
collection, storage and legitimate exploitation of customer data (including body 
measurements, personal preferences, etc.), thus tackling the problem of customer 
acceptance for the whole service and the problem of issuing multiple non- 
interoperable cards for the same customer. 

• To integrate current state-of-the-art systems (3D scanners, MTM CAD, Virtual 
Shopping applications) in the form of across the value-added chain demonstrators. 
Demonstrators will, however, serve both as reference for the development of 
advanced systems, as well as testing and evaluation sites for new developments. 
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The combination of R&D and Demonstrators will thus result in a new paradigm for 
comprehensive Virtual retailing services of customised clothing. 

Since the project is so large and covers a variety of areas, The E-Tailor project is 
split into three sub-projects, the European Sizing Information Infrastructure (ESII), 
The Customised Clothing Infrastructure (CCI) and the Virtual Shopping Infrastructure 
(VSI). The following three sections will explain the sub-projects in detail. 



2, Sub-project 1: The European Sizing Information 
Infrastructure (ESII) and Related Automatic Body 
Measurement Technologies (3D Scanners) 



2.1 European Sizing Information Infrastructure (ESII) 

The actual situation of the different size systems utilised by European clothing 
industry and retailers is confusing and unsatisfactory. The size labeling is different 
from country to country. Up to now there is no common size system available in the 
European Community. As the current sizes are not comparable between the countries, 
industry and retailers face enormous problems when they want to export or import 
garments within the European Market. This is known as a huge impediment to the 
further development of the EC Market. 

A system of standard sizes to be used in the European Community can only be 
established if there are qualified data available concerning the measures of the 
population. Some Member States carried out more or less reliable surveys. But mostly 
these surveys are very old and the reliability is not too good. Most of these data can 
not be used for the new common approach. New coordinated measurements have to 
be carried through. 

A clothing technical committee has been set up in the CEN with the task to 
establish the future basis for a European standard size system. The target is to create a 
system which can be used European-wide with standardised size designations and 
after that to develop common size charts so that clothing fits to as many people as 
possible. This can only be defined if the CEN group has data available about the 
distribution of body proportions in the Member States. 

In 1990, the European Commission stated in a paper that iit would be useful to 
carry out a measurement survey of the European population in order to build up a 
system of size normalisation available for the clothing industry and valid for all 
Member States.! In the face of the upcoming new MTM production the necessity has 
increased enormously. The objectives of establishing an ESII are: - 
• To develop a standardised framework and platform (infrastructure) for the 
deployment of a large scale European Sizing Survey (funded by external sources) 
for setting up a system of standard sizes to be used in the Member States 




222 



James Clarke et al. 



• To set up a Web enabled European Anthropometric Database (EAD) in order to 

offer a new service to the European clothing industry and other interested 
industries 

• To develop tools for standardised interpretation of anthropometric data (advanced 

shape analysis software, generic body models) 

The ultimate target will be to organise and carry out a measurement survey in the 
European Community in order to get clear and extensive information about the 
distribution of the body measures in the population. A pilot technology proofing 
survey (approximately 1,000 persons) will test, populate and validate the European 
Anthropometric Database. The European Anthropometric Database (EAD) and the 
related innovative tools will offer a new service instrument to the European clothing 
industry, retailers, mail-order companies and other related industries. 



2.2 3D Body Measurements and Systems 

Existing whole-body scanners permit fully automated sizing surveys and rapid 
individual measurements for custom clothing applications. However, the different 3D 
data acquisition techniques, the different scanned data formats and the varying 
measurement application software, result in inconsistent measurements across various 
systems (hardware and application software dependencies). The main objectives are: - 

• To assess current systems (3D whole-body scanners, automatic measurement 

techniques) with respect to measurement consistencies; 

• To develop standard representations for 3D raw data and measurement data, 

generic 3D body models, enabling the development of configurable interfaces to 
CAD systems, shape analysis and Virtual-Try-on S/W; 

• To develop body measurement software, which is system independent, with the 

aim of achieving, as far as possible, unified and reproducible results obtained 
from different scanning systems. 




Fig. 2. From scanned data to measurements - Different body segmentation and body landmark 
detection techniques determine measurement results. 
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3. Sub-project 2: Customised Clothing Infrastructure 

The successful launching of Made-To-Measure services in the clothing industry is 
critically dependent on the following criteria: 

• The fitting of the garments should be much better than the fitting of mass-produced 

clothing; 

• The process for adapting existing styles to personalised measurements (alteration 

of existing patterns) is mainly based on geometrical transformations, based on the 
body measurements. However, in a true made to measure environment, only a 
handful of people have the skills and knowledge necessary to custom tailor a 
garment. 

• The additional costs and delivery times involved in customisation. The whole 

ordering, design, production and logistics chain involves significant additional 
costs, compared to mass production. The client would not in general be prepared 
to pay more than an excess of 20%-30% to buy a custom-made garment. 
Furthermore, he would expect his order to be fulfilled in less than a week (3-4 
days). 

The processes that affect cost and delivery times are: 

• Order handling processes. MTM orders are essentially unit orders; 

• Communication processes; 

• Design and production processes. Pattern alteration, marker making, cutting, 

sewing, finishing, packaging and delivery have to be done to the unit and, 
therefore have to be optimised. 

• Raw material management is also critical. Fabric management must also be 

adapted to unit manufacturing. 

The combination of these requirements lead to the need for the design and 
implementation of intelligent pattern alteration systems and an IT system (MTM - 
ERP) to optimise the whole MTM supply chain so that: 

• Fitting is close to what is expected from an experienced tailor; 

• A fast response time (less than 4 working days) is achieved; 

• A minimum Inventory of fabrics and other material is kept maintaining a good 
service level; and 

• Machine set-up times and material handling are minimised. 

E-TAILOR's Tasks to meet the above requirements are: 

• The design and development of an intelligent pattern alteration system and a 

morphological editor, which will enhance the design and customisation 
capabilities of current MTM CAD systems; 

• The development of critical components for a highly specialised (MTM focussed) 

Internet enabled ERP system. The following figure (fig.3) illustrates the main 
elements of an integrated MTM MRP. 

• Suggestions for interoperability standards, which will enable the exchange of data 

between CAD systems of different suppliers. 
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Fig. 3. E-Tailor MTM ERP Architecture 

This approach requires the developments of interactive manipulation tools for 3D 
pieces of fabrics. The 2D garments are then imported into a 3D environment in two 
steps. 
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4, Sub-project 3: Virtual Shopping Infrastructure 

Most of the existing clothing simulation and animation systems are either non- 
realistic, or too slow, they all require extensive user interaction and none of them 
permits clothing simulations on bodies of real humans, with real garments from the 
collection of a manufacturer, or retailer. Furthermore, data volumes and processing 
times do not permit simulations on the web. 



4.1 Objectives. The Objectives of SubProject 3 are: 

• To create a realistic and functional virtual shopping environment in the form of a 

comprehensive interaetive serviee to the customers at retail kiosks and on the 
web. The core innovative tasks relate to the development of advanced clothing 
simulation techniques and software, enabling the customers to visualise realistie 
models of themselves (obtained from 3D scanners) wearing "real" elothes with 
selected colours and accessories from the retailers collection {Virtual Try-On 
software) and order with their customised smart cards; 

• To integrate the Virtual Shopping Service with 3D scanners, CAD-CAM scanner- 

Web interfaces. Multi-application Smartcards and electronic catalogues. 

The approach is to take the following as inputs: - 

- 3D human body modelled with 3D scanners. 

- 2D garments from clothes CAD/CAM software. 

To process the following: - 

- Assemble and seam the 2D garments to create a 3D garment; 

- Dress the virtual mannequin with the 3D garment; 

- Visualisation of the dressed mannequin for the web. 

Step 1. From geometric 2D patterns to 3D physics-based pieces of fabric 
This first step implies to import 2D CAD/CAM patterns, which only contain 
geometric and topological information (shape of the patterns, and seaming 
associations between patterns) and then convert them into 3D pieces of fabrics, which 
requires to convert the 2D patterns into a data structure that can be supported by the 
fabric mechanical model. The basic aspect of that process is constrained by the 
discretisation needed to perform the mechanical model simulation: 

1 2D CAD/CAM importation 

2 2D patterns discretisation 

3 2D patterns physical, texture, colour properties assignments 

Step 2. Assembling fabrics and pieces on the virtual mannequin - automated 
mannequin dressing. 

The approach is similar to the one used by tailors when they assemble 2D paper 
patterns onto a mannequin. They use pins to assemble the paper patterns directly onto 
the mannequin. For that purpose, there are some specific features (lines) on the 
mannequin that allow the tailor to know where to pin which pattern of paper. The 
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result is a "dressed" mannequin, although the garment was directly assembled onto 
the mannequin. Similar features will be added onto the 3D scanned body in order to 
allow a direct placement of the 3D patterns on the mannequin. Once the garment is 
assembled and the mannequin is dressed, the physical simulation will give its precise 
shape to the garment, so that is fits to the mannequin it is attached to. Different 
postures of the mannequin can be chosen. 



4.2 Smart Card-Based Infrastructure for Customer Data Collection and 
Handling (CDI). 

4.2.1 Introduction 

The smart card market in market in Europe has matured and grown significantly in 
the last few years. A number of proprietary electronic purses, telecommunications 
payment cards and loyalty schemes are available. There are a number of significant 
manufacturers of smart cards in Europe and hardware and software innovation 
continues rapidly. In Sub project 3 of the E-Tailor project, participants will develop 
and trial software/hardware components for the delivery of smart card mediated point 
of sale applieations. It is foreseen with the widening of e-Commerce, the point of sale 
will move out of the retail unit and into the home, work place and publie spaces 
through a variety of teleeommunieations enabled deviees. It was decided to store on a 
smart card as the Secure Personal Data Storage (SPDS) because it will give a citizen 
full ownership and eontrol of personal data, thus addressing privaey issues. An 
alternative would be to store the data in encrypted form and allow access by 
supplying a decryption protocol using a smart card. 

The industry is now at the stage where it needs to converge on standards to gain 
widespread acceptance of the smart card by the citizen and the consumer. This 
section outlines some of the current options and standards available and makes some 
recommendations about an appropriate platform for E-Tailor personal data storage. 

4.2.2 Broad requirements of the Secure Personal Data Storage (SPDS). 

The requirements are broken into two categories - Customers and Retailers. 
Customeris requirements of E-Tailor-enabled businesses: - 

technology that protects their ownership of personal ESII data; 

• The ability to allow limited secure access to their data; 

• Portability of their data from one point-of-sale context to another - retail kiosk to 

home PC connected to the web; 

• Convenient inter-working with payment mechanisms and loyalty schemes; 

• The data set will include 3-D body data. Front and side face images. Personal data. 

Private keys and Certificates; 

• Customers are unlikely to accept anything greater than a 5 second delay for 

transfer of all of their data from the SPDS into the client application; 

• It is likely that SPDS will be asked to return only certain parts of the data set so 

that some kind of indexed or tag-based file system will be necessary; 

• Data stored on the SPDS should be protected from theft or misuse by someone 

other than the customer in two ways: 
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a) The customer should own the SPDS and carry it on her person. 

b) Data and applications on the SPDS should be protected by means of a pin or 
some form of biometrics protection (fingerprint, voiceprint, etc.). 

Retaileris requirements when providing E-Tailor body scanners: - 

• A means of storing data extracted from a scanner; 

• A way of associating this data with a customer; 

• A means of assuring the customer of the privacy of her data; 

• Standards-based software and hardware components to add to their scanner; 

• In order to support structured and secured data access and hosting of applications, 

the SPDS should support multiple applications; 

• It is of concern to all operators of an application distributed on smart cards that one 

application should not be able to corrupt of access data belonging to another 
application. The SPDS must support a security architecture that ensures the 
integrity and verifiable downloading of applications. 

4.2.3 Hardware/Software components of the Secure Personal Data Storage 
(SPDS). 

The CDI prototype hardware components will be cost-effective, secure and robust 
card readers that conform to chosen standards, which will utilise cost-effective multi- 
application or secure data storage smartcards that conform to chosen standards. 

The CDI prototype software components will include a generalized card-based 
application for the definition, access and modification of an XML-based ESII data 
structure on a multi-application smart card. We have selected XML because it is the 
obvious choice for the representation and manipulation (via a myriad of tools) of 
complex data structures with a high semantic content. The CDI components will 
provide enhanced access to this data structure to allow retailers limited access and 
customers full access since retailers and manufacturers will only need to know those 
aspects of body data essential for the manufacturing process. The rest of the data will 
be private to the citizen. The CDI will include standard software component proxies 
for a number of common smart card readers. 

4.2.4 Standards Compliance of the Secure Personal Data Storage (SPDS). 

The following standards are relevant to the work being carried out in the development 
of the E-Tailor SPDS: - 

• Public key infrastructure - PKSC#15 

PKSC#15 is a new proposed standard from RSA Inc. to deal with the problem of 
incompatible formats of smart cards for use in a Public Key Infrastructure. 

• OCF - Open card Forum 

OCF is intended to overcome the proprietary and complex nature of smart card 
reader programming. 

• OpenCard architecture 

To address the requirements and objectives described in OCF, the core architecture 
of the OpenCard Framework features two main parts: theCardTerminal layer and the 
CardService layer. Further, the problem of card issuer independence is addressed 
separately by OCF's ApplicationManagementcomponent. 
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• PC/SC - PC Smart Card 

The PC/SC Specifications 1.0 are completely platform independent, and can be 
implemented on any operating system. 

• VOP - Visa Open Platform 

Visa’s open platform, which is now migrating to a multi-vendor standard as Global 
Platform, is an integrated environment for the development, issuance, and operation 
of multi-application smart cards. The standard consists of two parts - that covering 
the card terminal and that covering the smart card. The card specification defines an 
initial personalisation process and standard ways for customising the card after it has 
been issued. The goal is to provide tight control of the card and of the process of 
loading new applications onto the card. 

• ISO 7816 

The ISO 7816 standard “Identification cards - Integrated circuit cards with 
contacts” is the most significant standard for cards that establish electrical contacts 
with card readers when the card is inserted into the card slot. 

• EMVICC 

EMV '96: ICC standards were agreed in 1996 and are commonly known as EMV. 
These are derived from IS07816 and are intended by the sponsors (EuroPay, 
MasterCard & Visa) to ensure interoperability in the payment business. They state a 
minimum functionality for smart cards and card terminals. 

• Java Card 

Java Card allows on-card applications to be written in Java, and at the same time 
provides a good base for multi-application smart cards. All the major smart card 
manufacturers have implemented a Java Card. The latest specification is version 2. 1 . 

• Multos 

The industry consortium Maosco, which owns the specification, owns Multos. 
Multos is a multi-application smart card OS which provides an ISO compliant file 
system interface and, in addition, and execution environment for custom applications. 
Application developers develop these applications in a new application language 
called MEL (Multos Executable Language). 

• SmartCards for Windows 

This card is a combination of the traditional ISO 7816-4 compliant operating 
system and a programmable platform. Windows for Smart Cards is an 8-bit, multi- 
application operating system for smart cards with 8K of ROM. 

• CEPS and electronic purses 

The ‘killer application’ that will drive the widespread introduction of multi- 
application smart cards is the electronic purse. The electronic purse is a particular 
instance of a ‘stored value’ card, where monetary value, or something that can be 
equated to monetary value, such as loyalty points, electronic tickets etc., are stored on 
the card in a secure manner. 



5, Conclusions 

The research and development undertaken in E-Tailor will feed into Smart card-based 
products with the following competitive features: - 

• Eacilitate multi-application smart card applications for payment, transport, 
individual authentication etc. 
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• Be portable across a wide range of hardware / software architectures including 

embedded devices and main-stream e-commerce applications 

• Be portable across a wide range of point of sales venues - phones, PDA’s, kiosks, 

public communications terminals and PCs 

• Abide by emerging standards for smart cards, embedded systems and e-commerce 

applications to ensure maximum portability of our intellectual property. 
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Abstract. With the increasing needs for delivering higher bandwidths to 
residential areas, new technologies (e.g. xDSL) are emerging that are enabling 
broadband access. Network technologies, which are based upon upgrades of 
existing network infrastructures, are, economically, one of the most promising 
approaches. One of these, competing with several other approaches, is hybrid 
fibre coax networks (HFC) currently being used for CATV broadcasting. The 
various access network technologies will be interconnected via broadband core 
networks resulting in heterogeneous networks which, have to provide end-to- 
end applications based on the Internet Protocol. Since the CATV network is of 
a shared nature, the provisioning of IP-based Quality of Service (QoS) requires 
suitable inter-layer signalling in order to provide QoS-related information as 
soon as possible to the relevant instances. This paper presents a system 
architecture using ATM-over-HFC for high-speed Internet access providing IP- 
based QoS. The architecture’s seamless interoperability with other network 
technologies supports both IP-based and native ATM applications. 



1. Introduction 

Much progress towards high-speed networks has been made in recent years with 
respect to the bandwidth capacity of the backbone infrastructure. Also, in face of 
higher available resources in this section of the network, an effective exploitation of 
available resources is highly recommended since, from the application point of view, 
an increasing demand of this scarce resource can be identified. Solutions are required 
that enable customers to take advantage of the possibilities that future core networks 
could provide. 
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One promising approach is the Hybrid Fibre Coax (HFC) network. It consists of a 
fibre part for large-scale data distribution in city areas and a coaxial part into 
customer households. HFC networks form the basis of current cable TV 
infrastructures for the distribution of broadband TV signals. Thus, HFC systems 
combine two main advantages; firstly, they are widely installed and secondly, they are 
specifically designed for broadband communications. 

HFC networks are characterised by a tree and branch topology. At the root of the 
tree, a head-end entity controls the traffic. The HFC network is a point-to-multipoint 
bus access network in the downstream direction, and a multipoint-to-point bus in the 
upstream direction. However, in order to support bi-directional broadband 
communication, the network has to be upgraded. For the physical layer, this requires 
the extension of the unidirectional amplifiers to realise an upstream transmission 
capability, introduction of medium access control (MAC) mechanisms and additional 
effort to guarantee privacy in a shared medium. On top of this physical layer, a 
transport layer is required to provide data traffic with a distinct QoS and a dynamic 
response to fluctuating demand. Futures applications will be based upon IP and will 
be supported by several QoS mechanisms. Since interoperability between the QoS 
mechanism and existing applications is highly recommended, the chosen QoS 
protocol should be modular and transparent to these kind of applications. For this 
reason, within the ACTS project AROMA, such a system was developed, 
implemented and verified. 

Section 2 describes briefly the overall architecture of the AROMA system, its 
individual network elements, concepts and issues concerning the physical and 
transport layer. 

Section 3 follows with an introduction of the QoS service-provisioning concept of 
the AROMA access providing seamless interoperability with both, other access 
technologies and the core network. 

Section 4 provides a summary of initial measurements made in the real AROMA 
network focussing on IP-based QoS for legacy IP applications. 

The paper closes with a conclusion. 



2. The Aroma HFC Architecture 

Within the European funded ACTS project AROMA |T^ an HFC access network has 
been designed and implemented that provides both a multiple services environment 
and Quality of Service support ^ 

ATM is chosen as the mechanism to provide connection oriented traffic with a 
distinct QoS. Since the most important protocol used at the application level is the 
Internet protocol which is deployed in a classical IP-over-ATM environment, a 
suitable inter-layer signalling is required in order to provide QoS-related information 
as soon as possible to the relevant instances. This is to effectively exploit the scarce 
resources of the shared medium and to offer a core-network compatible QoS concept. 

Fig. 1 depicts the deployed system architecture. The relevant access network 
elements are the Access Network Adaptation (ANA), the Access Network 
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Termination (ANT) and the Access Control Unit (ACU). The ANA is connected to 
the ATM core network and adapts and routes the ATM data stream to the HFC cell. 
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Fig. 1. The AROMA system architecture 

A MAC controller in the ANA is defining, on a slot basis, which ANT is allowed 
to transmit data, controls access to the shared upstream channels. At the subscriber 
premises, the Access Network Termination (ANT) - also known as cable modem - 
provides an ATM Forum 25 Mbits/s interface to the AROMA end-system. Within the 
ANT, multiple upstream queues with different serving priorities are implemented. 
Furthermore, a hardware based piggyback feedback allows an individual and fast 
upstream bandwidth allocation on a per service-class basis. The Access Control Unit 
(ACU) performs the overall HFC access network management comprising the 
network element initialisation, user authorisation and the HFC resource management. 



2. 1 AROMA Dynamic MAC 

The allocation of upstream slots in a tree-topology access system is based upon a 
reservation method which allows a dynamic adaptation of the bandwidth distribution 
to traffic fluctuations. The service policy of the MAC governs the distributed 
multiplexing from a central point situated at the head-end. Because of the much larger 
reservation delay and statistical behaviour of the aggregations from many customers, 
special care must be taken to safeguard QoS to sensitive traffic. 

In the AROMA system, a mix of native ATM, IP-based quality services, better 
than best-effort and plain best-effort services are concurrently supported. The main 
tool is a QoS aware MAC protocol ^with a suitable mix of bandwidth allocation 
mechanisms. This protocol relies on the following three innovative features: a 
DiffServ-aligned prioritisation architecture, the simultaneous collection of multiple 
requests from all class queues and polling of requests to guarantee worst case 
performance. The speed of the upstream is 7.2Mbps. The MAC protocol that was 
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designed and implemented within the AROMA project supports four different priority 
connections, which are sufficient to offer QoS as justified in ^ Logically separate 
queues for each priority connection are necessary on the cable modem side for the 
proper operation of the prioritisation scheme. Their service is based upon 
reservations. 

Services with a similar set of requirements are grouped into 4 behaviour aggregates 
(classes) supported by four different priorities connections: 

All delay sensitive periodic Constant Bit Rate (CBR) traffic is serviced through the 
highest priority connection (1“ priority) which is supported by unsolicited permits 
scheduled during the connection establishment stage. Traffic generated from voice 
and video applications should be injected into the system through this class. In the DS 
context, this would be the expedited forwarding PHB. This topic is discussed in 
greater detail in section 3. 

Real-time Variable Bit Rate traffic, such as video applications, should be injected 
through a 2°“* priority connection, which employs the reservation scheme and is 
guaranteed to be serviced up to the contracted peak rate. This class is targeting the 
higher assured forwarding classes. 

The third priority traffic class is suitable for services requiring a better than best- 
effort treatment. A minimum cell rate service is guaranteed, while traffic exceeding 
this rate is relegated to the 4* priority. This mechanism is suited to the support of all 
four or the lower three AF classes. 

Plain best-effort services are grouped into the 4* priority, which is serviced on a 
request basis without any guarantee but with a fair distribution of the bandwidth not 
consumed, by the three higher priorities amongst all users in a round-robin fashion. 
This priority can accommodate the lower assured forwarding classes. 

This flexible and robust scheme offers different QoS levels, bounded worst case 
performance, efficient bandwidth utilisation and a flexible pricing strategy. Under 
light load conditions, all the connections are serviced leaving the prioritisation 
scheme to provide the highest priority service with a better performance. Under heavy 
load conditions, the performance of each priority connection cannot be worse than 
that guaranteed leaving the 4“" priority to suffer more system congestion. This 
behaviour will be verified in Section 4. 



2.2 The Role of ATM in AROMA 



The AROMA HFC access network is a pure ATM-based system. It provides the user 
with an ATM Forum UNI 3.1 interface and the capability to establish Switched or 
Permanent Virtual Connections (SVC, PVC) with accommodated QoS and traffic 
parameters. To support IP in the ATM environment, the concept of CLIP 16 has been 
applied. CLIP defines the address resolution for IP-over-ATM networks and the data 
formats of the data packets. 

PVCs with dedicated traffic and source parameters are established between the 
connected AROMA end-systems and the IP gateway router. If an end-system has to 
send an IP packet to another IP instance, it has to request the corresponding ATM VC 
using the ATM Address Resolution Protocol Server. Knowing this ATM VC, it can 
encapsulate the IP packet according to mi and send it via this ATM VC. The traffic 
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shaping functionality on the ATM Network Interface Card (NIC) has to take care of 
the negotiated/agreed traffic parameters for this VC. Leaving the ATM NIC, the ATM 
cells are transported via the ATM Forum 25 Mbps interface to the Access Network 
Termination (ANT). Within the ANT several ATM layer functions are performed: 

• ATM cell filtering 

• VCI/VPI translation for the HFC segment 

• Payload encryption using a connection specific encryption key 

• Routing the ATM cell to the connection-defined MAC service class 

Reaching the Access Network Adaptation (ANA) at the head-end site, the VCIWPI 
values of each ATM cell are extracted and are used to address the ATM connection 
context table. On the basis of the connection context, it is first verified whether the 
received ATM cell belongs to a known and active ATM connection. If it this is not 
the case, the ATM cell is immediately dropped and counted. Otherwise, the 
connection context is applied to decrypt the ATM cell payload and the VCIWPI 
values are translated for the ATM core section. The ATM connection context table 
defines also whether the ATM cell is routed towards the ATM core network or 
whether the ATM cells are looped back into the HFC network. In the downstream 
direction, the ATM cells experience the same processing with the exception that there 
exists no multiple downstream service priorities. 

PVCs can be installed and released via the management interface of the AROMA 
system involving the HFC Resource Manager (HRM). The HRM is responsible for 
the management of all HFC resources. These include, for example, the traffic classes, 
service priorities, upstream/downstream bandwidth, VPI and VCI ranges. If HRM 
accepts the set-up of a new PVC, it ensures that required ATM connection context 
values are installed within the related network elements (ANA, ANT). Furthermore, 
the HRM calculates the MAC control values from the service class and traffic 
parameters and transmits these values to the MAC controller in the ANA. In the case 
of a PVC, it frees the allocated HFC bandwidth and the ATM connection is set to the 
unknown state in the ANA and the ANT. 

Ranging and keep-alive checks running on the ANA identify quickly whether an 
ANT is switched on or off. Each change of an ANT activity state is forwarded to the 
HRM. Beside the above-mentioned HFC resources, the HRM also manages all the 
network elements in the HFC network and performs the user authentication and 
authorisation. These comprise the user-related functionality, which is required for 
supporting Differentiated Services with user individual Service Level Agreements. 
Thus, the HRM is capable of installing all the required PVCs for a user as soon as he 
switches on his ANT. This includes multiple PVCs between two identical endpoints, 
each with different service and traffic parameters. The ATM ARP server has been 
modified as a multi-service ATM ARP server to support the service differentiation, as 
explained in the following section^ 

For the introduction of Switched Virtual Connections (SVC), all the above 
mentioned functionality is also required. One difference in comparison with the 
installation of PVCs, is that the SVCs are set-up and released by the ATM connection 
end-points according to the procedures and messaging defined in the ATM Forum 
UNI specifications. An HFC Signalling Manager (HSM) processes all the ATM 
signalling messages and has also an interface to the HRM for requesting the set-up of 
a new connection within the HFC section and for informing the HRM to release an 
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ATM connection. Adding appropriate rules to the multi- service ATM ARP set-up of 
SVC with application dependent traffic parameters can be initiated. 



3. The Service Provisioning Concept of AROMA 

The objective of the AROMA project was the development of an intelligent resource 
management system to be applied to an existing multilayered ATM-based HFC access 
network connected to ATM core networks which, in turn, are connected to the global 
Internet. 

Providing new innovative HFC-resource management components targeted at the 
support of ATM and harmonising them with resource management which, in turn, 
requires inter-layer communications between relevant network layers providing 
guaranteed QoS both to native ATM- and legacy IP-based applications. 

The nature of the MAC layer as already presented and its interaction with the ATM 
layer managed by the resource manager on one side and the customers with their 
demand to run applications over the access network on the other side, requires a 
mapping or signalling of customer requirements as described in Service Level 
Agreements (SLAs) for the ATM network layer. Applications could be based on 
several technologies. On the one hand, there are QoS-aware applications based on 
native ATM or supporting IP based signalling such as RSVP, and on the other hand, 
there are various applications currently used by the whole Internet community which 
could be regarded as QoS unaware. 

The Service-provisioning concept of AROMA addresses both groups. Since the 
Internet is based upon a quite simple technology which is widely accepted, from the 
customer point of view it is not relevant what kind of technology is provided by the 
network, but it is required that existing applications which are partly long-term 
investments will work over it. Various, mostly asynchronous services such as e-mail 
completely comply to the user requirements. Other, mostly synchronous applications 
do not yet fulfil user needs because of the missing QoS support from the network in 
general. 

Targeting these kind of synchronous applications, e.g. videoconferencing, 
appropriate mechanisms interconnecting the application layer with the AROMA- 
specific ATM layer must be provided. 

The MAC developed within AROMA supports a differentiation into 4 traffic 
classes with each class different serving strategies. This is priority based and can 
guarantee QoS only for aggregated data streams corresponding to the 4 MAC classes. 
Reaching this point, it became obvious not to introduce RSVP as proposed by 
relevant standard organisations like DOCSIS for QoS provisioning in this specific 
section of the network, but to use the more appropriate DiffServ approach because of 
its queuing mechanisms were similar to the AROMA specific MAC protocol. A 
further reason is the goal of AROMA to provide QoS also for legacy IP applications 
(QoS-unaware). 
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Fig. 2. AROMA Service provisioning concept 



Fig. 2 shows the service-provisioning concept of the AROMA system. Since this 
paper is focusing on the provision of QoS for QoS-unaware applications, such as 
legacy IP applications, only the right vertical branch is dealt with within the following 
sections of the paper. Here QoS unaware applications are enriched with QoS in the 
AROMA system due to the deployment of the differentiated services (DiffServ) 
strategy. A DiffServ module groups the different services into behaviour aggregates 
(QoS classes) with a similar set of requirements. These service classes are attuned to 
the MAC control functions. 



3.1 IP Based QoS Provisioning in AROMA 

The differentiated services (DS) EIS strategy recently adopted by IETF as a scalable 
and relatively simple methodology towards enriching IP services with a QoS, is 
applicable and quite appropriate for the case of tree-shaped access systems where IP 
services are dominant. To align such an access system to the differentiated services 
concept on the AROMA specific network infrastructure, requires the incorporation of 
provisions in the MAC function for the appropriate handling of each flow aggregation 
in respect to its requirements. Unlike the router case, it is not possible to offer such 
functionality as a software upgrade since the MAC requires a fast HAV 
implementation. 

Each QoS class must encounter the specified Per-Hop-Behaviour (PHB) across the 
multiplexing points against the competing flows or at least not be delayed in a way 
that can not be retrieved in the next fully DS compliant node. This can not be realised 
in an HFC system without embedding suitable differentiation mechanisms into the 
MAC control function. 

The basis of the approach is the use of access priorities in the reservation system, 
which can be programmed to fit in with required PHBs by means of the mapping of 
flows to priorities. 



Provision of QoS for Legacy IP Applications in an ATM-over-HFC Access Network 



237 



Within the ATM Forum, several proposals to implement DiffServ on top of ATM 
in general were discussed. Within AROMA, the so-called VC-bundle approach 
proposed by Cisco|^was deployed. 

A VC-bundle is a set of independent VCs terminating one IP address at each leaf 
end. Packets classified by the end-system are sent out according to their classification 
respectively and according to the Service Level Agreement (SLA) on different PVCs 
supported by the AROMA-specific MAC protocol over the HFC network to a 
DiffServ capable router terminating the VC bundle. Here, packets are leaving the 
AROMA specific Differentiated Services Domain (DS Domain) and are handed over 
to the Internet - to the next DS Domain. Exploiting features of the ATM NIC such as 
shming the ATM layer could be regarded as access point for the DiffServ described 
in H On the other hand, the mapping from ATM connections to the different MAC 
queues combined with a piggy backing mechanism which in turn controls via MAC 
controller the resource allocation in the system up to the IP layer, a kind of 
interworking between DiffServ and the physical resources available in the system is 
established using ATM. Between the IP/DiffServ and ATM layer, the Cisco proposed 
VC-bundle concept comprising the second phase of the IP to ATM Class of Service 
(IP to ATM CoS) seems to be a promising solution for that specific network topology. 
ATM VC-bundle management allows configuring multiple virtual circuits that have 
different quality of service (QoS) characteristics between any pair of ATM-connected 
routers terminated each with one IP address. These VCs are grouped in a bundle and 
are referred to as bundle members. Using VC bundles, differentiated services can be 
created by flexibly distributing IP precedence levels over the different VC bundle 
members. It is possible to map a single precedence level or a range of levels to each 
discrete VC in the bundle, thereby enabling individual VCs in the bundle to carry 
packets marked with different precedence levels. Fig. 3 shows the AROMA adopted 
VC bundle concept. 




j ^ ^ | DdlStn 

Fig. 3. AROMA DiffServ concept 



To determine which VC in the bundle to use to forward a packet to its destination, 
an ATM VC bundle management software matches precedence levels between 
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packets and VCs. IP traffic is sent to the next hop address for the bundle because all 
VCs in a bundle share the same destination. However, the VC used to carry a packet 
depends on the value set for that packet header in the IP precedence bits of the ToS 
byte. 



3.2 MAC Parameter Mapping 



The ATM cell sized slots are the quantum of MAC assigned bandwidth allocation in 
AROMA. Several slots, enough to accommodate an IP frame, can be successively 
assigned, and this can be used to advantage in the context of the DS architecture over 
a shared link such as HFC. Namely, it allows suspending the transmission of a lower 
priority packet on the boundary of a slot (cell), and transmit delay-sensitive packets 
before resuming the lower priority transmission. In addition, fixed slots are easier to 
handle in a HAV based MAC. Such ATM slotting is, anyw^, the approach followed 
by main standards bodies, such as DAVIC IT DVB/ETSI ^ and IEEE 802.14 ^ As 
in the centralised multiplexer case, flows with demanding QoS (e.g. Expedited 
Forwarding or Assured Forwarding) must be identified and receive properly 
differentiated treatment from the plain best effort traffic. This is accomplished in the 
ANT by placing the corresponding cells in the high priority queues which will 
subsequently place higher priority requests and activate the higher priority permit 
allocation MAC algorithms. 

To reduce complexity in the cost-sensitive residential access system, services are 
grouped into behaviour aggregates (classes) with a similar set of requirements. This is 
in line with the DS philosophy of flow aggregation for better scalability and 
flexibility. The characteristics of the four aggregation levels/priorities are as follows: 

The high priority is devoted to delay sensitive periodic CBR traffic, which is 
supported by pre-allocated pre-arbitrated unsolicited permits issued on a periodic 
basis by the MAC controller. This class is suitable for services with very strict delay 
requirements, which undergo strict traffic profile control (traffic conditioning) such as 



the EF (Expedited Eorwarding) service 14 



The second priority level is devoted to real-time variable rate flows, such as video 
services or VoIP and it is provided with peak rate policing for guaranteed QoS. MAC 
exercises a policing function by rate checking before issuing the permits. This check 
is based on credit allocation at the time of subscription or connection set-up. In the 
DS context it could be used for the top AF (Assured Forwarding) class 

The third priority is devoted to data services with higher requirements than best- 
effort. The traffic profile control assumed for this class aims at minimising the loss of 
packets and the disturbance to other traffic. The credit scheme is used to guarantee a 
minimum rate (while credits last) while traffic exceeding this limit is relegated to the 
4“ priority permit generation. The 3“* priority mechanism is suited to support all four 



or the lower three AF classes 15 



The fourth priority is reserved for plain best-effort services which employ loss 
based flow control at the TCP level and can be very disruptive to the other classes 
when sharing the same queue. 

It can be stated that within the AROMA system an inter-layer signalling is realised. 
This inter-layer signalling spans from the IP transport layer down to the MAC layer. 
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IP source and destination ports and addresses are used by the multi-service ATM ARP 
or VC bundle management software to select the appropriate ATM VC, which has 
been set-up before with the appropriate parameters. This ATM VC is assigned to an 
appropriate MAC service priority whereby the according MAC parameters are 
derived from the ATM VC traffic parameters. 



4. Concept Verification 



To verify the concept, initial tests in a heterogeneous ATM environment were 
undertaken. Here an ATM25 - ATM 155 infrastructure as part of an underlying HFC 
infrastructure testbed was set up. Fig. 4 shows a conceptual testbed set-up to 
demonstrate the interworking of all three levels involved in QoS provision - IP - 
ATM - HFC/MAC. 

Hidden from the terminal’s CLIP driver, a VC-bundle was established between the 
AROMA end-system with the DiffServ module and the commercial edge router. 
Served by different MAC queues according to the MAC’S QoS framework, the VCs 
of the bundle inherit the MAC QoS. Knowing the mapping VC-to-MAC which reflect 
the Service Level Agreement (SLA), IP packets eventually are fed into VCs according 
to the targeted QoS, the latter possibly covered by a SLA. According to the AROMA 
constraints, the VC-bundle consisted of 3 VCs and according to the IP application 
identified by the port number/lP destination, different VC’s are selected to transport 
the data across the ATM network. 



TCP traffic 
generator 
VC 130 



UDP traffic generator 2 
160 kbit/s 



VC 130 






> 



UDP traffic generator 1 
MS Media Piayer 
180 kbit/s t 
VC 136 P' 



UDP traffic generator 3 
MS Media Piayer 
180 kbit/s t 
VC 130 P> 



Fig. 4. :Measurement configuration 




Next to this VC-bundle based leaf-end node, four further end-systems were 
connected to the shared access network receiving representative data streams. The 
tests were carried out with an ATM tester connected directly to the DiffServ capable 
router at the head-end side. Only non-corrupted cells were measured. 

As mentioned, QoS for Legacy IP applications are targeted, whilst off-the-shelf 
applications were used as follows: 

The TCP traffic used in the test was a standard WIN2000 shell application. 
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The two real-time applications used were standard MediaPlayer data-streams 
directed to different clients differentiated by the IP destination address parameters. 
Furthermore, a UDP generator was used to disturb the low priority data traffic. 

In this test scenario, the total upstream capacity is about 6.9 Mbit distributed to 
three upstream channels. Of the five end-systems (ES) plus modems 1-5, configured 
in the test-bed, systems 2-5 were silent but given an “SLA” of 1.6 Mbit/s for Queue 
1, the pre-arbitrated queue. This artificially confines ES/Modem 1 to the total 
upstream capacity of about 550 kbit/s, which is allocated according to Table 1. 
Because the ATM NIC drivers do not support VBR, all VCs are using ATM CBR 
exploiting only the Peak Cell Rate parameter of the latter. In the given set-up, these 
pre-configured VCs are mapped to MAC Queues I and 4 respectively. With respect to 
the bandwidth figures given in Table 1, we can identify the following: 

Firstly, the TCP rate and the sum of all queue values (in kbit/s) could have been 
increased to the theoretical maximum remaining upstream capacity for System 1 
which is 517 kBit/s, but the ATM NIC does restrict it to 500 kBit/s per each VC. 

Table 1. : SLA-MAC parametrisation 
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For this setting the 200 kBit/s in Queue 1, allocated to the F‘ priority queue of 
System 1, was definitely more than adequate. As can be seen from the graphs below 
(Fig. 6), the constant traffic shape reflects this fact. Initially, a TCP traffic stream 
using the FTP protocol was generated. This data flow was allocated the freely 
available capacity of the system. 

The maximum transfer rate is limited by the ATM NIC parameter. After five 
seconds, three different UDP data streams (two real-time streaming applications - 
Windows MediaPlayer and one UDP generator) with different SLAs were generated 
(see Fig. 4). 

According to Table 1, one real-time streaming application had a different SLA than 
the other three applications. The three data sources competing with each other 
mapped to the 4“* quality group, having the lowest priority, transmitted at this point of 
time with a total bandwidth of about 800 kbit/s which was more that the system can 
transport since only about 350 kbit/s were available to this traffic class. Streaming 
data with the highest priority had an allocated bandwidth of 200 kbit/s, which results 
in an undisturbed traffic profile. It can be seen, that the running TCP application had 
immediately suffered from the UDP data transfers and rapidly decreased its sending 
rate. Cell loss occurs in the system but is restricted to the traffic mapped to the 4* 
queue - the traffic with the lower SLA. The measurements further show, that the TCP 
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Resource Distribution 





Fig. 5. Measurement result 



flow does not really disturb the UDP streams in case of limited capacity because of its 
flow control mechanism. Further, the measurements verified that the MAC, which 
executed the QoS is highly dynamic and free capacity not allocated to a high priority 
traffic, but not used, can dynamically distributed to low priority traffic. This initial 
measurements verified the resource distribution and interworking between relevant 
layers in the simpler case of bandwidth distribution allocated to one end-system. 
Further measurements are required to verify the bandwidth distribution between 
different end-systems competing with available resources. The lack of early packet 
discard mechanisms in the system lead to the observed variance of the total traffic 
since only non-corrupted IP packets are measured. 



Conclusion 

The introduction of multimedia applications raises the need for adequate access 
networks capable of satisfying residential users with their requirements concerning 
bandwidth, delay or latency. This work has described an overall concept for a new 
network and service architecture, as implemented in AROMA, enabling high speed 
Internet access to residential users and providing a QoS concept to effectively 
distribute resources, especially on the scarce upstream branch of this specific network 
architecture. 

The article focussed on the provisioning of QoS for legacy IP applications, but the 
architecture is flexible enough to support other technologies. 

The architecture is partly based upon existing standards and extracts benefits from 
all of the above mentioned protocol layers. The required inter-layer signalling 
challenge solved within this architecture is not only restricted to HFC networks, but 
could become important also in further shared access mediums in general. This paper 
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described briefly the system architecture, the inter-layer signalling concept and finally 
presented some initial measured results. The open system architecture enables an 
interworking with other system architectures on the same network segment as well as 
an interworking with other access technologies and core network technologies. 

This paper has shown that the architecture dynamically distributes available resources 
in a flexible manner to different customers according to agreed SLAs. A major goal of 
the architecture is the support of QoS for legacy IP applications which means that 
existing applications are supported with QoS without modifications. 
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Abstract. In this paper, we first review the potential roles of a network in 
improving end-to-end TCP control. We discuss problems associated with such 
network control when a network provider wants to provide a certain degree of 
service objective based on the control. When we use feedback control 
mechanism, we assume a specific behavior of end-hosts as a conformance 
condition. In case of TCP, there are a lot variants of implementation and the 
differences give big impacts on TCP performance. We evaluate such impacts 
for Ackadjust method by simulation and point out the necessity to clarify the 
relationship for the interworking between network-based control and TCP 
implementation. 



1 Introduction 

The Transmission Control Protocol (TCP) / Internet Protocol (IP) [I] is a basis for 
current computer communication networks. Various applications are realized on the 
top of TCP/IP. TCP assumes no reliability on underlying network. It features all 
control be done on an end-to-end basis. It deals with flow control and error control on 
data delivery. 

The initial TCP protocol was specified in 19 years ago [2]. We could consider that 
choosing the window-based control scheme and the assigned values for control 
parameters for TCP were sufficient for the capabilities of networks and end-hosts at 
that time. We can see much improvement on the capabilities of network and end-hosts 
during last 10 years. For example, as for the network capabilities, we now have high- 
speed networks such as Asynchronous Transfer Mode (ATM) and Ethernet with the 
speed of lOOMbit/s or Gbit/s. Although we have gotten such great improvement on 
networks and end-hosts, we are still utilizing TCP as the transport layer protocol. Of 
course, there are many proposals on TCP algorithm to improve performance of data 
transmission to adapt the high-speed transmission. These enhancements, however, are 
mainly focused on the end-to-end control. 

Let us again consider the characteristics of the TCP control mechanism: 

- TCP is an end-to-end, window-based flow control mechanism. 

- TCP indirectly detects packet loss within a network by observing a time-out or 
arrivals of duplicate Acknowledgement (Ack) packets and then limits the number 
of packets allowed entering the network. 
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Both of these are features of the end-to-end approach and TCP runs independent of 
network internal structure. With a low-speed network, this kind of end-to-end 
protocol works well. For high-speed networks, however, these features affect worse 
both for throughput performance and fairness among TCP connections. Fairness is not 
an important issue when the goal is merely end-to-end connectivity between different 
networks for TCP. However, with the evolution of commercial Internet service, many 
companies are using the IP network as their enterprise network. This raises fairness as 
an important issue in addition to end-to-end connectivity. 

In addition to the improvement of TCP algorithms, several network-based controls 
for TCP flows are proposed to achieve better utilization of networks. Now, underlying 
networks, such as ATM, have many rich capabilities regarding to Quality of Service 
(QoS). End-users, however, only perceive QoS through end-to-end TCP performance 
and there is no explicit interworking between TCP and underlying networks. One of 
the objectives of these network-based controls is to provide capabilities of underlying 
networks to TCP end-users. For example. Available Bit Rate (ABR) service of ATM 
[3] performs rate-based control at ATM layer and thus we need an interworking 
mechanism to notify the change of lower layer characteristics to TCP. By providing 
lower layer capabilities to TCP layer, TCP can truly utilize the performance and QoS 
that are provided at the lower layer level. 

Once a network begins to provide the above-mentioned network-based control as a 
network service, there arises an issue regarding to the conformity of users against the 
control. TCP was considered as an end-to-end protocol so that we did not need to 
consider conformance issues. But when a network provide various controls as a 
network service, the network must check the user behavior to keep the service level. 

This paper is organized as follows. In the next section, we briefly overview 
interworking mechanisms of network-based control for TCP. In section 3, we describe 
the relationship between feedback control and associated conformance issues for 
ABR and TCP. We investigate TCP conformance for network-based control by 
simulation in section 4. We discuss the results in section 4 from the viewpoint of TCP 
conformance at section 5. We finally conclude our paper in section 6. 



2 Interworking between TCP and Underlying Network 

Since TCP is an end-to-end protocol, it means that there is limited room for 
intermediate network elements, such as routers, to contribute to the TCP control. In 
this section, we briefly review methods proposed to date in terms of network control. 
These methods can be categorized as either explicit or implicit. An explicit method is 
one in which a network element reports something explicitly to a TCP sender. An 
implicit method requires no modification of the algorithm to TCP senders. 



2.1 Explicit TCP Control by Network 

An explicit method can indicate the status of a network element directly. One such 
explicit contribution could be achieved by sending an ICMP (Internet Control 
Message Protocol) Source Quench message when a network element suffers severe 
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congestion. According to the TCP/IP implementation, this will cause a TCP slow 
start. However, the use of a Source Quench message causes additional side effects. 
These disadvantages are summarized in [4]. 

A more explicit scheme is the study of Explicit Congestion Notification (ECN) 
[4] [5]. ECN uses the TOS field of the TCP header and explicitly reports the network 
status to the TCP source. In contrast to the existing notification scheme, which utilizes 
packet loss, this scheme should work effectively hy reporting network status directly 
without discarding packets. But this scheme requires modification of TCP software to 
accommodate ECN. As discussed in [4] and [5], in introducing a new scheme that 
affects the end-host algorithm, the coexisting environments of the existing and the 
new terminals must be taken into account. 



2.2 Implicit TCP Control by Network 

The other way to influence TCP control by a network is by implicit contribution. This 
kind of method does not require modifications of TCP software, yet the network has 
the capability of influencing TCP control, which effectively utilizes various TCP 
properties. One such idea that is widely employed is packet discarding. Random Early 
Detection (RED) [6] is the most well-known. It intentionally discards packets in a 
probabilistic manner when the number of stored packets in the buffer exceeds a 
certain threshold, indicating buffer congestion. It is reported that probabilistic 
discarding discards more packets of connections that share more bandwidths and is 
effective for recovering fairness. This scheme is based on packet discarding, but it 
will be a problem for high-speed networks due to the wait for the retransmission 
timeout. 

In order to obviate packet discarding for high-speed networks, [7] proposes TCP- 
GATEWAY, which divides the TCP control segments. It maintains connectivity of 
the TCP connection at a LAN-to-WAN gateway point but it terminates the control 
loop at the gateway and uses a higher-speed native protocol for backbone segments. 
In terms of flow control, this method is especially effective for a network that has a 
large RTT, by reducing the length of each control loop and tuning control parameters 
appropriately for each segment. TCP, however, involves not only flow control but 
also error control in its feedback. Thus, in order to assure the reliability of TCP, huge 
amount of data must be maintained at the gateway. 

In [8], [9] and [10], we proposed a rate adjustment function at a router to prevent 
packet loss and to influence TCP control (Fig. 1). This could be considered as a 
realization of transport middleware for TCP control. The key idea of this approach is 
based on the fact that TCP is a window-based control. This rate adjustment function 
could be done by scheduling forward and/or backward packets according to the 
current network status. Such scheduling causes a delay in response and limits the 
transmission of new packets from the TCP source, since the number of packets 
traveling without being acknowledged is determined by the TCP window size. We 
applied this scheme for interworking between legacy (e.g., Ethernet) networks and an 
ATM backbone network using ABR service. This approach enables us to relate rate- 
based control at the ATM layer and window-based control at the transmission layer. 
We translated the ATM layer rate information to an Ack packet interval, which 
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controls the transmission speed of TCP packets. We want to emphasize that our 
approach does not require any modification of TCP end-hosts. This scheme is further 
explained in the next section. 



transport middleware 




Fig. 1. Transport middleware for TCP rate adjustment 



2.3 Interworking between TCP and ABR 




Fig. 2. Interworking between ABR backbone network and legacy LAN 



We focus on the interworking between end-to-end TCP and backbone ABR 
network. ABR is a rate-based ATM layer protocol. It features a closed feedback 
control loop by using a special cell, called Resource Management (RM) cell. The 
allowed source transmission rate, ACR, is determined by feedback information that 
reflects the status of intermediate network nodes or the destination. By this nature, 
traffic characteristics of ABR services vary time to time. In case of backbone ABR 
network, the rate-based control is only done within the ATM-ABR segment. It can 
avoid congestion at the ATM network. On the other hand, when other networks are 
connected to the backbone ABR network through a router, congestion in ATM 
switches is simply moved to the router. And since the router has a limited buffer 
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capacity, this congestion may cause buffer overflow at the router. This results in poor 
TCP performance even if we achieve good ATM layer performance (Fig. 2). As we 
described above, we proposed an interworking method to relate ACR information to 
intervals of Ack packets. 

Our proposal achieves self-clocking of the interworking based on the queue length 
information of forward direction at a router. And we control intervals of Ack packet 
by creating buffers for Ack packets in a router. We call this scheme as ‘AckAdjust’ 
method (Fig. 3). The algorithm of our scheme is as follows. If the queue length I of a 
buffer for the forward direction in a router exceeds a certain threshold, say f, we 
schedule the Ack packet of the backward direction based on the rate ACR !H, where H 
is a parameter. If the queue length is less than or equal to the threshold t but greater 
than 0, we schedule the Ack packet based on the rate ACR !L, where L is also a 
parameter. 
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Fig. 3. Illustration of AckAdjust scheme 



3 TCP Conformance 

As described in the previous section, there have been made a lot of proposals on 
network-based TCP control mechanisms. An objective of these mechanisms includes 
providing network capabilities to end-users. Recent advanced networking 
technologies have potentials to provide high-performance communication. 
Unfortunately, TCP has no capability to utilize them directly. TCP end-users only 
perceive network performance and QoS on an end-to-end basis. Thus, using network- 
based controls makes it possible to implicitly enhance end-to-end TCP performance. 
TCP uses a feedback control. Therefore, when we initiate a network-based control, we 
assume a specific reaction of TCP end-hosts to the control. Let us consider two 
examples. In case of Source Quench, as an example of explicit control, a router that 
sent ICMP Source Quench packets expects initiation of slow-start at corresponding 
end-hosts. In case of RED, as an example of implicit control, source end-hosts are 
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expected to shrink their congestion window size according to the packet discarding by 
a network. 

If we use the network-based control only for an advisory purpose, we do not 
require any specific reaction of TCP end-hosts. But if we use it as a method to provide 
guaranteed performance and QoS to end-users, the correctness of a specific reaction 
of TCP end-hosts shall be one of the important issues. When we relay on a closed- 
loop feedback control, we always encounter this kind of requirement on the 
conformance of the behavior of end-users. 

For example, ABR service of ATM also uses closed-loop feedback control. 
Switches can indicate allowed cell transmission rate (ACR) to an ABR source end- 
terminal by using resource management (RM) cells. Since ABR specification requires 
fairness among connections and minimum cell rate guarantee, it strictly specifies 
conformance for the feedback. The conformance requirement for feedback of ABR is 
a delay bound regarding to the processing delay of an end-terminal to react the 
indicated transmission cell rate by RM cells. If an end-terminal fails to meet the delay 
bound to adapt rate change, it is considered as non-compliant to the ABR 
conformance. 




Update ACR 

Check rate conformance by taking into account delay 




Fig. 4. ABR conformance for feedback 

We consider the case for Explicit Rate (ER) switches (Eig. 4). In this case, we 
observe the following procedures. A backward RM cell passes through an ER switch 
with a new ER information. It reaches a source end system and ACR at the source 
was updated by the ER value contained in the backward RM cell. The source sends a 
new forward RM cell with the new ACR. Then the RM cell reaches the switch. A 
certain time, x, is required in the course of these procedures. If the new ER value is 
less than the old one, a UPC function of the switch uses old ER value until a 
predetermined time x for the policing threshold. After expiration of x, the switch 
examine the cell arrival rate using the new ER value. If an end system continues 
sending cells at the old ER after the time x, the UPC identifies the source as a violator 
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of the conformance for feedback. We need this kind of requirement for end system 
when we provide services using feedback control. The requirement for the above 
example is delay in control. By using such requirement and the corresponding 
checking mechanisms, a network can provide services fairly among each end system. 

In case of TCP, the time scale required to show the effect of TCP flow control is 
much longer than that of ABR control. Therefore, in practice, it has little meaning as a 
conformance requirement that takes into account delay bound regarding to the 
processing delay of an end-host. On the other hand, in case of TCP, differences in 
end-host mechanisms have impacts on the effectiveness of network-based control. In 
case ABR, end system behavior for the feedback is strictly specified. Therefore, we 
could expect the same reaction for all end systems for the same feedback. On the 
other hand, there exist various kinds of TCP implementations, variants and options 
according to the evolution of TCP. If we only consider connectivity as the role of 
TCP, we can assure interoperability among all different versions of TCPs. When we 
introduce network-based control to provide better performance for TCP end-users, 
however, such differences in TCP cause problems. This is because if we apply the 
same control mechanisms for different TCP flows, TCP end-hosts behave differently 
depending on their implementations. For example, in case of RED, we could expect 
different results for TCP with go-back-N and TCP with SACK even if a network 
discards packets in the same way. A network-based control assumes a specific end- 
host behavior but the control functions only when end-hosts support the expected 
behavior. Therefore, we must determine conforming TCP mechanisms to meet the 
requirement of network-based control. 



4 Simulation for TCP Conformance 

Here, we investigate how TCP implementations affect the outcome of network-based 
controls. As an example of network-based control, we use Ackadjust scheme and 
consider interworking between end-to-end TCP and backbone ABR network [10]. 
This scheme translates ABR rate information to the interval of TCP’s Ack packets at 
the edge of ABR connection (Fig. 3). As a result, data transmission rate of a TCP end- 
host is accommodated to that of ABR without changing the TCP source code. In this 
paper, we consider the effect of TCP implementation differences based on the 
AckAdjust scheme. 

As an example of TCP implementation difference, we investigate the differences in 
the number of Ack packets sent from a destination. Since the Ackadjust scheme 
causes delay in Ack packets of each TCP flows based on ACR information, the 
differences in the number of Ack packets shall affect the outcome of the scheme. 
Some TCP implements so called ‘delayed-Ack’ method. The ‘delayed-Ack’ method 
allows acknowledging multiple data packets by a single Ack packet. Here, we assume 
for ‘delayed-Ack’ TCP that a destination end-host transmits an Ack packet when it 
receives five data packets or when 100 ms has passed after transmitting the last Ack 
packet. 
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4.1 Simulation Configuration 

The simulation model is described in Fig. 5. 




ATM segment 

legacy segment Backbone Network 




Fig. 5. Simulation model 

There are five routers and five TCP sources at the source side. Each TCP source is 
connected to a router. The same configuration appears at the destination side. We call 
these segments legacy segments. Each router is assumed to be an ABR edge-device. 
Routers are connected to a switch and are aggregated to a backbone link. Then they 
are distributed to destination side routers at the opposite side switch. Router-switch 
(switch-router) segments are ATM segments. Each router terminates a Virtual Circuit 
(VC) and the five TCP connections are aggregated on a VC. 



4.2 Simulation Parameters 

We use the following simulation parameters. 

4.2.1 Network Parameters 

We assume Minimum Cell Rate (MCR) is 0 Mbit/s and Peak Cell Rates (PCR) of 
each VC is 150Mbit/s. Link rates for legacy segments are lOOMbit/s. Distances in 
both legacy segments and router-switch segments are 1 km. The backbone link length 
is 10 km. The light velocity is assumed to be 200,000 km/s. The ABR switch 
algorithm we used is CAPC2 [11] and we assume 95% utilization. Buffer size at 
ATM switches are 4096 cells and we did not observe any cell loss events at the ATM 
switch. 
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4.2.2 TCP Parameters 

We use TCP-Reno, which includes fast retransmission and fast recovery. The TCP 
timer granularity is 200 ms. We assume the use of TCP window scale option and the 
maximum TCP window sizes is 128 Kbytes. Each packet size is 9188 bytes. We also 
assume the TCP destination packet processing delay obeys an exponential distribution 
with a 1-ms mean. Each TCP source transmits data until the end of simulation, and all 
sources start to transmit simultaneously. 

4.2.3 Router Parameters 

Data buffer size is 15 packets. The threshold of data queue is 3 packets and H (when I 
>t) = 2.08 and L (when 0 < I • t) = 0.5 which is the same as in [10]. The Ack buffer 
size is unlimited. This final assumption is validated because Ack packets only contain 
a sequence number in their payload so the storage requirement is much smaller than 
for TCP datagram packets. 



5 Discussion 

We first describe the comparison of the TCP performance with and without the use of 
AckAdjust scheme for a non-delayed-Ack environment. In Pig. 6, we show the results 
for 25 TCP connections. Without using AckAdjust scheme, we can see the 
performance degradation both in throughput and fairness due to the packet discarding. 
In general, ABR achieves fairness among VCs but it is not expected to contribute 
fairness among TCP flows. But from this figure, by using AckAdjust scheme, we can 
see the realization of fairness among TCP flows in a VC. 




25 TCP connections with router number 



Fig. 6. Throughput characteristics with and without AckAdjust scheme 
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VC#1 VC#2 VC#3 VC#4 VC#5 



25 TCP connections with router number 



Fig. 7. Throughput characteristics with delayed-Ack TCP connections 



We next discuss the case for delayed-Ack environment. For each router, we 
assume one of the five TCP connections uses ‘delayed-Ack’ method. The other four 
TCP connections’ destinations always return an Ack packet when they receive a data 
packet. Using this configuration, we show a result in Fig. 7. ‘Delayed-Ack’ TCP 
connections are indicated by a symbol ‘D’. This figure shows that fairness among 
TCP connections are kept except for the connections using ‘delayed-Ack’ mechanism. 
‘Delayed-Ack’ connections suffer unfairness in throughput since the mechanism 
causes delay in control and thus throughput degradation occurs. As a result, when we 
adopt the network-based control, i.e., Ackadjust scheme, to improve fairness, we can 
conclude that TCP implementation with ‘delayed-Ack’ is not a conforming 
implementation for that control. 



6 Conclusion 

In this paper, we briefly overview network-based control for TCP. We consider 
problems associated with such network-based control to achieve service objectives. 
Networks assume a certain end-hosts behavior as a conformance condition for 
feedback control. Differences in TCP implementation are an important conformance 
condition regarding to a network-based control. We investigate such example based 
on AckAdjust scheme, which controls Ack packets intervals and achieves TCP and 
ABR interworking. As a conclusion, we need to clarify the relationship between the 
performance and TCP implementation when we have performance objectives based 
on a network-based control. 
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Abstract: The transformation of the Internet into an important and ubiquitous 
commercial infrastructure has not only created rapidly rising bandwidth demands 
but also significantly changed consumer expectations in terms of performance, 
security and services. Consequentially as service providers attempt to encourage 
business and leisure applications on to the Internet, there has been a requirement for 
them to develop an improved IP network infrastructure in terms of reliability and 
performance [1]. Interest in congestion control through traffic engineering has 
arisen from the knowledge that although sensible provisioning of the network 
infrastructure is needed together with sufficient underlying capacity, these are not 
sufficient to deliver the QoS required [2]. This is due to dynamic variations in load. 
In operational IP networks, it has been difficult to incorporate effective traffic 
engineering due to the limited capabilities of the IP technology. In principle. 
Multiprotocol Label Switching (MPLS), a connection-oriented label swapping 
technology, offers new possibilities in addressing the limitations by allowing the 
operator to use sophisticated traffic control mechanisms. 

However, as yet, the traffic engineering capabilities offered by MPLS have not been 
fully exploited. Once label switched paths (LSPs) have been provisioned through 
the service providers’ network, there are currently no management facilities for 
dynamic re-optimisation of traffic flows. The service level agreements (SLAs) 
between the network operator and the customer are agreed in advance of the 
commencement of traffic flow, and these are mapped to particular paths throughout 
the provider’s domain and may be maintained for the duration of the contract. 
During transient periods, the efficiency of resource allocation could be increased by 
routing traffic away from congested resources to relatively under-utilised links. 
Some means of restoring the LSPs to their original routes once the transient 
congestion has subsided is also desirable. 

Today’s network operators require the flexibility to dynamically renegotiate 
bandwidth once a connection has been set up [3] preferably using automated 
solutions to manage an access switch management algorithm and route connections. 
Although these services are already provided to some extent with provisioning, they 
tend to occur relatively infrequently (several times in a day) using prior knowledge 
and manual intervention. There are currently no mechanisms in place within the 
network to allow the operator to rapidly change the traffic paths in response to 
transient conditions. 

This paper proposes a scheme called Fast Acting Traffic Engineering (FATE) 
[6] [7] that dynamically manages traffic flows through the network by re-balancing 
streams during periods of congestion. It proposes management-based algorithms 
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that will allow label switched routers (LSRs) in the network to utilise mechanisms 
within MPLS to indicate when flows may be about to experience possible 
frame/packet loss and to react to it. Based upon knowledge of the customers’ 
SLAs, together with instantaneous flow information, the label edge routers (LERs) 
can then instigate changes to the LSP route to circumvent congestion that would 
hitherto violate the customer contracts. 

Keywords; MPLS, Traffic Engineering, LDP, LSR, CR-LDP,FATE. 



1. Multi-service Provisioning Environment 



At present the Internet has a single class of service - “best effort”. As a result of this 
single service all traffic flows are treated identically, there is no priority servicing 
regardless of the requirements of the traffic. A provisioning scheme that can be applied 
within an M PLS en vironment can be described as follows: 

Consider ing. 1| which shows a scheduler at each egress port of a LSR. The scheduler 
has been programmed to visit each class-based buffer at a rate commensurate with the 
loading of that particular buffer and its identified Quality of Service (QoS) constraint(s) 
i.e., a long-term guaranteed loss limit. 




template 




Fig. 1 Multi-Service Provisioning 



The order and frequency with which the scheduler services each of the buffers is 
determined by a port template that may be programmed by the management module and 
read by the scheduler. In the scenario depicted, where buffer C would be s erviced three 
times more than buffer D, the template could take the format shown below in Fig. 2| 
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Buffer ID 




Fig. 2 Example Scheduling Template 

A scheduling template is programmed according to a predetermined loss probability 
threshold for each buffer for a given anticipated load. In a situation where the traffic 
loading through a buffer stream increases, the management function has the ability to 
change the template of the scheduler if deemed appropriate. The management function 
uses its knowledge of the traffic characteristics and the current loading to determine 
whether a new constraint-based routed label switched path (CR-LSP) can be routed 
through a particular buffer, whilst attempting to maintain the buffer’ s traffic engineering 
constraints below the specified loss probability. Over a specified time period the loss 
probabilities through each buffer stream are recorded and in the event that the loss 
exceeds a predefined threshold the management function may decide to alter the template 
i.e. the scheduler’s rate, to accommodate for the additional loading. 

Scheduling reallocation is permissible provided the contracted QoS requirements of 
the LSPs traversing the buffer(s) are not violated. 

However, as this method is based on predicted behaviour (estimated over the last time 
period) it does not cater for transient fluctuations in load. It is a provisioning mechanism. 
FATE on the other hand provides a means of dynamically redistributing existing CR- 
LSPs between buffers or via alternative paths in response to short term congestion events. 



1.1. Traffic Flow Provisioning 

So far basic provisioning has been considered i.e., mapping LSPs to buffers according to 
their particular QoS requirements and the long term loading situation. This mechanism 
allows for readjustment of the scheduling templates in response to predicted loading 
variations. It is relatively slow and operates on buffers - it does not provide granularity 
to respond to issues associated with individual LSPs. 

PATE provides a fast acting mechanism, which augments the above scheme. It allows 
individual LSPs to be dynamically remapped to higher QoS buffers along a specified path 
in response to transient congestion situations. 



2. Fate 

This section describes the mechanisms and procedures that are employed within the 
PATE (Past Acting Traffic Engineering) scheme. It proposes a fundamental set of novel 
mechanisms that can be employed in the effort to either pre-empt congestion or respond 
to its occurrence in a LSR along which a CR-LSP has already been established. 
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2.1 Congestion Detected in a CR-LSP 

An ingress LER can determine the contribution it makes to the utilisation of the LSRs 
along each ESP, and can set up CR-LSpJD with that limited knowledge. However, it 
currently has no knowledge of how those same LSRs are being utilised by other LERs. It 
is this lack of information when deciding which LSP may meet an application’s 
requirement that can lead to congestion occurring within a downstream LSR. 

Assume over time that as a result of the increased load through a LSR, it starts to lose 
packets from a LSP. If the value exceeds a given threshold i.e., the loss probability 
assigned to that particular buffer, it is taken as a sign of possible congestion in that buffer 
stream, within that LSR. 

Once the packet loss in the best effort LSP has risen above the predetermined threshold 
value, for an extended time period the LSR creates a LDP notification message 
containing the proposed Congestion Indication TLV. The objective of sending the 
Congestion Indication notification (CIN) message is to indicate to the ingress LER that 
there are packets being lost from a particular CR-LSP originating from it, allowing the 
ingress LER to either: 

1. 1. Decide that the packet loss it is currently experiencing remains sufficiently low for it 
to continue to meet its SLA requirements, allowing/permitting no further action to be 
taken at this time. 

2. 2. Renegotiate for new quality requirements along the existing lsM 

3. Negotiate for new quality requirements along an alternative LSP. 

In order for the ingress LER to act on the received information, it needs to know the 
following: 

1 . The identity of the LSP that is experiencing congestion. 

2. The current loss in the buffers the LSP is traversinglU 

3. The LSRs this loss is occurring in. 

4. The current loss the LSP is experiencing. 

As a result of this information, the congested LSR generates a CIN message. This 
must contain the identity of the LSR that is experiencing loss, the identity of the CR-LSP 
along which packet loss was detected, and the packet loss the LSP and buffer are 
currently experiencing. The congested LSR uses the input port that the packet was 
received on and the input MPLS label, as an index into the Next Hop Label Forwarding 
Entry (NHLFE) table to obtain the CR-LSP ID. The CR-LSP ID identifies the Ingress 
LSR Router ID i.e., originating LER, and the local value assigned by that ingress LER to 
identify the CR-LSP initiated by it. The buffer the LSP traverses through at the 
congested LSR is obtained using the CR-LSP ID to index a separate Buffer TahteElEach 



* The terms CR-LSP and LSPs are used interchangeable, the main difference is that CR-LSPs are established 
based on constraints, e.g., explicit route constraints, QoS constraints, etc. 

2 

Request that the LSP be promoted to pass through a higher priority buffer along the same path, and within the 
same LSR. 

■5 

Although each buffer and its servicing scheduling are dimensioned for a specific CLP, at any time due to 
traffic loading the current available packet loss within the buffer may have increased or decreased. 

^ The Buffer Table is to maintained by each LSR to a record of the availability of each buffer’s resources. 
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LSR experiencing congestion records in its Congestion Indication Idfe/^the CR-LSP 
ID, and the current LSP and buffer losses. A timer is set. If when the timer expires, the 
LSR is still suffering from congestion, the LSR will send another CIN message with the 
updated calculated loss values and reset the timer. 

The LSR’s own IP address is included in the message along with the current packet 
loss both the CR-LSP and the buffer are experiencing. The CIN message is then 
forwarded to the next hop LSR towards the ingress LER. 

Rather than all congested LSRs always generating CIN messages, intermediate LSRs 
upon receipt of a CIN message may append relevant information to it concerning their 
status if they are also experiencing congestion. If a LSR receives a CIN message shortly 
after sending one, it checks the Congestion Indication Table to determine if the timer it 
has set has expired. If it has not expired, it will simply forward the message without 
appending its own information, otherwise it will include its information before 
forwarding. 

Timers are used to control the responsiveness of the FATE scheme to traffic loading 
transients. For example, when a LSR is congested it can issue a CIN message. In doing 
so it sets a retransmission timer. It is not permitted to issue another message until the 
timer expires, thus avoiding signalling storms whilst improving the robustness of the 
protocol. Alternatively, if it receives a CIN message on route to the ingress LER from 
another congested LSR, it can simply append its own congestion information and set the 
timer accordingly. In doing so, avalanches of congestion notification messages towards 
the ingress LER are prevented. In addition, stability is improved by averaging the 
observed traffic parameters at each LSR and employing threshold triggers. 

When the ingress LER receives a CIN message, it may do any of the actions 
previously outlined. 

The motivation behind monitoring individual LSPs through a particular buffer stream 
stems from the ingress LER’s need to ensure the SLAs between the customers and the 
MPLS network are maintained at all times. To enable it to do this, it needs to have 
knowledge of the loss encountered by the individual LSPs originating from it. Individual 
LSPs from a customer site are aggregated into LSPs that share class based buffer 
resources. As a result of this, the LSP loss rather the individual flow losses is reported 
back to the ingress LER, who has knowledge of which flows are affected via the 
flow/LSP binding information. 

By monitoring both the losses experienced by individual LSPs and buffer streams, it 
gives the ingress LER two averages to consider when deciding whether to renegotiate 
QoS requirements along an existing path or a different path, or whether to accept the 
current condition. 

Eor example, consider when an ingress LER receives an indication that the loss in a 
buffer its LSPs are passing through is experiencing a particularly poor loss probability ( 1 
in 10'")- However the loss probability experienced by the buffer it is traversing (1 in 10'^) 
is acceptable. Or it may decide to set an Optional Response Timer, if it receives another 
CIN message before the timer expires it will take appropriate action. However, if the 
timer expires and no CIN message is received, it will assume the loss experienced by its 
flows has fallen within the negotiated value. Some means of averaging the loss statistics 
provides a useful dampening factor. To prevent an avalanche of CIN messages being 
sent to a single ingress LER, the congested LSR when it determines that more than one 



^ The Congestion Indication Table is maintained by each congested LSR, it contains information about the 
flow and buffer experiencing loss that has exceeded the predetermine thresholds. 
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CR-LSP traversing its buffers is experiencing a particularly poor loss probability, will 
aggregate the CIN messages for those individual buffers. 



2.2 SCALABILITY 

Monitoring losses in individual LSPs is not very scalable, even if those LSPs represent 
the aggregation of individual connections or flows from a customer site. It is quite 
possible that at any instance in time, a LSR could be expected to handle a very large 
number i.e., thousands of these LSPs. As a result of this scalability issue, detecting 
losses in individual LSPs described previously, may not be a viable option in an MPLS 
domain expected to maintain a large volume of LSPsQ This immediately poses two 
questions. 

How is it possible for an autonomous MPLS network to apply congestion control 
mechanisms in a situation were it has numerous flows, some of which may be entering 
the domain just after exiting a customers premises, and others on route from or to another 
autonomous domain? 

How can this service provider ensure the customers SLA is met whilst traversing this 
network? 

In monitoring a single LSP or a number of LSPs that connect between a specific 
source and destination, connected within a single autonomous system, it is quite easy to 
identify the ingress and egress LERs, and the exchange of messages can be easily 
handled under the control of the operator. 

Consider the case when the source and destination are not within the same domain, or 
where the MPLS domain is as an intermediary transport ‘pipe’. It is not possible or 
desirable for the operator to determine the absolute source and destination of each LSP. 

The author proposes assigning a Virtual Source/Virtual Destination (VS/VD) [4] 
pair for the aggregation of LSPs entering the domain at one point and exiting at another 
point, using label stacking or tunnelling within the autonomous MPLS domain of interest. 

All LSPs arriving at a particular ingress LER and exiting at a particular egress LER 
are assigned to a EEC. The ingress LER also known as the virtual source, is the entry 
point to the MPLS domain and it is at this point that an additional label is ‘pushed’ onto 
the label stack, and used to ‘tunnel’ the packet across the network. On arriving at the 
egress LER, also known as the virtual destination, the label is ‘popped’ and the remaining 
label used to forward the packet. 

By employing label stacking within the domain and assigning VS/VD pairs, the issue 
of scalability is removed whilst allowing the operator control of the LSPs traversing its 
network. It allows for efficient utilisation of the limited network resources and the 
additional capability of controlling congestion. With the VS/VD paradigm, the 
congestion control message need only propagate along as far as the virtual source for the 
ingress LER and to the virtual destination for the egress LER. With the virtual endpoints 
of the LSP defined, aggregation of many LSPs can be treated as an individual LSP as 
described previously. 



^ However [4] explains how operation and maintenance (0AM) cells are used in ATM for fault 
management and network performance on a point to point connection basis, thus implying it is possible to 
monitor a large number i.e., thousands of flows or connections. 
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2.3 Renegotiation Procednres 

On receiving a CIN message the ingress LER extracts the following information: CR- 
LSP ID that encodes the Ingress LSR Router ID and a locally assigned value Local CR- 
LSP, from the LSP-ID TLV. The LSR Router ID experiencing loss, and the value of 
packet loss the LSP and buffer are currently experiencing, from the Congestion 
Modificaiton TLV. The Ingress LSR Router ID along with the Local CR-LSP identifies 
that this message has been received by the correct ingress LER. With this information 
the ingress LER is able to identify the particular LSP and its traffic parameters. 

The ingress LER needs to determine whether it should renegotiate along an existing 
LSP for a higher buffer stream offering improved servicing or whether it should negotiate 
for a new LSP route. The decision depends on information gathered from Statistical 
Control messages explained later. 

2.3.1 Renegotiation along an Existing LSP within a Higher QOS Buffer 

If the ingress LER decides to renegotiate along an existing path for a higher service class, 
it will carry out the following procedure: The ingress LER formulates a Label Request 
message with the ActFlag set, to indicate that this is an existing CR-LSP along which the 
traffic parameters need to be modified. The Label Request message contains the newly 
requested modified traffic parameters along with the service class it requires. When each 
LSR receives a Label Request message it uses the globally unique CR-LSP ID as an 
index into the Buffer Table to determine which buffer stream the CR-LSP traverses, the 
amount of bandwidth initially reserved and the loss probability assigned to that CR-LSP 
identified by the CR-LSP ID. 

The LSR then chooses a higher buffer stream to the one the CR-LSP currently 
traverses. It then determines whether it can allocate the bandwidth and the minimum loss 
probability requested within one of the alternative buffer streams. If it can, it temporarily 
assigns that amount in the new buffer stream, whilst maintaining the original entry. It 
alters the available bandwidth within the Buffer Requirement Table and forwards the 
Label Request message to the next hop. 

If all the LSRs along the CR-LSP are able to meet the requirement on receipt the 
egress LER will create a LDP notification message containing a RenegSuccess TLV 
indicating the resources have been reserved and send it to the upstream LSR towards the 
ingress LER of the CR-LSP. 

On receiving a RenegSuccess notification message each LSR will permanently assign 
the resources to the path. The RenegSuccess notification message is then passed 
upstream. On receipt of a RenegSuccess message the ingress LER updates the FEC/label 
binding to reflect the higher buffer stream through which the CR-LSP will now be routed. 

The Reneg Success notification message includes the CR-LSP ID, along with the 
parameters agreed^ on, in terms of bandwidth required and minimum LSP loss 
probability 

If a LSR cannot allocate the additional resource it will send a proposed RenegFailure 
TLV within a notification message to the message source and not propagate the Label 
Request message any further. The LSR will append to the RenegFailure notification 
message the maximum current available bandwidth it can allocate within each of its 
buffer streams that are also capable of meeting the minimum loss probability requested. 



•7 

This document assumes the bandwidth is controlled by the operator by possibly using policing and shaping 
mechanisms, but these mechanisms are beyond the scope of this document. 
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On receipt of a RenegFailure notification message, the LSR will deduce that another 
LSR further upstream has been unable to allocate resources for a LSP which traverses 
one of its own buffers. 

The ingress LER on receiving a RenegFailure notification message will have enclosed 
a single value representing the lowest currently available bandwidth that can be offered 
along that CR-LSP, whilst realising that renegotiation along the existing path has failed 
for that CR-LSP and decides on remedial action. The protocol supports a “crank back” 
mechanism. For instance, when the ingress LER receives a RenegFailure notification 
message it can select an alternative path either by referring to a topological link cost 
database maintained by a separate routing protocol or the decision is made by the 
network management module. It then sends a Label Request message along the revised 
path. When it receives a Label Mapping confirming a new path has been set up, it 
replaces the old Label Mapping with the newly received Label Mapping, it can then 
delete the original label or keep it to send other data along the path it represents. If the 
decision is to delete the original label, the ingress LER will send a Label Release 
message [5] including the newly replaced Label along the LSP to the egress LER. This 
procedure results in the label being removed from the pool of “in use” labels. This Label 
Release message should be sent a few seconds after the last packet is forwarded along 
that path to ensure the egress LER receives the last packet before it removes the label 
from forwarding use^ 



2.4 Monitoring Procedures 

Proposed Statistical Control TLVs contained within LDP notification messages, known 
as Status Requests, are sent into the network periodically from the ingress LER or when 
the ingress LER receives a CW message. 

When the ingress LER chooses to issue a Status Request, it uses the CR-LSP ID to 
determine which CR-LSP it refers to. It then formulates the Status Request message with 
the explicit route and CR-LSP ID included and transmits it to the next hop in the ER. 

As each LSR receives it, it appends its own statistical information to the message. 
This includes the loss probability experienced by this CR-LSP. It also includes the 
current losses of all the alternative class-based buffers the CR-LSP could pass through at 
this LSR along the specified patl^ It then forwards the Status Request to the next LSR. 
When the message reaches the egress LER, it is sent back to the ingress LER. Upon 
receipt of a Status Request message that it earlier issued, the ingress LER extracts the 
CR-LSP ID, and records for each LSR along that path the loss experienced both by this 
CR-LSP and the loss currently being experienced by all the relevant buffers at each LSR. 
This information is recorded in a Statistical Bujfer Table for monitoring purposes. 

The Status Request messages provide an overall view of the status of the links and 
LSRs along a particular CR-LSP. It includes the available bandwidth and loss 
probabilities within every buffer stream within a LSR, as well as the loss experienced by 
a CR-LSP. 



o 

° Alternatively a ‘flushing’ mechanism could be used to ensure all data sent along the former path has reached 
its destination prior to forwarding more data along the new path [4]. 

^ In this thesis loss is used as an example statistical parameter, however, this could be easily generalised to a 
variety of traffic engineering performance metrics. 
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The CIN messages only return status information about the CR-LSP suffering 
unacceptable loss and the particular buffer it traverses in the congested LSRs between the 
ingress LER and the initiator of the message i.e., not the entire CR-LSP. 

Subsequently, if the ingress LER receives a CIN message, it examines the information 
held in its Statistical Buffer Table to help determine whether it should renegotiate along 
the existing path, as the higher buffer streams seem capable of meeting its QoS 
requirements. Alternatively, it can choose to negotiate for an alternative path. 



2.5 Simulation Results 

One scenario considered for the simulation involved a network of two LSRs and two 
LERs as shown in Figure 3. A CR-LSP between the ingress and egress LERs is 
established, with flows passing through all the buffer streams within each LSR/LER ©. 
After a specified simulation time the number of flows are increased to cause the loss 
probability within LSR 1 to rise above a predetermined threshold. The moment at which 
that point is detected the FATE congestion mechanism responds. In this particular 
scenario, the flows are switched onto a higher buffer stream along the same ESP (D. 

The associated graph shows the point at which congestion is detected in a buffer and 
within a ESP. It also shows the operation of congestion indication mechanisms as 
witnessed by the subsequent reduction in packet loss once the flows are transferred to a 
higher buffer stream. 

Ingress LER Egress LER 




Fig. 3 Loss detected before and after FATE Mechanism 



2.6 Discussion 

Preliminary results from the FATE scheme illustrate the benefit of dynamic renegotiation 
of LSPs to control congestion within an MPLS domain. Without this control, network 
operators have no viable means of redistributing traffic flows at short notice onto under- 
utilised links / LSRs. The issue of scalability has been addressed by exploiting ESP 
aggregation to provide tunnels between VS/VD pairs. This mechanism also allows the 
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operator to exercise full traffic engineering control within their domain without affecting 
the content of the received flows. 

Timers are used to control the responsiveness of the FATE scheme to traffic loading 
transients. For example, when a LSR is congested it can issue a Congestion Indication 
notification message. In doing so it sets a retransmission timer. It is not permitted to issue 
another message until the timer expires, thus avoiding signalling storms whilst improving 
the robustness of the protocol. Alternatively, if it receives a Congestion Indication 
notification message on route to the ingress LER from another congested LSR, it can 
simply append its own congestion information and set the timer accordingly. In doing so, 
avalanches of congestion notification messages towards the ingress LER are prevented. 
In addition, stability is improved by averaging the observed traffic parameters at each 
LSR and employing threshold triggers. Although the averaging window has so far been 
set to 5 seconds, current research is examining the stability of the system as this 
parameter is adjusted. 

A further area of ongoing research is the extension of FATE, called FATE+ where the 
decision in situations of congestion is the responsibility of the congested LSR and is not 
passed to the ingress LER. FATE+ is suitably employed along ‘loosely’ routed CR- 
LSPs. 
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Abstract. ATM networks employ traffic control as an important mechanism for 
assuring QoS levels, while also achieving economical resource usage. Current 
ATM networking equipment incorporates rather elementary Traffic Control 
Algorithms (TCAs), hardwired into the software controlling the devices. This 
arrangement does not allow upgrading to more advanced control schemes, as 
these become available. Considering this problem, the paper proposes a 
software infrastructure for portably and transparently embedding advanced 
traffic control functionality in ATM switches. In the proposed infrastructure, 
there are abstract software entities and programmable interfaces between 
entities, both complied with the emerged P1520 reference model. Given that 
current signaling standards do not support externally defined traffic control 
functionality, the paper discusses in detail an appropriate for the presented 
infrastructure signaling protocol, called Virtual Signaling Protocol (VSP). The 
examination of VSP messages that run through the L interface (of the P1520 
model) constitutes one of the main objectives of this paper. The functionality of 
the presented infrastructure (as well as VSP) is tested by means of an 
implemented prototype system. 



1. Introduction 

ATM, a particularly pervasive BISDN technology provides explicitly and by design 
the foundations for deploying Traffic Control Algorithms (TCAs). These algorithms 
are necessary for balancing the tradeoff between efficient utilization of network 
resources and assurance of particular QoS (Quality of Service) levels required by the 
users. 

Given the significance of traffic control, current ATM switches come equipped 
with a suite of TCAs (such as routing. Call Admission Control (CAC), resource 
configuration/allocation, etc.), specified and implemented by the manufacturer. In 
most cases, internal details of the algorithms are not released and access to the switch 
control software is not provided. Even in those cases where some access is allowed 
through an API (Application Programming Interface), it is usually limited to 
configuration tasks and does not allow modifications to the core of TCAs. 
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As long as ATM switches are closed boxes that execute a restricted set of 
manufacturer TCAs, it is difficult for network operators and/or value-added service 
providers to: (a) dynamically reprogram ATM switches in order to, e.g., extend their 
functionality and (b) implement customized traffic control policies and/or protocols. 
Addressing the inflexible architecture of current ATM switches, the paper proposes 
an open software infrastructure in which specific TCAs can be portably installed and 
transparently instantiated on demand. With this architecture, the network 
operators/service providers of a shared ATM network infrastructure: 

a) are freed from manufacturer-dependent traffic control mechanisms, 

b) can develop signaling protocols and control programs richer than standard ones, 

c) can quickly introduce new (advanced) TCAs to support QoS and 

d) can implement different traffic control policies according to their particular needs 
and/or purposes. 

The software infrastructure presented herein includes abstract software entities and 
generic interfaces between entities, both complying with the PI 520 reference model 
(see Figure 1) [1]. The said model has been developed in the context of the IEEE 
P1520 standards development project [2], with the aim of standardizing software 
abstractions of network resources and APIs for manipulation of these resources. The 
PI 520 reference model follows a layered view of a programmable networkQthat is 
similar to the abstraction of an operating system in a personal computer [4]. An 
operating system provides programming interfaces for applications to make use of the 
physical resources of the computer. With an analogous software layer over a 
programmable network, different TCAs (including customized signaling protocols) 
can operate on the same network. 

The rest of the paper is organized as follows: Section 2 presents the proposed flexible 
and extensible software architecture through which drastic changes in the traffic 
control functionality of an ATM switching system can be achieved. The next Section 
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Figure 1. The PI 520 reference model 



' According to [3], programmable calls a network of which the functionality can be extended 
by dynamically installing software extensions on the networking nodes. 
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3 discusses, in the form of a set of messages, a Virtual Signaling Protocol (VSP) 
suitable for the proposed architecture. A prototype system that implements the 
abovementioned software infrastructure is presented in Section 4. Lastly, Section 5 
concludes the paper, outlining also some plans for future exploitation. 



2. A Software Infrastructure for Portably and Transparently 
Embedding Traffic Control Functionality in ATM Switches 

In this section, we propose a software infrastructure through which the control plane 
functionality of an ATM switch can be extended. 

Figure 2 presents the proposed open infrastructure for portably and transparently 
embedding TCAs in an ATM switch. As it may be seen in this figure, the heart of the 
proposed software infrastructure constitutes an abstract information model (called 
Switch-Independent Management Information Base (Sl-MIB)) that is placed on top of 
the target ATM switching system. The SI-MIB provides a virtual environment for 
portably deploying TCAs by separating the functioning of these algorithms from the 
details of the switch hardware and low-level management/control software. This 
device independence is achieved through generic traffic control constructs (in other 
words, logical switch-independent objects appropriate for traffic control schemes) that 
constitute software abstractions of the resources and the traffic load conditions within 
the corresponding ATM switch. (An in-depth description of the SI-MIB can be found 
elsewhere [5].) 

Generally speaking, an abstract information model: (a) has the ability to semantically 
represent the different MIB trees of various controlled/managed with a small yet 
comprehensive number of constructs, and (b) allows for high-level, device- and 
manufacturer-independent control/management actions [6] . 
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Figure 2. Software switch extensions for portable deployment of TCAS 
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Returning to the proposed open control architecture, in terms of the PI 520 
initiative, the TCAs belong to the Network Generic Service Level (NGSL), the 
switching hardware and low-level software at the Physical Element (PE) level, while 
the Sl-MIB standing in between, corresponds to the Virtual Network Device Level 
(VNDL). 

The software entities implementing a TCA communicate with the SI-MIB at a 
virtual level through a switch-independent interface, called an L-lnterface, in terms of 
PI 520. The L interface is programmable and allows a TCA to access the abstract 
software version of the switch representation within the SI-MIB. Since this interface 
deals only with the generic traffic control constructs of the SI-MIB, different TCAs 
can be applied, without requiring any additional effort for customizing the L interface 
to the functioning of the particular algorithm. Moreover, as the L interface is 
uncoupled from the equipment details, the abstract software implementing a particular 
TCA can be used as is on switches of different manufacturers. 

Matching the real status of the switch to the abstract counterpart maintained within 
the SI-MIB is achieved through a switch-specific interface (a CCM-Interface, in terms 
of PI 520). The CCM interface is not programmable, but a collection of switch- 
specific protocols or software drivers that enable exchange of state (and 
management/control information in general) at a very low level between a switch and 
the respective Sl-MIB. 

Given the proposed open architecture, the exchange of control information 
between switches can not take place through control paths/channels established by 
fixed standards signaling protocols, as these protocols do not support externally 
defined traffic control functionality. Therefore, it is necessary an open signaling 
protocol, which will ensure that the enhanced control functionality supported by the 
presented software infrastructure, can be communicated between different switches. 
Addressing this issue, the next section presents a signaling protocol appropriate for 
the proposed architecture. 



3. A Virtual Signaling Protocol 

As mentioned in the previous Section 2, the proposed software architecture overriding 
the standards-based signaling protocols requires the definition of a customized one. 
Towards this direction, this section discusses in detail how the software entities of the 
proposed infrastructure handle a call request/call release in the context of a Virtual 
Signaling Protocol (VSP) suitable for this infrastructure. 



3.1 Call Set-up 

When a user requests a new call, one of the following things may happen: 

1. All CAC modules involved to the new connection(s) of the call, as well as the 
destination accept the call request, thus the new connection(s) is(are) set-up 
successfully; 
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2. One of the involved CAC modules rejects the new call, then an alternative (if it 
exists) route is examined and only if all routes fail, the new call is rejected; 

3. The destination rejects the call request and a posteriori the new call is rejected. 

For the first case (i.e., an accepted call request), the interactions between the end 

terminals (Source and Destination respectively) and the routing modules, CAC 
modules and SI-MIBs that are placed on top of the switches are depicted in Figure 3. 
(The number associated with each message in Figure 3 indicates the message’s 
relevant position in a chronological sequence.) 




Elaborating on Figure 3, a user (Source) sends a message call_req to the source 
routing module (SrcRM). This message includes as parameters the addresses of the 
Source-Destination pair (parameter S-D), an indication of the desired QoS level 
(parameter QoS), in terms of delay or cell loss, that the new call may tolerate, a set of 
parameters describing the traffic profile for this call (parameter TrProf) and a unique 
call reference identifier (parameter RefNum). 

Based on the parameters S-D and QoS, the SrcRM finds an appropriate route for 
the new call. Specifically, the SrcRM defines the relevant output port (parameter 
portOut) of the source switch (SrcSwitch) and the next switch (parameter NextSw). 
The routing in the rest of switches is based on a unique route number (parameter 
routeNum) identifying the selected route. Additionally, the SrcRM reserves an input 
and an output VCI (parameters VCIn and VCIout respectively) in order to be used for 
the establishment of the appropriate VC crossconnection in case of call acceptance. 

Subsequently, the SrcRM sends a message start_CAC to the source CAC 
module (SrcCAC) in order to initialize a CAC process. This message contains the 
parameters portOut, QoS, TrProf and RefNum. The SrcRM uses the first two of these 
parameters in a message ask_info in order to retrieve from the source SI-MIB 
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(SrcSI-MIB), through a message CAC_info, appropriate information for the 
application of a CAC scheme. This information consists in available resources 
(parameter res) and the load conditions (parameter bgTrajfic) within the (specified by 
the parameters portOut and QoS) Virtual Multiplexing Unit (VMU)[]of the source 
switch (SrcSwitch). 

Using the information of the parameters QoS, TrProf, res and bgTrajfic, the 
SrcCAC performs a CAC scheme in order to accept or reject the new call request. 
Given that the SrcCAC accepts the call (see Figure 3), it proceeds to compute the new 
value updatedbgTraffic of the parameter bgTraffic. Then, it informs the SrcRM for 
the acceptance of the new call request, through a message CAC_ok with parameters 
RefNum and updatedbgTraffic. 

Receiving the message CAC_ok, the SrcRM continues the per hop CAC process in 
each one of the ATM switches of the selected route. In this context, it sends a 
message call_req_cont to the routing module of the next ATM switch. The said 
module operates as described above. The parameters of the message 
call_req_cont are the same as the message call req, plus the parameters 
roiiteNum and VCIout. As mentioned, the parameter VCIout will be used in case of an 
accepted call for the appropriate call set-up. 

According to the scenario depicted in Figure 3, the message call_req_cont 
(following the abovementioned per hop process) reaches at the destination routing 
module (DestRM). Again, the described CAC process is repeated and finally, given 
that the destination CAC module (DestCAC) accepts the new call request, a message 
CAC_ok returns from the DestCAC to the DestRM. Then, the DestRM (through the 
message call_req_cont) informs the destination for the new call request. 

As the destination accepts the call request, it sends to the DestRM a message 
connect with the parameter RefNum. The DestRM transfers this message to the 
previous routing module, which passes it to its own previous routing module, etc. 
Eventually, the message connect reaches at the SrcRM and from there it goes to the 
source. 

Besides passing a message connect to the previous routing module, each routing 
module initializes a message update (with parameters portOut, Qos and 
updatedbgTraffic) and a message create_conn (with parameters Portin, VPIiii, 
VCIin, PortOut, VPIout and VCIout). The first message updates the traffic load of the 
VMU (defined by the parameters portOut and Qos) in order to reflect the newly 
established call. The second message incurs the set-up of the crossconnection defined 
by the parameters of the message. At the final stage, the successful set-up of a new 
call is the result of the application of messages update from all the involved to the 
new call ATM switches. 

We proceed now to examine the two cases where the new call request is rejected, 
either by the network, or by the destination. 

At the fist case (see Figure 4a), the call request is rejected as there is no route 
where all the involved CAC modules accept the call. By comparing Figures 3 and 
4(a), it is apparent their concurrence as long as the CAC modules of a selected (by the 



^ VMU is a virtual notion that may correspond to only a part of an actual ATM multiplexer 
(e.g., a VP equipped with part of the buffer and link capacity of some output port of an ATM 
switch). 
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SrcRM) route accept the new call request. But, when a CAC module (the DestCAC 
according to the scenario of Figure 4a) rejects the call request, there is a slight 
variation. Instead of message CAC ok, the DestCAC sends to DestRM a message 
CAC_reject with parameter RefNum. Subsequently, the DestRM passes a message 
call_reject with parameter RefNum to the previous routing module, which 
transfers it to its own previous routing module, etc. Eventually, the message 
call_reject reaches at the SrcRM. 

Receiving the message call reject (or a message CAC_reject in case 
where the SrcCAC rejects the new call request), the SrcRM examines alternative 
routing paths. If it finds a route where all the involved CAC modules accept the call 
request (Figure 3), the call is accepted, otherwise (Figure 4a) it is rejected. The 
SrcRM informs the source for the rejection of the call request through the message 
call_re j ect. 



NNI 




Figure 4a. Call rejection by the network 
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A different scenario for the rejection of a new call request is depicted in Figure 4b. 
According to this scenario, the call request for a selected (by the SrcRM) route is 
accepted from all the involved CAC modules. Thus, the DestRM sends to the 
destination a message call_req_cont. But, the destination, instead of a message 
connect, answers to DestRM with a message call_dest_re ject. The 
parameter of this message is the RefNum. Receiving the message 
call_dest_re ject, the DestRM passes it to its previous routing module, which 
transfers it to its own previous routing module, etc. Eventually, the message 
call_dest_re j ect reaches at the SrcRM, and from there it goes to the source of 
the new call request. 



Destination rejects 




3.2 Call Release 

According to the call release scenario depicted in Figure 5, the call release is decided 
by the source. In this case, the source sends a message call_release (with 
parameter RefNum) to the SrcRM. The SrcRM passes this message (via the SrcCAC) 
to the SrcSI-MIB, in order to receive through a message CAC_inf o_release 
(with parameters QoS, TrProf res and bgTraffic) the required information for the 
computation of the new value updatedbgTraffic of the parameter bgTraffic. After this 
computation, the SrcCAC sends a message CAC_re lease (with parameters RefNum 
and updatedbgTraffic) to the SrcRM. 
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Receiving the message CAC release, the SrcRM forwards a message 
update release (with parameters portOut, QoS and updatedbgTraffic) to the 
SrcSI-MIB, in order to npdate the traffic load of the VMU defined by the parameters 
portOut and Qos. Additionally, the SrcRM sends a message release conn (with 
parameters Portin, VPIin, VCIin, PortOut, VPIout and VCIout) to the SrcSl-MlB, in 
order to incnr the release of the crossconnection defined by the parameters of the 
message. As this process is repeated for all the switches that are involved to the ronte 
of the discussed call, the DestSI-MlB releases the last relevant VC crossconnection of 
the outgoing call. 

By examining Fignres 3, 4 and 5, it is apparent that some of the messages (e.g., 
ask_info, CAC_info, update, etc.) run throngh the L interface. Table 1 includes all 
messages that are relevant to the L interface. The set of these messages constitute (to 
the best knowledge of the anthors) the first effort in the literature to employ the L 
interface, as specified in PI 520, in a standardised and systematic way for the purposes 
of hardware independent traffic control. 






Software Switch Extensions for Portable Deployment of Traffic Control Algorithms 



273 



Table 1. A proposal for applying the L interface structure to portable provision of traffic 

control 



Message 


Parameters 


Short description 


ask_info 


portOut, Qos 


Through this message NGSL asks 
from VNDL the traffic control 
information that corresponds to the 
VMU defined by the parameters of the 
message. 


CACJnfo 


res, bgTraffic 


By this message, VNDL returns the 
information requested from the 
message ask_info (network resources 
and traffic load conditions within the 
particular VMU). 


update 


portOut, Qos, 


Through the update message NGSL 


(update_release) 


updatedbgTraffic 


updates the traffic load of the VMU 
defined by the parameters portOut and 
Qos. 


create_conn 


Portin, VPIin, 
VCIin,PortOut, 
VPIout, VCIout 


By the message create_conn, NGSL 
requests the set-up of the cross- 
connection defined by the parameters 
of the message. 


call_release 


RefNum 


By the message call_release, NGSL 
asks from VNDL traffic control 
information related to the connection 
defined by the parameter RefNum. 


CAC_info_release 


Qos, TrProf, 
res, bgTraffic 


Through this message VNDL returns 
the information requested from the 
message call_release (network 

resources, traffic load conditions and 
QoS of the VMU within traverse the 
connection defined by the parameter 
RefNum, as well as the traffic 
characteristics of the flow that 
produces the said connection). 


Release_conn 


PortIn,VPIin, 
VCIin,PortOut, 
VPIout, VCIout 


By the message release_conn, NGSL 
requests the release of the cross- 
connection defined by the parameters 
of the message. 



4. A Prototype Implementation 

The section discusses the implementation of a prototype system that follows the 
general architectural framework of Sections 2 and 3 and makes use of intelligent 
software agents. 
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Although not mandated by the design, and for the purpose of facilitating the 
implementation process, the software entities of the prototype infrastructure have 

been built on top of an agent platform [7] that 
supports communication primitives according 
to the ontology specified by the FIFA 
organization [8]; therefore communication 
between the various distributed software 
entities in the prototype is achieved by means 
of an Agent Communication Language (ACL). 
The underlying agent platform used in the 
implementation was based on background 
work, conducted in the scope of the IMPACT^ 
research project [9]. Again, this choice was 
made for achieving a faster development 
cycle, without being forced by design or other 
constraints. 

Figure 6 outlines the structure of the implemented software infrastructure. As 
shown in this figure, the implemented infrastructure consists of distributed software 
entities that communicate through the facilities of the agent platform just mentioned. 
Two different types of agents may be identified: the Switch Wrapper Agent (SWA) 
that furnishes an abstract software environment for performing management and 
control operations on an ATM switch; and the CAC & Routing Agent (CRA), which is 
the software entity expressing in abstract and portable terms the actual traffic control 
algorithms. Comparing with Figure 2, the SWA corresponds to the VNDL of an ATM 
switching system, while the CRA plays the role of NGSL. The remaining of this 
section elaborates on implementation details for each of the two agent-types. Each 
topic is treated in an individual subsection. (An in depth description of the said agents 
can be found elsewhere [10].) 




Figure 6. Structure of the implemented 
software infrastructure 



4.1 CAC & Routing Agent 

The CRA encapsulates the core of traffic control functionality available to the 
implemented prototype. This type of agent should normally has been called “Traffic 
Control Agent”, but the name CRA was chosen to reflect the fact that this prototype 
implementation emphasizes CAC procedures and, necessarily, routing actions, which 
are intimately interwoven with CAC decisions. 

The main function of the current CRA implementation is to receive call requests, to 
determine if they can be accepted through the corresponding switch (without violating 
the QoS constraint of both the incoming call and all other established connections) 
and, if yes, forward the call to the next node along the route being checked. 

A CRA is implemented as multithreaded software. This is because CRA should be 
capable of handling/processing simultaneous incoming calls. Call requests arrive at 



^ The IMPACT project (Implementation of Agents for CAC on an ATM Testbed — ^AC324) was 
funded by the European Commission under the Advanced Communications Technologies 
and Services (ACTS) Research Programme. 
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the CRA through an appropriate message of the agent communication language 
supported by the underlying agent platform. Upon arrival, the request is placed in a 
queue of incoming calls, which is served according to a FIFO policy from a thread 
named CRAWorkerThread. For each item removed from the queue, a new instance 
of a thread named CallProcessThread is spawned for processing the call, 
simultaneously with other pending requests. 

The CallProcessThread invokes a routing module that selects an appropriate 
route for the call, this choice depending upon the source-destination pair and the 
desired degree of QoS. The current implementation supports a simple form of static 
routing, using fixed universal routing tables. Route selection occurs only at the first 
network node (the one at the UNI boundary); in subsequent nodes, identification of 
the selected route is through a corresponding ‘label’. 

Returning to the operation of CRA, once the call process request is picked by 
CallProcessThread for consideration, the appropriate output port of the 
corresponding switch is determined, and a software object, called Portinfo, is 
invoked for interrogating the port. (Each output port of the switch corresponds to a 
separate instance of this object.) Portinfo determines the appropriate VMU to 
check, by consulting the QoS specification of the call request. Information about the 
current status of this VMU (in terms of the traffic load conditions and the resources 
available) is maintained (in portable, abstract form) within the Sl-MIB of the switch 
and Portinfo retrieves this information by communicating with the SWA. Then, 
on the basis of the VMU status, and following the rules of the CAC scheme, 
Portinfo decides to either accept or reject the call and relays this decision back to 
the CallProcessThread. If the call was accepted, the CRA signals the next 
switch along the selected route for the incoming call and the CAC procedure is 
continued in that next hop. 

If, during this process, all switches along the route accept the call, then each 
involved CRA sends appropriate commands to the SWA attached to the 
corresponding switch, so that the SI-MIB will update its information to reflect the 
newly established connection. If, on the other hand, the call is rejected at some node, 
the fact is back-propagated to the originating node, where an alternate route is 
selected (if available) and the whole procedure is started over. If no alternate route 
may be found, the call is rejected by the network. 

The above description makes clear that in the implemented prototype, a 
CallProcessThread corresponds to a routing module of Figures 3, 4 and 5, 
while a Portinfo plays the role of a CAC module of the said figures. 



4.2 Switch Wrapper Agent 

A Switch Wrapper Agent (SWA) is the software component that provides a virtual 
environment for the portable deployment of control and management operations on 
the underlying ATM switch. As noted in the previous subsection, during the course of 
a CAC procedure the SWA attached to an involved switch interacts with the CRA 
controlling this switch. Specifically, the CRA retrieves from the SWA information 
about the current status of the involved output port (actually, the appropriate VMU 
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within that port). Based on this information, the CRA performs the CAC check, and, 
in case of acceptance, informs the SWA, so that the latter will update the status of the 
switch to include the new connection. Furthermore, the SWA issues the appropriate 
low-level management commands to the switch for establishing the physical 
connection between the input and output ports involved. 

The core components of a SWA are: 

• STMIB, i.e., the switch-independent MIB providing an abstract virtual 
representation of the resources and traffic load conditions within the switch; and 

• a library, consisting of a set of software drivers, for accessing the low-level 
management facilities of the ATM switch. 

In the prototype, the low-level library has been implemented using the Java 
Management API (JMAPI). Currently there are vendor-specific versions for three 
models of ATM switches, specifically: FORE ASX-200, CISCO LSIOIO and Flextel 
WSS 1200. Porting the library to other devices is easy, since the task involves only 
the mapping of the abstract objects in STMIB to the counterparts in the specific MIBs 
of the target switch. 



5. Conclusions 

Following recent proposals for programmable network infrastructures, the paper 
proposes a flexible and extensible architecture for portably and transparently 
embedding traffic control functionality in ATM switches. The proposed architecture 
includes abstract software entities and generic interfaces between entities, both 
complying with the PI 520 reference model. 

The paper focuses on the functionality of the L interface. In this context, it 
discusses how the presented open architecture (consisting of a software infrastructure 
and a virtual signaling protocol) provides (to the best knowledge of the authors) a first 
effort in the literature for applying the L interface structure to portable provision of 
traffic control. 

It should be noted that, although the software infrastructure presented in this paper 
is tailored to ATM networking equipment, it is fairly general and can be extended for 
covering network nodes of a different technology (provided that this technology 
supports the potential for QoS concept and at least some notion of “connection” or, 
more generally, “traffic flow”). This extensibility is highly desirable, since ATM is 
not regarded anymore as the sole QoS-aware networking technology. (For recent 
efforts towards injecting QoS capabilities over IP-based networks, see e.g., [11].) 

We plan to extend our work in the directions of applying the presented architecture 
to non-ATM networking technologies (for a programmable IP router architecture 
supporting control plane extensibility, see e.g., [12]), performance evaluation and 
security issues. 
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Abstract. We describe methods to guarantee a certain level of service for 
Internet traffic by reserving capacity along fixed logical paths. The amount of 
needed capacity is calculated by using a trade-off between connection rejection 
probability and the utilization of the capacity. This can be used in the process of 
dimensioning capacity on a long term basis. Two dynamic allocation methods 
are proposed, which periodically reallocates capacity according to measured 
traffic loads. Call admission control is used and automatic connection retrials 
are studied. Each method is designed for a particular scenario. In the first one, a 
LAN reserves capacity to get a certain transmission speed for every connection. 
Capacity is paid for according to how much of it that is reserved. The second 
one considers an aggregated traffic generated by users having limited 
transmission speed in their connection to the Internet {e.g. modem- and mobile- 
users) and the operator of the network manages the capacity. The Internet 
traffic is modeled as Web page fetches from the World Wide Web. 

Keywords: Internet Traffic, QOS, Capacity Dimensioning, Resource Allocation. 



1 Introduction 

As the global Internet grows so does the demand for capacity. There is also a desire to 
incorporate real-time services and thereby extending the best effort class of service to 
multiple classes of services. For near real-time applications {e.g. IP Telephony) some 
level of quality of service (QoS) is needed. Reservation of capacity can accomplish 
this. To be able to guarantee a maximum delay variation and maximum packet loss 
probability one should not setup more connections than can be handled. A connection 
admission control (CAC) algorithm controls that the QoS will be met and 
subsequently rejecting connection at some times when the load is high. The 
reservation is best done along a fixed path. Internet has traditionally only supported a 
single best-effort traffic. It is based on a connection-less packet-networking 
infrastructure. Packets can always be sent but no guarantees are given that they will 
arrive to the destination. This depends on the stateless Internet protocol (IP) 
infrastructure and an inadequate support from network controls. By building a state- 
based infrastructure and using a connection-oriented approach, support can be given 
for QoS guarantees. 

Lots of effort has been put into developing protocols to support this. ATM Forum 
has developed the Multiprotocol over ATM (MPOA), while IETF has developed the 
Multiprotocol label switching (MPLS). MPLS enables labelled switched paths (LSPs) 
over Internet. Compared to virtual path connections in an ATM network, the LSPs 
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can be used "inside" other LSPs, i.e. used in hierarchical levels or layers [12]. The 
logical paths also enables fast switching of the data packets since the routing already 
has been done. With new services for mobile users with limited capacity, reservation 
of capacity will give the users value for their money. The amount of reserved capacity 
should also be adjusted according to actual traffic load. The reservations can be 
achieved with the proposed integrated services (IntServ) framework [13]. It will keep 
track of the flow-state (with additional regular updates) for each connection by the use 
of the resource reservation protocol (RSVP) [14]. At the edges of a core network, 
individual buffers ensure that connections are protected against each other, but the 
resources should be reserved for an aggregate of users in the core network. 
Considering the scaling problem with IntServ, IETF has proposed a different 
framework called differentiated services (DiffServ) [16]. In this case, packets are 
tagged with priority according to delay requirements and by value of importance. The 
tag is used by core routers for scheduling, handling congestion, and so on, on a hop- 
by-hop basis. This will work as long as enough capacity is available. To decrease the 
packet loss for low priority packets in high load situations or when other traffics 
misbehave, some sort of intelligent scheduling mechanism must be used. Weighted 
fair queuing (WFQ) scheduling has been proposed for these purposes. This 
management system supports several classes of services between best-effort and 
guaranteed services. lETF's controlled-load services [15] is a guideline about how to 
support real-time applications with a degree of service that corresponds to a moderate 
loaded network. A CAC algorithm is also introduced. To be able to guarantee QoS, 
our proposed method for capacity reservation will be useful for ensuring that not more 
traffic, than can be handled, is injected into the network. 

We assume that users have limited bandwidth for the transmission of data (e.g. by 
the modem speed) and that FSPs (or similar) for which capacity are reserved, are used 
for these users. This means that we use constant transmission speeds. It has been 
assumed that the transmission speed is controlled by some mechanism on the sending 
side [6]. For IP Telephony this is obvious but it can be used for the most data transfers 
and with this approach we do not suffer from slow start, round-trip delay and other 
problems as compared to TCP. Capacity sharing and utilization accomplished with 
TCP is an important aspect that should be used for some services. In the following, a 
lower limit for the transmission speed can be used instead of a constant transmission 
speed. 

Section 2 describes our model and assumptions of the traffic. It is difficult to 
dimension networks to cope with Internet traffic, since this traffic is fundamentally 
different from traditional voice traffic. Over-provisioning of capacities is one way to 
postpone the problem. In Section 3 a strategy for the dimensioning problem is 
proposed. Even if a proper design can be found for steady traffic, the ever-changing 
traffic should be handled efficiently. If capacity is reallocated dynamically the 
network will be better utilized. In Section 4 we propose an allocation function for 
Web traffic destined to a certain FAN, while in Section 5 we propose a management 
of the capacity needed for an aggregated stream of Web traffic to be routed through 
the Internet. 
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2 Traffic Model 



The traffic model used is a model of how Web pages are fetched through a Web 
browser. Characterization of Web traffic involves both the structure and size of the 
pages. Each page is designed around a main "anchor" page and a possible additional 
set of embedded items that appear within this anchor page. The embedded items are 
fetched immediately after the anchor page and are shown together with it, on the user 
screen. 

The Web page contents are classified into two groups: HTML and non-HTML. 
This is only natural because of the nature and intent of the participating items. The 
embedded items are mostly non-text in nature and are glued together using HTML 
text. The modelling process of the file sizes, corresponding to the two classes, also 
brings out their inherent characteristic diff-erences. The non-HTML type is more 
variable than the HTML type. Examples of embedded items can be either: Java 
scripts, frames, maps etc. for HTML and Java applets, postscripts, images etc. for 
non-HTML. The probability of fetching HTML- and non HTML-items is set to 50% 
for both. 

The distributions for the file sizes and the number of embedded items have been 
computed in [1] from data collected by probing a broad spectrum of Web servers (e.g. 
newspapers, universities, search engines, commercial sites etc.). The contents from 
the servers were successively downloaded and analyzed for their structural 
information. (Only unique items were selected.) We assume that the file contents and 
what is actually transferred through the network is very much the same. No regards 
has been taken to the cache used in Web browsers. 

Some of the items can be very large. The file size (JQ is modelled with a Pareto 
distribution in [2,3]. In the following, we consider the case of a combination of a 
uniform distribution and a truncated Pareto distribution for the file sizes, which 
corresponds to measurements done on commercial servers [4]. In our simulation 
experiments we have used the following distribution: 




According to [1] the parameters for HTML items are: a=100, b=4200, a=L36, and 
the mean file size is 12888 bytes. The probability denotes the probability that a<b, 
and it is calculated from the total mean file size and is 0.215. Lor non-HTML items 
fl=100, ^=1024, a=1.06, the mean file size is 12000 bytes, and pa is almost zero. 

Measurements show that the number of embedded items Z in a Web page can be 
modelled by a negative binomial distribution [1]: 



p{Z=x}= 



S + x-iY p Y 

<5-1 l + p 
A ^ J 




(2) 
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where 5=1.386, p=6.985. The probahility to have no embedded items is set to 12% 
and the mean number of embedded items is ten. We assume that for a certain Web 
page the number of embedded items and their file sizes are independent. 

The evaluation of the capacity management methods is done by simulations. 
Traffic is generated by Web page fetches where the embedded items are transferred in 
parallel after the reception of the "anchor" page. If a new connection request is 
rejected, the application will try again a maximum of times. This is only natural 
since an upper limit of connection setup delay is wanted. could be made to depend 
on the type of service. The waiting time to the next connection attempt is doubled 
each retrial. The delay has been set to one second for the first retrial. This means that 
if R^^ =6, then if a transfer of an item has not started within one minute, it will not be 
fetched (unless the user retry manually). The truncation of the Pareto distribution by 
N can not be smaller than =8T0'° if the mean value for the non-HTML file sizes is to 
be kept. This still means that for the simulations, a large "warm up” period is needed 
to measure the correct value of the mean number of connections. This is caused by the 
very slow addition of very long connections. As an example, assume a constant traffic 
intensity that suddenly changes to a new level. This will result in a long settling time 
to reach a new steady state, i.e. when the mean number of connections changes very 
slowly. By adding a couple of persistent connections at start up, the warm up period 
can be decreased while still having a correct mean value of the number of 
connections. This is particularly useful when dimensioning the capacity for steady 
state traffic. In the sequel, 95% confidence intervals are presented for the simulated 
and measured parameters. 




Fig. 1. Cost function and its components for voice traffic. 



3 Dimensioning 

In order to simplify the evaluation, i.e. to reduce the needed simulation time, we have 
not limit our investigation to a particular transport protocol. The scope is to dimension 
the transmission capacity of the links and the logical paths. To dimension resources, 
the distribution of the number of simultaneous connections has to be known. We 
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denote the probability for a certain number of ongoing connections {i.e. the used 
capacity), as the occupation distribution. The variance of the occupation distribution 
when having batch arrivals is larger compared to the case with single arrivals. In order 
to dimension the links, we first evaluate the case with voice traffic. A trade-off is 
done between the utilization of the capacity and the connection setup blocking 
probability (CBP). By doing this we can find a relationship between the utilization 
and CBP, which we can apply on any type of traffic. We can also state that this will 
take into consideration both the network provider and the users point of views. For 
simplicity, we assume that the provider wants to maximize the utilization. 
Alternatively, let us consider that, by having this view, we get a minimum capacity at 
the end that can be used when dimensioning a network to meet a certain service level. 
Increasing the utilization will also increase the CBP. The users want a low CBP but 
this on the other hand will give a low utilization. It should be noted that best-effort 
traffic will increase the utilization further but we do not take this into account. We get 
the following cost function (C) to minimize: 

C = 1-p + wEM ( 3 ) 

where p is the utilization defined as: 

A{l-EJA))/m. (4) 




Fig. 2. Cost function for Internet traffic. 



The Erlang-B formula is used, where E^ (A) is the CBP given a traffic load of A 
and a capacity of m (maximal number of simultaneous connections). For a given w, 
the m that minimizes the cost function, is denoted as the target capacity and the 
resulting CBP as the target CBP. To obtain the value of w, we study the case of a 
voice traffic where the offered traffic is Poissonian. If we let calls be blocked with a 
probability of =1% for a selected traffic load of 100, then a weighting factor w can be 
found that optimizes (1). A weight of ~3.5 gives the results shown in Figure 1. The 
cost function, 1-p, and the CBP are shown. By using this weight, the needed capacity 
can finally be found for our model of Internet traffic. The optimum for different 
number of retrials has been found by simulations. Figure 2 shows the result with a 
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traffic of 100. The capacity is in this case expressed as units of 56 kb/s. The dashed 
lines show the confidence intervals. 

The capacity needed to optimize C when allowing up to eight retrials is for a traffic 
of 100, 200, and 300: 110, 213, and 315 respectively. The target blocking 
probabilities are: 0.8%-l.l%, 0.3%-0.6%, and 0.4%-0.9% respectively. The 
corresponding target capacities are shown in Figures 3 and 4. Figure 4 shows the 
dependence to the amount of traffic. Figure 3 shows the dependence on the number of 
retrials for the traffics 100, 200, and 300. For this traffic range, using a maximum of 
about five retrials, the target capacities are almost equal to the capacity giving 1% 
blocking (calculated with Erlang-B formula) for a Poisson traffic without retrials and 
using a negative exponential service time of one. These capacities are shown as solid 
horizontal lines in Figure 3. 

400 
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^300 
0 250 

I... 

« KA . 

I 



Retrials 

Fig. 3. Target capacity for different number of retrials. 




Fig. 4. Model of the network configuration. 



4 LAN - Internet 

4.1 Allocation Function 

Figure 5 shows the case when a LAN is connected to the Internet via an edge router 
(ER) [7] or some sort of a label-switching router (LSR). Our goal is to calculate the 
needed capacity for the logical paths (e.g. LSPs) so that they can accommodate the 
traffic destined for the LAN. In this case, only Web browsing is considered. One can 
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also see the reservation as a possible way to manage capacity for a virtual private 
network (VPN), where the owner of the VPN pay in relation to the capacity reserved. 
The ER is used for CAC, which means that connections can only be established if 
there is enough reserved capacity left to accommodate them. One way to introduce 
explicit requests that can be counted, is by letting the end-terminals send requests to 
the ER before connection establishment. This could correspond to the proposal in [7] 
for setting up IP Telephony connections by asking the ER. It can seem as a very 
costly solution to make connection requests and CAC for every fetch of a Web page 
item, however, this can and should be simplified compared to an IP Telephony 
connection setup. In [8] computers monitors the traffic in a campus LAN. A 
connection rejection is implemented by issuing a TCP RST messages during the TCP 
connection establishment phase. This way they can control how the capacity on the 
Internet access link is to be divided between the students and the staff. 




Fig. 5. Target capacity for different traffics. 

The connection requests are used for estimating the traffic load, which in turn is 
used for the reservation. The capacity reallocations are done periodically with a 
period of and the actual traffic load is estimated each minute. 

Given the transfer rate as well as a knowledge of the mean file sizes, we can 
calculate the mean connection time x . The mean number of simultaneous 

connections is A - x TO, since the mean number of embedded items per page is ten. 

An important aspect of Web traffic is the occurrence of very long lasting 
connections. When reallocating the capacity periodically, these connections will have 
very little impact on the performance of the reallocations. Simulations have shown 
that in a smaller time scale and allowing for retrials, the needed capacity that 
minimizes the cost function is almost the same as the traffic load. The problem then is 
to estimate the traffic from measuring the total number of connection requests (with 
retrials included). 

To model the connection requests we add automatic retrials when connection 
requests are rejected by the CAC. Eigure 6 shows fresh new connection requests (A or 
"first traffic") and the retrials (A^). To get an estimate A of the fresh traffic A we use; 

P = ) 



( 5 ) 
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(6) 



- = ^ 



total 



^-P 

\ — P 



(7) 



^R=^(P +P^+ ... +p^”“) 




^ total 



O 1 
02 
o 
o 



O m-i 
O m 



Fig. 6. Model of the retrials. 



Table 1. Cost function comparisons. 



Expected 
service time 
[secs.] 


Utilization 

[%] 


CBP [%] 


Cost- 

function 


13.5 


92.0811.38 


0.2510.03 


8.8 


12.5 


93.071 1.38 


0.4410.04 


8.5 


11.5 


93.991 1.44 


0.7510.06 


8.6 


10.5 


94.891 1.44 


1.1910.06 


9.3 



Table 2. Performance comparisons. 



Method 


Capacity 


CBP l%] 


Utilization [Vo] 


Mean service 
time 


WWW 


220 


0 


90.0411.06 


14.9411.45 


CAC 


220 


0.1310.06 


89.7010.80 


13.4510.98 


WWW 


195 


0 


98.6610.55 


19.6712.22 


CAC 


195 


4.5210.82 


97.1110.35 


12.9111.18 


WWW-DYN 


212.911.09 


0 


91.2311.44 


15.6311.63 


CAC-DYN 


213.611.92 


0.4610.04 


92.8111.86 


13.5710.84 
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The reservation is never less than the actual number of allocated connections n. 
The allocation formula is: 

m = max(«, (8) 

where n is the actual number of allocated connections. It should be noted that if the 
number of retrials are limited or set to zero, there should be an offset of capacity in 
the allocation formula (3). The extra capacity needed to reach the target CBP is 
almost zero for about eight retrials and can be estimated as a linear function of the 
traffic. According to the results in Figure 4 this function is approximately 45+AT.15, 
when not allowing any retrials. The actual maximum number of retrials can be 
estimated based on the application. In case of "'surfing" the Web, in formula (2) 
could for example be set to six, which is about one minute. 

In formula (2) there is an assumption that the retrials meets the system, where the 
occupation distribution will be equal to the mean distribution. Although there is an 
exponential back off, this is not a correct assumption. However, the difference 
between the estimated traffic without retrials (first traffic) and the real one, is small. 
Having a capacity of 190 is 699.9-768.7), A is estimated to 201-206. For a 
capacity of 200 and 210 (A,^,^ is 556.3-615.4 and 409.6-468.2), A gets 203-205 and 
209-210, respectively. 



4.2 Evaluation 

The problem of allowing too many users into the Internet often results in what has 
been called "World Wide Wait.” This effect is a result of the sharing of capacity as 
well as capacity shortage. When the traffic load reaches a limit where the capacity (of 
routers or servers) is not enough to handle the total stream of packets, some packets 
will get lost and TCP connections decrease the transfer rate and will occupy the 
resources for a longer time. New connections will meet an already congested network, 
which results in even longer delays. 

For fixed rate connections (8 kb/s) the time to load one embedded item is 12.44 
seconds (i.e. the service time). Table 1 shows the cost function for different settings of 
an expected service time when using the dynamic allocation (DYN) (3) with CAC and 
allowing up to eight retrials (traffic=200). The cost function has a minimum at the 
theoretical value, which shows that the allocation function works. Table 2 shows a 
comparison between an ideal fair share allocation without CAC (denoted as WWW), 
and the use of CAC with up to eight retrials. 

We let the method WWW have a maximum of 8 kb/s for each connection and if 
the new calculated capacity is less than the maximal capacity that can be used by the 
current number of established connections, then the new capacity will be set to the 
mean value of these capacities. The other methods always enable 8 kb/s and 
capacity is always allocated so that the ongoing connections can be accommodated. 
The dynamic method uses a reallocation period (TJ of one minute. No traffic 
prediction is used but the estimated traffic is smoothed by taking the mean of the 
previous estimate and the current measurement. The offered first traffic is fixed at 
200. The performance is shown for different amount of allocated capacities. When the 
available capacity decreases the utilization for WWW increases but so does the 
service time. Having a dynamic allocation even for WWW the service time will be 
"acceptable." Although, the utilization for WWW and CAC are similar, the 
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Fig. 7. Dynamic reservation with T^=l minute. 
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Fig. 8. Dynamic reservation with 7^ = 10 minutes. 



distribution of used capacity is different. WWW will have a peak at the maximum 
capacity, which depends on the fact that no blocking occurs since all connections 
share the capacity equally. Using retrials, the connections will be delayed and the 
occupation distribution will increase gradually and reach its peak at the maximum 
capacity so that the utilization stays high all the time. In the case of having TCP 
connections, slow start and retransmissions are involved that would have decreased 
the utilization compared to our results. By using CAC, the overall throughput will 
increase [8]. Having a control of the transfer rates as well as having proper queuing 
mechanisms in the switches, the minimum transfer rate is guaranteed. 

Evaluations of the performance of CAC-DYN is given in Figures 7 and 8. In this 
case, the traffic intensity has been varied linearly up and down between steady states 
that last 100 minutes. has been set to one minute and to ten minutes. The bottom 
curve is the total arrival rate of connection requests as indicated in Figure 8. The 
resulting blocking probability for 7’^=1 minute is 0.72% ±0.05% with a mean 
allocated capacity of 214.8 + 2.3. For 7’„=10 minutes, the blocking is 2.71% + 0.22% 
and a mean allocated capacity of 211.8 + 2.0. 
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The evaluation shows that the allocation function works and that sufficient 
capacity is reserved. By changing the reservation dynamically, the utilization of the 
capacity does not suffer from the capacity reservation. 



5 Aggregated Traffic 



5.1 Allocation Function 



In this case we assume that users have limited transfer rates {e.g. by the modem 
speed) and that LSPs (or similar) with reserved capacity are used for these users. 
Having different LSPs for different classes of traffic, we can in this case group users, 
having a certain modem speed, into one class. Our model has similarities to the model 
shown in Figure 5, except that the LAN is replaced with an Internet subnetwork and 
the ER with an "aggregation router” [7]. The ER could also correspond to a 
"bandwidth broker" as in a DiffServ environment. This router, which allocates 
capacity on LSPs, counts the total packet rate for each LSP. Dividing this bitrate with 
the user transfer rate for this LSP gives an estimate of the total number of 
simultaneous Web page fetches. The occupation distribution is modelled as 
Poissonian and no retrials are permitted here. The needed capacity is calculated with a 
formula given in [9,10]. The allocation can be seen as a confidence interval: 



m = n + 




(9) 



where n is the number of simultaneous Web page fetches estimated by the mean of 
several samples. The transmission speed is not needed in (4) as long as all the users 
use the same speed (for the LSP in question). It is important to note that (4) can be 
used in the previous scenario if there is only one connection established per Web page 
fetch, as proposed for HTML version 1.1 or if the traffic is IP Telephony. 



5.2 Management 

There are basically two methods for reserving capacity. First, if no cost is related to 
the capacity, all of it should be allocated or reserved (except for some capacity left for 
best effort services). This can be done by trying to mini-mize the total CBP. When 
doing this one should take into account the selected and the number of LSPs that 
share the total capacity on an average link. The available capacity will also affect the 
result. The setting of K should in this case be done adaptively to take into account the 
multiplexing effect between LSPs when reallocating frequently. Secondly, if there is 
some cost related to the reservation of capacity, the cost function has to be optimized, 
{i.e. just enough capacity is to be used). The setting of K can be made to depend on 
the cost of allocating the capacity. Another strategy is to have a central network 
management centre that supports a global control. There are many proposals in the 
literature for this and for large networks the number of control messages is 
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Fig. 9. Blocking probability and cost function for different Ks. 

minimized. There are, however, situations when a central management is not logical, 
e.g. in diverse Internet scenarios. 

5.3 Evaluation 

Figure 9 shows the CBP (p) and the value of the cost function when there are four 
LSPs for 56kb/s-modem users. is set to one minute. The mean transfer time of one 
object is 1.78 seconds. In the sequel, we denote with X the number of connection 
arrivals per second. The capacity needed for the LSP in the case of A.= 10 (offered 
traffic=178) is about 11 Mb/s. The link capacity is set to 4- 198 (where E ,,, 
(77S)=0.01). 

As seen in the figure the CBP is lower for higher values of K. In the case when all 
the capacity should be utilized, there is a value of K that minimizes the total CBP, 
which is a little larger than 2.2 in this case. If just enough capacity is to be allocated, 
then the K is set to 1 .0. 

With our allocation function, the CBP decreases for higher traffic. When the traffic 
intensity increases to A.=20 the blocking decreases from 0.88% + 0.02% to 
0.64% + 0.01%. For A.=30 the blocking is 0.57% + 0.02%. These values are very 
similar to the target blocking probabilities. It is possible to adjust the allocation 
function to equalize the blocking for different traffics. Blocking probabilities that 
maximize the total amount of handled connections have greater difference. Setting K 
to a fixed value can be seen as a trade-off between these extremes of blocking 
probabilities and further indicate the usefulness of the target blocking probabilities. 



6 Conclusion 

We have described methods to guarantee a certain level of service for Internet traffic 
by reserving capacity along fixed logical paths. A trade-off between utilization and 
CBP is made to enable a method for capacity dimensioning for Internet traffic. If 
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consideration is taken to limit the mean service time and increase the throughput, 
there is an advantage of having CAC. This has also been proposed in [11], The cost of 
this is a small CBP. If near real-time services are to be guaranteed some QoS, 
especially for mobile users, they probably will prefer not to be connected if the 
service would be less than acceptable. Two allocation functions have been proposed. 
Each one is tailored for a certain situation of capacity management. In one situation, 
the network provider manages the capacity. In the other case, capacity is paid for 
according to how much of it that is reserved. 



7 Future Work 

The problem is to find a cost for reallocations and a cost for not doing them frequent 
enough. Performance of TCP connections in a realistic network model together with 
capacity realloc-ations will show how users perceive the performance, which also will 
be a parameter for the calculation of this cost. 
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Abstract. Recently MPLS is used for building up VPNs in IP backbone, called 
MPLS VPNs. In this paper, we discuss issues on finding routes with QoS 
requirements (i.e., QoS routing) in MPLS VPNs. We first present background 
on MPLS VPNs as well as QoS routing. Then we discuss both the benefits and 
problems resulted from introducing QoS routing into MPLS VPNs. We 
particularly present an architecture of MPLS VPNs with QoS routing 
capability, on which we discuss some important issues on running QoS routing 
in MPLS VPNs. 



1. Introduction 

With the rapid development of the Internet, there arise great interests in the 
deployment of Virtual Private Networks (VPNs) across IP networks. Many 
preliminary works have been done in this area. For example, a framework for IP 
based VPNs is proposed in [1], in which various types of VPNs, their respective 
requirements and mechanisms for implementations are discussed; An approach for 
building core VPN services in a service provider’s MPLS backbone is presented in 
[2]; An extension to CR-LDP for VPNs is proposed in [3] by adding an optional 
VPN-ID TLV to CR-LDP label request message to Identify the VPN that the request 
is meant for. In these documents, MPLS is believed to be a key technology for 
building up VPNs (i.e., MPLS VPNs) due to a number of reasons as follows. 

• MPLS offers fast forwarding capability; 

• MPLS connects sites through setting up label switch paths (LSPs) on which traffic 
engineering can be applied; 

• MPLS provides supports for various L2 protocols, e.g., ATM, Frame Relay, etc.; 

• MPLS supports signaling protocols, which can facilitate fast configurations of 
VPNs; 

• MPLS is capable of scaling into very large networks. 

Meanwhile, QoS is regarded as a key element of any VPN services. For example, 
services with stable and good qualities in terms of bandwidth and delay are 
expectedly offered in VPNs. Among various mechanisms of traffic engineering (e.g.. 
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traffic scheduling, resource management), QoS routing is one of the enhancing 
mechanisms for deploying quality classes into the IP networks[4]. The general 
objective of QoS routing is to improve the efficient utilization of network resources 
and to provide flexibility in support for various services. Therefore, QoS routing is 
expectedly used in MPLS VPNs. However, there still lacks insensitive study on this 
topic. 

In this paper, we investigate the issues of QoS routing in MPLS VPNs. In 
particular, we present an architecture of MPLS VPNs with QoS routing capability as 
well as some methods for operating QoS routing in MPLS VPNs. 

The remainder of this paper is organized as follows. In section 2, we describe the 
background on MPLS VPNs and QoS routing. In section 3, we discuss the benefits 
and problems resulted from introducing QoS routing into MPLS VPNs. We present 
and describe an architecture of MPLS VPNs with QoS routing capability in section 4. 
In section 5, we present and discuss some issues on operating QoS routing in MPLS 
VPNs. Some conclusions are given in the final section. 



2. Background on MPLS VPNs and QoS Routing 

In this section, we give the general information on MPLS VPNs and QoS routing. We 
describe the definitions and current status of some components as follows. 



2.1 VPNs 

A VPN is a set of sites which are attached to a common network (i.e., backbone), 
applying a set of specific policies (e.g., addressing, security, etc). VPN services are 
widely used for interconnecting sub-divisions of an organization or a company in 
multiple areas. VPNs are meant for sharing resources within VPNs. 

Although VPN services have appeared for a few years, constructing VPNs across 
IP backbone is a relatively new topic [ 1 ] . There are two different methods to construct 
VPNs across IP backbone, i.e., CPE (Custom Premises Equipment) based and 
network based. Most current VPN implementations are based on CPE equipment. 
VPN capabilities are being integrated into a wide variety of CPE devices, ranging 
from firewalls to WAN edge routers. On the other hand, there is also significant 
interest in ‘network based VPNs’, where the operation of the VPN is outsourced to an 
Internet Service Provider (ISP), and is implemented on network as opposed to CPE 
equipment. This method attracts both customers seeking to reduce support costs and 
ISPs seeking new revenue sources. In this paper, we discuss QoS routing in network 
based VPNs. However, most of the methods presented in this paper can also apply to 
CPE based VPNs. 
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2.2 MPLS 

MPLS integrates a label swapping framework with network layer routing [5]. Its basic 
idea involves assigning short fixed length labels to packets at the ingress to an MPLS 
cloud (based on the concept of forwarding equivalence classes) and making 
forwarding decisions accroding to the labels attached to packets throughout the 
interior of the MPLS domain. Thousands of papers on MPLS have been presented in 
various aspects including traffic engineering and implementations. MPLS is regarded 
as a key technology for realizing Differentiated Services (DiffServ) networks. 



2.3 MPLS VPNs 

VPNs are built up by using MPLS. A MPLS VPN can consists of that are from the 
same enterprise or from different enterprises and these sites may attach to the same 
service provider or to different service provider. If more than one different service 
providers are used, the bilateral or multilateral agreements should be pre-determined. 
Moreover, MPLS based VPNs provide the following benefits [6]. 

• A platform for rapid deployment of additional value-added IP services, including 
intranets, extranets, voice, multimedia, and network commerce; 

• Privacy and security are equal to layer-2 VPNs by constraining the distribution of a 
VPN’s routes to only those routers that are members of that VPN, and by using 
MPLS for forwarding; 

• Easy management of VPN membership and rapid deployment of new VPNs; 

• Increased scalability with thousands of sits per VPN and hundreds of VPNs per 
service provider; 

• Scalable any-to-any connectivity for extended intranets and extranets that 
encompass multiple businesses. 



2.4 QoS 

The QoS requirements for a service are generally clarified by a set of parameters such 
as bandwidth, delay and so on. Offering QoS guaranteed or assured services in the 
Internet is becoming more and more attractive. Great efforts have been devoted to this 
field in various aspects, e.g., traffic scheduling, resource management, QoS routing, 
etc [7]. 



2.5 QoS Routing 

Constraint based routing, a general term of QoS routing, selects routes according to 
not just a single metric (e.g., hop count) but also additional routing metrics (e.g., 
bandwidth and delay) and administrative policies (e.g., access authentication). In 
particular, QoS routing provides support for alternate routing, for instance, if the best 
existing path cannot admit a new flow, the associated traffic can be forwarded in an 
adequate alternate path. QoS routing algorithms can prevent traffic shifting from one 
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path to another "better" path only if the current path meets the service requirements of 
the existing traffic. A framework for QoS routing in the Internet is presented in [8]. 
QoS routing has been introduced into OSPF as described in [9]. A large number of 
routing algorithms are summarized in [4], Some mechanisms for operating inter- 
domain QoS routing in DiffServ networks are presented in [10]. 



2.6 QoS Routing in MPLS VPNs 

MPLS supports explicit paths and alternative paths so that QoS routing can be 
naturally used in MPLS VPNs. QoS routing might be used in such cases as finding 
routes for connecting a number of sites into a VPN or setting up paths for sessions 
within VPNs. QoS routing is also believed to be one of the key components for 
supporting QoS in MPLS VPNs. 



3. Benefits and Problems of QoS Routing in MPLS VPNs 

QoS routing determines routes under the knowledge of network resource availability, 
as well as the requirements of flows. As a result, the performance of applications is 
guaranteed or improved in comparison with that without QoS routing. Meanwhile, 
QoS routing optimizes the resource usage in the network by improving the total 
network throughput. QoS routing is likely used for constructing an efficient and high 
performance MPLS VPNs. These benefits might be achieved in a number of ways as 
follows. 

• QoS routing selects feasible routes by avoiding congested nodes or links; 

• If workload exceeds the limit of existing paths, QoS routing offers multiple paths 
for transferring additional traffic; 

• If a link or node failure occurs, QoS routing selects alternative paths for quick 
recovery without seriously degrading the quality. 

However, these benefits of QoS routing also incur the cost of developing new routing 
protocols or extending the existing ones. Moreover, it potentially increases higher 
communication, processing and storage overheads. It brings out a number of problems 
as follows[8]: 

• What kinds of resource information can be used for determining feasible routes? 

• Which protocols are suitable for distributing route and resource information within 
domain or across multiple domains? 

• How to select routes across multiple domains? 

• How to balance the complexities and benefits of introducing QoS routing into the 
real networks? 

• In which ways the cost of running QoS routing in MPLS VPN networks can be 
minimized? 

Currently, there lacks deep and broad investigations on these problems although some 
work have already been carried on[9]. 
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4. An Architecture for QoS Routing in MPLS VPNs 



4.1 Architecture 

We present the architecture as shown in Figure 1. A MPLS VPN is built up by 
connecting MPLS sites through tunnels across IP backbone. Each MPLS site has a 
Bandwidth Broker (BB), which is to exchange route and signaling information and to 
manage and maintain VPN networks. 

A Central Bandwidth Broker (CBB) in IP backbone is likely used, however, not 
necessarily. If the IP backbone can provide QoS support, CBB performs similar 
functions as BBs in each MPLS site. BBs of each MPLS site can negotiate with the 
CBB in order to setup QoS guaranteed tunnels or sessions. CBB performs VPN 
management in a central way, for example, CBB determines the acceptance of a 
MPLS site into the MPLS VPN. CBB can be implemented in any router in IP 
backbone, or virtually in BB of a MPLS site. 

Both BB and CBB have two major tasks related to route management: 

• Finding routes for connecting a number of sites into a VPN ; 

• Setting up paths for sessions within VPNs. 

The first task has a longer time scale than the second task. In this paper, we intend to 
focus on the second task. 




Fig. 1. An Architecture of MPLS VPNs with QoS Routing 

Each bandwidth broker consists of a number of components, i.e., VPN 
Management, Signaling Protocol, QoS Routing and Traffic Engineering. VPN 
Management performs functions of management and administrative policies, e.g., 
addressing, access authentication, tunneling management, etc. Signaling Protocol is 
needed to setup tunnels between MPLS sites or sessions between applications of 
different MPLS sites. QoS routing is used for finding feasible routes for tunnels or 
sessions and for maintaining topology of MPLS VPNs. Traffic Engineering includes a 
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number of mechanisms (e.g., classifying, marking, shaping and queuing) for 
forwarding packets. 

In practice, there are several candidates for implementing these components. For 
VPN Management, SNMP might be used; For Signaling Protocol, CR-LDP or 
Extended RSVP can be used; For QoS Routing, QOSPF or inter-domain QoS routing 
might be used; For traffic engineering, Integrated Service or Differentiated Service 
might be used. 

The functions of these components can be understood by depicting the process of 
setting up a path for a flow with quantitative QoS requirements. 

1 . When a BB (or CBB) receives a request for a flow, it determines a set of possible 
routes and then selects a feasible route; 

2. Once a path has been found, the BB (or CBB) assures that the flow follows the 
path; 

3. The BB updates its local resource database and broadcasts the route and resource 
information to other nodes; 

4. The BB marks the flow packets and polices the flow; 

5. The BB monitors the link state to detect a link failure and performs rerouting in 
case link failure occurs. 



4.2 QoS Routing Model 

Since this paper focuses on QoS routing, we present an implementation of QoS 
routing component in Figure 2. 

As shown in this figure, this model consists of three functional blocks (i.e.. Policy 
Control, Route Computation & Selection, and Routing Information Advertise and 
Update) and three tables (i.e., VPN topology database, tunnels & sessions table, and 
tunnels & sessions routing table). 

Policy Control exerts specified policies on finding routes and exchanging routing 
information. Route Computation & Selection determines routes based on the 
knowledge of topology information and policy constraints. 

Routes are computed and saved into tunnels & sessions table for data forwarding. 
The tunnels & sessions table is used to store information related to specific flows, in 
terms of traffic parameters, requirements for QoS, etc. Routing Information 




Fig. 2. An Implementation of QoS Routing 
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Advertisement and Update is in charge of broadcasting routing information (e.g., 
resource information, policy constraints, routes selected, etc) and updating local 
database when receiving VPN routing information from other sites. 

Here, we introduce two simple routing algorithms: Lowest Cost (LC) algorithm 
and Widest Bandwidth (WB) algorithm[l 1]. 

Consider a directed graph G=(N, E) with numbers of nodes N and numbers of 
edges E, in which each edge (i, j) is weighted by two parameters, b.. as the available 
bandwidth and c^j as the cost. The cost is an additive parameter, e.g., hop number, 
delay, etc. Let b.j = 0 and c.j = if edge (i, j) does not exist in the graph. 

Given any directed path p= I, m), define b(p) as the bottleneck bandwidth 

of the path, i.e., b(p) = min[hj , h.j,---, b,J, and define c(p) as the sum of the cost, i.e., 
c(p) = + CjjH — h c,^. Given two nodes i and m of the graph and two constraints B 

and C. To LC algorithm, the QoS routing problem is to find a path p* between i and 
m so that b(p) > B and c(p) < C. To WB algorithm, the QoS routing problem is then to 
find a path p* between i and m so that b(p)> B and the path has the widest bandwidth, 
and if there are more than one widest paths the path with the lowest cost is selected. 
Let C; be the estimated cost of the path from source node s to destination node t. Let 
B. be the estimated bandwidth of the path from source node s to destination node t. 

• LC algorithm 

Step 1 : Set c.. = if b.. < B; 

Step 2: Set L= {s}, C. = c„ for all i^s'. 

Step 3: Find kt Lso that Cj = mia^^ C; 

If Cj > C, no such a path can be found and the algorithm terminates. 

If L contains node f, a path is found and the algorithm terminates. 

L:=Lu{k}. 

Step 4: For all i g L, set Ct=min[C , Cj+q,]; 

Step 5: Go to Step 3. 

• WB algorithm: 

Step 1 : Set = 0, if b.. < B\ 

Step 2: Set L = {i}, = h,, and C, = c„ for all ii^s\ 

Step 3: Find set /T g L so that B^ = max_e^ B:, 

Step 4: If K has more than one element, find k e K so that C, (s, ■■■, k, t) = ming^ [C 

J J. L.= Lu{k}. If L contains all nodes, the algorithm is completed. 

Step 5: For all i i L, set B:.= max[Z?;, mm[B^, hj]; 

Step 6: Go to Step 3. 

Both algorithms first eliminate the link whose available bandwidth is below the 
required bandwidth and produces a new graph. Then, the former calculates path with 
the lowest cost by using Dijkstra’s algorithm while the latter calculates the path with 
the widest bandwidth by using a variation of Dijkstra’s algorithm. 

The other important topic of QoS routing is cost. The cost of QoS routing includes 
three parts, that is, storage cost, computation cost and distribution cost. Usually, it 
mainly depends on the distribution cost. Therefore, the updating algorithm of route 
and resource information is very important. Here, we briefly present two updating 
algorithms as follows. 

• The first algorithm, called Period Based algorithm (PB), performs update 

periodically. 
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• The second algorithm, called Threshold Based algorithm (TB), performs update 
when the variation of available bandwidth of the link exceeds a configured 
threshold. 



5. Issues on Running QoS Routing in MPLS VPNs 

In this section, we present and discuss some issues on running QoS routing in MPLS 
VPNs in the following subtopics. 

• Distributing label and VPN attributes 

In MPLS VPNs, labels and VPNs attributes (e.g., label ID, VPN ID, etc) can be 
distributed and maintained by using QoS routing protocols. Extensions to BGP for 
carrying label and VPN attributes in MPLS VPN are proposed in [2, 12]. One can 
construct different kinds of VPNs, by setting up the Target and Origin VPN attributes. 

For example, label distribution can be piggybacked in the BGP Update message by 
using the BGP-4 Multiprotocol Extensions attribute[13]. The label is encoded into the 
NLRl field of the attribute. Label mapping information is carried as part of the 
Network Layer Reachability Information (NLRI) in the Multiprotocol Extensions 
attributes. 



Length (1 octet) 
Label (3 octet) 



Prefix (variable) 



Fig. 3. Format of NLRI for label distribution in BGP-4 

The Network Layer Reachability information is encoded as one or more triples of 
the form <label, length, prefix> as shown in Figure 3. The Length field indicates the 
length in bits of the address prefix plus the label(s); The Label field carries one or 
more labels; The Prefix field contains address prefixes followed by enough trailing 
bits to make the end of the field fall on an octet boundary. 

The other alternative uses signaling protocol for distributing label and VPN 
attributes. 

• Distributing route and topology information 

QoS routing can be used for maintaining VPN topology within VPN. It is used for 
understanding not only the topology information but also resource states in VPNs, in 
which deliberate control and management can be applied. The resource states can be 
clarified with a number of parameters, e.g., bandwidth, delay, etc. 

For example, BGP-4 can be extended for supporting traffic engineering [14]. The 
BGP update message will contain a new Optional Transitive attribute called TE 
Weight. The traffic engineering weights act as a cost or distance flinetion, describing 
the quality of a path to a destination network in traffie engineering terms . Eaeh TE 
Weight type could be: 

- Maximum Bandwidth Available 

- Maximum Number of IGP Hops 
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- Maximum Transit Delay 

- Color 

- Etc. 

Therefore, the routes with quality information are distributed, then BGP Route 
Selection process is extended to select routes on the basis of the TE weights. 

• Einding feasible routes 

There are a number of algorithms for finding QoS routes in a single domain[4]. The 
two routing algorithms presented in section 4.2 are very promising and expectedly 
used in the real network because of their simplicities. On the other hand, both 
algorithm use bandwidth as the key parameter because in many cases bandwidth 
dominates the quality of service. 

Moreover, some mechanisms for operating inter-domain QoS routing are proposed 
in [10]. In this case, Eigure 4 illustrates the main functions and the procedures for 
setting up paths across domains. Signaling entity (SE) is a signaling agent of a MPLS 
site, while routing entity (RE) is a routing agent of a MPLS site running inter-domain 
QoS routing protocols. SE’s functions include outgoing and incoming parts. The 
outgoing part collects QoS requests from interior routers and determine to initiate 
path setup requests; The incoming part processes path setup requests from other SEs. 
SE queries its local RE for external routes, and RE replies SE with next hops or whole 
routes. Note that the path setup request message usually contains the specifications of 
the flow and the requirements for QoS. 




Fig. 4. Setting up paths across domain 

We present five mechanisms for operating QoS routing across domains [10]: 

1 . SE based - crankback 

2. SE based - flooding 

3. Cache based Routing 

4. D-hop resource routing 

5. RE based source routing 

For brevity, we just describe the first mechanism as follows. 

When SE receives a path setup request message from an upstream SE, it first 
requests its local RE for next hop. If RE replies a non-blank next hop, SE checks if 
there is enough available resource on the link to that hop. If yes, SE adds itself to 
route list of the path and sends a request to that hop. If no, it requests the local RE for 
next hop again. If SE has queried RE for K times, SE sends a path setup failure 
message upstream. Here, A" is a given constant. If SE receives a path setup failure 
message from downstream SE, it also requests its local RE for next hop again. A 
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feasible route will be found until the request reaches the destination. In this case, 
resource reservation is proceeded downstream. 

This mechanism does not require RE to understand the global resource 
information, that is, there is no need for global topology and resource information 
database. As a result, advertising and updating resource information can be avoided. 
The current inter-domain routing protocol (i.e., BGP) can be directly used, except 
minor modifications on interface with SE. 



6. Conclusions 

MPLS is likely used in VPNs due to its distinguished merits, e.g., fast forwarding, 
tunneling, etc. QoS routing is naturally used in MPLS VPNs for providing feasible 
routes with considerations on QoS constraints. QoS routing is beneficial for 
developing QoS guaranteed MPLS VPNs across IP networks. In this paper, we 
investigate both benefits and problems when introducing QoS routing into MPLS 
VPNs. Particularly, we present an architecture of MPLS VPNs with QoS routing 
capability and discuss some issues on running QoS routing in MPLS VPNs. However, 
there are still a great number of open research problems concerning QoS routing in 
MPLS VPNs, e.g., methods of advertising and updating resource information, 
algorithms of computing routes, etc. 
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Abstract. The Internet Engineering Task Eorce (lETE) is currently working on 
the development of Differentiated Services (DiffServ). DiffServ seems to be a 
promising technology for next-generation IP networks supporting Quality-of- 
Services (QoS). Emerging applications such as IP telephony and time-critical 
business applications can benefit significantly from the DiffServ approach since the 
current Internet often can not provide the required QoS. This paper describes an 
implementation of Differentiated Services for Linux routers and end systems. The 
implementation is based on the Linux traffic control package and is, therefore, very 
flexible. It can be used in different network environments as first-hop, boundary or 
interior router for Differentiated Services. In addition to the implementation 
architecture, the paper describes performance results demonstrating the usefulness 
of the DiffServ concept in general and the implementation in particular. 

Keywords: Quality-Of-Service (QOS), Internet Protocol (IP), Differentiated Services 
(Diifserv), Assured Service, Assured Forwarding (AF), Premium Service, Expedited 
Forwarding (EF), Linux 



1 Differentiated Services 

For scalable QoS support in the Internet, the IETF is developing the Differentiated 
Services Architecture [2]. The IETF focuses on two services - Assured Service and 
Premium Service [3]. For discrimination of these different services from the currently 
used Best Effort service, the IETF proposed a special byte in the Internet Protocol (IP) 
header, the so-called Differentiated Services Byte (DiffServ byte). This byte contains 6 
bits called DiffServ code-point (DSCP). DSCPs describe the so-called per-hop 
behavior (PHB), which is the externally observable forwarding behavior applied to a 
DiffServ flow at DiffServ capable nodes [5]. 

Premium Service (Expedited Forwarding, EF [7]) is understood as a Virtual Leased 
Line service where users cannot exceed the bandwidth. Premium Service is designed in 
order to achieve low queuing delay, e.g. for real-time applications like IP telephony. 
Assured Service (Assured Forwarding, AF [8]) assures the customer a certain amount of 
bandwidth. The bandwidth cannot be guaranteed but packets are labeled with higher 
priority for transmission over the network. Four Assured Service classes have been 
defined [6] with three dropping precedence levels (low, medium and high) each. The 

S. Rao and K.I. Sletta (Eds.): INTERWORKING 2000, LNCS 1938, pp. 302-315, 2000. 
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Fig. 1. Implementation Architecture of a DiffServ boundary router 

dropping precedence levels might be increased but the packet should stay in the same 
class. The different classes are handled independently from each other, but packets of one 
micro-flow are mapped to the same class. 

At a DiffServ node an incoming packet is first classified by a classifier, which 
identifies the service to be supported. A Behavior Aggregate (BA) classifier selects 
packets based on the DiffServ code-points only. The Multi-Field (MF) classifier looks 
also into other IP or higher layer header fields. The classifier forwards the packet to the 
service-dependent traffic conditioner which may include a meter, a marker, a shaper 
and a dropper [10]. With these components several kinds of routers can be built. A 
Differentiated Services network requires four different kinds of routers: 

• The first hop router is placed adjacent to the sender host. Packets are classified (BA 
or MF) and marked per flow according to a user profile. Service handlers have to 
ensure conformance of the flows with the predefined profiles. 

• Egress routers are located at the border between two DiffServ domains such as 
Internet Service Providers (ISPs). They have to make sure that the leaving traffic 
behaves according to the Service Level Agreement (SLA) negotiated with the 
adjacent domain. 

• Ingress routers are also located at the entry points of a DiffServ domain and perform 
BA/ML classification. Their policing mechanisms restrict the incoming traffic 
according to the SLAs. Very often, routers at the boundary of a domain (boundary 
router) work as ingress routers for incoming traffic and as egress routers for 
outgoing traffic. 

• Interior routers within DiffServ domains are responsible for forwarding according to 
the service requirements of the packets. They have to give higher priority to 
Differentiated Services packets than to Best Ejfort ones. Interior routers consider 
aggregated Differentiated Service flows only. 
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2 DiffServ Router Implementation Architecture 

Figure 1 shows the developed implementation architecture of our DiffServ boundary 
router. After classification, the traffic is processed by the corresponding service 
handlers such as Premium Service shapers, policers, or Assured Service dropping 
precedence handlers and then forwarded to the associated queuing systems. For 
Premium Service traffic, network control traffic and Best Ejfort traffic, the queuing 
system can be a simple FIFO queue, while Random Early Detection (RED) is proposed 
for Assured Service. An output scheduling mechanism such as Priority Scheduling or 
Weighted Fair Queuing is required for selection of packets to be sent via the outgoing 
interface. 

After classification at interior routers the packets are immediately directed to the 
outgoing queuing systems. While in a first hop router and in an ingress router each 
connected customer needs a BA/MF classifier and a conditioner, we only have BA 
classification in an egress router. There is only the need for one classifier and one 
conditioner per class. 



Table 1. Structure of the DiffServ table 
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A DiffServ profile can be implemented based on the IP header fields such as the IP 
version, source /destination address including network masks, protocol type, 
source/destination port and DSCP. In addition to the IP header fields, a profile table 
(Figure 2) includes the parameters such as bandwidth values. The profile influences 
marking and dropping packets within DiffServ nodes. A Premium Service (EF) profile 
requires a peak bandwidth value which is used to compute the amount of tokens that 
are left for the service. For Assured Service (AF) bandwidth values for low and 
medium dropping precedence are necessary. 

Figure 3 shows the logical structure of an egress router or a first hop router for 
Premium Service. After classification, the packets are stored in a queue until tokens 
become available. Then, the packet can be sent to the outgoing queue. In the case that 
more packets arrive in the buffer than packets can be sent, packets must be discarded. 
In egress routers, it is expected that the senders (or the upstream routers) will send with 
the agreed rate so that the queue can be kept small [13]. In first hop routers, the buffers 
have to be bigger because of bursty traffic from non-DiffServ clients. 

In a Premium Service ingress router, the packets are discarded as shown in Figure 4. 
There, we have no buffer (queue) in the traffic conditioner. The arriving packets are 
stored in the output queuing system, if tokens are available. Otherwise, they are 
discarded immediately after classification. 
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Another important difference between the various DiffServ router types is that in an 
egress router, we usually have BA classification only while first hop or ingress routers 
have BA/MF classification because they are connected to external customers, which 
have negotiated SLAs with the provider of the DiffServ domain [11]. 

Figure 5 shows the architecture of the Assured Service Handler which is an 
implementation of the three color marking concept [1]. Token buckets support the 
decision, whether the dropping precedence of a packet must be modified before 
forwarding to the Assured Service queuing system. The High Dropping Precedence 
packets are handled as Best Ejfort traffic but are still marked as Assured Service traffic. 
The restriction of the high dropping precedence bandwidth will be done in the 
outgoing queuing system. This has to provide some kind of policing functionality. The 
Assured Service queuing mechanism is an extended RED mechanism [9] with three 
dropping curves for each dropping precedence as depicted in Figure 6. The dropping 
probability is calculated by the following formula: 



=\ 



ql — th 



drop 

min 



max mm 

1 



for qKthtff 
for th^ff<ql<th^Z^ 
for ql>thZ: 



dp Dropping probability with 
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In our implementation, we try to protect the network control traffic against dropping 
in the way that its priority is just below the priority of Premium Service. This is valid 
for both Priority Scheduling or Weighted Fair Queuing output queuing, which are the 
two options implemented for output queuing (see Section 3.2) 




Fig. 2. Egress or first hop Premium Service route 




Dropping 
probability (dp) 
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Fig. 3. Ingress Premium Service router 



Precedence Handler 



Token Bucket 




Fig. 4. Functionality of the precedence handler 





Fig. 5. RED queue for three dropping precedence 
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3 Linux Implementation of DiffServ Routers 



Linux kernels allow a wide variety of traffic control functions [13]. Several DiffServ 
modules have been made available for Linux [14, 15]. The traffic control functions are 
either hard-coded during compiling the kernel or they can be loaded dynamically after 
system initialization or during run-time. Our implementation takes advantage of the 
second option and allows to change the configuration without resetting the node. New 
modules such as shapers, markers, meters and droppers can be added or removed via 
the command line. The traffic control allows to compile a single kernel for a node, 
which can be configured as DiffServ first hop, ingress, egress and interior routers, 
supporting flexible SLAs. 



Incoming 

data 




outgoing interface 



Fig. 6. Network packet processing 




Fig. 7. Queuing discipline with filters and classes 



3.1 Linux Networking Support 

Figure 7 shows IP packet processing in the Linux kernel. A router forwards received 
packets directly to the network, e.g. to another interface (1). If the node is also an end 
system (server, workstation, etc.) or an application level gateway, the packets destined to 
it are passed to higher layers of the protocol stack for further processing (2). This can 
also include manipulation of fields and then forwarding to the network (3) again. An end 
system can generate packets by itself, which then will be sent through the protocol stack 
to the forwarding block (4). The forwarding component does not only include the 
selection of the output interface but also the selection of the next hop, encapsulation, etc. 
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From there, the packet is queued for the particular interface. This is the point of traffic 
control execution. Manipulation, such as delaying packets, changing header fields, 
dropping etc. can be done there. After traffic control has released the packet, the particular 
network device can pick it up for transmission. The output queuing block is triggered by 
the ontpnt interface. For processing the next packet, the interface sends a start signal to 
the outpnt qneuing block. 

After compilation of tc and loading the modules, the code components can be added 
via the command line or a management tool (a Shell or Perl script) to the outgoing 
queuing block. The code consists of quening disciplines, classes (the identification of a 
queuing discipline), filters, and policing functions (within filters and classes). Figure 8 
shows an example of a qneuing discipline. Packets, which are forwarded over the same 
interface, may desire different treatment. They have to be enqneued into different 
quening disciplines. For an enqneued packet the called queuing discipline runs one filter 
after the other nntil there is a match with a class. Otherwise, the default queuing 
discipline is nsed. In the case of a match, the packet is enqueued in the quening discipline 
related to the class for fnrther manipulation of the packet. Different filters can point to the 
same class. Policing functions are required in the qneuing disciplines to ensure that traffic 
does not exceed certain bonnds. For example, for a new packet to be enquened, the 
policing component can decide to drop the currently processed packet or it can refnse the 
enqneuing of the new one. Each network device has an associated queuing discipline, in 
which the packets are stored in the order they have been enqneued. The packets are taken 
from the queue as fast as the device can transmit them. 



3.2 DiffServ Modules for Linux 

The framework of our implementation mainly focuses on the enqneue and deqneue 
components of the quening discipline structure because these components are the right 
place for the Differentiated Services implementation. The implementation of six 
qneuing disciplines was necessary to cover all four kinds of DiffServ nodes. Some 
qneuing disciplines work with profiles. During initialization of these qneuing 
disciplines, the information is copied from a file into the memory, from where the 
qneuing discipline can access it. 

The DiffServ Service Handler sets the Class Selector Codepoint according to a 
profile. Packets that do not match with the profile are forwarded as Best Effort packets. 
Network control traffic is forwarded untonched as well. During enqueuing a fnnction is 
called, which compares the packet header with the profile and then marks the packet 
with the respective service. 

The DiffServ Classifier splits the traffic into the seven service branches {Premium 
Service, network control traffic, four Assured Service classes and Best Effort service) 
according to the DSCP. For deqneuing packets from the different qneues, priority 
schednling or a weighted fair qneuing variant can be used. 

• For priority scheduling, the packets are dequeued depending on the priority parameters 
given to the qneuing discipline during initialization. The qneue with the highest priority 
is the first qneue that will be accessed. A queue can send only if all queues with a 
higher priority are empty. The recommended default priority sequence is Premium 
Service, network control traffic. Assured Services Classes 1-4, Best-Effort. 

• The Weighted Fair Queuing (WFQ) variant gives always highest priority to 
Premium Service packets over network control packets. The remaining bandwidth is 
shared among the Assured Service and Best-Effort packets according to the 
configured parameters. 
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Token Bucket Filter 



BA Classifier 
Service Handler (MF Marking) 




Fig. 8. First hop router 

The Assured Service Precedence Handler checks incoming packets whether they are 
in-profile by measuring the packet size (in bytes) against a token bucket. An in-profile 
packet is forwarded and the tokens are decremented by the size of the packets. 
Otherwise, the packet is re-marked with a higher dropping precedence. In the case of 
medium dropping precedence, the packet is measured against the respective token 
bucket. If no tokens are available, the packet is forwarded directly into the outgoing 
queue and marked with high dropping precedence. The marked packets might then be 
discarded in the following Three Way RED queue. 

The Three Way RED Queue drops packets according to the RED parameter values. 
This is done in the enqueue component. The dropping probability is calculated depending 
on the dropping precedence of incoming packets. The packet will then either be dropped 
or forwarded to the following FIFO queue in which the packet is stored for dequeuing. 
Two parameter sets are required. A limit defines the maximum number of packets, the 
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BA Classifier 



Fig. 9. Interior router 



Three Way RED queue can buffer, and floating-point nnmbers define the thresholds of 
the discarding curves. 

The Premium Service Policer Handler polices the Premium Service traffic 
according to Premium Service profiles. An arriving packet will be forwarded to the 
FIFO queue, if there is a match with the profile and if there are enough tokens 
available in the respective token bucket. Otherwise, the packet is not conforming to the 
profile and is discarded. 

Since we have to nse a shaper for each Premium Service flow, there is the need for a 
Premium Service Shaper Handler that forwards the packet to these shapers. IP 
packets matching a profile are forwarded to the respective shaper and are discarded 
otherwise. This shaper module is part of the standard Linnx kernel distribution [20, 
22]. 



3.3 Structure of DiffServ Routers 

Figure 9 shows the structure of a first-hop router with MF and BA classification. For 
Premium Service, shaping is used, the Three Way RED queue has been selected for the 
different AF classes. An egress router looks quite similar but does not need a service 
handler for MF marking. An ingress router differs from the egress router in having 
policing instead of shaping for Premium Service and in having a service handler for 
BA/MF re-marking. 

Figure 10 shows the simplicity of an interior router. The packets are classified in the 
BA classifier and forwarded to the corresponding queue of each service. 
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4 Performance Measurements 

For performance measurements we used the ttcp tool and a self-written UDP socket 
program for the generation of aggressive bursty flows to several destinations. We 
configured one router as first hop and ingress router in order to test the interoperation 
between the queuing disciplines. For the measurements we used tcpdump and shell 
scripts processing the tcpdump traces. 

The following setup has been chosen for the measurements with two flows: The 
host elmer has been the source of the DiffServ flows (Assured or Premium Service) 
and weasel 4 has been the destination. The Best Ejfort background traffic has been 
sent from elmer to weasel. The background traffic has been generated for each 
measurement and filled up the rest of the available bandwidth on the 10 Mbps link. In 
the sessions with three flows, elmer has been the source of the third flow and 
weasels has been the destination, weasel, we asel4 and weasel 5 were different 
logical interfaces using the same Ethernet interface of one host. The traffic source 
elmer was connected via an 100 Mbps link. The router had an incoming 100 Mbps 
interface and formed by the 10 Mbps outgoing interface a bottleneck. 

Table 1 shows measurements of a Best Ejfort background flow and a Premium 
Service flow with different bandwidth values for shaping and for policing. 

Table 2 shows the measurements of two Premium Service flows through two 
shapers together with a Best Effort background flow. 

Table 3 shows measurements with an Assured Service flow and a Best Ejfort 
background flow. The Assured Service parameters have been as follows: 

• Queue length: 10 packets 

• Low dropping precedence. Start: 0.9, End: 1.0 

• Medium dropping precedence. Start: 0.1, End: 0.5 

• High dropping precedence, Start: 0.0, End: 0.1 

Table 4 shows measurements with constant Three Way RED queue parameters but 
different bandwidth values for the Precedence Handler. We had an Assured Service 
flow and a Best Ejfort background flow. 

Assured Service parameters: 

• Queue length: 20 packets 

• Low dropping precedence. Start: 0.9, End: 1.0 

• Medium dropping precedence. Start: 0.2, End: 0.5 

• High dropping precedence, Start: 0.0, End: 0.2 

Finally, we mixed Assured Service traffic with Best Ejfort traffic and Premium 
Service traffic, the last one was policed (ingress router setup). We had an Assured 
Service flow, a Premium Service flow, and a Best Effort background flow. 

Assured Service parameters: 

• Queue length: 20 packets 

• Low dropping precedence. Start: 0.9, End: 1.0 

• Medium dropping precedence. Start: 0.1, End: 0.5 

High dropping precedence. Start: 0.0, End: 0.1 
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Table 2. Premium Serx’ice shaping and policing with different bandwidth values 





Bandwidth 

(setup) 


Number of Packets 


Achieved 

Bandwidth 


Time Period 


Shaper 


64 kb/s 


3570 


65.7 kb/s 


628.39 s 


4708 


65.6 kb/s 


830.29 s 


128 kb/s 


6372 


131.3 kb/s 


561.78 s 


6350 


131.4 kb/s 


559.35 s 


Policer 


800 kb/s 


41408 


799.8 kb/s 


599.35 s 


32229 


799.2 kb/s 


466.80 s 


1.28 Mb/s 


133105 


1.280 Mb/s 


1203.74 s 


126654 


1.279 Mb/s 


1146.25 s 



Table 3. Two parallel Premium Sen’ice shapers in parallel 





Bandwidth 

(setup) 


Number of Packets 


Achieved 

Bandwidth 


Time Period 


Shaper 


128 kb/s 


8404 


130.8 kb/s 


743.78 s 


64 kb/s 


4217 


65.6 kb/s 
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Table 4. Assured Service Flows 



Dropping 

Precedence 


Bandwidth 

(setup) 


Number of 
Packets 


Achieved 

Bandwidth 


Time Period 


low 


800 kb/s 


58201 


799.5 kb/s 


842.73 s 


medium 


640 kb/s 


46559 


639.5 kb/s 


high 


- 


0 


0 





Table 5. Different precedence handler bandwidths 



Dropping 

Precedence 


Bandwidth 

(setup) 


Number of 
Packets 


Computed 

Bandwidth 


Time 

Period 


low 


800 kb/s 


63850 


798.9 kb/s 


925.17 s 


medium 


640 kb/s 


51006 


638.2 kb/s 


high 


- 


190059 


2378.1 kb/s 


low 


1280 kb/s 


70555 


1276.6 kb/s 


640.80 s 


medium 


960 kb/s 


52321 


945.2 kb/s 


high 


- 


87669 


1583.7 kb/s 



Table 6. Ingress router with Premium, Assured and Best Ejfort Service 



Service 


Dropping 

Precedence 


Bandwidth 

(setup) 


Number of 
Packets 


Achieved 

Bandwidth 


Time 

Period 


Assured 
Class I 


Low 


1280 kb/s 


44812 


1276.8 kb/s 


406.29 s 


Medium 


960 kb/s 


32212 


917.8 kb/s 


High 


- 


13454 


383.3 kb/s 


Premium 


Policer 


1280 kb/s 


44813 


1276.8 kb/s 


Assured 
Class I 


Low 


1280 kb/s 


72544 


1278.8 kb/s 


656.70 s 


Medium 


960 kb/s 


52886 


932.2 kb/s 


High 


- 


23740 


418.5 kb/s 


Premium 


Policer 


1280 kb/ s 


71349 


1257.7 kb/s 



5 Related Work 

There are currently several DiffServ implementations under Linux being developed, e.g., 
the KIDS implementation from University of Karlsruhe [16]. The most similar one to our 
implementation is the implementation described in [14] which we will call the EPFL 
implementation hereafter. This and our implementation are both based on the Linux traffic 
control package. While for our implementation sophisticated DiffServ queuing and 
scheduling components such as the Three-Color-Marking for Assured Service have been 
developed, the EPFL implementation tries to use more general components not tailored to 
DiffServ. The classification of the EPFL is more flexible but required to modify core 






314 



Torsten Braun et al. 



Linux data structures while our implementation avoided this. For output queuing, we 
developed a WFQ variant based on the bad performance behavior experienced from 
other available output scheduling mechanisms. Another significant difference is the kind 
of configuration of both implementations. The EPFL implementation requires rather long 
and more complex tc configuration scripts. By using ASCII configuration tables we 
believe that our approach simplifies the configuration of a DiffServ router by human 
users. Our implementation also allowed to integrate a layer-4 flow detection mechanism 
[12]. In addition, special queuing disciplines for ATM have been implemented that allow 
to replace software shaping and policing by ATM hardware [17]. 



6 Conclusions and Outlook 

This paper described a DiffServ implementation for Linux performing DiffServ 
processing at the egress point of a router or an end system. The measurements clearly 
show the usefulness of our implementation architecture. In addition, some 
Differentiated Service processing such as policing could be located at the ingress 
interface of a router. This would allow to perform traffic conditioning functions on the 
whole traffic received from a single DiffServ domain, e.g. from a single customer. 
Otherwise, if the traffic is spread over several output interfaces, the aggregate traffic 
can not be policed correctly. More detailed performance measurements allowing the 
comparison with the KIDS implementation will be published in a subsequent paper. 
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Abstract. Internet is widely known for lacking any kind of mechanism for the 
provisioning of Quality of Service guarantees. The Internet community concentrates its 
efforts on the Bandwidth Broker architecture towards this problem. This paper presents a 
design model of a multi-layer Bandwidth Broker architecture that introduces a Resource 
Control Layer, which is divided into two sub-layers. The upper one is responsible for 
the overall network administration, while the lower one performs per-flow policy-based 
admission control. The design models, the mechanisms, and algorithms adopted in this 
architecture will be delineated. 

Keywords: Bandwidth Broker, Quality of Service, Integrated Services, Differentiated 
Services, Resource Control Point, Resource Control Agent, Application 
Middleware. 



1. Introduction 

Internet is the technology that has hecome part of our every-day life over the past years and 
gains significant momentum day by day. Although it started as an experiment [1,2], 
nowadays, it is a serious business and it aims to be the integrated infrastructure that will 
concentrate most or even all of the services, existing and future ones. However, the protocols 
and mechanisms of the current Internet technology seem to be insufficient for delivering the 
traffic of the arising and demanding multimedia applications with the appropriate Quality of 
Service (QoS) characteristics, and thus enhanced mechanisms have to be deployed to provide 
a QoS-enabled Internet infrastructure. 

Despite the notion that many have adopted, QoS is not solved merely by increasing the 
capacity of the links, since there are always merging points in the network that inevitably 
lead to congestion situations. But first, it should be clarified what this term means; a working 
definition states: “IP QoS enables a network to deliver a traffic flow end to end with the 
guaranteed maximum delay and guaranteed rate required by the user process, within agreed 
error boundaries” [3]. In order to bring QoS into the network, three components have to be 
deployed: traffic handling, signalling, and provisioning and configuration [3,4,5]. The first 
refers to the classification of data packets into separate flows, the scheduling and the buffer 
management algorithms performed on each flow at the network devices. The second 
component allows the end-user to signal specific flow requirements and enables the end-to- 
end co-ordination of QoS between the network nodes. Finally, the third component decides 
which network device performs which specific traffic handling mechanism based on the 
policies of the network operator. Moreover, it refers to monitoring, measurement and traffic 
engineering mechanisms needed for evaluating the QoS guarantees, fixing overloaded links, 
measuring the characteristics of traffic. 

There are several initiatives from the Internet community to resolve this problem, in 
principle the Integrated Services (IntServ) [6,7] and the Differentiated Services (DiffServ) 
[8,9] approach. The first approach, which uses explicit resource reservations, is considered as 
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rather difficult to scale up to a worldwide network, while the second one does not yet provide 
all required mechanisms for end-to-end QoS provisioning. Although they are two 
independent models where the DiffServ model was introduced as a rather simple and easily 
deployable model that came to replace the IntServ model and overcome the scalability issues 
that follow it, finally it is realised that they are not competitive but rather complementary 
[4,10,11], 

The concept of the Bandwidth Broker (BB) that has been introduced from the early stages 
of the DiffServ model [9] is responsible for performing policy-based admission control, 
managing network resources, configuring specific network nodes, among others. Nowadays, 
the Internet community directs its efforts towards the specification and standardisation of the 
mechanisms of the BB, as well as the development of a prototype [12,13,14]. This paper 
presents the architecture and design decisions of a multi-layer BB, which is currently under 
development [15]. 

This paper is organised as follows: Section 2 gives a short presentation of existing 
approaches for QoS provisioning over IP. Section 3 discusses the basic concepts of the 
proposed architecture and specially the Resource Control Layer. Section 4 describes the 
design model of the Resource Control Point and its mechanisms. Finally, the work to be done 
in the future is delineated in Section 5, while a summary of the main topics of this paper are 
given in Section 6. 



2. Existing Approaches 

Both telecommunications industry and research community have spent a lot of effort on 
investigating and developing new technologies that could provide QoS over IP-based 
networks, during the last years. The first attempts focused on providing an automatic 
optimisation of IP traffic over switched-based networks, such as ATM (e.g. MPOA, IP 
switching). However, the disadvantage of those approaches is that the application software 
does not have an interface which can control the specific capabilities of the underlying 
network. 

A different approach, coming from the Internet Engineering Task Force (IETF), is the 
IntServ architecture, which provides a starting point to establish the necessary infrastructure 
for advanced multimedia services on top of the IP protocol suite. Integrated Services 
architectures have been defined using protocols which are being implemented for IP routers 
(e.g. RSVP [16]). The basic concept of the IntServ model is the enhancement of the existing 
IP router with tasks traditionally executed in switch-based networks and thus giving Internet 
a connection-oriented character. Hence, operations like policing, shaping, admission control 
and QoS management must be provided by all of the RSVP routers on a per IP flow basis. 
However, in a large scale network with millions of connected users, the number of IP 
sessions handled by a core RSVP router can be very large. Therefore, the execution of the 
above functions for every active IP flow in a core IP router leads to pure performance and to 
a non-scalable network architecture. Furthermore, many important issues remain unsolved, in 
particular appropriate charging and admission control mechanisms in order to make an 
Integrated Services architecture economically viable. 

The above considerations have forced the Internet community to define a new model for 
QoS provisioning over IP networks. The new model, known as DiffServ model defines a set 
of traffic classes each of which is designed to serve applications with similar QoS demands. 
A traffic class describes the Per Hop Behaviour (PHB) that the packets of this class should 
receive in each network node. The per hop behaviour determines the priority, the maximum 
delay in the transmission queues, the link-sharing bandwidth and the probability of a packet to 
be dropped. The DiffServ model ensures high scalability by separating the operations 
performed in the borders of the network from those accomplished in the core network. Border 
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routers perform more complex tasks such as traffic policing and shaping, marking and 
prioritised routing. Marking is the process of classifying IP packets belonging to a specific IP 
flow and assigning them to the appropriate traffic class. All of the above operations are 
performed on per flow basis as in the IntServ model. 

The small number of active IP flows handled by a border router does not cause the 
scalability problems that exist in the IntServ architecture. On the other hand, core routers carry 
out only one simple task that is prioritised routing. DiffServ core routers do not keep any 
information for the established IP flows. On the contrary, they simply serve packets 
according to the traffic class that the Ingress border router has assigned to. Hence, each 
DiffServ core router has to know only the number of traffic classes and the corresponding per 
hop behaviour of each class. However, in the DiffServ model the functions that would allow 
end users to request network resources in a dynamic manner are missing. In other words, the 
signalling interface between users and border routers is still not defined. 

The framework, which takes advantage of both models and harmonises their different 
qualities, introduces a logical entity, the so-called Bandwidth Broker (BB) [9,12,13,14]. The 
main components of this architecture, as well as their functionality are depicted in Figure 1 . It 
can be seen that this model attacks the problem of QoS provisioning in the three aspects 
mentioned above i.e. signalling, traffic handling and management. 

In this new model, Internet is assumed to be separated into various Administrative Domains 
or Internet Service Providers (ISPs), where each core network is based on the DiffServ model 
forwarding the aggregate IP traffic based on the DiffServ Code Points (DSCPs) of the traffic 
flows. Nevertheless, this traffic should be policed, shaped and marked on a per-flow basis at 
the ingress points of a DiffServ domain, and this is performed by the Edge Devices (EDs). 
Moreover, since adjacent ISPs have contracts between them, the so-called Service Level 
Agreements (SLAs), that specify, among others, the traffic characteristics that one domain 
injects to the other, the egress points of a domain has the responsibility to shape the aggregate 
traffic sent downstream to the neighbouring domain, in order not to violate the contracts. This 
is the task of the Border Router (BR). Therefore, the routers are configured appropriately with 
traffic conditioning mechanisms, as well as scheduling and buffer management modules that 
specify the PHB of the router according to the network services offered by each domain. 

Eurthermore, the user may signal her/his QoS requirements to the BB of the domain via a 
mechanism that could be based on the IntServ/RSVP model or another mechanism such as 
COPS [17], CORBA [18] etc. The BB, which is responsible for monitoring and controlling the 
available bandwidth within the DiffServ domain, identifies the path of the new 



Policy-based admission control, manage 
network resources, router configuration 




per-flow classification, Egress BR: aggregate classification, 

policing, shaping, marking aggregate shaping policing, marking 



Fig. 1. Bandwidth Broker Principle Architecture 

flow and checks whether there are enough available resources in the DiffServ routers that 
belong to this path. If the path goes beyond the set of DiffServ routers controlled by a specific 
BB, then the request is forwarded to the appropriate adjacent BB until the BB, which handles 
the destination ED is reached. Einally, if all of the DiffServ routers, which are involved in the 
data path of the user’s request, have enough available resources, the request is accepted. 
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Moreover, all involved BBs update their resources database in order to reflect the new 
established flow. After the successful establishment of the flow, user’s packets belonging to 
the specific IP flow are policed, shaped, and classified (according to the traffic profile sent 
initially by the user in the reservation message) as mentioned above. 



3. Resource Control Point (RCP) 

This section presents the main principles, components and mechanisms of the multi-layer BB 
architecture. Moreover, special attention is given to the structure and functionality of a 
specific logical entity, the Resource Control Point (RCP). 



3.1 Architectural Principles 

This architecture is highly related to the general BB architectural framework described in the 
previous section. In order to comprehend the decisions made for the design of this specific 
architecture, it would be helpful to give some fundamental assumptions. First, it is assumed 
that the data-plane consists of DiffServ-aware routers, while there is no intention in 
developing any new technology in this field. Therefore, this plane is used as it is and the 
focus is on the design of an overlay Resource Control Layer (RCL) that manages the 
resources of the underlying DiffServ data-plane. Second, this architecture is limited to the 
single-domain case, thus no inter-domain mechanisms are discussed; although most of the 
ideas presented apply to both cases. 

Last but not least, there is a compromise that has to be accepted between provisioning hard 
QoS guarantees or simplifying the design by sacrifycing a percentage of the network resource 
utilisation. The resulting architecture is rather simplified, but of course, such a decision can 
only be taken by also considering the network services to be offered. Therefore, the target 
network services for this model address to applications that exhibit a “light” DiffServ 
behaviour: 

n Delay and jitter sensitivity with small IP packet lenghts e.g. Voice over IP. 
n Delay sensitivity (looser than the above) and high-bandwidth requirements e.g. video- 
conferencing. 

fi Packet loss sensitivity, security requirements and low duration sessions e.g. SAP. 
n No need for guarantees i.e. best-effort. 

3.2 Resource Control Layer (RCL) 

The Resource Control Layer (RCL) is separated into three logical entities that have been 
assigned distinct tasks. First, the Resource Control Point (RCP) is responsible for managing 
and distributing the network resources to the corresponding elements. The initial values of the 
network resources come from the network administrator during the start-up configuration. 
Second, the Resource Control Agents (RCAs) are assigned the task of performing policy- 
based admission control so that each reservation request is accepted after ensuring that the 
customer has administrative rights and there are sufficient resources in the network. In order 
to perform admission control, the RCAs are assigned by the RCP an amount of resources for 
which they are responsible. Moreover, each RCA controls an Edge Device or a Border Router, 
configures the traffic conditioning parameters, allocates the bandwidth resources received by 
the RCP and handles the users reservation requests. Third, the Application Middleware 
(AMW) provides an interface to the end-user applications that enables the end-user to signal 
her/his requirements to the QoS infrastructure. Figure 2 depicts the logical components of the 
architecture, their associations, as well as the relation to the underlying data-plane. 
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Fig. 2: Resource Control Layer Architecture 

Each RCA is associated to a single ED and handles the reservation reqnests that come 
from the hosts attached to the ED. The RCA performs local admission control checking 
whether the local “area” is capable to handle the new traffic flow. In order to make this 
decision independent of any central entity (e.g. the RCP), the RCP should allocate to the 
RCA a resource share that would represent the resources of the nearby network. Therefore, 
the load from the signalling processing of a reservation request is distributed to the RCAs, 
while the RCP redistributes the resources among the RCAs whenever one or more of them 
runs out of them. 

Depending on the nature of the requested network service and the degree of its guarantees, 
the RCL may allocate resources either at the ingress RCA or the egress one or both. In case 
that both RCAs make the reservation, then the ingress RCA should be able to locate the 
egress one and forward the reservation request. The mechanism of RCA identification is the 
task of another entity, not shown in the model, which is responsible for the mapping of a host 
IP address to the corresponding address of the RCA. 

Although the admission control is restricted to the edges of the network (ingress, egress or 
both), this model promises to provide QoS guarantees. The key is to apply an efficient 
mechanism to the RCP, so that the resources distributed to the RCAs reflects the QoS traffic 
that can be handled by the core network without violating the requested QoS guarantees. 



3.3 Hierarchical Structure of the RCP 

The functionality of an RCP includes the start-up configuration of the network, the 
distribution of the resources to the RCAs and the reconfiguration of the available resources 
according to the variations of the traffic load. In order to reduce the interactions between the 
RCAs and the RCP and at the same time, provide an efficient resource management entity, 
the RCP is structured in a hierarchy of RCPs, as illustrated in Figure 3. 

Each RCP has the responsibility of its “children” RCPs. Initially, following a top-down 
approach, the available bandwidth, which is primarily determined by the capacity of the 
backbone network, is distributed from each RCP to their children according to the initial 
amounts defined by the network administrator. In addition, after the start up process of the 
network and the initialisation of the resources, the RCPs are the managers of the resources 
that have been assigned to them. In other words, the distribution of the resources is rather a 
dynamic procedure than a static configuration. Thus, in case that the resources that have been 
assigned to an RCP are insufficient, the RCP will request more from his “parent” RCP, in 
order to take advantage of any unused resources. The request can be propagated to the upper 
levels if necessary. In this way the redistribution of the resources takes place as closest to the 
requester of the resources as possible and the process load is reduced. 
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Fig. 3: Hierarchy of the RCPs 



distributes resources to 




Fig. 4: Resource Control Point Coarse Design Model 



The structure of the RCPs should reflect the structure of the underlying network. 
Therefore, it is required to take into account a number of variables in order to manage to 
make the best possible mapping. The more accurate this mapping the more efficient the 
hierarchy will become. Knowledge about network topology and routing as well as 
information about the expected SLAs of the customers should be helpful in solving this 
problem. 

There are some basic principles that can be used as guidelines for the formation of the 
hierarchy. Firstly, the RCP should represent a set of physical links that are topologically 
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related. They can represent the links of a sub-area or sub-network, e.g. the network of a 
university laboratory. When two or more sub-areas are connected to the same router then a 
new RCP could be formed including the two RCPs that represented those sub-areas. As it is 
obvious, in a network that uses a fully meshed (or nearly fully meshed) topology the concept 
of the hierarchy could not be applied. Furthermore, it is not allowed to an RCP to include a 
link that is already member of another RCP of the same level; the level of an RCP should be 
taken into account because the parent RCP will always include links that are already 
members of its children RCPs. Also, the routing information could be an additional input for 
the case. The sub-areas of the same level of hierarchy should not be directly linked. The local 
traffic for each sub-area should not use links that are members of another RCP, otherwise this 
will result in a leak of resources. The above guidelines are not intending to produce an 
optimal mapping between the network topology and the hierarchical structure of the RCPs, 
but provide a relatively easy guide for the network administrator. 



4. Design of the RCP 

4.1 Coarse Design Model 

The coarse design model of the RCP is depicted on figure 4 using the Unified Modelling 
Language (UML) notation [19]. 

In order to depict the tree structure of the resource control points the composite pattern is 
used [20], where the following classes are defined: RCPComponent, RCPComposite and 
RCPLeaf. 

The tree of the resource control points is created using the information retrieved by the 
network database concerning the NetworkDescription and ResourcesDescription. This 
information is used to create the resource control points and assign initial resources to each of 
them. The network database is managed by the network administrator. 

Each RCP has a set of objects RCPResources that represent the resources that are 
assigned to each traffic class provided by the network. Each RCP has 5 values that are 
related to the resources that it possess. The max_bandwidth represents the maximum amount 
of bandwidth that could ever be assigned to the RCP. This value is restricted principally by 
the capacity of the physical link. The total_bandwidth value is the amount of bandwidth that 
is actually assigned to the RCP for distribution among its children RCPs, initially is the same 
as the initial amount of resources. The spent _bandwidth value apparently depicts the amount 
of bandwidth that is already distributed to the child RCPs or in case of an RCPLeaf the 
amount of bandwidth spent for the reservation requests of the corresponding RCA. 
Obviously the subtraction total _bandwidth - spent _bandwidth represents the available 
bandwidth of each RCP. 



4.2 Resource (Re-) Distribution 

A static approach of the resource distribution mechanism will eventually result in bottlenecks 
and in unfair and inefficient management of the network resources. Thus, an adaptive 
mechanism should be defined that will adjust the distribution of resources accordingly to the 
demand. For this purpose the watermarks mechanism is introduced. Two watermarks are 
defined, one low and one high watermark for each RCP and RCA. 

When a new reservation request has been received and the already spent bandwidth plus 
the bandwidth required by the new request exceed the high watermark, a request for more 
resources is made to the parent RCP. The amount of resources that will be redistributed to 
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the requester is decided by the parent and depends on the amount of the available bandwidth 
of the parent RCP and the amount of the original request. There are two obvious solutions, 
the parent could distribute exactly the amount that has been requested or can give all the 
available bandwidth. To find the optimal solution is not an easy task and also depends on the 
network topology. The algorithm should minimise the communication overhead but should 
also be able to distribute the resources without permitting greedy components to dominate. A 
first approach of such an algorithm is described in pseudocode. 

if (3 * req • 25% of the available resources) 
give 3*req; 

elseif (2 * req • 25% of the available resources) 
give 2*req; 

elseif (req • available bandwidth) 
give req; 

else (request_resources from parent); 

The algorithm described could be adaptive by altering the factor that will be multiplied 
with the req value (requested bandwidth) or the percentage of the available bandwidth 
according to the network needs. The concept is to distribute more resources than requested in 
order to avoid a frequent communication with the specific child, but to save also enough 
resources for the other children. 

The low watermark is an indication that there are unused resources which should be 
released in order to be used be other children. When the low watermark is crossed the child 
calls the release _resources of his parent. The amount of resources that is going to be released 
is determined by the high watermark, e.g. in an RCP that has 1Mbps of total bandwidth, a 
high watermark at 800Kbps, a low watermark at 200Kbps and the spent bandwidth is 
128Kbps there should be released 200Kbps so the new total bandwidth is 800Kbps. 
Obviously the watermarks have to be reconfigured based upon the new total bandwidth 
value, so the new high watermark is (800*80%) = 640Kbps and the low watermark 
(800*20%) = 160Kbps. 



4.3 Software and Hardware Platform 

Since, the functions of the particular RCL comprises actions on various platforms of an IP 
network and the hosts connected to this network, it is reasonable to use a platform- 
independent system. Thus, the RCL is implemented as a distributed software system, where 
the OMG’s Common Object Request Broker Architecture (CORE A) is applied. Therefore, 
the interfaces between distributed components are described using OMG’s Interface 
Description Language (IDL), and that an object request broker (ORB) is applied to allow 
communication of the distributed components. As the system is implemented using lava 
(SDK 1.2.2), the IDL-to-Java-compiler as well as the ORB included in this SDK is used. 
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5. Future Work 

The architecture presented in this paper is restricted to the case with one ISP and thus the 
inter-domain mechanisms between adjacent RCPs and adjacent RCAs and how they provide 
QoS guarantees are not investigated, yet. However, the algorithms described in the single- 
domain scenario should be examined and tested that the QoS guarantees they offer, at least 
justify the simplicity of the model. 

Moreover, the RCL should be enhanced with some additional mechanisms necessary for 
the provisioning of hard guarantees requested by advanced multimedia applications. Such 
mechanisms include taking advantage of the routing information, monitoring the core 
DiffServ domain and developing a measurement platform that enable the RCL estimate and 
foresee the traffic loads, and therefore, take more effective decisions. Last but not least, a 
powerful technology that will be investigated in the context of this work, is the Multiprotocol 
Label Switching [21,22]. 



6. Conclusions 

The overall architecture presented in this paper addresses the problem of QoS provisioning in 
IP networks, in a complete and consistent manner. It introduces a multi-layer Resource 
Control Layer that is responsible for the handling of the reservation requests, performing 
policy-based admission control, provisioning and configuring the network in a top-down 
approach, managing the network resources and dynamically redistributing them among the 
network elements. 

This paper presents the specific design model of the Resource Control Point which is 
structured in a hierarchical manner in order to manage effectively the network resources and 
control the Resource Control Agents which are distributed at the edges of the network. Two 
field trials are expected to take place in the near future (for the intra- and inter-domain, 
correspondingly) that will provide useful information about the efficiency and the level of 
QoS provisioning this model can offer. 
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ATM 


Asynchronous Transfer Mode 
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Border Router 
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Internet Protocol 
Internet Service Provider 
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Per-Hop Behaviour 
Quality of Service 
Resource Control Agent 
Resource Control Layer 
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Resource Reservation Protocol 
Service Level Agreement 
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Abstract. The Internet Protocol (IP) dominates in today’s data communication 
infrastructures. The network evolution also favors the explosion of the wireless 
network technologies. The latter have to he combined and interoperate properly 
with current wireline installations. Although IP assures interoperability, there 
are open interworking issues at the session, network, and data link layers related 
to the nature of the wireless environment. The architecture presented in this 
paper, proposes specific enhancements to an IP infrastructure, that alleviate the 
deficiencies of wireless networks and propel the efficient interworking between 
wireline and wireless network technologies. 



1. Introduction 

The trend in network evolution is not towards a global and uniform environment. It 
rather favors the appearance of a combination of wireline and wireless networks that 
complement each other in terms of coverage area, underlying infrastructure and 
throughput. In this complicated environment, the Internet Protocol (IP) seems to be 
the common denominator for the information world. IP services are supported by 
almost all physical interfaces both in the wireless and wireline worlds, thus realizing 
interoperability of services. 

Designed and operated for many years over wireline infrastructure, IP is not 
optimized for supporting communications over wireless interfaces. Consequently, IP 
is not always adequate to offer seamless and uninterrupted operation of a mobile host 
that moves within the diverse environment that is designated by the mixture of 
various wireless and wireline technologies. 

To start with, the mobile host’s IP address reveals location information, thus 
limiting the operating range of the host within the boundaries of the IP domain this 
address belongs to. Migration to other IP domains is possible only if the host offers 
the appropriate mechanisms. Besides, migration to a different IP domain might imply 
that a modification would occur at the physical layer, too. The seamless and 
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uninterrupted roaming between IP domains and physical interfaces is not currently 
offered by the IP protocol. 

Additionally, one major drawback of the wireless networks is that they are 
susceptible to interruptions of any kind, like short disconnections in case of a 
temporary signal loss. On the other hand, applications are usually implemented 
according to the properties of the wireline world, where such phenomena do not exist. 
Software developers require network transparency, so they cannot be obliged to have 
the properties of the wireless environment in mind when they design their 
applications. In order to facilitate end-to-end interconnection and operation - 
independently of the underlying wireless and wireline infrastructure mixture - 
specific enhancements to the operation of the IP service must be presented to the 
wireless side. 

This paper introduces an architecture that takes into consideration the 
aforementioned requirements of the foreseen complicated environment as well as the 
specific deficiencies of the wireless one, and provides IP-based enhancements in 
various layers of the OSI model. In this way, applications that exist in wireline 
environments can be supported in wireless environments too, without any 
modification, while still efficiently utilizing the basic IP services. 

The rest of the paper is organized as follows. Section 2 provides a thorough insight 
into the proposed architecture. It discusses the functionality of added components, 
along with the rationale behind them. Section 3 presents a reference environment, 
which had been setup in order to act as a platform for trials and experiments. Section 
4 discusses the results obtained by the trials’ execution. Last, Section 5 gives the 
conclusions and possible future extensions. 



2. Proposed Architecture 

There are two basic wireless enhancements supported by the architecture, namely the 
location transparency and the application resiliency to link disconnections. The 
former refers to the Network and Data Link layers of the OSI model, while the latter 
belongs to the Session layer. These enhancements are logically placed in the 
convergence point between the wireless and wireline infrastructures. Physically, the 
proposed enhancements are introduced in the mobile host as well as in a 
Gateway /Proxy at the home Intranet. 

The address of a node that resides within an IPv4 network, apart from identifying 
the node itself, contains topological information, thus binding the terminal with a 
specific location. Consequently, if a mobile terminal attempts to move without 
changing its IP address, then it will be unable to route packets correctly, while if it 
dynamically modifies its address, then all active connections will be terminated. 

To overcome this problem and allow a mobile terminal to roam freely around the 
network, while still communicating and maintaining the same IP address, the concept 
of Mobile IP protocol has been followed. Mobile IP [1] defines two new entities, the 
mobility agent, which include the Home and Foreign Agent (HA and FA), and the 
Mobile Host (MH). Mobility agents are located inside the network and are responsible 
for specific sub-networks, while MH is located inside the mobile terminals. Whenever 




328 



Konstantinos Vaxevanakis et al. 



the mobile terminal is connected to a foreign sub-network, the Mobility Agent (HA) 
controlling the home sub-network, forwards all the packets destined for the mobile 
host to a specific FA that resides within the foreign sub-network. The FA in turn 
delivers the packets to the mobile terminal. In this manner, although the mobile 
terminal moves to a different network domain, active TCP/UDP sessions are 
maintained alive and data packets continue to reach the mobile terminal. 

Taking into consideration that location transparency must be provided to the 
terminal, independent from the underlying wireline or wireless medium, we have 
concluded to the overall architecture, depicted by Fig. 1. It covers both the terminal 
and the network side, having part of the functionality of MH and FA supported within 
the mobile terminal, while its counterpart HA functionality is implemented within the 
Gateway/Proxy. The mobile terminal is equipped with more than one Network 
Interface Cards (NICs). At least one of them is wireless, while the others could be 
either wireless or wireline. Depending on the network environment - indoors (e.g. 
home, corporate premises/office) or outdoors (e.g. when away from home/office) 
communications - one of the interfaces is active, while when it is necessary, a 
switching can be performed from one to the other. 




Terminal 



Gateway/Proxy 



Server 



Fig. 1. Proposed Architecture 

The IP Mobility Enhancement Client and Server (IPMEC/IPMES) team up with 
the IP protocol to achieve location transparency and make mobility transparent to 
higher level protocols (like TCP) and, eventually, to applications. 

More specifically, the IPMEC module resides within the mobile terminal and when 
it is activated it registers with the Gateway/Proxy. IPMEC is mainly responsible for 
redirecting IP packets over the correct underlying interface. IPMEC has the privilege 
to modify the routing table of the terminal. More precisely, during switching between 
physical interfaces, all the routing entries directed over the current interface are 
deleted and re-directed over the new selected interface. 

Whenever the mobile terminal switches from one interface to another, no 
modification is made with the terminal’s IP address. This is one of the prerequisites 
that enables the terminal to switch between interfaces, without having all the active 
transport connections terminated. To fulfill this requirement, the IP address of the 
terminal is either associated with the MAC address of the current interface, or with 
the MAC address of the Gate way /Proxy. The latter serves the purpose of having the 
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packets, which are destined to the mobile terminal, received by the Gateway/Proxy, 
and, subsequently, forwarded to the terminal. 

In order to achieve such a behavior, the Gateway/Proxy sends to the network, on 
behalf of the mobile terminal, ARP (Address Resolution Protocol [2]) packets and 
updates, accordingly, its routing table. This mechanism of sending ARP packets 
(Request or Reply [2]) to spontaneously cause other nodes to update their ARP cache, 
is also known as Gratuitous ARP (GARP [3]). 

On the network side, the IPMES component resides in the Gateway/Proxy and 
implements the complementary functionality of IPMEC. More specifically, following 
the idea of the Mobile IP mobility agent, it is responsible for the processing of the 
registration/de-registration messages received from IPMEC. In addition, IPMES 
caters for the appropriate interception of IP packets from the network and the 
forwarding of these packets to the proper mobile terminal. Einally, IPMES 
implements the aforementioned GARP mechanism. 

The Abstract Socket Layer (ASL) and Communication Manager (CM) pair of 
modules provides for the control of the link disconnection for data services. Eig. 2 
depicts the operation of these two modules. 




ASL resides at the mobile terminal side and provides a socket-like Application 
Programming Interface (API). In this manner, every socket call initiated by a client 
application passes through the ASL library. ASL co-operates with the CM module, 
which is running at the Gateway/Proxy side, using a lightweight proprietary protocol, 
which operates over UDP (Control Socket). The purpose of this protocol is to have 
ASL and CM exchange control information that will enable them to manipulate 
(OPEN, ReOPEN and CLOSE) TCP connections, started by the terminal side. The 
CM module, upon receiving control messages, interprets them and tries to establish 
the required connections (Data Sockets) in order to realize the connection that the 
client application of the mobile terminal requested from ASL. 

Eigure 3 depicts the exchange of control messages, between ASL and CM, 
concerning the two most interesting situations. In the first case the application 
initiates a connection, through a TCP socket, with a server. The socket call is handled 
by ASL that establishes a connection with the application, registers the essential 
information of the connection, so as to be in position to duplicate it, and sends an 
OPEN message to CM, through the wireless medium. The CM module consecutively 
stores the required information that mirrors the connection information kept by ASL 
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and tries to connect both to ASL and the requested server. In case CM successfully 
establishes both connections, it returns an Answer message to ASL, indicating that the 
requested connection is active. In any other case the Answer message inform the ASL 
for the connection failure. Following the aforementioned procedure, the ASL and CM 
modules assemble an end-to-end connection between the application and the 
appropriate server. 

In the second case. Figure 3 depicts the steps that ASL and CM follow to reopen a 
broken, due to the wireless medium properties, physical connection. ASL sends a 
ReOPEN message to CM, identifying the connection that must be reopened. CM 
compiles the ReOPEN message, retrieves the connection properties from its database, 
and re-establishes the required connection with ASL. Afterwards, it sends and Answer 
message to ASL, acknowledging the successful reconnection. 




ReOPEN 

connection 











ReOPEN msg 

-► 




4 




Answer msg 






◄ 


• • • • - End to end re-establ 


shed connection 



Fig. 3. Exchange of ASL - CM control messages 



Splitting the original end-to-end connection between the client and the server 
application, into three parts (Application-ASL, ASL-CM and CM-Server) isolates the 
end points from the temporal wireless link disconnections. Whenever an interruption 
occurs, ASL re-establishes transport connections to CM, and, subsequently, re- 
associates sessions with physical connections. The terminal’s networking applications 
throughout this period are “frozen”, but not terminated. 

In order for the aforementioned modules to communicate and co-operate properly, 
an additional mechanism is introduced in the terminal, called the Supervisor module 
[4], [5]. It is responsible for monitoring the connectivity status of the underlying 
wireless/wireline physical interfaces and selecting the most appropriate among them. 
The selection process takes place according to predefined signal strength thresholds 
and user preferences. 
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Moreover, Supervisor maintains a repository of necessary information in the 
terminal (Resource Repository). There it stores all values related to the operation of 
the various modules in the terminal architecture that are needed to be communicated 
between them. For example, connectivity status, signal strength values, IP and MAC 
addresses are vital parameters for the terminal operation. These parameters are 
supervised for changes and, in case of that, appropriate notifications to the interested 
modules are issued. 



3. Reference Network Environment 

The presented architecture is independent of the wireless interfaces. However, in 
order to validate its correctness, we have implemented a reference environment based 
on the two most widespread wireless interfaces in production: an 802. 11 -compatible 
wireless LAN (WLAN [6]) and GSM [7]. Alternatively to GSM, we have also tested 
access through a standard PSTN modem. 

The mobile terminal is configured with the IPMEC, ASL, Supervisor and Resource 
Repository modules, and therefore it offers both location transparency and resilience 
to short disconnections. Its operation heavily depends on the selection of the 
underlying wireless medium. 

When at home or office, the WLAN is always favored, as it provides more 
bandwidth than GSM, with low operational cost. On the other hand, WLAN coverage 
is quite limited. When the terminal moves towards the boundaries of the coverage 
area and the wireless LAN SNR (Signal to Noise Ratio) falls under a predefined 
threshold, the system switches to GSM. More particularly, it sets-up a GSM 
connection and registers the terminal to the Gateway/Proxy, in order to tunnel all 
terminal packets via the GSM. During the switching period, all running sessions are 
kept alive so that they are able to continue their operation after the new physical 
connection is established. A reverse switching is performed, when the WLAN signal 
rises to operational levels. 

The Gateway/Proxy acts as bridge between the wireless and wireline parts of the 
corporate network. Additionally, the Gateway/Proxy is used to interconnect different 
sub-segments of the corporate network. It is configured with the IPMES and CM 
modules of the proposed architecture and manages a pool of modems that can be used 
to offer access through the GSM/PSTN network. 

Eor the realization of the reference network environment, we have concluded to the 
utilization of a notebook PC as a mobile terminal, supplied with the appropriate 
WLAN and GSM/PSTN adapters. A notebook appears to be the preferred solution for 
a nomadic user, as it gives the capability of preserving a working environment, while 
moving between different locations. Knowing that the big majority of end-users are 
familiar with the Microsoft Windows environment, we have selected Windows NT 
4.0 as the Operating System (OS) of the terminal. Additionally, in order to prove the 
generality and implementation feasibility of the proposed architecture, a separate 
implementation on a UNIX environment (Linux OS) has been also followed. The 
selection of the OS has, to a large degree, influenced the materialization of the overall 
architecture, introducing limitations and problems that have not been foreseen. 
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The adopted Reference Network Environment (Fig. 4) can support four different 
connectivity scenarios for accessing the corporate network, including indoor (WLAN) 
and outdoor (GSM/PSTN) access. More particularly: 



Outdoor 




(A) The mobile terminal is located in the network segment in which its IP address 
belongs to and access is achieved by means of the WLAN interface. 

(B) The terminal is connected to the corporate LAN utilizing a GSM physical link to 
the GSM service provider. At the GSM service provider’s local exchange, traffic 
is routed, via a direct PSTN connection, to a modem pool, which is managed by 
the corporate Gateway/Proxy. 

(C) The physical connection is achieved through the PSTN network only. In this case 
mobility is restricted, as the terminal uses a telephone line to connect to the 
corporate network. However, it may have lower cost, compared with scenario 
“B”. 

(D) A logical connection to the Internet is established utilizing the services of an 
Internet Service Provider (ISP). The physical link of the connection is achieved 
through the GSM or the PSTN interface. This scenario is quite close to cases “B” 
and “C”. The main difference is that in scenario “D”, an ISP router comes in 
between the terminal and the corporate Gateway/Proxy. 
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4. Trials and Results 

In order to be able to test the implementation of the proposed architecture, a testhed 
has been established in the lah, but also a few trials have been performed in actual 
corporate environments. The testhed, following the Reference Network Environment, 
consists of the components listed below: 

• Mobile Terminal: it is a notebook that uses Windows NT 4.0 OS and is configured 
with all the modules that our architecture proposes. Alternatively, we also used a 
notebook with Linux OS installed. 

• Gateway/Proxy: it is a PC with Linux OS that is connected to corporate LAN. It is 
configured with the IPMES and the CM modules that are required from the 
architecture. Additionally, it serves as a dial-up server for the incoming calls from 
the mobile terminals. 

• WLAN Base Station: it is the base station for the wireless LAN. It is connected to 
the same sub-network with the Gateway/Proxy. 

The testing scenarios were based on standard networking applications, including 
Telnet and Web browsing (Internet Explorer for Windows NT and Netscape for 
Linux) and videoconference application (Microsoft NetMeeting for Windows NT). 
Additionally, a custom-built ETP-like application that utilizes directly the ASL library 
was used in the Windows NT environment. The use of this application separated the 
testing of ASL-CM pair of modules from the OS inherent restrictions. The testing 
scenarios that were used are described beneath (Fig. 5): 





Gateway/Proxy T _ 



Hub 
LAN/Intemet 



Fig. 5. Testbed Infrastructure 



Scenario A: The mobile terminal is connected to the network through path (a). The 
selected networking applications are executed and operate normally. At this point, an 
automatic transition from WLAN to GSM link is performed, due to a deliberate 
degradation of the WLAN SNR. After the switching, network traffic is routed through 
the path (b). Alternatively, the PSTN dial-up connection, path (c), can be utilized. The 
desired result for the running applications is a seamless handover. 

Scenario B: It is the same with scenario A, only this time the reverse transition 
from the GSM link to the WLAN is performed (from path (b) or (c) to (a)), due to an 
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increase of the WLAN SNR. The uninterrupted operation of the selected networking 
applications is the desired result. 

Both scenarios have been tested for the cases where the mobile terminal was 
configured with the Windows NT OS and the Linux OS. In the former case, regarding 
scenario A, all the applications continue their normal operation unhindered. However, 
during the handover of scenario B, the telnet and videoconference applications fail to 
retain their connections. On the contrary, the custom application continues its normal 
operation and completes the file download. Additionally, the browsing application 
also continues its operation seamlessly. 

The results with the Windows NT OS have strengthened the necessity to develop 
the ASL-CM pair due to the following reason. It has been observed that during 
switching from GSM to WLAN, TCP connections are lost, which did not occur in any 
of the experiments in the Linux OS. More particularly, while the terminal is operating 
over GSM (or PSTN) the Point-to-Point protocol (PPP [8]) is utilized. As soon as the 
Windows NT OS senses that the GSM link is down, it releases all resources related to 
the PPP protocol, with the imminent result of terminating any previously active TCP 
connection. Incorporating the ASL-CM pair solves this drawback. 

In the case that the mobile terminal operates under the Linux OS, two 
representative networking applications were used: a common telnet application and 
the Netscape browser. The results, after applying scenarios A and B, are that both 
applications continue their operation unhindered, even if the switching of media 
occurred, while downloading an image (browsing). 

According to the presented results, we see that switching between media, while 
maintaining the sessions at both the TCP/UDP and IP levels, occurs successfully in 
almost all examples, apart from the cases that are restricted by the operating system’s 
limitations. Moreover, some performance measurements that have been performed 
during the execution of the testing scenarios, reveal that the time to setup a GSM 
connection can be very large, as it is about 20 seconds on average. This big duration 
can also result in the termination of existing TCP connections (due to time-out), in 
which case the existence of the ASL-CM pair provides a good solution for the 
applications that can make use of the socket-like API it offers. 

Regarding the ASL-CM operation, some performance measurements have been 
executed using of the proprietary file transfer application. The average measured time 
to initially setup the end-to-end communication over the ASL and CM modules is 
0.463 seconds, instead of the measured 0.152 seconds without the use of ASL-CM. 



1 10 20 30 40 50 60 70 80 90 

File Size (xlOOO bytes) 

Fig. 6. Total Time needed to transfer files of 
various sizes with and without (dotted line) 
the use of the ASL-CM pair 





File Size (x 1000 bytes) 

Fig. 7. The percentage of the degradation of 
the total time needed to transfer a file with 
ASL-CM compared to the case that the file 
is transferred without the ASL-CM pair 
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It has also been detected a degradation on the communication speed even when no 
interruption occurs (Fig. 6), especially for files that are small in size. Nevertheless, the 
degradation is decreasing very quickly to accepted values (Fig. 7). For example, for 
files larger than 20 Kbytes the degradation percentage is less than 10%. 

In case of a disconnection, the application is frozen for as long as the physical 
connection is re-established and the ASL-CM pair re-associates sessions with TCP 
connections. The time for the former operation can be very large (20 seconds as 
mentioned above), while the average measured time for the latter operation is about 
0.3 seconds. In this sense, the degradation is mostly owned to the establishment of the 
physical connection. 



5. Conclusions 

The architecture presented in this paper provides enhancements, both in the terminal 
and the Gateway/Proxy side, in order to support seamless and uninterrupted 
interworking between wireless and wireline interfaces. As a consequent, the end-user 
is not aware of the adjustments performed for the correct interworking of the 
underlying mediums. 

The proposed architecture has been implemented under two different Operating 
Systems (Windows NT and Linux). Extensive experiments have been performed with 
standard networking applications and proved the correctness of the solution. In order 
to alleviate limitations posed by the OS, further enhancements (ASL/CM) are 
required for the case of Windows NT. 

In addition to the functionality described in the paper, the architecture could be 
extended to various directions. To start with, although the implementation involves 
two specific wireless technologies, namely WLAN and GSM, it can be extended to 
include others, like the General Packet Radio System (GPRS [9]), which is the 
packet-based equivalent of GSM. Since the overall architecture is built in a modular 
manner, it can easily accommodate other wireless interfaces that fit better with the 
specific user needs. 

Another extension, stemming from the ASL-CM pair, would be the encryption of 
the packet’s contents before transmitting it to the CM and vice versa. This would 
apply a supplementary level of security over the security inherent in the WLAN or 
GSM radio transmission path. The charge for this is the probable degradation of 
transmission speed and delay, according to the selected encryption and decryption 
algorithm. 
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Abstract. In a packet switching based scenario, optical technologies can not 
completely overcome the problem of insufficient network capacity, due to 
limitations produced by the presence of electronic switches and regenerators in 
the fibre path. As a new alternative approach, the SONATA project proposed a 
switch-less based network with the triple objectives of avoiding the need for 
large and fast switching nodes and drastically simplifying both the network 
structure and the layer architecture within the network. This paper describes the 
simulation model and presents essential results from the performance 
evaluation of a Network Controller for a large-scale SONATA network. The 
simulations were carried out on a Silicon Graphics Origin-2000 using TeD 
(Telecommunication Description language) and the main objective was to 
assess the feasibility of switchless based networks to be used as large IP 
backbones. 



1 Introduction 

The SONANA network is based on the switchless network concept, which was 
defined and demonstrated in the SONATA (Switchless Optical Network for 
Advanced Transport Architecture) AC351 ACTS project. The "switchless" network 
concept is based on a mixture of WDMA (Wavelength Division Multiple Access 
based on wavelength tuneable transmitters and receivers) and TDMA (Time Division 
Multiple Access) methods to allow point-to-point and multi-point-to-multi-point 
interconnections between passive optical networks without the need for electrical 
switch nodes within the network. The general structure of this network is shown in 
Figure 1 , and is described in detail in [ 1 ] . 

The key element of SONATA is the Network Controller. Figure 1 shows that a 
Network Controller is attached to the PWRN (Passive Wavelength Routing Node). 
This device is responsible for the resolution of access conflicts, for the allocation of 
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transmission resources to user (SONATA terminals) requests, and for the 
configuration of the network connectivity using wavelength converter arrays. 




Fig. 1. SONATA network structure. 



SONATA has an optical fibre dedicated to communicate with the Network 
Controller. To access the Network Controller through this fibre, each PON has at least 
one wavelength assigned. Thus, all the terminals attached to the same PON have to 
share the wavelength assigned to that PON. For the resolution of access conflicts, a 
Medium Access Control (MAC) protocol is needed. Such a MAC protocol has to 
manage the signalling channels that allow the communications from the terminals to 
the Network Controller and from the Network Controller to the terminals. The MAC 
protocol adopted within the SONATA project was based on the Time Division 
Multiple Access (TDMA) method. Note that with this strategy, signalling channels 
can become a bottleneck when increasing the number of terminals. To overcome this 
problem, either the number of fibres to communicate with the network controller or 
the number of signalling wavelength per PON has to be increased. 

Although globally optimal algorithms to allocate transmission resources to the user 
requests in the switchless network viewed as a five-stage T-A.-A.-A.-T switch are 
possible, within the SONATA project a much simpler approach to resource allocation 
and contention resolution at the network controller was proposed [1], [3]. The simple 
approach is based on the decoupling of the time dimension from the wavelength 
dimension. This means that the resource allocation problem was split into two sub- 
problems; scheduling of user requests in the time domain given a PON-to-PON 
channel assignment, and design of the network connectivity by properly assigning 
wavelengths to PONs via the arrays of wavelength converters (logical topology 
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design). While scheduling is a simple task, which must be done slot-by-slot, the 
logical topology design is a much harder task, which can be performed at a lower rate. 

This paper focuses on the performance evaluation of the algorithm proposed within 
SONATA for scheduling the user requests. The evaluation was done in terms of the 
Request Loss Rate and the achieved Resource Occupancy. Since the objective of the 
project was to evaluate the performance and global behaviour of the Network 
Controller for a large-scale (national and metropolitan scale) SONATA network, a 
theoretical study was not sufficient, but a simulation study was needed. The main 
advantage of the simulation process is that once the simulation elements are 
incorporated in the simulation layer, then easier comparison and optimization 
processes can be accomplished. Due to the adoption of a TDMA-AC protocol, simple 
traffic assumptions were sufficient. 

The simulation environment used for this work was based on parallel computing 
simulation techniques. We used TeD [2], which stands for Telecommunications 
Description language. TeD is a network modelling language that is transparently 
mapped on top of a high-performance parallel computer. As a high-performance 
parallel computer we used a Silicon Graphics 2000. 

This paper is organised as follows. In Section 2 the scheduling algorithm for the 
Network Controller proposed within SONATA is described. Section 3 is devoted to 
the simulation scenario we modelled to carry out our performance evaluation study. In 
Section 4 some samples of the simulation results are discussed. Finally Section 5 
concludes the paper. 



2 Scheduling Algorithm 

This section is devoted to explain the basic concepts of the concrete scheduling 
algorithm we used within the SONATA Network Controller. The details of this 
scheduling algorithm can be found in [3]. 

The scheduling algorithm deals with requests and frames of requests. Each 
SONATA terminal generates requests for connection, and using a TDMA based 
approach all requests from SONATA terminals connected to the same control 
wavelength enter to the Network Controller as a frame. The Network Controller, 
using the scheduling algorithm, will decide which of the incoming requests are served 
or not. 

The implementation of this scheduling algorithm is based on a set of matrices, 
which represents the network available resources. These matrices are (see Figure 2): 

• Matrix W: Each entry of this matrix points out to a list of records describing the 

wavelength channels that provide connectivity between the corresponding PON- 
to-PON pair. The number of rows and columns is equal to the number of PONs. 

• Matrix S: This matrix indicates, for each wavelength channel (A-i), which slots of 
the frame are already assigned. 

• Matrix Utx: This matrix indicates for each transmitter (Tx) of , which slots of the 
frame are already assigned. 

• Matrix Urx: This matrix indicates for each receiver (Rx), which slots of the frame 
are already assigned. 




340 



Josep Sole-Pareta et al. 



Matrix W 

linked lists of PON-PON wavelengths 




Matrix S 

time slots availability per wavelength 




Matrix U,^ 

source time slots availability 




Matrix U„ 

receiver time slots availability 




Fig. 2. The several matrices (data structures) used by the scheduling algorithm. 



Based on the contents of these matrices, the scheduling algorithm is specified in 
four steps, which will be executed for each incoming frame. These four steps are the 
following: 

1. Select the wavelength channel on which request is attempted; scan the linked list of 
wavelength channels associated with the pair (source PON, destination PON) in 
matrix W. 

2. Select the time slot for use within the frame; logically AND the row of matrix S 
corresponding to the selected wavelength channel with the complement of the rows 
of source and destination matrices Utx and Urx. 

3. Assign the number of requested slots to the requesting terminal, using a round- 
robin scan on the vector resulting from the previous step of the algorithm. 

4. Update matrices S, Utx and Urx and descriptor in matrix W. 



3 Simulation Scenario 

Here we completely decouple the two problems of scheduling and logical topology 
design, assuming that the wavelength converters are reconfigured of-line and do not 
vary during the simulation time, and that the scheduling algorithm operates on a fixed 
logical topology. According to this assumption, a simulation model for the network 
control unit has been defined. This model consists of (see Figure 3) Np request 
generators representing the PONs, which access the control unit through N^. TDMA 
signalling channels each, and the scheduling algorithm module. The requests 
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generators were implemented as random sources based on the Bernoulli random 
process, the number of signalling channels was set to > 1 in order to avoid the 
signalling bandwidth bottleneck, and the scheduling algorithm module was 
implemented based on the above described slot-by-slot scheduling algorithm. Since 
what we need to simulate is the case where each slot carries a request with probability 
p and no request with probability q = 1 - p, the Bernoulli processes perfectly model 
the TDM A signalling channels. 



PON 1 



PONN, 



Fig. 3. Simulation model for the SONATA network controller. 



Q 



K. 



K. 



Scheduling 

Algorithm 



Two types of traffic modes were implemented, namely the balanced and the 
unbalanced types. For the balanced type, a uniform distribution of the destination 
PONs was used (all PONs has the same probability to be destination of the traffic), 
while for the unbalanced type a non-uniform distribution of the destination PONs was 
used. 



3.1 Network Configuration 

In order to reproduce a real scale configuration of the SONATA network that could fit 
in the bounds of the simulation platform, we could not consider the FTTH solution 
where end-user and SONATA terminals are equivalent terms. We assumed either the 
FTTCab or the FTTK/B solutions with 200 end-users per SONATA terminal. 
According to this assumption, in the simulator we set up a network configuration with 
100 PONs (Np = 100) and 1000 SONATA terminals per PON (N^p = 1000). These 
values lead to 20 millions customers (100 x 1000 x 200 = 2 lO'’), which within the 
project was considered as a national range, but reduces the amount of memory 
required by matrices W, S, Utx and Urx. The rest of the configuration parameters was 
the following: 1000 signalling mini-slots per frame (Kp = 1000, one per terminal in 
each PON), = 3 or 10 (depending on the simulations) signalling channels per PON. 
100 data slots per frame (frame duration, 1 ms.), and a transmission bit rate per 
channel of 622 Mbps Finally, the number of dummy ports was fixed either to 0, 100, 
200, 300 or 400 (0, 1,2 ,3 or 4 additional wavelengths per PON-to-PON pair). 



3.2 Traffic Characteristics 

We established the following traffic conditions: Only Internet traffic (no connection 
oriented traffic load). Internet traffic requests modelled by the Bernoulli generators 
with an offered load per PON p = 0.6, 0.75, and 0.9. Concerning the distribution of 
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the data traffic destination PONs. 1) For the balanced traffic type, a uniform 
distribution among all the PONs with mean 1/100 was used. 2) For the unbalanced 
traffic type, a Gaussian distribution, with mean = 50 (this means that numbering the 
PONs between 1 and 100, the most probable destination of the traffic would be the 
PON number 50) and standard deviation = 20. 



4 Experiments and Results 

Under the configuration and traffic conditions described in the previous section, we 
carried out a set of simulations assuming two different approaches. A per packet 
request approach (requests were issued by the IP layer, one per IP packet to be 
transmitted), and a per packet-flow request approach (requests were issued from the 
TCP layer, one per TCP session). In each case we simulated 10 seconds of the 
network operation time, which required an execution time of around 36 hours. 



4.1 Per Packet Request Approach 

In the per packet request approach, we set the number of slots required per request, 
based on the IP packet length statistics provided in [4]. Thus, we considered that 70% 
of the requests would ask for 1 slot and the rest (30%) would ask for 2 slots. 

Within this approach, the Network Controller serves the requests in a frame by 
frame basis, i. e., a request can only be served if the 1 or 2 slots which that request 
needs can be allocated in the data frame which is being scheduled at that moment. If 
not the request is lost. 

Figure 4 shows a sample of the simulation results obtained for the case of 
unbalanced traffic type, = 10, and up to a total number of 200 dummy ports. 

Note that p is the requests offered load (to the signalling channels), while p is the 
throughput requested from the network (i. e. the offered load in terms of resources 
required from the network over the maximum resources available). For the case of 
200 dummy ports, the maximum value of p is 0.43. This is because the total capacity 
of this network configuration is: 

[(100 direct ports -i- 200 dummy ports) 100 wavelength per port] 622 Mbps = 

= 18.66 Tbps 

while the maximum requested capacity (when p = 1) is: 

10^ requests per second x 1.3 required slots per request x 6220 bit per slot = 

= 8.086 Tbps (1.3 is the average of required slots per request = 0.7 x 1 H- 0.3 x 2) 

thus, 

p (max) = 8.086 Tbps/18.66 Tbps = 0.43. 




Modelling and Performance Evaluation of a National Scale Switchless Based Network 



343 




Fig. 4. Sample of Request Loss Rate and Resource Occupancy when using a per packet request 
approach (using two wavelength converters plus the direct wavelength per PON). 

Figure 4 shows that the SONATA network exhibits low efficiency of its 
transmission capacity. This is mainly due to the fact that the simulation model is 
based on the per packet request approach. Using this approach, the signalling 
bandwidth easily becomes a bottleneck. In this particular case (using two wavelength 
converters plus the direct wavelength), we can only ask for a 43 % (p = 0.43) of the 
total capacity of the network. This is a little bit better than when only a single 
wavelength converter is added to the direct wavelength (see Figure 5). In this case, a 
higher resource occupancy can be reached (up to 65 %), but then the Request Loss 
Rate performance degrades drastically. 




Fig. 5. Sample of Request Loss Rate and Resource Occupancy when using a per packet request 
approach (using a single wavelength converter plus the direct wavelength per PON). 



To solve this problem without trying to enhance the MAC protocol established for 
signalling, either we increase the number of signalling wavelengths (N^) or we reduce 
the amount of signalling by issuing per packet flow requests instead of per individual 
packet requests. The former is easy to implement, but then in practice we can come to 
the problem that, in such a big network, the computing requirements to execute the 
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scheduling algorithm exceed the current available limits. Thus, as mentioned before, 
in our simulator we decided to implement the per packet-flow request approach 
option. This option is also not realistic since (at least as of today) signalling can not be 
implement at TCP/UDP level -only ftp announces the amount of data to be 
transferred when the TCP session is set up. We any way assumed such a visionary 
scenario because it completely avoids the bottleneck-signalling problem, and facilitate 
to cope with our main objective, namely to test the SONATA potential capabilities. 



4.2 Per Packet-Flow Request Approach 

In order to carry out the simulations to assess the feasibility and performance of the 
network control unit using a per packet-flow request approach, we assumed that the 
traffic in the Internet has the following composition: 42% of the traffic is http (35%) 
plus ftp (7%). 45% of the traffic is ire (23%) plus telnet (7%) plus smtp (5%) plus 
games (5%) plus other applications (5%) which typically implies low data transfer. 
The rest (around 13%) is IP over IP traffic (tunneling). We also assumed that within 
the http plus ftp traffic, 20% of flows in average require 2 slots, 21% of flows in 
average require 13 slots, 6% of flows in average require 130 slots, and finally 0.5% of 
flows in average require 1300 slots. For the ire plus telnet plus smtp plus games etc. 
traffic we assumed that 100% of flows require a single slot. And finally for the IP 
over IP traffic we considered as it has the same composition than the ordinary IP 
traffic (i. e., 70% of packets require 1 slot while 30% require 2 slots). According to 
these assumptions, the number of required slots per request distribution we adopted in 
our simulations was 46% of requests 1 slot, 23% of requests 2 slots, 23% of requests 
13 slots, and 8% of requests 130 slots. 

In contrast to the per packet request approach, in the per packet-flow request 
approach, the requests are served by allocating the requested slots in consecutive data 
frames. For example, consider the case of a request needing for 2 slots. If this request 
can be served, the first slot is allocated in the data frame, which is being scheduled at 
that moment, and for the second slot a reservation is made to allocate it in the next 
data frame. 

Figure 6 shows a sample of the results obtained in the per packet-flow request 
approach simulations. These results correspond to the case of unbalanced traffic type, 
number of signalling channels = 3, and up to a total number of 400 dummy ports. 
The total capacity of the network configuration, in this case, is: 

[(100 direct ports + 400 dummy ports) 100 wavelength per port] 622 Mbps = 

= 31.10 Tbps 



while the maximum requested capacity (when p = 1) is: 

3 X 10* requests per sec. x 14.31 required slots per request x 6220 bit per slot = 
= 26.702 Tbps (14.31 is the average of required slots per request, i.e., 

0.46 X 1 -t 0.23 X 2 h-0.23 x 13 h- 0.08 x 130) 

thus. 



p (max) = 26.702 Tbps/31.10 Tbps = 0.86. 
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Fig. 6. Sample of Request Loss Rate and Resource Occupancy. Per packet-flow request 
approach and unbalanced traffic type. 

Figure 6 shows that using the per packet-flow request approach, the network 
capacity can cope with the offered load, i. e. in this case p is closer to p than in the 
case of per packet request approach. Nevertheless, the performance is again very had. 
As an example in Figure 6 it can be seen that for the case of 51.1% of the resource 
occupancy (a very low occupancy), the Request Loss Rate is 4.27 10 which is a very 
bad figure. This is due to the fact that the wavelengths of the dummy ports were 
uniformly assigned to the destination PON, while the destination traffic distribution 
was Gaussian with a traffic concentration between PONs from 30 to 70. Figure 7, 
which includes the per PON resource occupancy distribution, shows the effect of this 
traffic concentration. 

Both diagrams of Figure 7 show that wavelengths of the dummy ports assigned to 
PONs from 30 to 70 are overloaded, while wavelengths of the dummy ports assigned 
to PONs from 1 to 29 and from 71 to 100 are almost unused. 

Obviously, a better performance can be obtained by an unbalanced assignment of 
the wavelengths to PONs, i. e., assigning more wavelengths to reach PONs from 30 to 
70 than to reach PONs from 1 to 29 and from 71 to 100. This is shown in the next 




Fig. 7. Per PON wavelength occupancy distribution. 
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experiment, which results are summarised in Figure 8. Figure 8 includes a sample of 
the simulation results obtained with the per packet-flow request approach for the case 
of balanced traffic type, N^= 3, and up to a total number of 200 dummy ports. 

Figure 8 shows that, when the wavelengths of the dummy ports to the destination 
PONs assignment fits with the distribution of the traffic destination PONs, SONATA 
exhibits a very good performance. Note that even when reaching a high resource 
occupancy, as for example 80%, the Request Loss Rate stays below 10^ (7.5 10'^ in 
the case of a total resource occupancy of 80%). This is, in fact, the effect that would 
result from a joint collaboration of the scheduling algorithm and a dynamic logical 
topology design algorithm, which would be able to adapt the wavelength converters to 
the instantaneous traffic requirements. 




Fig. 8. Sample of Request Loss Rate and Resource Occupancy. Per packet-flow request 
approach and balanced traffic type. 

Figure 8 depicts, in our opinion, the most representative performance figures of the 
potential capabilities that can be obtained from, in general, a large scale switchless 
based network solution, and in particular from SONATA using a heuristic scheduling 
algorithm. 



5 Conclusions 

SONATA Network is a switchless single layer optical transport network designed to 
cover national and metropolitan areas, which exemplifies a possible vision of future 
optical Internet backbones. In this paper we have presented some performance 
evaluation results obtained by simulation, which provide a picture of the potential 
capabilities of a national scale configuration of SONATA network based on a simple 
heuristic algorithm of scheduling the user transmission requests that was adopted 
within the SONATA project. 

This picture shows that the SONATA approach is feasible and can provide good 
Resource Occupancy and Request Loos Rate figures. Nevertheless, In order to reach 
these figures, apart from overcoming the signalling-bottleneck problem, a dynamic 
assignment of the dummy ports wavelength to the PONs (dynamic logic topology 
design) algorithm has to be used, jointly with the scheduling algorithm, to implement 
the Network Controller. Such an algorithm was already proposed last year of the 
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SONATA project and is currently incorporated to the SONATA simulation platform. 
A future version of this paper will include the simulation results that will be obtained 
from the new platform. 
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Abstract. The paper describes a new scenario for how to transform the existing 
telephone access network into a real broadband network. The objective is to 
introduce a low-cost network evolution scenario, which makes maximal use of 
the huge investments connected to this kind of networks. The existing network 
is sub-divided into a small cell network, each covering an area with an 
approximate radius of 1 kilometre. Inverse multiplexing of xDSL systems is 
used to aggregate bandwidths in the range of 100 to 1000 Mb/s between nodes 
in the network. VDSL modems able to carry about 25-50 Mb/s, are used on the 
last section from the node to the customer premises. These modems provide all 
households within each geographical cell with real broadband access to a large 
common bandwidth. 

Keywords: Inverse multiplexing, ATM, xDSL, twisted pairs, ESAN, ITUNET 



1 Background 

At the present time there is a common understanding that the vision of 'Eibre-To- 
The-Home' (ETTH) still belongs to an undefined future. This is both due to the fact 
that the demand for broadband services has not matured yet, that the related 
investments is supposed to be enormous and that such a huge civil work will take long 
time to accomplish. Other intermediate solutions are therefore looked upon to be more 
realistic. 

ETTC (Eibre-To-The-Cabinet) is one of the approaches that have been adopted by 
the ESAN (Full Service Access Network) group. The idea behind ETTC is to utilise 
the existing telephone access network from the cabinet to the customer, but use 
optical fibre cables on sections between the cabinets and the broadband switch. By 
doing it this way, optical fibre cables will only be installed on sections were the costs 
can be shared by large numbers of customers, while the existing infrastructure will be 
used on the rest. In practice this means that ADSL or VDSL technology is supposed 
to play a major role in the access network in order to make available the necessary 
bandwidth on the last mile to the customers. 

Though the ETTC is flexible and less expensive than the FTTH scenario, it still 
involves huge investments. In areas were cable ducts do not exist, optical cables will 
have to be buried in the ground. Even in cases were such ducts do exist, the cost of 
fibre cables and related installation work will reach considerable amounts and it will 
take time to accomplish - time that telecom operator companies possibly do not have. 
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New competitors entering the market are offering broadband access over power-lines, 
radio, satellites and CATV networks. To maintain their market shares, the owners of 
the telephone cable network will have to meet this challenge by upgrading their 
networks. As we shall see, their potential performance is remarkable, and their 
possibility to still keep ahead in the race for broadband provisioning is rather good. 



1.1 The Capacity of Telephone Cables 

Though each single twisted pair in a telephone cable has a limited bandwidth, the total 
capacity of a telephone cable can nevertheless be very large. This is due to the fact 
that telephone cables contain large numbers of copper pairs, each of them can by 
utilising xDSL technology, provide a relative large bandwidth over a certain distance. 
If the capacity of each single pair could be summed, the aggregated capacity would be 
huge - see figure 1 below. Inverse multiplexing is the technology that enables such 
aggregation of capacity from a number of lower bandwidth digital channels. 




Fig. 1. Capacity of one hundred twisted pairs as a function of the distance 

The figure shows the aggregated bandwidth of a telephone cable with 100 twisted 
pairs as a function of line length by using standard xDSL modems. A telephone cable 
with one hundred twisted pairs are in this context a small cable. The graphs indicate 
also that within reasonable cable lengths, the capacity of one hundred twisted pairs is 
in the range of several gigabits, i.e. a capacity that today is far beyond what is needed 
in residential access networks. 

These brief calculations are of course not exact. Noise and cross talk influence on 
the obtainable bandwidth, resulting in less performance. Nevertheless they do indicate 
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that the telephone cables are much more powerful than we are used to believe. The 
question is whether the bandwidth of this network can be exploited in an efficient 
way, thus opening a new possibility of how to provide real broadband access to the 
general public. 



2 Technology 



2.1 Inverse Multiplexing 

Inverse multiplexing is used to aggregate bandwidth from a number of Tines with 
smaller bandwidths’ as shown in figure 2 below: 




Fig. 2. The principle of inverse multiplexing 

The incoming traffic stream from the left is distributed sequentially over a number 
of lower bitrate lines, and reassembled at the other end. 

Inverse multiplexing is standardised by a number of standardisation organisations, 
such as ITU, ETSI and ATM Forum. ATM Forum’s AF-PHY-0086.001 covers 
inverse multiplexing Fl/DSl links to aggregate bandwidths up to F3/DS3 rates. 
Though it from a technical point of view is possible to multiplex channels running 
various bitrates, this has so far not been covered by any official standard yet. Since 
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xDSL modems provide bandwidths deviating from the standardised hierarchy, the 
standards cannot be applied unless it is used on circuit emulated El/DSl channels. 

It exists several methods of how to perform inverse multiplexing of packet based 
traffic (ATM). One of them is shown in figure 3, where the principle of sequence 
numbering is used. 




Fig. 3. Inverse multiplexing by use of sequence numbering over xDSL lines 

Each cell arriving from the left is given a sequence number before transmitted over 
one of the available lines. Though not indicated on this figure, the bandwidth of each 
line may differ from each other. One line can perform 13 Mb/s, while an other may 
perform 19,3 Mb/s. The cells will therefore arrive out of order at the receiver end, and 
has to be intermediately stored in the receiver buffer on right side in order to re- 
establish the sequential order. Since it is mandatory that inverse multiplexers should 
be transparent for traffic streams, and that the ATM cell itself does not contain any 
field useful for carrying the sequence number, it must be transferred as a tag to the 
cell. The cell length will therefore deviate from the ATM standard (53 bytes). 
However, the interface between the two terminals of the inverse multiplexer can be 
looked upon as an internal interface, and a deviation from the standards is therefore 
acceptable. 

Mixing of lines with low speed and different bandwidths may create delay and cell 
delay variation (CDV) that are unacceptable for certain types of traffic. To meet 
requirements from the various traffic types, each of them may have to use dedicated 
line groups with properties that match their demands. 



2.2 The network concept 

The proposed network concept, from here of named the IMUX concept, is based upon 
using the existing telephone access network infrastructure. In practice it means that 
the existing telephone cables are used to provide broadband access to the public. In 
the general structure of the new network, new access nodes have to be installed near 
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the existing street cabinets. These network nodes must perform both inverse 
multiplexing to establish the transmission links to other nodes, and statistical 
multiplexing to concentrate the traffic from the users. Figure 4 below shows a 
functional description of such a network node. 




Inverse multiplexers 
to lower level nodes 



VDSL modems to 
individual users 



Figure 5 below shows the principal structure of the new network. The nodes in the 
network are installed near the distribution cabinets in the old telephone network in 
order to have easy access to the necessary copper pairs. The nominal distance 
between the nodes is about 2 kilometres. Each node covers an area with an 
approximate radius of 1 kilometre, which makes it possible to provide 25-50 Mb/s to 
each of the customers. 



\pcal arsQ \pcal arcQ 




Fig. 5. The architecture of the IMUX network 
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Inverse multiplexing over a number of copper pairs running VDSL modems is used 
to aggregate the requested bandwidth between the main ATM switch located at the 
telephone exchange building, and nodes in the network. The link capacity needed 
between the nodes is estimated to be in the range of 100 to 1000 Mb/s, which can be 
obtained by inverse multiplexing of a few tens of lines. 

Each network node performs both inverse multiplexing and statistical multiplexing 
of traffic flows from the individual users. The users are connected to the nearest node 
by VDSL modems, giving them access to a large, common bandwidth shared among 
them. The nodes will be equipped with standard ATM signalling enabling use of 
SVCs (Switched Virtual Connections) with QoS (Quality of Service) as defined by 
relevant standards. 

The structure of this network is similar to the recommendation from the FSAN 
(Full Service Access Network) consortium. The difference is that FSAN recommends 
optical fibres between the nodes, while this approach is based upon copper. However, 
due to the similarities between the two concepts, it is easy to adopt the technology 
that fits the need best in each case. On sections were optical cables can be installed at 
low cost, fibre cables are the natural choice. But on sections where optical cables 
cannot be installed at a reasonable cost, inverse multiplexing is the choice. The two 
approaches go hand in hand - they will complement each other in a perfect way that 
both the operators and the public may profit on. 



3 The ACTS Project AC309 ITUNET 

To promote the network concept and to pave the way for commercial products needed 
to implement this kind of network, the EU financed ACTS project AC309 ITUNET 
was initiated. The project started in the middle of March 1998 and was terminated at 
the end of March 2000. 

The main objectives of the project was to study how the existing access network 
infrastructures can be upgraded using xDSL technologies to form a cost-efficient 
integrated service network providing the necessary capacity and functionality for 
broadband services. 

In order to identify eventual limitations of the technology and the concept, an 
experimental access node was developed. The node performed inverse multiplexing 
of up to 16 VDSL lines and statistical multiplexing of up to 28 user modems. 

Secondly, since the existing infrastructure imposes strong requirements to the 
location of network nodes, it was of special interest to carry through implementability 
studies from real networks in order to see if the network could be transformed 
according to the concept. Were there copper pairs enough on all sections? Were the 
line lengths within acceptable ranges? How about power supply? 

And thirdly, it was necessary to see if it was possible to realise the necessary 
bandwidth. Video services like TV broadcasting (multi-casting) and Video-on- 
Demand were chosen to be the killer applications that every household wanted to 
subscribe to. 

The project also carried through in-depth calculations and evaluation of the cost 
related to establishing access networks based on inverse multiplexing. 

The project counted telecom operators and industrial partners from France, 
Switzerland and Norway. 
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4 Evaluation 

In order to have a rough evaluation of the implementahility of such a network and 
also some imagination about the cost to establish it, several case studies were 
performed. The case studies covered various areas in Norway and Switzerland. Rural 
areas as well as urban areas were investigated. 

In the following sub-sections one of these case studies is described in details, while 
only summary information about the others is given. 



4.1 The Upgraded Network 

NorVillageA is a small village in a rural area with population consisting mainly of 
farmers and private households. The village had 728 telephone subscribers in total. 
384 of them lived closer to the telephone exchange building than 1000 metres, thus 
one could provide 25-50 Mb/s to each of them directly from the exchange building 
with single user VDSL modems. The remaining snbscribers, 344, were connected 
over remote access nodes. See figure 6 below. 

To connect all customers, 18 access nodes had to be installed. The average number 
of customers connected to each access node was 19. Due to the topology and the 
existing cable infrastructure access nodes had to be installed even at locations with 
very few customers (<5). As a result of this, the number of network nodes became 
higher than expected. 

The case study also uncovered that due to the above non-optimal location of the 
network nodes, up to 4 cascaded nodes were needed to reach the most distant users. 




Fig. 6. The upgraded network 
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4.2 Cost Comparison 



Since the FTTC and the IMUX architectures only differ as regards one item, 
optical fibres vs. inverse multiplexers on the feeder link, the cost comparison could be 
made very simple. The number of VDSL modems needed in the two concepts is 
almost equal since both concepts recommend use of modems between the access node 
and the customers. The number of end-user modems is much higher than the number 
of modems used for establishing link capacities. It is assumed that IMUX concept 
needs 10-15 % more modems than the FTTC concept. Consequently, it was not 
considered necessary to compare other costs than the investment related to 

• Optical fibres, optical termination and civil work for the FTTC concept 

• Vs. inverse multiplexers and modems for the IMUX concept 




g Transmission 



□ Other common equip. 



Fig. 7. Comparison of investment cost 

The result from the cost comparison (Figure 7) shows that the investment to 
establish link capacities between the nodes in the network can be reduced by 
approximately 90 % by utilising IMUX technology. This percentage has been verified 
by a number of case studies in different countries as well as different topologies. 



5 Recommendations 

The IMUX concept is introduced as an independent strategy for how to build a 
broadband access network able to provide both todays and tomorrow’s services to the 
general public. This does not mean that other solutions should be excluded. The 
concept is well adapted to other approaches, such as the above-mentioned FTTC 
approach. These two strategies are complementary in the sense that one easily can 
combine sub-nets based upon the two technologies without large influence on the 
overall network structure. Both of the two approaches rely on utilisation of the 
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existing telephone network. Optical fibres can supplement a network based upon the 
IMUX idea, as well as inverse multiplexers can supplement a network based upon in 
the FTTC concept. 

The IMUX concept is an inexpensive and fast method to establish a broadband 
access network. The investment cost to establish link capacities can be reduced by 90 
% compared to the FTTC concept and the network can be realised very fast since civil 
work is reduced to a minimum. The will be no need to acquire ground and getting 
permissions to dig cable trenches. 

The IMUX concept only requests a moderate increase of the total number of 
modems in the network. The estimated increase is approximately 10-15 %, which is 
judged to be insignificant as regards maintenance cost. 

An optical cable has more capacity than a telephone cable, but the bandwidth of 
the latter one will in most cases be sufficient. Bandwidths in the range of Gb/s can 
relatively easily be achieved. 

None of the concepts need to influence on the telephony service. Both analogue 
and digital telephony can be transmitted in a separate frequency band on the twisted 
pairs. 

The complexity of the remote network nodes in the two cases will only be slightly 
increased since inverse multiplexers will have to be integrated into the IMUX 
equipment. 
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Abstract. The evolution of the market towards broadband and IP-based 
services is a major driving factor for network operators towards the integration 
of their so far separate data and telephony networks. This paper presents an 
approach to realize a mode of Global Service Control for telecommunication 
network operators that provides simplified automated management of services 
over a heterogeneous, multi-vendor network infrastructure. Combining existing 
management paradigms with new integration techniques, the Global Service 
Control approach makes it possible to manage carrier-class quality services 
over the global multi-service multi-media network. 



1 Introduction 



The trend of many incumbent operators to migrate to global multi-service networks 
and to provide ATM or IP-based services to business customers reflects a major 
change in strategy with respect to the up-to-now separate voice, data and IP networks. 
At the same time, operators are investing more and more in future-safe, flexible 
technology based operations systems (OS) that promise to provide them with 

• maximum automation and control of service management solutions. 

• flexibility in service definition 

• speed in service activation 

• security in service assurance 

Defining, designing, implementing, testing and operating services on the multi-media, 
multi-vendor network infrastructure are as many complex tasks that impact various 
aspects of the operator’s business, including strategy, business processes, people and 
technology. 

For incumbent operators, the success of an evolution of his existing network to one 
that can support the new types of multi-media services depends on one hand on the 
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ability to move their current business environment to the target convergent network 
porting narrowband, broadband and IP-based business environment. Investments in 
network evolutions will only create the expected benefits if services are successfully 
implemented from the perspective of the operator's customers. 

This paper presents a network and service management analysis and integration 
approach that can serve both as the basis for the evolution of an incumbent operator's 
business, or for defining and realizing the business of a new operator. It is referred to 
as the Global Service Control solution. 

The realization of a Global Service Control solution depends on the availability of 
an effective Integrated Network Management (INM) system. This INM system needs 
to provide a coherent view and control of the network resources available for services, 
and to provide automated processes for service activation and surveillance across the 
entire network. 

Several Global Service Control implementations have been realized for major 
operators worldwide. This has made it possible to refine the approach described here 
to encompass multi-technology, multi-media and multi-vendor network and service 
management. 



2 The End-to-End Service Management Challenge 

The challenge for operators is to provide services that offer more value to their 
customers than those of their competitors, that may run over both public and private 
networks, and that provide an optimal cost/revenue ration despite the fact that these 
networks are in general multi-vendor, multi-technology and multi-operator in nature. 
This requires an operator to build a Global Service Control solution that allows him to 
compete efficiently in terms of: 

• rapid service introduction and flexible service provisioning; 

• presentation, pricing and packaging of services, which will change as market 
demand evolves; 

• added-value services, thus reducing customer churn. 

A Global Service Control solution will be the differentiating factor for the operator, 
making it possible to integrate a wide range of different services, and to provide a 
one-stop, high-speed shopping point to his customers. 

The three key operational processes for achieving Global Service Control are: 

• Service provisioning: Allows the operator to economically and rapidly provide a 
wide variety of services. This includes sophisticated pre-order processes to reliably 
predict what can be delivered to customers and when. 

• Service assurance: Includes flexible quality of service management, allowing the 
operator to offer a predictable service at a reasonable cost. 
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• Billing: collection and analysis of the usage data of the services, in order to charge 
customers for services in accordance with their actual needs and to create 
personalized bills. 

Two conditions must be satisfied to meet these challenges: the integrated 
management system must provide a network-wide and customer-oriented view of the 
services, and the processes mentioned above must be automated as much as possible. 

A phased process is required to define an operator's required business model and to 
achieve an actual Global Service Control solution supporting and enforcing this 
business model. This process must concentrate on high-speed product time-to-market, 
product flexibility, return on investment for the operator, and end-customer 
satisfaction. 



3 Divide and Conquer the Multi-technology Network 

The way to achieve a Global Service Control solution is based on a three step 
methodology: 

Step 1: Target Business Analysis 

In this step, the operator's high value products and target services (e.g. voice over 
packet) are clearly identified. For incumbent operators, this includes the existing 
products and services that first have to migrate to Global Service Control 
environment. Achieving this maximizes the operator’s return on investment and 
clearly positions the operator in the customers’ minds as the carrier of choice. 

Step 2: Definition of the Operational Process Model 

The goal of this step is to define the operator's target operational process model. In 
case of incumbent operators, it might include the analysis of existing operational 
professes. The target operational process model shall: 

• provide flexible, high-speed support for the introduction of customer-oriented 
services; 

• be easy to use (pushbutton) by the operator's employees and, optionally, by the 
operator's customers; 

• be a smooth evolution of the existing model (incumbent operators only). 

Step 3: Service Evolution Realization through INM 

Step 3 requires the controlled and coordinated execution of all actions needed to 
realize a Global Service Control system for the selected services, as defined in step 1, 
and according to the target process model defined in step 2. 

The goal of the Global Service Control solution is to provide a service management 
support according to the operators business model, that hides the complexity and 
diversity of the underlying network and that proposes automated processes that 
comply with the service operator's process model. 
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Implementing the Global Service Control solution means bridging the gap between 
customer-oriented service management and network-oriented technology 
management. This requires a detailed knowledge of the actual implementation of 
services using the different underlying network technologies involved. A Global 
Service Control solution can only be realized through Integrated Network 
Management (INM). 



4 From Technology (TMN) to Business Management (TMF) 

Until recently, the main worry of many operators was principally the well functioning 
of the (mono- technology) network. Today's management systems for 
telecommunication networks fully support the operator's in this function. A main set 
of requirements for network management have been defined by a set of ITU-T 
recommendations. 

In particular, standard M.3010 [1] defines a Telecommunication Management 
Network (TMN) architecture with different management layers. The Element 
Management Layer (EMU) and Network Management Layer (NML) deal with the 
technology aspects of the network. They are dedicated to management of the detailed 
equipment aspects and network connectivity, respectively. 

Furthermore, the TMN model defines the Service Management Layer (SML) and 
Business Management Layer (BML) to handle service activation and assurance 
processes and customer-related aspects and business support systems (e.g. workforce 
management) respectively. 

The TMN model works applies well when used with mono- technology networks, 
such as Synchronous Digital Hierarchy (SDH) or Asynchronous Transfer Mode 
(ATM) networks. Technology-dedicated standardized information models specify in 
detail the way in which such networks should be managed at the EML level. 

Only a few standards exist today that define the management of a particular 
technical domain at network level (NML). An example is the ATM Forum M4 
Network View model that defines ATM service management on a network basis 
rather than on an element basis. 

Furthermore, virtually no TMN standards are available today for the service (SML) 
and business (BML) management layers. 

Finally, a major drawback of today's TMN standards is that they address 
technology management rather than operational activities. In particular, they do not 
provide service- and customer-oriented management views that are required to 
perform effective service provisioning, activation and surveillance. 




Global Service Control for Multi-media Networks 



361 



Service 

Level 



N etwork 
Level 



Fulfillment 



Order 

Handling 



Service 
Plannin g/ 
Development 



Service 
Config uration 



Assuran ce 



Blllln; 



Problem 

Handling 



Customer 

QoS 

Management 



tomer Care Processes 



Service 

Problem 

Resolutbn 



Service 

Quality 

Management 



Service Development and Operations Processes 



Network 

Planning/ 

Development 



Network 

Provisioning 



Invoicing/ 
Collec tion 



Rating and 
Discounting 



Ne'work 

invjntory 

Management 



Ne two rk 
Maintenance 
& Restoratbn 



Network and Systems Management Processes 



workData 

nagement 



Element 

Level 



Element Management Layer 



Fig. 1. TMF Operational processes on TMN architecture (TMF Operations Map) 

For these reasons, the TMN model has been complemented by an operation model 
description, the Telecommunication Management Forum (TMF) Operations Map 
(TOM) ([2], see Figure 1). The TOM addresses the management problem starting 
from service management and operational requirements point of view. 

More and more, the TOM model is used as the main reference by operators. This 
does not mean that the TMN functional specifications and network object-oriented 
models have become invalid. It mainly means that these functions now are seen as a 
basic given of a Network Management System, and that they serve as the basis for 
supporting the TOM operational processes. 



5 Service Management: From Dedicated to Cross-technology 

Apart from the fact that the accent for operator's is moving from TMN defined 
technology management to TMF operational process support, another shift in focus is 
taking place due to the arrival of convergent voice and data network architectures. 
The related management issue, that is not covered by today's TMN standards, is the 
case of managing services that may cross one or more technology boundaries. 

Relations for managing the dependencies between different technologies 
supporting the same end-service are not defined by any standard. As an example, the 
impact of a fiber-optic cable break on the customers of an IP data transfer service 
carried over an ATM transport layer using an SDH network infrastructure is not 
defined anywhere. 
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A combination of TMN, TMF and new models is needed to achieve a process- 
oriented service management approach that integrates the different technology 
domains of the multi-vendor network into end-to-end network views and operations. 
Only with such a combined approach can a network management system fully support 
the requirements that allow an operator to achieve Global Service Control. 



6 Global Service Control Implementation 

According to the requirements listed in the previous sections on TMN technology 
management, TMF operational process support and cross-technology service 
management. Global Service Control relies on the implementation of an Integrated 
Network Management (INM) system, which allows to map between the objects 
present in the complex network infrastructure (e.g. switches, cards, ports) and the 
services provided on top of this infrastructure (e.g. end-to-end connections, virtual 
private networks (VPNs)), as shown in Figure 2. 

Service and C ustom er view 

Ob;pcts= Tebcom Servbes ordeisd by the custDin er 

□ □ □ □ □ 



M M : 

M appiig between 
infrastructuiE and *rvx;e aspects 



O * o Q 



Ob;pcts= net3vork nodes, cards, poits, links 



Te ch n ical It fta structure vew 



Fig. 2. The role of INM domain managers 

This feature is mandatory to perform end-to-end service provisioning and 
activation, and to measure quality of the offered services. For example, it allows 
operators to determine the impact of technical faults on affected services and 
customers. Management processes are adapted to Service Level Agreements (SLA), 
helping to optimize/maximize service revenues by minimizing service outages 
relative to the contracted SLAs. 

The key concept of such INM solutions is the Domain Manager: the tool that 
bridges the complexity gap between the service-oriented view and the network- 
oriented views. 
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A Domain Manager represents an abstraction function that allows disparate 
technologies within the network to be managed to be handled according to business 
processes, rather than by technological processes. 

In most cases, several levels of abstraction (2 or 3) are needed to master the 
complexity of the full multi-technology multi-vendor network. This is done by 
dividing the full network into service oriented entities, each of which is handled by a 
dedicated Domain Manager that makes the network to service abstraction for that part 
of the network. 

Each Domain Manager provides the hooks down and upwards that are needed to 
reach the required level of service management and supporting the main operational 
processes for its part of the network. 




Fig. 3. Example of a Global Service Control architecture 

By creating the appropriate number of Domain Managers, according to the size and 
complexity of the network, a divide and conquer strategy is used to master the service 
provisioning, assurance and billing processes across the complex network. 

Thus, using the concept of Domain Manager, the shift in focus from technology 
management to service control is achieved. The top-level Domain Manager, also 
referred to as the Cross Domain Manager, At the top-level, the Cross Domain 
Manager interfaces with service dedicated or business management products, or with 
the operator's existing Operations Support System (OSS). 

Figure 3 illustrates the architecture of such an INM system. This example uses 
three Domain Managers and a Cross Domain Manager to handle the complex 
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network. Such solutions have been implemented by Alcatel for major 
telecommunication companies. It focuses on end-to-end service management while 
allowing for the use of either parallel or convergent voice and data networks. 

Alcatel's experience in Domain Manager based approaches (i.e. ALMA Vision) has 
proven the need for the presence of carrier class technology managers (i.e. element 
and network technology managers, or EML/NML) as the basis on which to build the 
INM support (Domain and Cross-Domain Managers) needed to realize a Global 
Service Control solution. 

Initiatives, such as the TMF Catalyst project on generic connection management, 
use the concept of Domain Manager as their basis. 

The tendency is to use CORBA-based software platforms that enable the different 
modules of the solutions (Technology, Domain and Service/Business Managers) to be 
connected together in a flexible way. TMF CASMIM [3] is defining a service- 
oriented generic network model in Interface Definition Language (IDL), which 
complies with TMF and TMN requirements. These interfaces are also meant to be the 
used to communicate with OSS applications. 

The main set of functions supported by a Domain Manager are related to circuit or 
path management, topology management, alarm management, with a specific focus 
on alarms affecting circuits or paths; path performance monitoring, traffic statistics 
recording and SLA management. 

With this kind of architecture, an operator will be able to control services over 
yesterday's, today's and tomorrow's network infrastructure. The approach allows an 
operator 

• to capitalize on his existing management systems, by integrating them under a 
Domain Manager 

• to flexibly extend or add new networks and their management systems under 
appropriate Domain Managers 

• to make service and business management independent of the networking 
technology 

• optionally, to migrate existing services smoothly to the convergent network 
architecture 



7 Conclusions 

This paper has presented the Global Service Control concept, which is crucial for 
operators to develop their business in a competitive environment characterized by 
very rapid evolution of telecom technology towards convergent networks, and by the 
diversity and sophistication of services, especially those proposed to corporate 
customers. 

A methodology has been presented to achieve Global Service Control in a 
progressive way, starting from the operator's current situation. It has been shown that 
the implementation of Global Service Control requires the deployment of a carrier 
class INM solution to perform the mapping between technology-oriented and 
customer service-oriented management objects and features. 




Global Service Control for Multi-media Networks 



365 



As illustrated in the paper, the Global Service Control approach, which has been 
realized by Alcatel for large network operators, covers the handling 

• from the service definition and customer interaction, 

• through the realization of an INM system using intermediate points of control 
(Domain Managers) for managing service provisioning and activation, service 
assurance (including identification and authentication, service level agreement 
management, directory services, etc), and billing, 

• all the way down to the technical management of the network resources. 

Building an actual Global Service Control support system, requires a wide range of 
experience covering, amongst others, different networking techniques, service and 
business management and operational processes. 

The methodology to reach Global Service Control applies both to today's existing 
services on convergent networks, as well as to the services that will be available on 
tomorrows multi-media networks. 

The current tendency of operators to move existing services to packet based 
networks, and to define new services on those networks, does not change the 
requirements for the management of these service and the corresponding required 
control of the network resources and of the Quality of Service delivered by this 
network. 

Thus, the requirements for Global Service Control remain valid in the currently 
foreseen network evolutions. 
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Abstract. Many studies on the performance of the ABR service category have 
been done. Most of these were simulation studies, and most evaluated 
performance only in the ATM layer. However, simulations do not provide a 
complete picture of how ABR service is used by actual applications running on 
existing networks. Few studies of how applications operate in a real 
environment have been done. We have used a testbed ABR network to examine 
the applicability of Internet applications. In this network, we tested four types 
of application: an FTP application (bulk data transfer), and a WWW application 
(interactive flow), a Video on Demand (VOD) application that used Motion 
JPEG, and an IP telephony application. As a result, we found that ABR service 
can be applied to these applications and determined how to set the best ABR 
parameters to ensure the best performance of each application. 



1. Introduction 

Asynchronous Transfer Mode (ATM) is widely used to achieve high-speed 
communication. ATM has a number of service categories. Best effort service is 
suitable for Internet applications because these applications send unpredictable and 
burst traffic. A typical example of a best effort service category is Unspecified Bit 
Rate (UBR) service. However, UBR service uses no form of traffic control, so unless 
each application controls its traffic flow properly, application performance will be 
degraded by cell loss when a network is congested. To solve this problem. Available 
Bit Rate (ABR) service category was designated in the ATM Forum [1]. ABR service 
can avoid ATM layer congestion and minimize cell loss, because it uses a closed loop 
feedback rate control mechanism. In ABR service, a source end system calculates the 
Allowed Cell Rate (ACR) based on feedback information from a network. ABR 
service can also provide a Minimum Cell Rate (MCR) guarantee. 

Many studies on the performance of the ABR service category have been done [2, 
3]. Most of these were simulation studies, and most evaluated performance only in the 
ATM layer, (for example, ATM link utilization or the maximum queue length in 
ATM switches). However, simulations do not provide a complete picture of how 
ABR service is used by actual applications running on existing networks. Few studies 
of how applications operate in a real environment have been done. 

We have used a testbed ABR network to examine the applicability of Internet 
applications. In this network, I tested four types of application. Two were TCP 
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applications: an FTP application (bulk data transfer), and a WWW application 
(interactive flow). The other two were real-time applications: a Video on Demand 
(VOD) application that used Motion JPEG, and an IP telephony application. 

The paper is organized as follows. In section 2, we explain ABR feedback control 
mechanism. In section 3, we depict configuration of our experiment. Then in section 
4, we show experiment results and discuss theses results. Finally, in section 5, we 
conclude the paper. 



2. ABR Behavior 

In this section, we briefly describe ABR feedback control mechanism. In ABR 
service, a Resource Management cell (RM cell) is used to form closed loop feedback 
control system. A source end system (SES) is given information about congestion 
through RM cells. According to these information, an SES calculates allowed cell rate 
(ACR), and adjusts sending cell rate to ACR. An ATM switch indicates information 
about congestion in one of three ways: EECI, Relative Rate, and Explicit Rate (ER) 
marking. In this experiment, ATM switches supporting only EECI marking are used. 
Therefore we explain EFCI marking here. In [1, 4], the others are described in detail. 

- An SES generates an RM cell every after Nrm-1 cells. 

- An ATM switch sets the EECI bit in a data cell when its queue length exceeds its 
threshold. 

- A destination end system sends the RM cell back to the SES, when an RM cell 
reaches it. At this time, congestion indication bit in the RM cell is set when the 
EECI bit in the last received data cell was set. 

- When an SES receives an RM cell, the SES calculates ACR as follows: 

- if the Cl bit in the RM cell is set 

ACR := max(ACR- RDE*ACR, MCR), 

- else 

ACR := min(ACR-hRIE*PCR, PCR). 



3. Experiment Configuration 



3.1. Network Configuration 

The network configuration we used is shown in Fig. 1 . 
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Fig. 1. Network configuration 

- In each ATM switch, cells transmitted to the same output port share buffer 
memory, which size is configurable. In this configuration, it was set to 4k cells. 
Threshold for EFCI marking was set to 127 cells. 

- As for end systems, SS20+Solaris2.4 (except C), and Ultra2+Solaris 2.5.1(C) were 
used. Solaris 2.4 supports window scaling option [5] by applying consulting- 
option. 

- Rate Control Adapters (RCA) work as ABR end systems. ABR parameters were 
set based on ATM Forum TM 4.0. 

- PVCs were used to set up ATM connections. 

- Delay was set by emulator. Default setting was 10ms. 



3.2. Applications Setting 

Traffic from A was sent to A’, and that from B was to B’. These two connections 
offered background traffic using an FTP application. As for C to C’, three 
applications were used, WWW, VoD, and IP Telephony. 

In a WWW application, thirty identical WWW pages, which include a html 
(600bytes) and a gif file (300kbytes), were downloaded. Cache setting at a WWW 
client was disabled. 

Table 1 shows other settings concerning to each application. 



Table 1. applications used in this experiment. 



AP 


protocol 


parameters*CODFC, etc. 


FTP 


TCP 


TCP maximum window size 2‘* bytes 


WWW 


TCP 


TCP maximum window size 9148 bytes 


VoD 


UDP 


Motion JPFG*frame rate = 24fps 


IP Telephony 


RTP(UDP) 


Freephon[6] (with recovery techniques [7]). 



3.3. Performance Metrics 

- Common among three applications : cell rate between ATM SWl and 2, and 
ACR of each connection. 
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- FTP: throughput. 

- WWW : response time. In this paper, interval between a request passing the ATM 
analyzer and the last cell of response data passing it is defined as response time. 

- VOD : loss ratio that is indicated by the application. 

- IP telephony : packet interval. 



4. Results and Analysis 



4.1. WWW 

Three scenarios were tested to examine applicability of ABR to a WWW application: 
(1) A UBR connection for a WWW application without background traffic, (2) Three 
UBR connections sharing bandwidth, one of these connections for a WWW 
application and the others for an FTP application, (3) Three ABR connections sharing 
bandwidth, which use the same application as (2). 

For each scenario, cell rate between ATM switches is shown in Figs. 2,3, and 4 
(measurement interval is 100ms). 
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Fig. 2. Cell rate between switches for a UBR connection without background traffic 





Fig. 3. Cell rate between switches for UBR connections with background traffic 
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Fig. 4. Cell rate between switches for ABR connections with background traffic 

From these figures. We found ABR is better than UBR, because the available 
bandwidth can be fairly assigned to each connection. Note that, when we use the 
ABR, a WWW application can be assigned a fair allocation of bandwidth even though 
its traffic is less than others. This is because the larger a VC shares bandwidth, the 
larger rate reduction the VC suffers. 

Then, a response time and ftp throughput are shown in Tables 2, and 3. In Table 3, 
ABR parameters, RIF and RDF, are changed to determine how to set the best 
parameters for a WWW application. In both tables, response time is calculated about 
a html and a gif file respectively. 



Table 2. WWW responce time and FTP throughput for a UBR connection. 





No background traffic 


UBR 


Html response time [ms] 


2.9±0.1 


3.7±1.5 


Gif response time[s] 


3.22±0.15 


3.55±0.94 


ftp throughput[Mbps] 


8.9 


7.7 



Table 3. WWW response time and FTP throughput for a ABR connection. 



RDF 


^ — — -RIE_ 


1/16 


1/64 


1/256 


1/16 


Html[ms] 


4.1±0.8 


4.7±2.0 


4.4±1.5 


Gif[s] 


2.66±0.08 


2.68±0.10 


2.67±0.08 


ftp[Mbps] 


8.2 


7.6 


7.3 


1/64 


Html[ms] 


4.2±0.9 


4.2±0.8 


4.1±0.8 


Gif[s] 


2.65±0.07 


2.64±0.08 


2.63±0.06 


ftp[Mbps] 


9.0 


8.8 


8.7 


1/256 


Html [ms] 


4.3±0.9 


4.2±0.8 


4.2±0.8 


Gif[s] 


3.59±0.83 


2.67±0.09 


2.66±0.06 


ftp[Mbps] 


5.0 


8.1 


8.8 



: cell loss is observed. 



As is shown in Table 3, for bulk data transfer such as an FTP application, 
ABR is the best service category because the available bandwidth can be fairly 
assigned to each connection and cell loss can be minimize. As a result, a TCP 
connection can fully utilize the available bandwidth by minimizing the overhead 
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caused by TCP retransmission of lost data. The ABR parameters must be set to avoid 
both buffer starvation and buffer overflow; this means aggressive parameter setting is 
desirable for this kind of application. 

As for a WWW application, when we use no flow control, that is, when we use a 
UBR, a WWW application cannot be assigned a fair allocation of bandwidth, so cell 
loss occurs for a WWW connection even though the WWW application uses less 
bandwidth than the background traffic. As a result, use of a UBR degraded the 
response time in presence of the background traffic. Furthermore, response time 
becomes unstable, due to data loss, when many segments are retransmitted. Actually, 
about 4% of data segment are retransmitted in case of UBR. These two problems can 
be solved by use of ABR service, that is, short and stable response time is enabled. 
To avoid TCP retransmission by using congestion control mechanism in ABR keeps 
the quality of interactive TCP applications high. ABR parameters must be set to keep 
the queue length short to reduce delay and to avoid cell loss. Therefore, contrary to 
the case of an FTP application, parameters setting for a WWW application should be 
conservative. 

Considering above results, to ensure good performance for both applications, FTP 
and WWW, (RIF,RDF)=( 1/64, 1/64) is the best in this environment (number of 
connections is 3, and ICR=PCR). 

Finally, a response time and ftp throughput for three ICR settings are shown in 
Table 4. In addition, snapshot of ACR is shown in Fig. 5 (RDF=l/64 ,RIF=l/64, 
lCR=PCR/10)*As is shown in Fig. 5, when ACR>ICR, ACR is reset to ICR before 
next WWW page is transmitted*Therefore, a response time becomes longer by setting 
smaller ICR, though queue length can be kept low. From these results, small ICR 
setting is better, as long as a response time, when background traffic is not heavy, is 
not so worse. 



Table 4. WWW response time and FTP throughput for an ABR connection when ICR is 

changed. 



ICR 


RfE^ 


1/16 


1/64 


1/256 


PCR 


Html[ms] 


4.2±0.89 


4.2±0.8 


4.1±0.8 


Gif[s] 


2.67±0.07 


2.65±0.08 


2.63±0.06 


ftp[Mbps] 


9.0 


00 

00 


8.7 


PCR/3 


Html[ms] 


4.8±0.8 


4.6±0.2 


4.7±0.2 


Gif[s] 


3.21±0.13 


3.21±0.17 


3.21±0.23 


ftp[Mbps] 


9.0 


00 

00 


8.7 


PCR/10 


Html[ms] 


11±0.4 


11±0.3 


11±0.5 


Gif[s] 


3.23±0.19 


3.23±0.13 


3.20±0.16 


ftp[Mbps] 


9.0 


00 

00 


8.7 



The following is the summary of this subsection. 

[Applicability of ABR service for TCP applications] 

- For an FTP application, ABR is the best service. 

- For an interactive application such as a WWW application, ABR service also 
works well, because short and stable response times are achieved. ABR 
parameters must be set to keep the queue length short to reduce delay and to avoid 
cell loss. 
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Fig. 5. Snapshot of ACR when RIF=RDF=l/64, and ICR=PCR/10 



4.2. VoD 

We made our measurements with a VoD application that uses UDP for data 
transmission. The CODEC of our VoD application is Motion JPEG. We consider 
three conditions for underlying networks: (1) A UBR connection for the VoD 
application without any other background load, (2) A UBR connections for the VoD 
application and two other UBR connections for background TCP traffic during 10 
seconds, and (3) An ABR connections for the VoD application and two other ABR 
connections for background TCP traffic during 10 second. By observing video movies 
at the receiver side, we found the following results. 

- In case of UBR connections with background traffic, we observe suspension of 
movie due to losses of movie frames. After the congestion period, the movie restart 
playing but lost part of the movie is skipped and is never displayed. As a result, we 
observe continuous loss of movie more than the half of the congestion duration. 

- In case of ABR connections with background traffic, we observe delay in 
displaying movies during congestion periods. This is because ABR rate control 
adapter limits the transmission rate of video stream. After finishing the congestion 
period, the rate control adapter transmits the cells stored in its buffer at PCR and 
this results in high frame arrival rate at the receiver host. This causes overflow of 
the frame buffer at the receiver host and we observe approximately 10% loss of the 
movie at that period. 

We show the transient cell rate characteristics in 100 ms time unit between the 
switches in Pig. 6 (UBR without background traffic). Fig. 7 (UBR with background 
traffic), and Fig. 8 (ABR with RDF=l/64 and RIF=l/64). 

In Fig. 7, we can see that the share of VoD, which is UDP, is dominant and TCP 
traffic can obtain only a small share of the whole bandwidth. The total throughout for 
the two TCP connections was 0.7 Mbps. In case of Fig. 8, we used ABR connections 
and the total bandwidth is fairly shared by the three ABR connections. As a result, the 
total throughout for the two TCP connections was 6 Mbps. 

As we mentioned above, when we use ABR, we observe loss in frames of VoD 
movie at the time when the background traffic terminated. To solve this traffic 
phenomenon, we propose two approaches. The first one is the reduction of video 
frame rate. The other one is the increase of MCR. 
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Fig. 6. Cell rate between switches for a UBR connection without background traffic. 




■Fig. 7. Cell rate between switches for UBR connections with background 




Fig. 8. Cell rate between switches for ABR connection with RDF=l/64 and RIF=l/64 
( 1 ) Reduction of video frame rate 

We reduce frame transmission rate from 24 fps by 1 fps steps and search the 
maximum frame rate at which the VoD application does not indicate any frame loss. 
We found 9 fps is the maximum one. We show the results of the transient cell rate 
characteristics between the switches in Fig. 9 (UBR without background traffic), Fig. 
10 (UBR with background traffic), and Fig. 1 1 (ABR). 
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Fig. 9. Cell rate between switches for 9 fps VoD and a UBR connection without background 

traffic 




Fig. 10. Cell rate between switches for 9 fps VoD and UBR connections with background 

traffic 




Fig. 11. Cell rate between switches for 9 fps VoD and ABR connection with RDF=l/64 and 

RIF=l/64 



In case of UBR (Fig. 10), we could not solve unfairness among UDP and TCP 
connections and the total throughput for two TCP connections is 2.0 Mbps. We also 
note that in this case, we observe suspension of movie at the receiver host and the 
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VoD application indicates 10% of frame losses. In case of ABR with 9 fps for the 
video stream, although the video quality degrades due to the reduction of frame rate, 
we did not perceive any degradation in actual displayed movie comparing to the case 
for UBR without background traffic. We also note that we can maintain zero frame 
loss at application level for ABR with 9 fps. As we can see from the Fig. 11, by 
reducing the frame rate to 9 fps that is 3/8 of the original 24 fps, the corresponding 
cell rate is also approximately 3/8 of the original cell 

rate. This suggests a possibility to the dynamic rate adaptation for VoD. By 
investigating the maximum bit rate that does not cause frame loss for the original 
movies and dynamically controlling the frame rate proportional to (ACR/bit rate of 
movie), we shall maintain the quality of VoD even when the available bandwidth 
changes time to time. 

(2) Increasing MCR 

We investigate the effect of MCR by changing MCR from 0Mbps by 1 Mbps steps. 
The minimum MCR that does not cause loss in VOD frame is 7 Mbps. We show the 
cell rate between switches for this case in Fig. 12. 
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Fig. 12. Cell rate between switches for ABR connections with MCR=7Mbps for VoD 



n r- 


1 r 


1 1 r 


- i 


ii 1 


VOD 


: I 




/ : 


- 


FTP 


# 1 ■ 


- 


lp(0|^ 


F TP # 2 


J 1 1 1 1 1 i_ 


0 


2 0 


4 0 6 0 



E lap sed tin e [sec ] 



As we explained in section 4.1 with regard to WWW, the higher the transmission 
rate of a VC is, the larger rate reduction the VC suffers. Thus, the residual bandwidth 
is 3Mbps in our condition but the bandwidth share for VoD is less than that of the 
other VCs with MCR=0 Mbps. By observing the actual movies, we found 7 Mbps is 
the smallest allowable MCR for VoD traffic to maintain smoothness of the video. 
This means that by allocating large MCR for VoD traffic, we can increase tolerance 
for the VoD traffic against background load. Here, the PCRs and the durations of the 
background connections specify the background load. We can find the maximum 
value of the parameters for background ABR connections to avoid a frame loss in 
VoD application as follows. 
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(R - cell rate for the VoD connection during congestion) * T/(PCR - R) < receiver 
buffer size. 

Here, R [Mbps] denotes the cell rate for the VoD connection when there is no 
background load, and T [s] denotes the duration of congestion. We can approximate 
cell rate for the VoD connection during congestion as MCR. 

In the above relationship, the receiver buffer size is unknown but we could 
estimate it from measurements. 

The followings are the summary of the above results. 

[Applicability of ABR service for VoD] 

(1) No unfairness occurs when we use ABR even if there coexists FTP traffic using 
TCP and VoD traffic using. 

(2) We observed that the bandwidth used by the VoD is approximately 8.5 Mbps 
so that it is larger than the fair share of the bandwidth. In that case, we can calculate 
allowed background load for it. By allocating MCR enough, we can enlarge the 
allowed background load. 

(3) By using the currently available bandwidth information, such as ACR, we can 
maintain movie quality by dynamically updating transmission frame rate (namely, 
transmission cell rate). As we mentioned above, frame rate is approximately 
proportional to the cell rate. Thus we suggest the effectiveness of periodical frame 
rate updating method by using mean bit rate of a video and mean available bandwidth 
in a certain interval. 



4.3. IP Telephony 

When RIF and RDF are set to 1/64, cell rate between switches is shown in Fig. 13. 
For comparison. Fig. 14 shows cell rate between switches when no background traffic 
is offered. From these figures, we can confirm share of each application is fair. 
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Fig. 13. Cell rate between switches for ABR connections when RIF=RDF=l/64 
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Fig. 14. Cell rate between switches for a UBR connection without background traffic 



When we use a UBR, many silent periods occured. This is because the error 
recovery techniques in such an application do not work well when burst data is lost. 

On the other hand, the ABR worked well in that we could hear undegraded sounds. 
This is because IP telephony uses relatively little bandwidth and has recovery 
techniques to be used in an Internet environment that does not guarantee any quality 
of service. The ABR parameters setting, as in the case of a WWW application, must 
keep the queue length short to reduce delay. 

Delay variation, however, is caused by use of ABR, because cell rate is adjusted 
dynamically. Actually, packet interval for an IP Telephony without no background 
traffic differs from that using an ABR connection with background traffic at the order 
of milliseconds. Thus, only when a real-time application has some robustness for 
delay variation, ABR service is useful for the application. Furthermore, considering 
queueing delay in rate control adapter, the smaller bandwidth the application uses the 
better performance is achieved. 



5. Conclusion 

Overall, our findings show that the best ABR parameter setting should depend on 
applications. However, when users cannot set appropriate ABR parameters for each 
application, conservative setting to keep queue length low and to avoid buffer 
starvation is effective in most cases. 

Even though ABR service is not primarily intended for real-time applications, the 
ABR can be effective for these applications when some conditions are satisfied. In 
addition, we have found that harmonization of ABR flow control and application level 
flow control increases the variety for which the ABR can be effectively used. 
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Abstract. Community Networks have been implemented for the last few years 
on several cities, most of them supported by local governments or by 
experimental projects. Portugal was not an exception and since the early 1990s 
some small-scale projects were deployed. By the end of 1998, the Portuguese 
government sponsored a new wave of community networks under the scope of 
the project ‘Digital Cities’, promoting the use of new technologies and the 
development of enhanced services for the citizen. The city of Aveiro was the 
first of a new generation of Digital Cities in Portugal. This paper describes, in 
detail, network implementation options for this community network, concerning 
both its core and access enabling technologies, as well as the services that are 
being provided, including description and architectures for each of the relevant 
ones. 



1. Introduction 

Aveiro Digital City is the name of a large-scale community network sponsored by 
Portugal Telecom and by the Portuguese government, located in the region of Aveiro, 
60 km in the south of Oporto. To support this community, an IP multi-services 
platform was set-up, requiring services ranging from typical IP narrowband to 
broadband and real-time services to coexist peacefully with the best possible quality. 

All those services are supported by a common platform providing users with a set 
of basic services such as a portal service, e-mail, Web hosting (both institutional and 
personal pages), personalization services, discussion forums, IRC, multi-point FI. 323 
conferences, and games. For users and projects with special needs a set of advanced 
services is also available like an open e-commerce platform, broadband IP streaming 
(MPEGl/2 VoD streaming and IP based Interactive TV) and high bitrate H.323 
conferencing services. 

This community network in place for almost one year and will grow to support in 
the near future more than 20.000 users, mostly accessing via Plain Old Telephony 
System (POTS), Integrated Services Digital Network (ISDN) and Asymmetric Digital 
Subscriber Line (ADSL). Very high speed Digital Subscriber Line (VDSL) and Fibre- 
To-The-Home (FTTH) technologies are also available from a local trial and are being 
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used to connect a number of special users. Core network technology is based on 
Asynchronous Transfer Mode (ATM) switches and IP routers. 

Based on the experience obtained with Aveiro Digital City, and supported by its 
success, new similar experiences will grow in Portugal during the next few years. 
Besides improving existing Digital Cities, new ones will require the integration of 
new services and network technologies, based on particular user profiles and 
environment characteristics. 



2. The Network and Its Basic Services 



2.1 The Core Network 

Core network was defined in order that bandwidth limitations should not become a 
problem, at least in the medium term. For that purpose, Ethernet and ATM network 
technologies were considered and evaluated in terms of advantages and 
disadvantages. Ethernet (100 Mhit/s and 1 Ghit/s) is a cheap and simple technology 
that offers very good performance, but it is a pure local area network (LAN) 
technology, not suitable for a wide area network (WAN) application and for 
interconnection scenarios (very likely to exist in different flavours on our network). 
Additionally, quality-of-service (QoS) management is very limited. 

On the other hand, a pure ATM solution is more complex, more expensive and less 
performing when used in a LAN environment, but it offers very good QoS 
mechanisms and is very well suited for the required interconnection scenarios. 
Moreover, ATM is required as transport technology for some of the available access 
technologies that were intend to be used, such as ADSL and VDSL. 




Fig. 1. The Core ELAN and connected devices: Data Centre Services and Access Devices 

The final adopted solution was a hybrid one: switched and dedicated Fast Ethernet 
(100 Mbit/s) on the server farms and ATM for the core and access device 
interconnection. Since all the services are IP based, IP is the only protocol supported 
on this network, over Ethernet and ATM technologies. 

On this hybrid core network, an ATM emulated LAN (LANE) was established, 
thus allowing the seamless integration of East Ethernet hosts and native ATM 
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equipment over a single infrastructure. For this, a Cisco Catalyst 5500 switch 
equipped with one redundant ATM STM-4 card and a router switch module was used 
in the core network. This LANE is the main ‘cloud’ of Aveiro’s Digital City network; 
the services data centre and some of the access/edge devices are directly connected to 
this cloud over ATM or Fast-Ethernet. ATM connected access devices reach the 
Emulated LAN through a Cisco LSlOlO ATM switch (Figure 1). Besides the core 
LANE-based virtual LAN (VLAN), other VLANs are configured on this network: 
one for service management, one to support a special project and several to support 
RFC 1483 bridged ADSL clients, as described later on. The Catalyst route switch 
module assures IP routing between those VLANs. A schematic diagram of the core 
network is shown in Figure 2. 




Basic essential services 

(Intra WWW, Mail, DNS, Boards, etc) 



Fig. 2. Aveiro Digital City’s Network Diagram 



2.2 Access Infrastructure 

This network supports several access options, narrowband and broadband. 
Narrowband access comprises POTS and ISDN dial-up at rates up to 56 kbit/s on 
analog modems or up to 128 kbit/s on ISDN. A Cisco 5800 access server, featured 
with 12 primary rate lines and 10 MICA modem cards, is being used to terminate up 
to 720 simultaneous PPP sessions. User authentication and accounting uses a 
Lightweight Directory Access Protocol (LDAP) enabled Remote Authentication Dial 
In User Service (RADIUS) server, which is part of the service platform described 
later on. Broadband access is provided through three different technologies: ADSL, 
VDSL and FTTH. 
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ADSL service is being provided by two Digital Subscriber Line Access 
Multiplexer (DSLAM), one from Alcatel and one from Siemens. They are located in 
the Aveiro’s central telephone office. 

The service is provided in 2 different configurations, according to particular 
requirements. Some users/projects use ADSL in an always-on basis; in this case IP 
services use RFC1483 bridged over ATM PVC connections terminating on the core 
switch, which comprises a VLAN for each of these user groups/projects (Figure 3a). 
This is the case of a kiosks project described later on. 

Other users/projects are using PPP/PPPoA/PPPoEQ sessions terminated on a 
BroadBand Remote Access Server (BBRAS). In this case PVCs carrying PPP 
sessions are established from user premises ATU-R devices and terminated on the 
BBRAS. Those sessions are authenticated using the same AAA server as for the 
narrowband users (Figure 3b). 





AAA Server 



Fig. 3. Diagram of ADSL access scenarios, a) Access using RFC1483 bridged b) Access using 

PPP/PPPoA 

For users connecting through ADSL, special broadband services are available on 
the network, such as Video-on-Demand or local IP-based television programmes, as 
shown in Figure 4. 

VDSL and FTTH technologies are supported by the BroadBand Loop project’s 
field trial in Aveiro. BroadBand Loop (BBL) was a project supported by the EU 
ACTS programme (AC038). It addresses access network solutions based on ATM- 
passive optical network (ATM-PON)ZVDSL technology, paving the way for the 
widespread usage of broadband services in the local loop. As an evolution step from 
narrowband topologies towards broadband service features, BBL followed a hybrid 
fibre-copper approach. 



' PPPoA: PPP over ATM. Defined in RFC 2364 
PPPoE: PPP over Ethernet: Defined in RFC 2516 
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Fig. 4. Video-On-Demand and High-bitrate video streaming integrated on Digital City’s service 

Portal using an ADSL access. 



The Portuguese field trial system installed in Aveiro is based on a hybrid 
fibre/copper transport system providing end-to-end ATM transport. The optical 
distribution network (ODN) is based on a PON network comprising a single head-end 
unit, the optical line termination (A-OLT) with 16 remote optical network units 
(ONUs) located in street cabinets or directly on the customer’s premises. A reference 
architecture is shown in Figure 5 and Interface definitions are given in the Table 1. 




NT-26 



ArM2| 



Optical 
Distribution 
Network (PON) 



AB-ONU 






IPC 



PC 



Fig. 5. A PON reference architecture 

Whenever the ONU is located in a street cabinet, the last drop to the customer is 
based on two forms of VDSL technology supporting short-range (200 m) or medium 
range (800 m) data transfer at fixed bandwidths. The VDSL lines are terminated using 
an active network termination (NT) function supporting up to two ATM-Forum 
compliant ATM-25 interfaces. ONUs and NTs are named on the basis of their VDSL 
delivery capabilities. An AS-ONU-26 supports four VDSL 26/3 (Mbit/s) lines, each 
terminated by an NT-26, whereas an AS-ONU-51 supports eight VDSL 51/1.6 
(Mbit/s) lines each terminated by an NT-51. In all other situations, where the ONU is 
located in the customer’s premises, a business ONU (AB-ONU) supporting a direct 
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fibre termination and two ATM-25 interfaces is deployed. AS-ONUs are used in 
fibre-to-the-cabinet (FTTC), fibre-to-the-kerb (FTTK), and fibre-to-the-exchange 
(FTTE) topologies and AB-ONUs are used in a fibre-to-the-home (FTTH) topology. 



Table 1: PON architecture Interface definitions 



A1 


ATM-25 


A2 


VDSL-51, VDSL-26 


A3i 


Split fibres 


PON downstream 


VC-4 (STM- 1,0.707) 


PON upstream 


TUG-A (proprietary) 


A3 


Single fibre 


A4 


STM-1 or STM-4 



Figure 6 shows a BBL AS-ONU mounted on a street cabinet and a VDSL modem 
(NT-51). The entire BBL network consists of 16 ONUs, 10 of them are AB-ONUs, 
two are AS-ONU-51 and four are AS-ONU-26s, giving a total capacity of connecting 
42 clients (NT-26s and AB-ONUs provide to each one 2 ATM-25 ports). 




Fig. 6. BBL AS-ONU mounted on a street cabinet and a VDSL modem (NT-51). 



IP services are being delivered over ATM PVCs via optical line terminations 
(OLTs) on the ATM switch to Aveiro Digital City’s ATM core network. Since 
bandwidth limitation was not a problem on the PON network, all the connections 
were configured with constant bit rate (CBR) class of service, allowing the most 
sensitive services, such as MPEG2 VoD and H.323 videoconferencing to behave 
properly. Each of the connections has a peak cell rate of 20 Mbit/s on each of the 
client ATM-25 adapters and traffic shaping was applied to limit upstream bandwidth 
(3 Mbit/s for the NT-26, 200 kbit/s for the NT-5 1 and 9 Mbit/s for the AB-ONU). 

IP transport uses IP-over- ATM (RPC 1483) routing. For each ONU drop point, an 
IP subnet was assigned; each one of these subnets has a virtual interface defined on 
the access router allowing each user’s traffic to be routed to the core network, from 
where services are being provided. 
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2.3 Data Centre Service Architecture and Generic Services 



A generic IP services platform provides the building blocks for all the services 
developed for this community. This platform was designed with the objective to 
require a minimum effort to develop any specific high-level service for any specific 
sub-community or project. This main goal led to the following sub-objectives: 

• Simplified process of user registration and automatic provisioning of customised 
services. 

• Reduced end-user administration, operations, and support costs. 

• Easy creation and deployment of new services. 

• Easy and decentralised server management. 

The generic service platform and its supporting information system were 
implemented using both Microsoft Commercial Internet Services (MCIS) and LINUX 
based open-source solutions. A particularly important service is the personalisation 
and membership directory and its back-office database. The membership directory 
provides a LDAP based hierarchical directory optimised for storing the whole of 
service’s and user’s information. 

The membership directory can be used to store user properties that are leveraged 
by the personalisation features of MCIS. In addition. Digital City services use the 
membership directory to store user authentication credentials and permissions as well 
as other information required for some community services. With the membership the 
following features are available: 

• extensible LDAP schema, allowing creation of new attributes for existing users or 
to define entirely new classes of directory objects; 

• LDAP interface with a well-known service interface (Active Directory Services 
Interface (ADSI)) that enables easy access to directory objects and attribute 
manipulation; 

• a directory security model. 

Authenticated services, such as remote dial-up accounts, e-mail accounts, protected 
web-content, or user accounts for content uploading, are all supported by the 
membership directory authentication service. Standard services such as WWW, e- 
mail, RADIUS and file transfer protocol (LTP) can use the membership as an 
authentication provider through membership’s LDAP interface. Ligure 7 illustrates 
the membership’s architecture. 
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Fig. 7. Membership Architecture 
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2.3.1 Information System Integrated Services 

The basic services provided by the IP platform are: web hosting, Internet relay chat, 
web-based discussion boards, software archive, H.323 conferencing, video streaming 
and AAA. Additionally RADIUS, e-mail (SMTP, POP3 and IMAP4), personal web 
pages, and some protected web based services (like web based front end for e-mail 
service) are available, using authentication based on the membership authentication 
provider using its LDAP interface. 

Taking as an example the case of the e-mail service, the interaction with the 
membership and storage area where user mailboxes are located is done like this: when 
a client tries to access its POP3 or 1MAP4 server, the server authenticates the user 
against the membership directory to verify if the user can be logged on. If the 
authentication is successful, another LDAP query returns the location of the user’s 
mailbox directory. The mailbox can either be located in a local server directory or on 
a remote file store. A SMTP server will accept mail for local delivery (inbound) from 
any host from which it accepts an SMTP connection. For outbound mail, the SMTP 
server can be set up to accept only connections from authenticated users, from 
specific IP-address ranges or both, in order to cut down spamming. 

Figure 8 shows the basic architecture of the Digital City’s Data Centre. 
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Fig. 8. Data Centre Service Architecture 



2.3.2 Internet Access Service 

From the point-of-view of the community network, Internet access is just another 
service. Internet is accessible via a firewall placed between Digital City’s VLAN and 
a small unprotected LAN. Both network address and port address translation (NAT 
and PAT) are used to translate private IP addresses from the community network to 
public IP addresses assigned to Aveiro Digital City. In addition, a demilitarised zone 
is used to place some Internet services, like the public Domain Name System (DNS) 
or public Web servers. To increase performance and conserve bandwidth on the 
Internet connection (a El connection), Internet Web access is made through a 
transparent proxy/caching service. 
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A traffic redirector was configured on the router that handles traffic from Digital 
City’s intranet to the Internet firewall; all hypertext transfer protocol (HTTP) requests 
from inside to external addresses are sent to the transparent proxy/cache servers. 
Caching service is implemented using Squid cache software running on two Linux 
boxes, which are placed beyond a L4 switch from Alteon Web Systems. This switch 
can load balance Web requests to the existing cache servers. 



2.3.3 Multi-point Conferencing Service 

To support multi-point audio/video conferences, an H.323 MCU is available on the 
data centre. This device is configured to be running, permanently, a free access 
conference. Like other services, the conferencing service uses the same LDAP based 
directory platform, allowing users to be registered when they are available for 
conversation. Conference names are also registered on the directory. 

To manage closed conferences, a web-based conference management interface is 
being developed allowing special users with the right privileges to create, edit and 
view those conferences on the conferencing system. 

Typical clients for this service are using Microsoft NetMeeting 3.0 for low quality 
conferencing and Intel ProShare conferencing kits for high quality conferences. 



3. Projects and Enhanced Services 

Apart from supporting generic IP services, this network is also the place where 
platforms and specific content belonging to some of the projects running on the 
Digital City initiative are located. In some cases, special services or extensions to 
existing platforms, were developed to support these projects. Projects on the Digital 
City are segmented in terms of intervention area, such as public information services, 
school and education communities, municipality support services, health care 
services, services for commerce and industry and social exclusion aid services. 

Targeting those intervention areas, Aveiro Digital City initiative has currently 40 
projects running. Four of these projects were selected for a briefly description in the 
next sections, based on the particular services that were developed to support them or 
on the special features implemented over the common network. 



3.1 Project EIRO 

EIRO is a project that consists of 12 outdoor kiosks, placed around the city, to give 
citizens and tourists public city information such as vectorial browseable/clickable 
city maps (based on a geographic information system), weather information, cultural 
events, local news and tourism information, with high quality videos (MPEG2) and 
audio. 

Those kiosks are connected together and with the core, over the ADSL network, 
using RFC 1483 bridged connections into a special VLAN supported on the core 
infrastructure. A special server farm located at the data centre building gives 
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exclusive services to this VLAN. MPEG-1 and MPEG-2 video streaming up to 6 
Mbit/s is being supported on Microsoft NetShow Theater platform, while lower 
bandwidth video and audio streaming is being provided by Microsoft Windows Media 
Services platform. User interface and dynamic data is based on an HTTP server and a 
Structured Query Language (SQL) server. Kiosk Graphical User Interface (GUI) was 
developed using ASP technologies, extensible Markup Language (XML) and 
Dynamic HyperText Mark-up Language (DHTML). A special user interface was 
designed for back-office operators allowing them to update the system SQL based 
information (with news, events, etc) or to update the multimedia library (audio/video). 

In addition to typical kiosk functionality, each of these street-mounted public boxes 
also acts as a public telephone post. This service uses Portugal Telecom’s Intelligent 
Network in combination with voice-over-IP on the Digital City’s network. A user 
owning a virtual calling card (identified by a card number and a PIN) can dial from a 
public kiosk to any public network telephone number, by using a GUI-based dialer 
pad. These calls are routed in IP over the project’s VLAN, then routed to Digital 
City’s VLAN and finally handled by a H.323 gateway placed on the core network. 
EIRO’s network architecture is shown on Eigure 9. 




Fig. 9. Project ‘EIRO’ network architecture 



3.2 Project AVEIRO MEGASTORE 

In this e-commerce project a shop for the community network was developed. 18 
existing traditional commerce shops participate on this project and are connected to 
Digital City’s core network mostly by ADSL and ISDN dial up. These shops are able 
to use all the generic services and in addition are able to access the commerce 
platform to exchange transactions (orderings, payments etc), and also to update their 
own product catalogues or place promotions. Microsoft Site Server was used to build 
the e-commerce platform, being used exclusively by the Aveiro Megastore project. 
However this platform has capacity to support as many e-commerce sites as needed. 
Secure transactions use Secure Socket Layer (SSL) and are based on certificates 
issued by an internal Certification Authority (CA). 
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3.3 Project EABL.NET 

This project has huilt a Virtual Private Network (VPN) for farmers and cow producers 
in the region of Aveiro. This VPN runs over Digital City’s network and uses secure 
IP-tunnelling technologies (L2TP and IPSec). This network uses a topology where all 
the farmers connect via ISDN dial-up to a central office where information systems 
for agriculture and cattle-breeders are located (Figure 10). 




L2TP tunnel dynamically created based 
on user authentication realm 



Fig. 10. Project ‘EABL.NET’ network architecture 



4. Conclusions 

Based on the experience acquired with Aveiro Digital City, and supported by its 
success, new similar experiences will grow in Portugal during the next few years. A 
new official programme called Digital Portugal was already approved extending the 
digital city’s concept to the entire country. Besides improving existing Digital Cities, 
new ones will require the integration of new services and network technologies, based 
on user profiles and surrounding environment needs. Connection to actual and future 
broadband ATM and IP back-bones, with a national coverage, will allow the 
deployment of existing and emerging services based on core network functionality. 

Support for user communities services, based on the VPN concept, will allow a 
coherent distribution of components between individual community network and 
operator networks. Figure 11 shows the integration of other city communities on 
Aveiro ’s common service platform. 




Fig. 11. Integration of other city communities on Aveiro’ s common service platform 
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Reusing Aveiro’s platform to host new communities will be our target for the 
future. In that scenario QoS provision mechanisms and more powerful management 
procedures must be further developed. This may require the integration of new 
network solutions, QoS aware, like integrated services and differentiated services, 
together with monitoring and management tools. The ability to differentiate between 
different user application areas will allow better usage of network resources. 
Adopting QoS policies, will distinguish between user services and applications 
requiring different network levels of commitment. 
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